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1. Background
In RAN #99, RAN tasked RAN4 the following work:
· To study how to enable HPUE including PC2 for RedCap in the band agnostic way
· To study the applicable form factor, e.g., sensor, camera

In RAN4 #107, RAN4 discussed on the RAN task and reached the following agreements in the WF R4-2310395:
Issue 1-1-1: A-MPR for FD-FDD RedCap PC2 UE
Way forward:
· Further discuss whether or not the A-MPR for non-Redcap PC2 UE can be directly re-used for Redcap PC2 UE

Issue 1-2-1: RSD for FD-FDD RedCap PC2 2Rx UE
Online agreement:
· RSD for non-RedCap 2Rx PC2 UE can be re-used for RedCap PC2 2Rx UE for the bands, on which RSD requirements for non-RedCap 2Rx PC2 are defined based on 1Tx architecture.

Issue 1-2-2: RSD for FD-FDD RedCap PC2 1Rx UE
Way forward:
· Further discuss whether or not the Single Rx antenna port RSD allowance for RedCap PC3 UE can be re-used for RedCap PC2 UE

Issue 1-3-1: RedCap PC2 UE for sensor and camera
Online agreement:
· RedCap PC2 UE is feasible for some form factors, e.g., sensor and camera
· FFS on whether RedCap PC2 UE is feasible for wearable
· FFS on whether the form factor for RedCap will be explicitly listed in the specification

In this meeting, the left issues Issue 1-1-1: A-MPR for FD-FDD RedCap PC2 UE and Issue 1-2-2: RSD for FD-FDD RedCap PC2 1Rx UE are addressed and the corresponding online agreements are captured in the following WF.
2. Way forward
Issue 1-1-1: A-MPR for FD-FDD RedCap PC2 UE
Online agreement:
· A-MPR for Redcap PC2 UE needs to be specified based on single Tx architecture by re-using the non-RedCap PC2 where applicable
Issue 1-2-2: RSD for FD-FDD RedCap PC2 1Rx UE
Online agreement:
· RSD for RedCap PC2 1Rx UE needs to be specified based on single Tx architecture
