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	Reason for change:
	The A-MPR for 100MHz of NS_53 is still in brackets and requires finalisation. The minimum required back-off for channel of 100MHz is 4dB when considering interlaced allocations and the PSD limit of -1dBm/MHz. 
Additional simulations on NS_53, CP-OFDM, QPSK have shown an additional need of 0.5dB for 100MHz channel. The A-MPR values is increased from 3.5dB to 4.0dB.

	
	

	Summary of change:
	To enable compliance with PSD limits the DFT-s-OFDM Partial A-MPR value is set to a minimum of 4dB.
Updated the value for NS_53, CP-OFDM, QPSK and 100MHz to 4.0dB.

	
	

	Consequences if not approved:
	Compliance with PSD limits for NS_53 might not be achievable and use of NS_53 might not be possible in the field. 
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	This CR's revision history:
	Initial version covered the correction for 100MHz DFT-s-OFDM A-MPR based on PSD considerations.
The revision includes correction for 100MHz CP-OFDM QPSK based on additional simulation analysis.
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[bookmark: _Toc61367417][bookmark: _Toc61372800][bookmark: _Toc68230741][bookmark: _Toc69084154][bookmark: _Toc75467164][bookmark: _Toc76509186][bookmark: _Toc76718176][bookmark: _Toc83580486][bookmark: _Toc84404995][bookmark: _Toc84413604][bookmark: _Toc21344413][bookmark: _Toc29801900][bookmark: _Toc29802324][bookmark: _Toc29802949][bookmark: _Toc36107691][bookmark: _Toc37251465][bookmark: _Toc45888341][bookmark: _Toc45888940]6.2F.3.6	A-MPR for NS_53
When “NS_53” is indicated in the cell, the A-MPR is specified in Table 6.2F.3.6-1 for power class 5 and in Table 6.2F.3.6-2 for power class 3.
Table 6.2F.3.6-1: A-MPR for NS_53 power class 5
	Pre-coding
	Modulation
	Channel bandwidth (Sub-band allocation) / RB Allocation

	
	
	20 MHz
	40 MHz
	60 MHz
	80 MHz
	100MHz

	
	
	Full (dB)
	Partial (dB)
	Full (dB)
	Partial (dB)
	Full (dB)
	Partial (dB)
	Full (dB)
	Partial (dB)
	Full (dB)
	Partial (dB)

	DFT-s-OFDM
	PI/2 BPSK2
	≤ 9.0
	≤ 12.0
	≤ 6.5
	≤ 8.5
	≤ 4.5
	≤ 6.5
	≤ 3.0
	≤ 5.5
	≤ [1.5]
	≤ 4.0[2.5]

	
	QPSK
	≤ 9.0
	≤ 12.0
	≤ 6.5
	≤ 8.5
	≤ 4.5
	≤ 6.5
	≤ 3.0
	≤ 5.5
	≤ [1.5]
	≤ 4.0[2.5]

	
	16 QAM
	≤ 9.0
	≤ 12.0
	≤ 6.5
	≤ 8.5
	≤ 4.5
	≤ 6.5
	≤ 3.0
	≤ 5.5
	≤ [1.5]
	≤ 4.0[2.5]

	
	64 QAM
	≤ 9.0
	≤ 12.0
	≤ 6.5
	≤ 8.5
	≤ 4.5
	≤ 6.5
	≤ 4.0
	≤ 5.5
	≤ [2.0]
	≤ 4.0[3.0]

	
	256 QAM
	≤ 9.0
	≤ 12.0
	≤ 6.5
	≤ 8.5
	≤ 5.0
	≤ 7.0
	≤ 5.0
	≤ 5.5
	≤ [3.5]
	≤ [4.5]

	CP-OFDM
	QPSK
	≤ 9.0
	≤ 12.0
	≤ 6.5
	≤ 8.5
	≤ 4.5
	≤ 6.5
	≤ 4.0
	≤ 5.5
	≤ [3.54.0]
	≤ [4.5]

	
	16 QAM
	≤ 9.0
	≤ 12.0
	≤ 6.5
	≤ 8.5
	≤ 4.5
	≤ 6.5
	≤ 4.0
	≤ 5.5
	≤ [4.0]
	≤ [4.5]

	
	64 QAM
	≤ 9.0
	≤ 12.0
	≤ 6.5
	≤ 8.5
	≤ 5.5
	≤ 6.5
	≤ 5.5
	≤ 5.5
	≤ [5.5]
	≤ [5.5]

	
	256 QAM
	≤ 9.0
	≤ 12.0
	≤ 7.0
	≤ 8.5
	≤ 7.0
	≤ 7.0
	≤ 7.0
	≤ 7.0
	≤ [7.0]
	≤ [7.0]

	NOTE 1:	Full allocation A-MPR applies when all RB’s in a 20 MHz channel or all RB’s in all sub-bands for wideband operation are fully allocated and all sub-bands are transmitted.  Partial allocation A-MPR applies when one or more RB’s in one or more sub-bands are not allocated but when all sub-bands within the channel are transmitted.  When not all sub-bands within the channel are transmitted, the A-MPR associated with the channel bandwidth according to the bandwidth of the contiguously transmitted sub-bands and according to the allocation type applies.
NOTE 2:	Applicable to Pi/2-BPSK modulation when IE powerBoostPi2BPSK is set to 0.



Table 6.2F.3.6-2: A-MPR for NS_53 power class 3 with single Tx
	Pre-coding
	Modulation
	Channel bandwidth (Sub-band allocation) / RB Allocation

	
	
	20 MHz
	40 MHz
	60 MHz
	80 MHz
	100 MHz

	
	
	Full (dB)
	Partial (dB)
	Full (dB)
	Partial (dB)
	Full (dB)
	Partial (dB)
	Full (dB)
	Partial (dB)
	Full (dB)
	Partial (dB)

	DFT-s-ODFM
	PI/2 BPSK2
	≤ 12.0
	≤ 14.5
	≤ 9.0
	≤ 11.5
	≤ 7.0
	≤ 10.0
	≤ 5.5
	≤ 8.5
	≤ 4.5
	≤ 7.5

	
	QPSK
	≤ 12.0
	≤ 14.5
	≤ 9.0
	≤ 11.5
	≤ 7.0
	≤ 10.0
	≤ 5.5
	≤ 8.5
	≤ 4.5
	≤ 7.5

	
	16 QAM
	≤ 12.0
	≤ 14.5
	≤ 9.0
	≤ 11.5
	≤ 7.0
	≤ 10.0
	≤ 5.5
	≤ 8.5
	≤ 4.5
	≤ 7.5

	
	64 QAM
	≤ 12.0
	≤ 14.5
	≤ 9.0
	≤ 11.5
	≤ 7.0
	≤ 10.0
	≤ 5.5
	≤ 8.5
	≤ 4.5
	≤ 7.5

	
	256 QAM
	≤ 12.0
	≤ 14.5
	≤ 9.0
	≤ 11.5
	≤ 7.0
	≤ 10.0
	≤ 5.5
	≤ 8.5
	≤ 4.5
	≤ 7.5

	CP-OFDM
	QPSK
	≤ 12.0
	≤ 14.5
	≤ 9.0
	≤ 11.5
	≤ 7.0
	≤ 10.0
	≤ 5.5
	≤ 8.5
	≤ 4.5
	≤ 7.5

	
	16 QAM
	≤ 12.0
	≤ 14.5
	≤ 9.0
	≤ 11.5
	≤ 7.0
	≤ 10.0
	≤ 5.5
	≤ 8.5
	≤ 4.5
	≤ 7.5

	
	64 QAM
	≤ 12.0
	≤ 14.5
	≤ 9.0
	≤ 11.5
	≤ 7.0
	≤ 10.0
	≤ 5.5
	≤ 8.5
	≤ 4.5
	≤ 7.5

	
	256 QAM
	≤ 12.0
	≤ 14.5
	≤ 9.0
	≤ 11.5
	≤ 7.0
	≤ 10.0
	≤ 6.5
	≤ 8.5
	≤ 6.5
	≤ 7.5

	NOTE 1:	Full allocation A-MPR applies when all RB’s in a 20 MHz channel or all RB’s in all sub-bands for wideband operation are fully allocated and all sub-bands are transmitted.  Partial allocation A-MPR applies when one or more RB’s in one or more sub-bands are not allocated but when all sub-bands within the channel are transmitted.  When not all sub-bands within the channel are transmitted, the A-MPR associated with the channel bandwidth according to the bandwidth of the contiguously transmitted sub-bands and according to the allocation type applies.
NOTE 2:	Applicable to Pi/2-BPSK modulation when IE powerBoostPi2BPSK is set to 0.
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