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<<< START OF CHANGES 1 >>>
[bookmark: _Toc97562281][bookmark: _Toc104122508][bookmark: _Toc104205459][bookmark: _Toc104206666][bookmark: _Toc104503626][bookmark: _Toc106127557][bookmark: _Toc123057922][bookmark: _Toc124255217][bookmark: _Toc124255408][bookmark: _Toc124255545][bookmark: _Toc131688383][bookmark: _Toc137373025][bookmark: _Toc138884968]6.1	General
Unless otherwise stated, the transmitter characteristics for satellite access UEs are specified at the antenna connector of the UE with a single or multiple transmit antenna(s). For UE with integral antenna only, a reference antenna with a gain of 0 dBi is assumed. Handheld power class 3 UE is assumed in Release 17 for satellite access.
All requirements in this section are applicable to devices supporting GSO and/or NGSO satellites.
All requriements in this section, other than frequency error in clause 6.4.1, shall be verified when Doppler conditions are set to zero and delay conditions are set to constant for all types of satellites.

<<< END OF CHANGES 1 >>>

<<< START OF CHANGES 2 >>>
[bookmark: _Toc97562306][bookmark: _Toc104122540][bookmark: _Toc104205491][bookmark: _Toc104206698][bookmark: _Toc104503658][bookmark: _Toc106127589][bookmark: _Toc123057954][bookmark: _Toc124255249][bookmark: _Toc124255440][bookmark: _Toc124255577][bookmark: _Toc131688415][bookmark: _Toc137373057][bookmark: _Toc138885000]7.1                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                               	General
Unless otherwise stated the receiver characteristics are specified at the antenna connector(s) of the UE. For UE(s) with an integral antenna only, a reference antenna(s) with a gain of 0 dBi is assumed for each antenna port(s). UE with an integral antenna(s) may be taken into account by converting these power levels into field strength requirements, assuming a 0 dBi gain antenna. For UEs with more than one receiver antenna connector, identical interfering signals shall be applied to each receiver antenna port if more than one of these is used (diversity).
The levels of the test signal applied to each of the antenna connectors shall be as defined in the respective clauses below.
With the exception of clause 7.3, the requirements shall be verified with the network signalling value NS_01 configured in Table 6.2.3.1-1.
All requirements in this section are applicable to devices supporting GSO and/or NGSO satellites.
All requriements in this section shall be verified when Doppler conditions are set to zero and delay conditions are set to constant for all types of satellites.
All the parameters in clause 7 are defined using the UL reference measurement channels specified in 3GPP TS 38.101-1 [5] Annex A.2.2, the DL reference measurement channels specified in 3GPP TS 38.101-1 [5] Annex A.3.2 and using the set-up specified in 3GPP TS 38.101-1 [5] Annex C.3.1.
<<< END OF CHANGES 2 >>>

<<< START OF CHANGES 3 >>>
[bookmark: _Toc97562322][bookmark: _Toc104122556][bookmark: _Toc104205507][bookmark: _Toc104206714][bookmark: _Toc104503674][bookmark: _Toc106127605][bookmark: _Toc123057970][bookmark: _Toc124255265][bookmark: _Toc124255456][bookmark: _Toc124255593][bookmark: _Toc131688431][bookmark: _Toc137373073][bookmark: _Toc138885016]8.1	General
All requirements in this section shall be verified when Doppler conditions related to satellite motion for DL in service link are set to zero and delay conditions are set to constant for all types of satellites.

[bookmark: _Toc21338139][bookmark: _Toc29808247][bookmark: _Toc37068166][bookmark: _Toc37083709][bookmark: _Toc37084051][bookmark: _Toc40209413][bookmark: _Toc40209755][bookmark: _Toc45892714][bookmark: _Toc53176571][bookmark: _Toc61120847][bookmark: _Toc67917991][bookmark: _Toc76298034][bookmark: _Toc76572046][bookmark: _Toc76651913][bookmark: _Toc76652751][bookmark: _Toc83742023][bookmark: _Toc91440513][bookmark: _Toc98849298][bookmark: _Toc106543147][bookmark: _Toc106737242][bookmark: _Toc107233009][bookmark: _Toc107234596][bookmark: _Toc107419565][bookmark: _Toc107476858][bookmark: _Toc114565671][bookmark: _Toc115267759][bookmark: _Toc123057971][bookmark: _Toc124255266][bookmark: _Toc124255457][bookmark: _Toc124255594][bookmark: _Toc131688432][bookmark: _Toc137373074][bookmark: _Toc138885017]8.1.1	Relationship between minimum requirements and test requirements
<<< END OF CHANGES 3 >>>

