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Introduction
Briefly introduce background, the scope of this email discussion (e.g. list of treated agenda items) and provide some guidelines for email discussion if necessary.
Summary for contributions submitted under agenda items 8.14.3 for NR support for dedicated spectrum less than 5MHz for FR1.
List of candidate target of discussion for 1st round and 2nd round:
· [bookmark: _Hlk127869383]1st round: Discussion and agreement on open issues listed below.
· [bookmark: _Hlk127869396]2nd round: Continue discussion and agreement on open issues listed below.
Topic #1: BS RF requirements
Main technical topic overview. The structure can be done based on sub-agenda basis. 
Companies’ contributions summary
	T-doc number
	Company
	Proposals / Observations

	R4-2311210
	Union Inter. Chemins de Fer
	Proposal 1: Treat the maximum conducted output power subject as an R18 maintenance item for bands n100 and n101.
Observation 1:

	R4-2311667
	Nokia, Nokia Shanghai Bell, UIC
	Proposal 1: Reply LS to CEPT ECC WG FM.
Observation 1:

	R4-2311668
	Nokia, Nokia Shanghai Bell, UIC
	Proposal 1: Not to specify in-block conducted output power requirements for 3MHz channel bandwidth in band n100 in RAN4 specifications.
[bookmark: _Hlk142908135]Proposal 2: To specify the additional narrow band blocking requirement for 3 MHz channel bandwidth for band n100 as follows:
-	Interfering signal mean power:		-39 dBm
-	Wanted signal mean power (dBm):		PREFSENS  + 6 dB
-	Interfering Signal:				3 MHz DFT-s-OFDM NR signal, 15 kHz SCS, 1 RB
-	Interfering RB centre frequency offset 874.4 MHz -(255 kHz +m*180), m=0, 1, 2, 3, 4, 7, 10, 13
Proposal 3: To specify the requirement also using the same 3MHz channel bandwidth for both wanted and interfering signals as follows:
-	Interfering signal mean power:		-39 dBm
-	Wanted signal mean power (dBm):		PREFSENS  + 6 dB
-	Interfering Signal:				3 MHz DFT-s-OFDM NR signal, 15 kHz SCS, 1 RB
-	Interfering centre frequency offset: 360 kHz for CW, 960 kHz for 1 RB
Observation 1:

	R4-2313244
	Ericsson
	Proposal 1: Approve the LS Reply to WG FM as drafted in Annex.
Observation 1:

	R4-2313595
	Huawei, HiSilicon
	Proposal 1: Reply LS to ECC WG FM.
Observation 1:



Open issues summary
Before Meeting, moderators shall summarize list of open issues, candidate options and possible WF (if applicable) based on companies’ contributions.
Sub-topic 1-1
Sub-topic description:
Open issues and candidate options before meeting:
Issue 1-1: Conducted output power requirements
· Proposals
· Option 1: Treat the maximum conducted output power subject as an R18 maintenance item for bands n100 and n101.
· Option 2: Not to specify in-block conducted output power requirements for 3MHz channel bandwidth in band n100 in RAN4 specifications.
· Recommended WF
· Combine the 2 options: Treat the maximum conducted output power subject as an R18 maintenance item for bands n100 and n101, and not to specify in-block conducted output power requirements for 3MHz channel bandwidth in band n100 in this version of RAN4 specifications.

Sub-topic 1-2
Sub-topic description 
Open issues and candidate options before meeting:
Issue 1-2: Additional narrow band blocking requirement
· Proposals
· Option 1: To specify the requirement also using the same 3MHz channel bandwidth for both wanted and interfering signals as follows:
· Interfering signal mean power:		-39 dBm
· Wanted signal mean power (dBm):		PREFSENS  + 6 dB
· Interfering Signal:				3 MHz DFT-s-OFDM NR signal, 15 kHz SCS, 1 RB
· Interfering RB centre frequency offset 874.4 MHz -(255 kHz +m*180), m=0, 1, 2, 3, 4, 7, 10, 13
· Option 2: TBA
· Recommended WF
· Option 1

Sub-topic 1-3
Sub-topic description 
Open issues and candidate options before meeting:
Issue 1-3: Additional narrow band blocking requirement
· Proposals
· Option 1: To specify the additional narrow band blocking requirement for 3 MHz channel bandwidth for band n100 as follows:
· Interfering signal mean power:		-39 dBm
· Wanted signal mean power (dBm):		PREFSENS  + 6 dB
· Interfering Signal:				3 MHz DFT-s-OFDM NR signal, 15 kHz SCS, 1 RB
· Interfering centre frequency offset: 360 kHz for CW, 960 kHz for 1 RB
· Option 2: TBA
· Recommended WF
· Option 1

Sub-topic 1-4
Sub-topic description 
Open issues and candidate options before meeting:
Issue 1-4: Reply LS to ECC WG FM
· Proposals
· Option 1: Reply LS in R4-2311667
· Option 2: Reply LS in Annex of R4-2313244
· Option 3: Reply LS in R4-2313595
· Recommended WF
· Revise R4-2311667 to merge the contents in the 3 options.

Topic #2: CR drafting
Main technical topic overview. The structure can be done based on sub-agenda basis. 
Companies’ contributions summary
	T-doc number
	Company
	Proposals / Observations

	R4-2311669
	Nokia, Nokia Shanghai Bell
	Proposal 1: Draft CR to TS 38.104
Observation 1:

	R4-2311670
	Nokia, Nokia Shanghai Bell
	Proposal 1: Big CR to TS 38.104
Observation 1:

	R4-2311675
	Nokia, Nokia Shanghai Bell
	Proposal 1: CR to TS 38.113
Observation 1:

	R4-2312019
	ZTE Corporation
	Proposal 1: Draft CR to TS 38.104
Observation 1:

	R4-2313245
	Ericsson
	Proposal 1: Draft CR to TS 38.104
Observation 1:

	R4-2313247
	Ericsson
	Proposal 1: CR to TS 38.113
Observation 1:

	R4-2313593
	Huawei, HiSilicon
	Proposal 1: Draft CR to TS 38.104
Observation 1:

	R4-2313594
	Huawei, HiSilicon
	Proposal 1: Draft CR to TS 38.104
Observation 1:



Open issues summary
Before Meeting, moderators shall summarize list of open issues, candidate options and possible WF (if applicable) based on companies’ contributions.
Sub-topic 2-1
Sub-topic description:
Open issues and candidate options before meeting:
Issue 2-1: R4-2311669
· Proposals
· Option 1: Endorse draft CR
· Option 2: Revise draft CR
· Option 3:	Note draft CR
· Recommended WF
· Option 1

Sub-topic 2-2
Sub-topic description 
Open issues and candidate options before meeting:
Issue 2-2: R4-2311670
· Proposals
· Option 1: Approve big CR
· Option 2: Email approval
· Recommended WF
· TBA

Sub-topic 2-3
Sub-topic description:
Open issues and candidate options before meeting:
Issue 2-3: R4-2311675
· Proposals
· Option 1: Approve CR
· Option 2: Revise CR
· Option 3:	Note CR
· Recommended WF
· Option 1 (Same changes as in R4-2313247)

Sub-topic 2-4
Sub-topic description 
Open issues and candidate options before meeting:
Issue 2-4: R4-2313245
· Proposals
· Option 1: Endorse draft CR
· Option 2: Revise draft CR
· Option 3:	Note draft CR
· Recommended WF
· Option 1

Sub-topic 2-5
Sub-topic description:
Open issues and candidate options before meeting:
Issue 2-5: R4-2313247
· Proposals
· Option 1: Approve CR
· Option 2: Revise CR
· Option 3:	Note CR
· Recommended WF
· Option 3 (Same changes as in R4-2311675)

Sub-topic 2-6
Sub-topic description 
Open issues and candidate options before meeting:
Issue 2-6: R4-2313593
· Proposals
· Option 1: Endorse draft CR
· Option 2: Revise draft CR
· Option 3:	Note draft CR
· Recommended WF
· Option 1

Sub-topic 2-7
Sub-topic description 
Open issues and candidate options before meeting:
Issue 2-7: R4-2313594
· Proposals
· Option 1: Endorse draft CR
· Option 2: Revise draft CR
· Option 3:	Note draft CR
· Recommended WF
· Option 1

…
