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<Start of change 1>
[bookmark: _Toc21017946][bookmark: _Toc29486409][bookmark: _Toc29757099][bookmark: _Toc29758212][bookmark: _Toc35952777][bookmark: _Toc37174777][bookmark: _Toc37176658][bookmark: _Toc45831733][bookmark: _Toc45832458][bookmark: _Toc52547386][bookmark: _Toc61111138][bookmark: _Toc67911168][bookmark: _Toc75185345][bookmark: _Toc76501103][bookmark: _Toc82895157][bookmark: _Toc98569929][bookmark: _Toc115093903][bookmark: _Toc123217926][bookmark: _Toc123219769][bookmark: _Toc124186471][bookmark: _Toc136851073][bookmark: _Toc138880037][bookmark: _Toc138880504]8.2	Performance requirements for PUSCH
[bookmark: _Toc21018011][bookmark: _Toc29486474][bookmark: _Toc29757164][bookmark: _Toc29758277][bookmark: _Toc35952842][bookmark: _Toc37174842][bookmark: _Toc37176723][bookmark: _Toc45831798][bookmark: _Toc45832523][bookmark: _Toc52547451][bookmark: _Toc61111203][bookmark: _Toc67911233][bookmark: _Toc75185410][bookmark: _Toc76501168][bookmark: _Toc82895222][bookmark: _Toc98569994][bookmark: _Toc115093968][bookmark: _Toc123217991][bookmark: _Toc123219834][bookmark: _Toc124186536][bookmark: _Toc136851074][bookmark: _Toc138880038][bookmark: _Toc138880505]8.2.1	Performance requirements of PUSCH in multipath fading propagation conditions transmission on single antenna port for coverage enhancement
[bookmark: _Toc21018012][bookmark: _Toc29486475][bookmark: _Toc29757165][bookmark: _Toc29758278][bookmark: _Toc35952843][bookmark: _Toc37174843][bookmark: _Toc37176724][bookmark: _Toc45831799][bookmark: _Toc45832524][bookmark: _Toc52547452][bookmark: _Toc61111204][bookmark: _Toc67911234][bookmark: _Toc75185411][bookmark: _Toc76501169][bookmark: _Toc82895223][bookmark: _Toc98569995][bookmark: _Toc115093969][bookmark: _Toc123217992][bookmark: _Toc123219835][bookmark: _Toc124186537][bookmark: _Toc136851075][bookmark: _Toc138880039][bookmark: _Toc138880506]8.2.1.1	Definition and applicability
The performance requirement of PUSCH is determined by a minimum required throughput for a given SNR. The required throughput is expressed as a fraction of maximum throughput for the FRCs listed in annex A. The performance requirements assume HARQ re-transmissions.
The tests for CEModeA defined in clause 8.2.1 are applicable only to the space access nodes supporting coverage enhancement configured with CEModeA. The tests for CEModeB defined in clause 8.2.1 are applicable only to the space access nodes supporting coverage enhancement configured with CEModeB.
A test for a specific channel bandwidth is only applicable if the SAN supports it. For a SAN supporting FDD multiple channel bandwidths, only the tests for the lowest and the highest FDD channel bandwidths supported by the SAN are applicable. 
[bookmark: _Toc21018013][bookmark: _Toc29486476][bookmark: _Toc29757166][bookmark: _Toc29758279][bookmark: _Toc35952844][bookmark: _Toc37174844][bookmark: _Toc37176725][bookmark: _Toc45831800][bookmark: _Toc45832525][bookmark: _Toc52547453][bookmark: _Toc61111205][bookmark: _Toc67911235][bookmark: _Toc75185412][bookmark: _Toc76501170][bookmark: _Toc82895224][bookmark: _Toc98569996][bookmark: _Toc115093970][bookmark: _Toc123217993][bookmark: _Toc123219836][bookmark: _Toc124186538][bookmark: _Toc136851076][bookmark: _Toc138880040][bookmark: _Toc138880507]8.2.1.2	Minimum Requirement
The minimum requirement is in TS 36.108 [2] clause [8.2.1].
[bookmark: _Toc21018014][bookmark: _Toc29486477][bookmark: _Toc29757167][bookmark: _Toc29758280][bookmark: _Toc35952845][bookmark: _Toc37174845][bookmark: _Toc37176726][bookmark: _Toc45831801][bookmark: _Toc45832526][bookmark: _Toc52547454][bookmark: _Toc61111206][bookmark: _Toc67911236][bookmark: _Toc75185413][bookmark: _Toc76501171][bookmark: _Toc82895225][bookmark: _Toc98569997][bookmark: _Toc115093971][bookmark: _Toc123217994][bookmark: _Toc123219837][bookmark: _Toc124186539][bookmark: _Toc136851077][bookmark: _Toc138880041][bookmark: _Toc138880508]8.2.1.3	Test Purpose
The test shall verify the receiver’s ability to achieve throughput under multipath fading propagation conditions for a given SNR.
[bookmark: _Toc21018015][bookmark: _Toc29486478][bookmark: _Toc29757168][bookmark: _Toc29758281][bookmark: _Toc35952846][bookmark: _Toc37174846][bookmark: _Toc37176727][bookmark: _Toc45831802][bookmark: _Toc45832527][bookmark: _Toc52547455][bookmark: _Toc61111207][bookmark: _Toc67911237][bookmark: _Toc75185414][bookmark: _Toc76501172][bookmark: _Toc82895226][bookmark: _Toc98569998][bookmark: _Toc115093972][bookmark: _Toc123217995][bookmark: _Toc123219838][bookmark: _Toc124186540][bookmark: _Toc136851078][bookmark: _Toc138880042][bookmark: _Toc138880509]8.2.1.4	Method of test
[bookmark: _Toc21018016][bookmark: _Toc29486479][bookmark: _Toc29757169][bookmark: _Toc29758282][bookmark: _Toc35952847][bookmark: _Toc37174847][bookmark: _Toc37176728][bookmark: _Toc45831803][bookmark: _Toc45832528][bookmark: _Toc52547456][bookmark: _Toc61111208][bookmark: _Toc67911238][bookmark: _Toc75185415][bookmark: _Toc76501173][bookmark: _Toc82895227][bookmark: _Toc98569999][bookmark: _Toc115093973][bookmark: _Toc123217996][bookmark: _Toc123219839][bookmark: _Toc124186541][bookmark: _Toc136851079][bookmark: _Toc138880043][bookmark: _Toc138880510]8.2.1.4.1	Initial conditions
Test environment: Normal, see annex B.
RF channels to be tested: M; see clause 4.7.
1)	Connect the SAN tester generating the wanted signal, multipath fading simulators and AWGN generators to all SAN antenna connectors for diversity reception via a combining network as shown in annex [D.5].
[bookmark: _Toc21018017][bookmark: _Toc29486480][bookmark: _Toc29757170][bookmark: _Toc29758283][bookmark: _Toc35952848][bookmark: _Toc37174848][bookmark: _Toc37176729][bookmark: _Toc45831804][bookmark: _Toc45832529][bookmark: _Toc52547457][bookmark: _Toc61111209][bookmark: _Toc67911239][bookmark: _Toc75185416][bookmark: _Toc76501174][bookmark: _Toc82895228][bookmark: _Toc98570000][bookmark: _Toc115093974][bookmark: _Toc123217997][bookmark: _Toc123219840][bookmark: _Toc124186542][bookmark: _Toc136851080][bookmark: _Toc138880044][bookmark: _Toc138880511]8.2.1.4.2	Procedure
1)	Adjust the AWGN generator, according to the channel bandwidth, defined in table 8.2.1.4.2-1.
Table 8.2.1.4.2-1: AWGN power level at the SAN input
	Channel bandwidth (MHz)
	AWGN power level

	1.4
	-92.7dBm / 1.08MHz



2)	The characteristics of the wanted signal shall be configured according to the corresponding UL reference measurement channel defined in annex A and the test parameters in table 8.2.1.4.2-2. The index of the narrowband is set to 0. For reference channels using resource blocks less than 6, the resource blocks shall be allocated from the lowest number within the indicated narrowband.
Table 8.2.1.4.2-2: Test parameters for testing PUSCH
	Parameter
	CEMode A
	CEMode B

	Maximum number of HARQ transmissions
	4
	2

	RV sequences
	0, 2, 3, 1, 0, 2, 3, 1
	FDD: 0, 0, 0, 0, 2, 2, 2, 2, 3, 3, 3, 3, 1, 1, 1, 1

	Duration of PUSCH segment transmission ()
	8ms
	256ms

	No. Repetitions
	8
	256

	Frequency hopping
	OFF
	OFF

	NOTE:	Guard period shall be created according to TS 36.211, clause 5.2.5 [12].



3)	The multipath fading emulators shall be configured according to the corresponding channel model defined in annex F.
4)	Adjust the equipment so that required SNR specified in table 8.2.1.5-1 to 8.2.1.5-2 is achieved at the SAN input.
5)	The test signal generator sends frames, and the receiver tries to demodulate the content. The frames are sent with certain frequency offsets as described below in table 8.2.1.4.2-3 as well as certain timing offsets as described below in table 8.2.1.4.2-4.
Table 8.2.1.4.2-3: Frequency Offsets for testing PUSCH
	Channel 
	Frequency Offset 
(Hz)

	CEmode A
	4

	CEmode B
	128



Table 8.2.1.4.2-4: Timing Offsets for testing PUSCH
	Channel 
	Step size Δt

	CEmode A
	[0.01] µs per subframe

	CEmode B
	[0.01] µs per subframe



6)	For each of the reference channels in table 8.2.1.5-1 to 8.2.1.5-2 applicable for the access node, measure the throughput, according to annex A.

[bookmark: _Toc21018018][bookmark: _Toc29486481][bookmark: _Toc29757171][bookmark: _Toc29758284][bookmark: _Toc35952849][bookmark: _Toc37174849][bookmark: _Toc37176730][bookmark: _Toc45831805][bookmark: _Toc45832530][bookmark: _Toc52547458][bookmark: _Toc61111210][bookmark: _Toc67911240][bookmark: _Toc75185417][bookmark: _Toc76501175][bookmark: _Toc82895229][bookmark: _Toc98570001][bookmark: _Toc115093975][bookmark: _Toc123217998][bookmark: _Toc123219841][bookmark: _Toc124186543][bookmark: _Toc136851081][bookmark: _Toc138880045][bookmark: _Toc138880512]8.2.1.5	Test Requirement
The throughput measured according to clause 8.2.1.4.2 shall not be below the limits for the SNR levels specified in table 8.2.1.5-1 for CEMode A tests and not be below the limits for the SNR levels specified in table 8.2.1.5-2 for CEMode B tests.
Table 8.2.1.5-1 Minimum requirements for PUSCH, 1.4 MHz channel bandwidth for Mode A, 1Tx
	Number of TX antennas
	Number of RX antennas
	CE Mode 
	Propagation conditions and correlation matrix (annex F)
	FRC
(annex A)
	Fraction of maximum throughput
	SNR
(dB)

	1
	1
	Mode A
	NTN-TDLA100-5
	A5-2
	70%
	[-2.2]

	1
	1
	Mode A
	NTN-TDLC5-5
	A5-2
	70%
	[-2.9]

	1
	2
	Mode A
	NTN-TDLA100-5
	A5-2
	70%
	[-6.6]

	1
	2
	Mode A
	NTN-TDLC5-5
	A5-2
	70%
	[-6.3]



Table 8.2.1.5-2 Minimum requirements for PUSCH, 1.4 MHz channel bandwidth for Mode B, 1Tx
	Number of TX antennas
	Number of RX antennas
	CE Mode 
	Propagation conditions and correlation matrix (annex F)
	FRC
(annex A)
	Fraction of maximum throughput
	SNR
(dB)

	1
	1
	Mode B
	NTN-TDLA100-5
	A5-1
	70%
	[-12.0]

	1
	1
	Mode B
	NTN-TDLC5-5
	A5-1
	70%
	[-13.2]

	1
	2
	Mode B
	NTN-TDLA100-5
	A5-1
	70%
	[-14.4]

	1
	2
	Mode B
	NTN-TDLC5-5
	A5-1
	70%
	[-15.1]



NOTE:	If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in annex C.
<End of change 1>



