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	The migration of MSD test points due to cross-band isolation is based upon the WF R4-2306582 agreements. 
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Table 7.3B.2.3.4-1a: Reference sensitivity exceptions (MSD) due to cross band isolation and uplink/downlink configurations for PC2 EN-DC in NR FR1
	UL band
	DL band
	UL Fc
	UL BW
	SCS of UL band
	UL RB Allocation
	DL Fc
	DL BW
	MSD
	Cross-band
Interference
source

	
	
	(MHz)
	(MHz)
	(kHz)
	LCRB
	(MHz)
	(MHz)
	(dB)
	

	3
	n41
	1775
	20
	15
	50 (RBstart=50)
	2501
	10
	0.7
	>ACLR2

	n41
	1
	2546
	100
	30
	270 (RBstart=0)
	2167.5
	5
	12.4
	>ACLR2

	n41
	2
	2546
	100
	30
	270 (RBstart=0)
	1987.5
	5
	1.6
	>ACLR2

	n41
	3
	2546
	100
	30
	270 (RBstart=0)
	1877.5
	5
	2.3
	>ACLR2

	n41
	66
	2546
	100
	30
	270 (RBstart=0)
	2197.5
	5
	12.4
	>ACLR2

	n77
	2
	3350
	100
	30
	270 (RBstart=0)
	1987.5
	5
	1.0
	>ACLR2

	n77
	30
	3350
	100
	30
	270 (RBstart=0)
	2357.5
	5
	1.0
	>ACLR2

	n77
	411
	3350
	100
	30
	270 (RBstart=0)
	2687.5
	5
	6.5
	>ACLR2

	n77
	66
	3350
	100
	30
	270 (RBstart=0)
	2197.5
	5
	1.0
	>ACLR2

	n78
	7
	3350
	100
	30
	270 (RBstart=0)
	2687.5
	5
	6.5
	>ACLR2

	NOTE 1: Applicable only when harmonic mixing MSD for this combination is not applied.



	E-UTRA or NR Band / Channel bandwidth of the affected DL band / MSD

	UL band
	DL band
	5 MHz
(dB)
	10 MHz
(dB)
	15 MHz
(dB)
	20 MHz
(dB)
	25 MHz
(dB)
	30 MHz
(dB)
	40 MHz
(dB)
	50 MHz
(dB)
	60 MHz
(dB)
	70 MHz
(dB)
	80 MHz
(dB)
	90 MHz
(dB)
	100 MHz
(dB)

	3
	n41
	
	0.7
	0.7
	0.7
	
	0.7
	0.7
	0.7
	0.7
	0.7
	0.7
	0.7
	0.7

	n41
	3
	2.3
	2.3
	2.3
	2.3
	
	
	
	
	
	
	
	
	

	n78
	7
	6.4
	6.4
	6.4
	6.4
	
	
	
	
	
	
	
	
	

	n41
	2
	1.6
	1.6
	1.6
	1.6
	
	
	
	
	
	
	
	
	

	n41
	66
	5.4
	5.4
	5.4
	5.4
	
	
	
	
	
	
	
	
	

	n77
	2
	1.0
	1.0
	1.0
	1.0
	
	
	
	
	
	
	
	
	

	n77
	30
	1.0
	1.0
	
	
	
	
	
	
	
	
	
	
	

	n77
	66
	1.0
	1.0
	1.0
	1.0
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