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<<< Start of editorial part>>>
[bookmark: _Toc21342900][bookmark: _Toc29769861][bookmark: _Toc29799360][bookmark: _Toc37254584][bookmark: _Toc37255227][bookmark: _Toc45887252][bookmark: _Toc53171989][bookmark: _Toc61356754][bookmark: _Toc67913623][bookmark: _Toc75469439][bookmark: _Toc76507929][bookmark: _Toc83192830][bookmark: _Toc21344413][bookmark: _Toc29801900][bookmark: _Toc29802324][bookmark: _Toc29802949][bookmark: _Toc36107691][bookmark: _Toc37251465][bookmark: _Toc45888341][bookmark: _Toc45888940]6.2.3.6	A-MPR for NS_43 and NS_43U
Table 6.2.3.6-1: A-MPR regions for NS_43
	Channel Bandwidth (MHz)
	Carrier Centre Frequency, Fc (MHz)
	Region A
	Region B

	
	
	RBstart
	LCRB
	A-MPR
	RBstart
	LCRB
	A-MPR

	5 MHz
	902.5 ≤ FC < 912.5
	
	> 15 
	A1
	
	
	

	10 MHz
	FC = 910
	
	> 40
	A2
	
	> 5.4 MHz/12/SCS
	A4

	
	
	
	> 45 
	A3
	
	> 7.2 MHz/12/SCS
	A5

	15 MHz
	FC = 907.5
	< 1.8 MHz /12/SCS

> 12.24 MHz/12/SCS
	> 0
	A6
	> 1.8 MHz/12/SCS

< 6.12 MHz/12/SCS
	≥ 7.2 MHz/12/SCS
	A6

	
	
	> 12.24 MHz/12/SCS
	> 0
	A6
	
	
	

	NOTE 1:	The A-MPR values are specified in Table 6.2.3.6-2.
NOTE 2:	15 kHz SCS unless otherwise stated
NOTE 3:	Void
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