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[bookmark: _Toc21344437][bookmark: _Toc29801924][bookmark: _Toc29802348][bookmark: _Toc29802973][bookmark: _Toc36107715][bookmark: _Toc37251489][bookmark: _Toc45888396][bookmark: _Toc45888995][bookmark: _Toc61367713][bookmark: _Toc61373096][bookmark: _Toc68231046][bookmark: _Toc69084459][bookmark: _Toc75467470][bookmark: _Toc76509492][bookmark: _Toc76718482][bookmark: _Toc83580829][bookmark: _Toc84405338][bookmark: _Toc84413947]7.3A.2.3	Reference sensitivity power level for Inter-band CA
For inter-band carrier aggregation with one component carrier per operating band and the uplink assigned to one NR band the throughput shall be ≥ 95 % of the maximum throughput of the reference measurement channels as specified in Annexes A.2.2.2, A.3.2, and A.3.3 (with one sided dynamic OCNG Pattern OP.1 FDD/TDD for the DL-signal as described in Annex A.5.1.1/A.5.2.1 with parameters specified in  Table 7.3.2-1a, Table 7.3.2-1b, Table 7.3.2-2, Table 7.3.2-3, and in Table 7.3F.2-1, Table 7.3F.2-2, Table 7.3F.2-3 for inter-band CA with one shared spectrum channel access band, modified in accordance with clause 7.3A.3.2. The reference sensitivity is defined to be met with all downlink component carriers active and one of the uplink carriers active. Exceptions to reference sensitivity are allowed in accordance with clause 7.3A.4, 7.3A.5 and 7.3A.6. where the same requirements apply for UL aggressor configured with either 1Tx or 2Tx for UL MIMO or Tx diversity operation.
For the combination of intra-band and inter-band carrier aggregation, the intra-band CA relaxation, ΔRIBC and ΔRIBNC, are also applied according to the clause 7.3A.2.1 and 7.3A.2.2.
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