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1. Introduction
As discussed in last RAN4#107 meeting, the WF of eFeRRM has been agreed in [1]. 
	Issue 0-1: 	Whether FR2 SCell activation enhancement in topic #1/2/3 is appliable for direct SCell activation and PUCCH SCell activation
· Agreement:
· Descope the L3 reporting based FR2 unknown SCell activation enhancement for direct SCell activation in R18.
· The enhancement under discussion except the L3 reporting based enhancement can also apply  to direct SCell activation.
· The enhancement under discussion can also apply to other single PUCCH SCell activation
[bookmark: OLE_LINK1]Issue 0-2: 	Enhancement for multiple FR2 unknown SCells’ activation
· FFS:
Descope the FR2 unknown SCell activation enhancement for multiple SCell activation case in R18.
Issue 0-3: 	whether to consider SCell activation requirements for FR2-2
· Agreement:
	Descope the SCell activation enhancement in FR2-2 in R18.



In this paper, propose the CR splitting for different sections in TS38.133.
2. CR splitting
Based on the previous agreement, the sections in TS38.133 which can implement this FR2 unknown SCell activation enhancements are:

8.3.2	SCell Activation Delay Requirement for Deactivated SCell
8.3.4	Direct SCell Activation at SCell addition (only except the L3 reporting based enhancement)
8.3.5	Direct SCell Activation at Handover (only except the L3 reporting based enhancement)
8.3.7	SCell Activation Delay Requirement for Deactivated SCell with Multiple Downlink SCells (still under discussion) 
8.3.9	Direct SCell Activation of Multiple Downlink SCells at SCell addition (up to decision on 8.3.7)
8.3.10 Direct SCell Activation of Multiple Downlink SCells at Handover (up to decision on 8.3.7)
8.3.12 SCell Activation Delay Requirement for Deactivated PUCCH SCell (up to decision on 8.3.7)
8.3.12 SCell Activation Delay Requirement for Deactivated PUCCH SCell

We think it’s not necessary to specify this enhancement in new sections for TS38.133, and it will be simpler to capture such enhancement into the existing sections.

Proposal 1: RAN4 to specify the FR2 unknown SCell activation enhancement into the corresponding existing sections of TS38.133.
So, we propose to split the CR work in this meeting, and encourage interested companies can put their names inside the following table:

	Section in TS38.133
	Company

	8.3.2	SCell Activation Delay Requirement for Deactivated SCell
	Apple

	8.3.4	Direct SCell Activation at SCell addition (only except the L3 reporting based enhancement)
8.3.5	Direct SCell Activation at Handover (only except the L3 reporting based enhancement)
	

	8.3.12 SCell Activation Delay Requirement for Deactivated PUCCH SCell
	

	Other sections based on the conclusions in this meeting
	


 
3. Conclusion
In this paper, propose the CR splitting for different sections in TS38.133.

Proposal 1: RAN4 to specify the FR2 unknown SCell activation enhancement into the corresponding existing sections of TS38.133.

So, we propose to split the CR work in this meeting, and encourage interested companies can put their names inside the following table:

	Section in TS38.133
	Company

	8.3.2	SCell Activation Delay Requirement for Deactivated SCell
	Apple

	8.3.4	Direct SCell Activation at SCell addition (only except the L3 reporting based enhancement)
8.3.5	Direct SCell Activation at Handover (only except the L3 reporting based enhancement)
	

	8.3.12 SCell Activation Delay Requirement for Deactivated PUCCH SCell
	

	Other sections based on the conclusions in this meeting
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