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Start of Change 1
[bookmark: _Toc5952634]8.2.2.2.3	Interruptions during measurements on deactivated SCC
Interruptions on PCell or activated SCell(s) due to measurements when an SCell is deactivated are allowed with up to 0.5% probability of missed ACK/NACK when the configured measCycleSCell [2] is 640 ms or longer.
· If the PCell or activated SCell(s) is not in the same band as the deactivated SCell, the UE is only allowed to cause interruptions on PCell or activated SCell(s) immediately before and immediately after an SMTC. Each interruption shall not exceed requirement in Table 8.2.2.2.2-1.
If the PCell or activated SCell(s) is in the same band as the deactivated SCell, the UE is only allowed to cause an interruption on PCell or activated SCell(s) no earlier than X slots before TSMTC_duration and no later than X slots after TSMTC_duration, provided the cell specific reference signals from the active serving cells and the deactivated SCell are available in the same slot, where X and TSMTC_duration are given by Table 8.2.2.2.3-1. The interruption shall not exceed requirements in Table 8.2.2.2.3-1.
The interruption requirements in Table 8.2.2.2.3-1 are not applicable when a UE is configured with NCSG in the same frequency range as the SCell unless the SMTC on the deactivated SCC is fully non-overlapped with NCSG.

Table 8.2.2.2.3-1: Interruption duration for measurement on deactivated SCell for intra-band CA
	[image: ]
	NR Slot length (ms)
	X (slots)
	Interruption length (slots)

	0
	1
	1
	2 + TSMTC_duration * 

	1
	0.5
	1
	2 + TSMTC_duration * 

	2
	0.25
	2
	4 + TSMTC_duration * 

	3
	0.125
	4
	8 + TSMTC_duration * 

	5
	0.03125
	16
	32 + TSMTC_duration * 

	6
	0.015625
	32
	64 + TSMTC_duration * 

	NOTE 1:	TSMTC_duration measured in subframes is the longest SMTC duration among all above active serving cells and the deactivated SCell to be measured;
NOTE 2:	 is as defined in TS 38.211 [6].



End of Change 1
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