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---Start of changes---

Table 5.5A.1-1a: Inter-band CA configurations and bandwidth combinations sets between FR1 and FR2 (two bands)
	NR CA configuration
	Uplink CA configuration 
	NR Band
	Channel bandwidth (MHz) (NOTE 3)
	Bandwidth combination set

	CA_n1A-n257A
	CA_n1A-n257A
	n1
	5, 10, 15, 20
	0

	
	
	n257
	50, 100, 200, 400
	

	CA_n1A-n257D
	CA_n257D
CA_n1A-n257A/D
	n1
	5, 10, 15, 20
	0

	
	
	n257
	CA_n257D
	

	CA_n1A-n257E
	-
	n1
	5, 10, 15, 20
	0

	
	
	n257
	CA_n257E
	

	CA_n1A-n257F
	-
	n1
	5, 10, 15, 20
	0

	
	
	n257
	CA_n257F
	

	CA_n1A-n257G
	CA_n257G
CA_n1A-n257A/G
	n1
	5, 10, 15, 20
	0

	
	
	n257
	CA_n257G
	

	CA_n1A-n257H
	CA_n257G/H
CA_n1A-n257A/G/H
	n1
	5, 10, 15, 20
	0

	
	
	n257
	CA_n257H
	

	CA_n1A-n257I
	CA_n257G/H/I
CA_n1A-n257A/G/H/I
	n1
	5, 10, 15, 20
	0

	
	
	n257
	CA_n257I
	

	CA_n1A-n257J
	CA_n257G/H/I/J
CA_n1A-n257A/G/H/I/J
	n1
	5, 10, 15, 20
	0

	
	
	n257
	CA_n257J
	

	CA_n1A-n257K
	CA_n257G/H/I/J/K
CA_n1A-n257A/G/H/I/J/K
	n1
	5, 10, 15, 20
	0

	
	
	n257
	CA_n257K
	

	CA_n1A-n257L
	CA_n257G/H/I/J/K
CA_n1A-n257A/G/H/I/J/K
	n1
	5, 10, 15, 20
	0

	
	
	n257
	CA_n257L
	

	CA_n1A-n257M
	CA_n257G/H/I/J/K
CA_n1A-n257A/G/H/I/J/K
	n1
	5, 10, 15, 20
	0

	
	
	n257
	CA_n257M
	

	CA_n1A-n257(2A)
	CA_n1A-n257A
	n1
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n257
	CA_n257(2A)
	

	CA_n1A-n257(2G)
	CA_n1A-n257A/G
	n1
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n257
	CA_n257(2G)
	

	CA_n1A-n257(A-G)
	CA_n1A-n257A/G
	n1
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n257
	CA_n257(A-G)
	

	CA_n1A-n258A
	CA_n1A-n258A
	n1
	5, 10, 15, 20
	0

	
	
	n258
	50, 100, 200, 400
	

	
	
	n1
	5, 10, 15, 20, 25, 30, 40, 50
	1

	
	
	n258
	50, 100, 200, 400
	

	CA_n1A-n258B
	CA_n1A-n258A
	n1
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n258
	CA_n258B
	

	CA_n1A-n258C
	CA_n1A-n258A
	n1
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n258
	CA_n258C
	

	CA_n1A-n258D
	CA_n1A-n258A
	n1
	5, 10, 15, 20
	0

	
	
	n258
	CA_n258D
	

	
	
	n1
	5, 10, 15, 20, 25, 30, 40, 50
	1

	
	
	n258
	CA_n258D
	

	CA_n1A-n258E
	CA_n1A-n258A
	n1
	5, 10, 15, 20
	0

	
	
	n258
	CA_n258E
	

	
	
	n1
	5, 10, 15, 20, 25, 30, 40, 50
	1

	
	
	n258
	CA_n258E
	

	CA_n1A-n258F
	CA_n1A-n258A
	n1
	5, 10, 15, 20
	0

	
	
	n258
	CA_n258F
	

	
	
	n1
	5, 10, 15, 20, 25, 30, 40, 50
	1

	
	
	n258
	CA_n258F
	

	CA_n1A-n258G
	CA_n1A-n258A/G
	n1
	5, 10, 15, 20
	0

	
	
	n258
	CA_n258G
	

	
	
	n1
	5, 10, 15, 20, 25, 30, 40, 50
	1

	
	
	n258
	CA_n258G
	

	CA_n1A-n258H
	CA_n1A-n258A/G/H
	n1
	5, 10, 15, 20
	0

	
	
	n258
	CA_n258H
	

	
	
	n1
	5, 10, 15, 20, 25, 30, 40, 50
	1

	
	
	n258
	CA_n258H
	

	CA_n1A-n258I
	CA_n1A-n258A/G/H/I
	n1
	5, 10, 15, 20
	0

	
	
	n258
	CA_n258I
	

	
	
	n1
	5, 10, 15, 20, 25, 30, 40, 50
	1

	
	
	n258
	CA_n258I
	

	CA_n1A-n258J
	CA_n1A-n258A/G/H/I
	n1
	5, 10, 15, 20
	0

	
	
	n258
	CA_n258J
	

	
	
	n1
	5, 10, 15, 20, 25, 30, 40, 50
	1

	
	
	n258
	CA_n258J
	

	CA_n1A-n258K
	CA_n1A-n258A/G/H/I
	n1
	5, 10, 15, 20
	0

	
	
	n258
	CA_n258K
	

	
	
	n1
	5, 10, 15, 20, 25, 30, 40, 50
	1

	
	
	n258
	CA_n258K
	

	CA_n1A-n258L
	CA_n1A-n258A/G/H/I
	n1
	5, 10, 15, 20
	0

	
	
	n258
	CA_n258L
	

	
	
	n1
	5, 10, 15, 20, 25, 30, 40, 50
	1

	
	
	n258
	CA_n258L
	

	CA_n1A-n258M
	CA_n1A-n258A/G/H/I
	n1
	5, 10, 15, 20
	0

	
	
	
	
	

	
	
	n258
	CA_n258M
	

	
	
	n1
	5, 10, 15, 20, 25, 30, 40, 50
	1

	
	
	n258
	CA_n258M
	

	CA_n1A-n258(2A)
	CA_n1A-n258A
	n1
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n258
	CA_n258(2A)
	

	CA_n1A-n258(2G)
	CA_n1A-n258A/G
	n1
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n258
	CA_n258(2G)
	

	CA_n1A-n258(A-G)
	CA_n1A-n258A/G
	n1
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n258
	CA_n258(A-G)
	



Table 5.5A.1-1b: Inter-band CA configurations and bandwidth combinations sets between FR1 and FR2 (two bands)
	NR CA configuration
	Uplink CA configuration 
	NR Band
	Channel bandwidth (MHz) (NOTE 3)
	Bandwidth combination set

	CA_n2A-n257A
	CA_n2A-n257A
	n2
	5, 10, 15, 20, 25, 30, 35, 40
	0

	
	
	n257
	50, 100, 200, 400
	

	CA_n2A-n257G
	CA_n2A-n257A/G
	n2
	5, 10, 15, 20, 25, 30, 35, 40
	0

	
	
	n257
	CA_n257G
	

	CA_n2A-n257H
	CA_n2A-n257A/G/H
	n2
	5, 10, 15, 20, 25, 30, 35, 40
	0

	
	
	n257
	CA_n257H
	

	CA_n2A-n257I
	CA_n2A-n257A/G/H/I
	n2
	5, 10, 15, 20, 25, 30, 35, 40
	0

	
	
	n257
	CA_n257I
	

	CA_n2A-n257J
	CA_n2A-n257A/G/H/I/J
	n2
	5, 10, 15, 20, 25, 30, 35, 40
	0

	
	
	n257
	CA_n257J
	

	CA_n2A-n257K
	CA_n2A-n257A/G/H/I/J/K
	n2
	5, 10, 15, 20, 25, 30, 35, 40
	0

	
	
	n257
	CA_n257K
	

	CA_n2A-n257L
	CA_n2A-n257A/G/H/I/J/K/L
	n2
	5, 10, 15, 20, 25, 30, 35, 40
	0

	
	
	n257
	CA_n257L
	

	CA_n2A-n257M
	CA_n2A-n257A/G/H/I/J/K/L/M
	n2
	5, 10, 15, 20, 25, 30, 35, 40
	0

	
	
	n257
	CA_n257M
	

	CA_n2A-n257O
	CA_n2A-n257A/O
	n2
	5, 10, 15, 20, 25, 30, 35, 40
	0

	
	
	n257
	CA_n257O
	

	CA_n2A-n257P
	CA_n2A-n257A/O/P
	n2
	5, 10, 15, 20, 25, 30, 35, 40
	0

	
	
	n257
	CA_n257P
	

	CA_n2A-n257Q
	CA_n2A-n257A/O/P/Q
	n2
	5, 10, 15, 20, 25, 30, 35, 40
	0

	
	
	n257
	CA_n257Q
	

	CA_n2A-n258G
	CA_n2A-n258A/G
	n2
	5, 10, 15, 20, 25, 30, 35, 40
	0

	
	
	n258
	CA_n258G
	

	CA_n2A-n258H
	CA_n2A-n258A/G/H
	n2
	5, 10, 15, 20, 25, 30, 35, 40
	0

	
	
	n258
	CA_n258H
	

	CA_n2A-n258I
	CA_n2A-n258A/G/H/I
	n2
	5, 10, 15, 20, 25, 30, 35, 40
	0

	
	
	n258
	CA_n258I
	

	CA_n2A-n258J
	CA_n2A-n258A/G/H/I/J
	n2
	5, 10, 15, 20, 25, 30, 35, 40
	0

	
	
	n258
	CA_n258J
	

	CA_n2A-n258K
	CA_n2A-n258A/G/H/I/J/K
	n2
	5, 10, 15, 20, 25, 30, 35, 40
	0

	
	
	n258
	CA_n258K
	

	CA_n2A-n258L
	CA_n2A-n258A/G/H/I/J/K/L
	n2
	5, 10, 15, 20, 25, 30, 35, 40
	0

	
	
	n258
	CA_n258L
	

	CA_n2A-n258M
	CA_n2A-n258A/G/H/I/J/K/L/M
	n2
	5, 10, 15, 20, 25, 30, 35, 40
	0

	
	
	n258
	CA_n258M
	

	CA_n2A-n258O
	CA_n2A-n258A/O
	n2
	5, 10, 15, 20, 25, 30, 35, 40
	0

	
	
	n258
	CA_n258O
	

	CA_n2A-n258P
	CA_n2A-n258A/O/P
	n2
	5, 10, 15, 20, 25, 30, 35, 40
	0

	
	
	n258
	CA_n258P
	

	CA_n2A-n258Q
	CA_n2A-n258A/O/P/Q
	n2
	5, 10, 15, 20, 25, 30, 35, 40
	0

	
	
	n258
	CA_n258Q
	

	CA_n2A-n260A
	CA_n2A-n260A
	n2
	5, 10, 15, 20
	0

	
	
	n260
	50, 100, 200, 400
	

	CA_n2A-n260G
	CA_n2A-n260A/G
	n2
	5, 10, 15, 20
	0

	
	
	n260
	CA_n260G
	

	CA_n2A-n260H
	CA_n2A-n260A/G/H
	n2
	5, 10, 15, 20
	0

	
	
	n260
	CA_n260H
	

	CA_n2A-n260I
	CA_n2A-n260A/G/H/I
	n2
	5, 10, 15, 20
	0

	
	
	n260
	CA_n260I
	

	CA_n2A-n260J
	CA_n2A-n260A/G/H/I/J
	n2
	5, 10, 15, 20
	0

	
	
	n260
	CA_n260J
	

	CA_n2A-n260K
	CA_n2A-n260A/G/H/I/J/K
	n2
	5, 10, 15, 20
	0

	
	
	n260
	CA_n260K
	

	CA_n2A-n260L
	CA_n2A-n260A/G/H/I/J/K/L
	n2
	5, 10, 15, 20
	0

	
	
	n260
	CA_n260L
	

	CA_n2A-n260M
	CA_n2A-n260A/G/H/I/J/K/L/M
	n2
	5, 10, 15, 20
	0

	
	
	n260
	CA_n260M
	

	CA_n2A-n260O
	CA_n2A-n260A/O
	n2
	5, 10, 15, 20, 25, 30, 35, 40
	0

	
	
	n260
	CA_n260O
	

	CA_n2A-n260P
	CA_n2A-n260A/O/P
	n2
	5, 10, 15, 20, 25, 30, 35, 40
	0

	
	
	n260
	CA_n260P
	

	CA_n2A-n260Q
	CA_n2A-n260A/O/P/Q
	n2
	5, 10, 15, 20, 25, 30, 35, 40
	0

	
	
	n260
	CA_n260Q
	

	CA_n2A-n260R2
	CA_n2A-n260A/R2
	n2
	5, 10, 15, 20
	0

	
	
	n260
	CA_n260R2
	

	CA_n2A-n260R3
	CA_n2A-n260A/R2/R3
	n2
	5, 10, 15, 20
	0

	
	
	n260
	CA_n260R3
	

	CA_n2A-n260R4
	CA_n2A-n260A/R2/R3/R4
	n2
	5, 10, 15, 20
	0

	
	
	n260
	CA_n260R4
	

	CA_n2A-n260R5
	CA_n2A-n260A/R2/R3/R4
	n2
	5, 10, 15, 20
	0

	
	
	n260
	CA_n260R5
	

	CA_n2A-n260R6
	CA_n2A-n260A/R2/R3/R4
	n2
	5, 10, 15, 20
	0

	
	
	n260
	CA_n260R6
	

	CA_n2A-n260R7
	CA_n2A-n260A/R2/R3/R4
	n2
	5, 10, 15, 20
	0

	
	
	n260
	CA_n260R7
	

	CA_n2A-n260R8
	CA_n2A-n260A/R2/R3/R4
	n2
	5, 10, 15, 20
	0

	
	
	n260
	CA_n260R8
	

	CA_n2A-n260R9
	CA_n2A-n260A/R2/R3/R4
	n2
	5, 10, 15, 20
	0

	
	
	n260
	CA_n260R9
	

	CA_n2A-n260R10
	CA_n2A-n260A/R2/R3/R4
	n2
	5, 10, 15, 20
	0

	
	
	n260
	CA_n260R10
	

	CA_n2(2A)-n260A
	CA_n2A-n260A
	n2
	CA_n2(2A)
	0

	
	
	n260
	50, 100, 200, 400
	

	CA_n2(2A)-n260G
	CA_n2A-n260A/G

	n2
	CA_n2(2A)
	0

	
	
	n260
	CA_n260G
	

	CA_n2(2A)-n260H
	CA_n2A-n260A/G/H

	n2
	CA_n2(2A)
	0

	
	
	n260
	CA_n260H
	

	CA_n2(2A)-n260I
	CA_n2A-n260A/G/H/I

	n2
	CA_n2(2A)
	0

	
	
	n260
	CA_n260I
	

	CA_n2(2A)-n260J
	CA_n2A-n260A/G/H/I/J 
	n2
	CA_n2(2A)
	0

	
	
	n260
	CA_n260J
	

	CA_n2(2A)-n260K
	CA_n2A-n260A/G/H/I/J/K
	n2
	CA_n2(2A)
	0

	
	
	n260
	CA_n260K
	

	CA_n2(2A)-n260L
	CA_n2A-n260A/G/H/I/J/K/L 
	n2
	CA_n2(2A)
	0

	
	
	n260
	CA_n260L
	

	CA_n2(2A)-n260M
	CA_n2A-n260A/G/H/I/J/K/L/M
	n2
	CA_n2(2A)
	0

	
	
	n260
	CA_n260M
	

	CA_n2A-n261A
	CA_n2A-n261A
	n2
	5, 10, 15, 20
	0

	
	
	n261
	50, 100, 200, 400
	

	CA_n2A-n261G
	CA_n2A-n261A/G
	n2
	5, 10, 15, 20
	0

	
	
	n261
	CA_n261G
	

	CA_n2A-n261H
	CA_n2A-n261A/G/H
	n2
	5, 10, 15, 20
	0

	
	
	n261
	CA_n261H
	

	CA_n2A-n261I
	CA_n2A-n261A/G/H/I
	n2
	5, 10, 15, 20
	0

	
	
	n261
	CA_n261I
	

	CA_n2A-n261J
	CA_n2A-n261A/G/H/I
	n2
	5, 10, 15, 20
	0

	
	
	n261
	CA_n261J
	

	CA_n2A-n261K
	CA_n2A-n261A/G/H/I
	n2
	5, 10, 15, 20
	0

	
	
	n261
	CA_n261K
	

	CA_n2A-n261L
	CA_n2A-n261A/G/H/I
	n2
	5, 10, 15, 20
	0

	
	
	n261
	CA_n261L
	

	CA_n2A-n261M
	CA_n2A-n261A/G/H/I
	n2
	5, 10, 15, 20
	0

	
	
	n261
	CA_n261M
	

	CA_n2A-n261O
	CA_n2A-n261A/O
	n2
	5, 10, 15, 20, 25, 30, 35, 40
	0

	
	
	n261
	CA_n261O
	

	CA_n2A-n261P
	CA_n2A-n261A/O/P
	n2
	5, 10, 15, 20, 25, 30, 35, 40
	0

	
	
	n261
	CA_n261P
	

	CA_n2A-n261Q
	CA_n2A-n261A/O/P/Q
	n2
	5, 10, 15, 20, 25, 30, 35, 40
	0

	
	
	n261
	CA_n261Q
	

	CA_n2A-n261(2A)
	CA_n2A-n261A
	n2
	5, 10, 15, 20
	0

	
	
	n261
	CA_n261(2A)
	

	CA_n2A-n261(2G)
	CA_n2A-n261A/G
	n2
	5, 10, 15, 20
	0

	
	
	n261
	CA_n261(2G)
	

	CA_n2A-n261(2H)
	CA_n2A-n261A/G/H
	n2
	5, 10, 15, 20
	0

	
	
	n261
	CA_n261(2H)
	

	CA_n2A-n261(2I)
	CA_n2A-n261A/G/H/I
	n2
	5, 10, 15, 20
	0

	
	
	n261
	CA_n261(2I)
	

	CA_n2A-n261(3A)
	CA_n2A-n261A
	n2
	5, 10, 15, 20
	0

	
	
	n261
	CA_n261(3A)
	

	CA_n2A-n261(4A)
	CA_n2A-n261A
	n2
	5, 10, 15, 20
	0

	
	
	n261
	CA_n261(4A)
	

	CA_n2A-n261(A-G)
	CA_n2A-n261A/G
	n2
	5, 10, 15, 20
	0

	
	
	n261
	CA_n261(A-G)
	

	CA_n2A-n261(A-H)
	CA_n2A-n261A/G/H
	n2
	5, 10, 15, 20
	0

	
	
	n261
	CA_n261(A-H)
	

	CA_n2A-n261(A-I)
	CA_n2A-n261A/G/H/I
	n2
	5, 10, 15, 20
	0

	
	
	n261
	CA_n261(A-I)
	

	CA_n2A-n261(A-J)
	CA_n2A-n261A/G/H/I
	n2
	5, 10, 15, 20
	0

	
	
	n261
	CA_n261(A-J)
	

	CA_n2A-n261(A-K)
	CA_n2A-n261A/G/H/I
	n2
	5, 10, 15, 20
	0

	
	
	n261
	CA_n261(A-K)
	

	CA_n2A-n261(A-L)
	CA_n2A-n261A/G/H/I
	n2
	5, 10, 15, 20
	0

	
	
	n261
	CA_n261(A-L)
	

	CA_n2A-n261(G-H)
	CA_n2A-n261A/G/H
	n2
	5, 10, 15, 20
	0

	
	
	n261
	CA_n261(G-H)
	

	CA_n2A-n261(H-I)
	CA_n2A-n261A/G/H/I
	n2
	5, 10, 15, 20
	0

	
	
	n261
	CA_n261(H-I)
	

	CA_n2A-n261(G-I)
	CA_n2A-n261A/G/H/I
	n2
	5, 10, 15, 20
	0

	
	
	n261
	CA_n261(G-I)
	

	CA_n2A-n261(A-G-H)
	CA_n2A-n261A/G/H
	n2
	5, 10, 15, 20
	0

	
	
	n261
	CA_n261(A-G-H)
	

	CA_n2A-n261(A-G-I)
	CA_n2A-n261A/G/H/I
	n2
	5, 10, 15, 20
	0

	
	
	n261
	CA_n261(A-G-I)
	

	CA_n2A-n261(2A-H)
	CA_n2A-n261A/G/H
	n2
	5, 10, 15, 20
	0

	
	
	n261
	CA_n261(2A-H)
	

	CA_n2A-n261(2A-G)
	(A/G
	n2
	5, 10, 15, 20
	0

	
	
	n261
	CA_n261(2A-G)
	

	CA_n2A-n261(2A-I)
	CA_n2A-n261A/G/H/I
	n2
	5, 10, 15, 20
	0

	
	
	n261
	CA_n261(2A-I)
	

	CA_n2A-n261(A-2G)
	CA_n2A-n261A/G
	n2
	5, 10, 15, 20
	0

	
	
	n261
	CA_n261(A-2G)
	

	CA_n1A-n258R2
	CA_n1A-n258A/R2
	n1
	5, 10, 15, 20, 25, 30, 40, 45, 50
	0

	
	
	n258
	CA_n258R2
	

	CA_n1A-n258R3
	CA_n1A-n258A/R2/R3
	n1
	5, 10, 15, 20, 25, 30, 40, 45, 50
	0

	
	
	n258
	CA_n258R3
	

	CA_n1A-n258R4
	CA_n1A-n258A/R2/R3/R4
	n1
	5, 10, 15, 20, 25, 30, 40, 45, 50
	0

	
	
	n258
	CA_n258R4
	

	CA_n1A-n258R5
	CA_n1A-n258A/R2/R3/R4
	n1
	5, 10, 15, 20, 25, 30, 40, 45, 50
	0

	
	
	n258
	CA_n258R5
	

	CA_n1A-n258R6
	CA_n1A-n258A/R2/R3/R4
	n1
	5, 10, 15, 20, 25, 30, 40, 45, 50
	0

	
	
	n258
	CA_n258R6
	

	CA_n1A-n258R7
	CA_n1A-n258A/R2/R3/R4
	n1
	5, 10, 15, 20, 25, 30, 40, 45, 50
	0

	
	
	n258
	CA_n258R7
	

	CA_n1A-n258R8
	CA_n1A-n258A/R2/R3/R4
	n1
	5, 10, 15, 20, 25, 30, 40, 45, 50
	0

	
	
	n258
	CA_n258R8
	

	CA_n1A-n258R9
	CA_n1A-n258A/R2/R3/R4
	n1
	5, 10, 15, 20, 25, 30, 40, 45, 50
	0

	
	
	n258
	CA_n258R9
	

	CA_n1A-n258R10
	CA_n1A-n258A/R2/R3/R4
	n1
	5, 10, 15, 20, 25, 30, 40, 45, 50
	0

	
	
	n258
	CA_n258R10
	



Table 5.5A.1-1c: Inter-band CA configurations and bandwidth combinations sets between FR1 and FR2 (two bands)
	NR CA configuration
	Uplink CA configuration 
	NR Band
	Channel bandwidth (MHz) (NOTE 3)
	Bandwidth combination set

	CA_n3A-n257A
	CA_n3A-n257A
	n3
	5, 10, 15, 20, 25, 30
	0

	
	
	n257
	50, 100, 200, 400
	

	CA_n3A-n257D
	CA_n3A-n257A/D
	n3
	5, 10, 15, 20, 25, 30
	0

	
	
	n257
	CA_n257D
	

	CA_n3A-n257G
	CA_n3A-n257A/G
	n3
	5, 10, 15, 20, 25, 30
	0

	
	
	n257
	CA_n257G
	

	CA_n3A-n257H
	CA_n3A-n257A/G/H
	n3
	5, 10, 15, 20, 25, 30
	0

	
	
	n257
	CA_n257H
	

	CA_n3A-n257I
	CA_n3A-n257A/G/H/I
	n3
	5, 10, 15, 20, 25, 30
	0

	
	
	n257
	CA_n257I
	

	CA_n3A-n257J
	CA_n3A-n257A/G/H/I
	n3
	5, 10, 15, 20, 25, 30
	0

	
	
	n257
	CA_n257J
	

	CA_n3A-n257K
	CA_n3A-n257A/G/H/I/J
	n3
	5, 10, 15, 20, 25, 30
	0

	
	
	n257
	CA_n257K
	

	CA_n3A-n257L
	CA_n3A-n257A/G/H/I/J/K
	n3
	5, 10, 15, 20, 25, 30
	0

	
	
	n257
	CA_n257L
	

	CA_n3A-n257M
	CA_n3A-n257A/G/H/I/J/K/L
	n3
	5, 10, 15, 20, 25, 30
	0

	
	
	n257
	CA_n257M
	

	CA_n3A-n257(2A)
	CA_n3A-n257A/(2A)
	n3
	5, 10, 15, 20, 25, 30
	0

	
	
	n257
	CA_n257(2A)
	

	CA_n3A-n257(2G)
	CA_n3A-n257A/G/(2G)
	n3
	5, 10, 15, 20, 25, 30
	0

	
	
	n257
	CA_n257(2G)
	

	
	CA_n3A-n257A/G
	n3
	5, 10, 15, 20, 25, 30, 40
	1

	
	
	n257
	CA_n257(2G)
	

	CA_n3A-n257(A-G)
	CA_n3A-n257A/G
	n3
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n257
	CA_n257(A-G)
	

	CA_n3(2A)-n257A
	CA_n3A-n257A
	n3
	CA_n3(2A)_BCS1
	0

	
	
	n257
	50, 100, 200, 400
	

	CA_n3(2A)-n257G
	CA_n3A-n257A
	n3
	CA_n3(2A)_BCS1
	0

	
	
	n257
	CA_n257G
	

	CA_n3(2A)-n257H
	CA_n3A-n257A
	n3
	CA_n3(2A)_BCS1
	0

	
	
	n257
	CA_n257H
	

	CA_n3(2A)-n257I
	CA_n3A-n257A
	n3
	CA_n3(2A)_BCS1
	0

	
	
	n257
	CA_n257I
	

	CA_n3(2A)-n257J
	CA_n3A-n257A
	n3
	CA_n3(2A)_BCS1
	0

	
	
	n257
	CA_n257J
	

	CA_n3(2A)-n257K
	CA_n3A-n257A
	n3
	CA_n3(2A)_BCS1
	0

	
	
	n257
	CA_n257K
	

	CA_n3(2A)-n257L
	CA_n3A-n257A
	n3
	CA_n3(2A)_BCS1
	0

	
	
	n257
	CA_n257L
	

	CA_n3(2A)-n257M
	CA_n3A-n257A
	n3
	CA_n3(2A)_BCS1
	0

	
	
	n257
	CA_n257M
	

	CA_n3B-n257A
	CA_n3A-n257A
	n3
	CA_n3B_BCS0
	0

	
	
	n257
	50, 100, 200, 400
	

	CA_n3B-n257G
	CA_n3A-n257A
	n3
	CA_n3B_BCS0
	0

	
	
	n257
	CA_n257G
	

	CA_n3B-n257H
	CA_n3A-n257A
	n3
	CA_n3B_BCS0
	0

	
	
	n257
	CA_n257H
	

	CA_n3B-n257I
	CA_n3A-n257A
	n3
	CA_n3B_BCS0
	0

	
	
	n257
	CA_n257I
	

	CA_n3B-n257J
	CA_n3A-n257A
	n3
	CA_n3B_BCS0
	0

	
	
	n257
	CA_n257J
	

	CA_n3B-n257K
	CA_n3A-n257A
	n3
	CA_n3B_BCS0
	0

	
	
	n257
	CA_n257K
	

	CA_n3B-n257L
	CA_n3A-n257A
	n3
	CA_n3B_BCS0
	0

	
	
	n257
	CA_n257L
	

	CA_n3B-n257M
	CA_n3A-n257A
	n3
	CA_n3B_BCS0
	0

	
	
	n257
	CA_n257M
	

	CA_n3A-n258A
	CA_n3A-n258A
	n3
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n258
	50, 100, 200, 400
	

	CA_n3A-n258B
	CA_n3A-n258A
CA_n3A-n258B
	n3
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n258
	CA_n258B
	

	CA_n3A-n258B
	CA_n3A-n258A/B
	n3
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n258
	CA_n258B
	

	CA_n3A-n258C
	CA_n3A-n258A/B/C
	n3
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n258
	CA_n258C
	

	CA_n3A-n258D
	CA_n3A-n258A/D
	n3
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n258
	CA_n258D
	

	CA_n3A-n258E
	CA_n3A-n258A/D/E
	n3
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n258
	CA_n258E
	

	CA_n3A-n258F
	CA_n3A-n258A/D/E/F
	n3
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n258
	CA_n258F
	

	CA_n3A-n258G
	CA_n3A-n258A/G
	n3
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n258
	CA_n258G
	

	CA_n3A-n258H
	CA_n3A-n258A/G/H
	n3
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n258
	CA_n258H
	

	CA_n3A-n258I
	CA_n3A-n258A/G/H/I
	n3
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n258
	CA_n258I
	

	CA_n3A-n258J
	CA_n3A-n258A/G/H/I
	n3
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n258
	CA_n258J
	

	CA_n3A-n258K
	CA_n3A-n258A/G/H/I
	n3
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n258
	CA_n258K
	

	CA_n3A-n258L
	CA_n3A-n258A/G/H/I
	n3
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n258
	CA_n258L
	

	CA_n3A-n258M
	CA_n3A-n258A/G/H/I
	n3
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n258
	CA_n258M
	

	CA_n3A-n258R2
	CA_n3A-n258A/R2
	n3
	5, 10, 15, 20, 25, 30, 35, 40, 45, 50
	0

	
	
	n258
	CA_n258R2
	

	CA_n3A-n258R3
	CA_n3A-n258A/R2/R3
	n3
	5, 10, 15, 20, 25, 30, 35, 40, 45, 50
	0

	
	
	n258
	CA_n258R3
	

	CA_n3A-n258R4
	CA_n3A-n258A/R2/R3/R4
	n3
	5, 10, 15, 20, 25, 30, 35, 40, 45, 50
	0

	
	
	n258
	CA_n258R4
	

	CA_n3A-n258R5
	CA_n3A-n258A/R2/R3/R4
	n3
	5, 10, 15, 20, 25, 30, 35, 40, 45, 50
	0

	
	
	n258
	CA_n258R5
	

	CA_n3A-n258R6
	CA_n3A-n258A/R2/R3/R4
	n3
	5, 10, 15, 20, 25, 30, 35, 40, 45, 50
	0

	
	
	n258
	CA_n258R6
	

	CA_n3A-n258R7
	CA_n3A-n258A/R2/R3/R4
	n3
	5, 10, 15, 20, 25, 30, 35, 40, 45, 50
	0

	
	
	n258
	CA_n258R7
	

	CA_n3A-n258R8
	CA_n3A-n258A/R2/R3/R4
	n3
	5, 10, 15, 20, 25, 30, 35, 40, 45, 50
	0

	
	
	n258
	CA_n258R8
	

	CA_n3A-n258R9
	CA_n3A-n258A/R2/R3/R4
	n3
	5, 10, 15, 20, 25, 30, 35, 40, 45, 50
	0

	
	
	n258
	CA_n258R9
	

	CA_n3A-n258R10
	CA_n3A-n258A/R2/R3/R4
	n3
	5, 10, 15, 20, 25, 30, 35, 40, 45, 50
	0

	
	
	n258
	CA_n258R10
	

	CA_n3A-n258(2A)
	CA_n3A-n258A/(2A)
	n3
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n258
	CA_n258(2A)
	

	CA_n3A-n258(2G)
	CA_n3A-n258A/G
	n3
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n258
	CA_n258(2G)
	

	CA_n3A-n258(A-G)
	CA_n3A-n258A/G
	n3
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n258
	CA_n258(A-G)
	

	CA_n3(2A)-n257A
	CA_n3A-n257A
	n3
	CA_n3(2A)
	0

	
	
	n257
	50, 100, 200, 400
	

	CA_n3(2A)-n257G
	CA_n3A-n257A
CA_n3A-n257G
	n3
	CA_n3(2A)
	0

	
	
	n257
	CA_n257G
	

	CA_n3(2A)-n257H
	CA_n3A-n257A
CA_n3A-n257G CA_n3A-n257H
	n3
	CA_n3(2A)
	0

	
	
	n257
	CA_n257H
	

	CA_n3(2A)-n257I
	CA_n3A-n257A
CA_n3A-n257G CA_n3A-n257H
CA_n3A-n257I
	n3
	CA_n3(2A)
	0

	
	
	n257
	CA_n257I
	

	CA_n3(2A)-n258A
	CA_n3A-n258A
	n3
	CA_n3(2A)_BCS1
	0

	
	
	n258
	50, 100, 200, 400
	

	CA_n3(2A)-n258G
	CA_n3A-n258A
	n3
	CA_n3(2A)_BCS1
	0

	
	
	n258
	CA_n258G
	

	CA_n3(2A)-n258H
	CA_n3A-n258A
	n3
	CA_n3(2A)_BCS1
	0

	
	
	n258
	CA_n258H
	

	CA_n3(2A)-n258I
	CA_n3A-n258A
	n3
	CA_n3(2A)_BCS1
	0

	
	
	n258
	CA_n258I
	

	CA_n3(2A)-n258J
	CA_n3A-n258A
	n3
	CA_n3(2A)_BCS1
	0

	
	
	n258
	CA_n258J
	

	CA_n3(2A)-n258K
	CA_n3A-n258A
	n3
	CA_n3(2A)_BCS1
	0

	
	
	n258
	CA_n258K
	

	CA_n3(2A)-n258L
	CA_n3A-n258A
	n3
	CA_n3(2A)_BCS1
	0

	
	
	n258
	CA_n258L
	

	CA_n3(2A)-n258M
	CA_n3A-n258A
	n3
	CA_n3(2A)_BCS1
	0

	
	
	n258
	CA_n258M
	

	CA_n3B-n258A
	CA_n3A-n258A
	n3
	CA_n3B_BCS0
	0

	
	
	n258
	50, 100, 200, 400
	

	CA_n3B-n258B
	CA_n3A-n258A/B
	n3
	CA_n3B_BCS0
	0

	
	
	n258
	50, 100, 200, 400
	

	CA_n3B-n258C
	CA_n3A-n258A/B/C
	n3
	CA_n3B_BCS0
	0

	
	
	n258
	50, 100, 200, 400
	

	CA_n3B-n258D
	CA_n3A-n258A/D
	n3
	CA_n3B_BCS0
	0

	
	
	n258
	50, 100, 200, 400
	

	CA_n3B-n258E
	CA_n3A-n258A/D/E
	n3
	CA_n3B_BCS0
	0

	
	
	n258
	50, 100, 200, 400
	

	CA_n3B-n258F
	CA_n3A-n258A/D/E/F
	n3
	CA_n3B_BCS0
	0

	
	
	n258
	50, 100, 200, 400
	

	CA_n3B-n258G
	CA_n3A-n258A/G
	n3
	CA_n3B_BCS0
	0

	
	
	n258
	CA_n258G
	

	CA_n3B-n258H
	CA_n3A-n258A/G/H
	n3
	CA_n3B_BCS0
	0

	
	
	n258
	CA_n258H
	

	CA_n3B-n258I
	CA_n3A-n258A/G/H/I
	n3
	CA_n3B_BCS0
	0

	
	
	n258
	CA_n258I
	

	CA_n3B-n258J
	CA_n3A-n258A/G/H/I
	n3
	CA_n3B_BCS0
	0

	
	
	n258
	CA_n258J
	

	CA_n3B-n258K
	CA_n3A-n258A/G/H/I
	n3
	CA_n3B_BCS0
	0

	
	
	n258
	CA_n258K
	

	CA_n3B-n258L
	CA_n3A-n258A/G/H/I
	n3
	CA_n3B_BCS0
	0

	
	
	n258
	CA_n258L
	

	CA_n3B-n258M
	CA_n3A-n258A/G/H/I
	n3
	CA_n3B_BCS0
	0

	
	
	n258
	CA_n258M
	

	CA_n3B-n258R2
	CA_n3B-n258A/R2
	n3
	CA_n3B
	0

	
	
	n258
	CA_n258R2
	

	CA_n3B-n258R3
	CA_n3B-n258A/R2/R3
	n3
	CA_n3B
	0

	
	
	n258
	CA_n258R3
	

	CA_n3B-n258R4
	CA_n3B-n258A/R2/R3/R4
	n3
	CA_n3B
	0

	
	
	n258
	CA_n258R4
	

	CA_n3B-n258R5
	CA_n3B-n258A/R2/R3/R4
	n3
	CA_n3B
	0

	
	
	n258
	CA_n258R5
	

	CA_n3B-n258R6
	CA_n3B-n258A/R2/R3/R4
	n3
	CA_n3B
	0

	
	
	n258
	CA_n258R6
	

	CA_n3B-n258R7
	CA_n3B-n258A/R2/R3/R4
	n3
	CA_n3B
	0

	
	
	n258
	CA_n258R7
	

	CA_n3B-n258R8
	CA_n3B-n258A/R2/R3/R4
	n3
	CA_n3B
	0

	
	
	n258
	CA_n258R8
	

	CA_n3B-n258R9
	CA_n3B-n258A/R2/R3/R4
	n3
	CA_n3B
	0

	
	
	n258
	CA_n258R9
	

	CA_n3B-n258R10
	CA_n3B-n258A/R2/R3/R4
	n3
	CA_n3B
	0

	
	
	n258
	CA_n258R10
	



Table 5.5A.1-1d: Inter-band CA configurations and bandwidth combinations sets between FR1 and FR2 (two bands)
	NR CA configuration
	Uplink CA configuration 
	NR Band
	Channel bandwidth (MHz) (NOTE 3)
	Bandwidth combination set

	CA_n5A-n258A
	CA_n5A-n258A
	n5
	5, 10, 15, 20
	0

	
	
	n258
	50, 100, 200, 400
	

	CA_n5A-n258B
	CA_n5A-n258A
	n5
	5, 10, 15, 20
	0

	
	
	n258
	CA_n258B
	

	CA_n5A-n258C
	CA_n5A-n258A
	n5
	5, 10, 15, 20
	0

	
	
	n258
	CA_n258C
	

	CA_n5A-n258D
	CA_n5A-n258A
	n5
	5, 10, 15, 20
	0

	
	
	n258
	CA_n258D
	

	CA_n5A-n258E
	CA_n5A-n258A
	n5
	5, 10, 15, 20
	0

	
	
	n258
	CA_n258E
	

	CA_n5A-n258F
	CA_n5A-n258A
	n5
	5, 10, 15, 20
	0

	
	
	n258
	CA_n258F
	

	CA_n5A-n258G
	CA_n5A-n258A/G
	n5
	5, 10, 15, 20
	0

	
	
	n258
	CA_n258G
	

	CA_n5A-n258H
	CA_n5A-n258A/G/H
	n5
	5, 10, 15, 20
	0

	
	
	n258
	CA_n258H
	

	CA_n5A-n258I
	CA_n5A-n258A/G/H/I
	n5
	5, 10, 15, 20
	0

	
	
	n258
	CA_n258I
	

	CA_n5A-n258J
	CA_n5A-n258A/G/H/I
	n5
	5, 10, 15, 20
	0

	
	
	n258
	CA_n258J
	

	CA_n5A-n258K
	CA_n5A-n258A/G/H/I
	n5
	5, 10, 15, 20
	0

	
	
	n258
	CA_n258K
	

	CA_n5A-n258L
	CA_n5A-n258A/G/H/I
	n5
	5, 10, 15, 20
	0

	
	
	n258
	CA_n258L
	

	CA_n5A-n258M
	CA_n5A-n258A/G/H/I
	n5
	5, 10, 15, 20
	0

	
	
	n258
	CA_n258M
	

	CA_n5A-n260G
	CA_n5A-n260A/G
	n5
	5, 10, 15, 20
	0

	
	
	n260
	CA_n260G
	

	CA_n5A-n260H
	CA_n5A-n260A/G/H
	n5
	5, 10, 15, 20
	0

	
	
	n260
	CA_n260H
	

	CA_n5A-n260I
	CA_n5A-n260A/G/H/I
	n5
	5, 10, 15, 20
	0

	
	
	n260
	CA_n260I
	

	CA_n5A-n260J
	CA_n5A-n260A/G/H/I/J
	n5
	5, 10, 15, 20
	0

	
	
	n260
	CA_n260J
	

	CA_n5A-n260K
	CA_n5A-n260A/G/H/I/J/K
	n5
	5, 10, 15, 20
	0

	
	
	n260
	CA_n260K
	

	CA_n5A-n260L
	CA_n5A-n260A/G/H/I/J/K/L
	n5
	5, 10, 15, 20
	0

	
	
	n260
	CA_n260L
	

	CA_n5A-n260M
	CA_n5A-n260A/G/H/I/J/K/L/M
	n5
	5, 10, 15, 20
	0

	
	
	n260
	CA_n260M
	

	CA_n5A-n260R2
	CA_n5A-n260A/R2
	n5
	5, 10, 15, 20
	0

	
	
	n260
	CA_n260R2
	

	CA_n5A-n260R3
	CA_n5A-n260A/R2/R3
	n5
	5, 10, 15, 20
	0

	
	
	n260
	CA_n260R3
	

	CA_n5A-n260R4
	CA_n5A-n260A/R2/R3/R4
	n5
	5, 10, 15, 20
	0

	
	
	n260
	CA_n260R4
	

	CA_n5A-n260R5
	CA_n5A-n260A/R2/R3/R4
	n5
	5, 10, 15, 20
	0

	
	
	n260
	CA_n260R5
	

	CA_n5A-n260R6
	CA_n5A-n260A/R2/R3/R4
	n5
	5, 10, 15, 20
	0

	
	
	n260
	CA_n260R6
	

	CA_n5A-n260R7
	CA_n5A-n260A/R2/R3/R4
	n5
	5, 10, 15, 20
	0

	
	
	n260
	CA_n260R7
	

	CA_n5A-n260R8
	CA_n5A-n260A/R2/R3/R4
	n5
	5, 10, 15, 20
	0

	
	
	n260
	CA_n260R8
	

	CA_n5A-n260R9
	CA_n5A-n260A/R2/R3/R4
	n5
	5, 10, 15, 20
	0

	
	
	n260
	CA_n260R9
	

	CA_n5A-n260R10
	CA_n5A-n260A/R2/R3/R4
	n5
	5, 10, 15, 20
	0

	
	
	n260
	CA_n260R10
	

	CA_n5A-n260(2A)
	CA_n5A-n260A
	n5
	5, 10, 15, 20
	0

	
	
	n260
	CA_n260(2A)
	

	CA_n5A-n260(3A)
	CA_n5A-n260A
	n5
	5, 10, 15, 20
	0

	
	
	n260
	CA_n260(3A)
	

	CA_n5A-n260(4A)
	CA_n5A-n260A
	n5
	5, 10, 15, 20
	0

	
	
	n260
	CA_n260(4A)
	

	CA_n5A-n260(5A)
	CA_n5A-n260A
	n5
	5, 10, 15, 20
	0

	
	
	n260
	CA_n260(5A)
	

	CA_n5A-n260(6A)
	CA_n5A-n260A
	n5
	5, 10, 15, 20
	0

	
	
	n260
	CA_n260(6A)
	

	CA_n5A-n260(7A)
	CA_n5A-n260A
	n5
	5, 10, 15, 20
	0

	
	
	n260
	CA_n260(7A)
	

	CA_n5A-n260(8A)
	CA_n5A-n260A
	n5
	5, 10, 15, 20
	0

	
	
	n260
	CA_n260(8A)
	

	CA_n5A-n260(2G)
	CA_n5A-n260A
	n5
	5, 10, 15, 20
	0

	
	
	n260
	CA_n260(2G)
	

	CA_n5A-n260(2H)
	CA_n5A-n260A
	n5
	5, 10, 15, 20
	0

	
	
	n260
	CA_n260(2H)
	

	CA_n5A-n260(A-G)
	CA_n5A-n260A
	n5
	5, 10, 15, 20
	0

	
	
	n260
	CA_n260(A-G)
	

	CA_n5A-n260(2A-G)
	CA_n5A-n260A
	n5
	5, 10, 15, 20
	0

	
	
	n260
	CA_n260(2A-G)
	

	CA_n5A-n260(A-H)
	CA_n5A-n260A
	n5
	5, 10, 15, 20
	0

	
	
	n260
	CA_n260(A-H)
	

	CA_n5A-n260(2A-2G)
	CA_n5A-n260A
	n5
	5, 10, 15, 20
	0

	
	
	n260
	CA_n260(2A-2G)
	

	CA_n5A-n260(3A-G)
	CA_n5A-n260A
	n5
	5, 10, 15, 20
	0

	
	
	n260
	CA_n260(3A-G)
	

	CA_n5A-n260(A-2G)
	CA_n5A-n260A
	n5
	5, 10, 15, 20
	0

	
	
	n260
	CA_n260(A-2G)
	

	CA_n5A-n260(G-H)
	CA_n5A-n260A
	n5
	5, 10, 15, 20
	0

	
	
	n260
	CA_n260(G-H)
	

	CA_n5A-n261A
	CA_n5A-n261A
	n5
	5, 10, 15, 20
	0

	
	
	n261
	50, 100, 200, 400
	

	CA_n5A-n261(2A)
	CA_n5A-n261A
	n5
	5, 10, 15, 20
	0

	
	
	n261
	CA_n261(2A)
	

	CA_n5A-n261(3A)
	CA_n5A-n261A
	n5
	5, 10, 15, 20
	0

	
	
	n261
	CA_n261(3A)
	

	CA_n5A-n261(4A)
	CA_n5A-n261A
	n5
	5, 10, 15, 20
	0

	
	
	n261
	CA_n261(4A)
	

	CA_n5A-n261G
	CA_n5A-n261A/G
	n5
	5, 10, 15, 20
	0

	
	
	n261
	CA_n261G
	

	CA_n5A-n261H
	CA_n5A-n261A/G/H
	n5
	5, 10, 15, 20
	0

	
	
	n261
	CA_n261H
	

	CA_n5A-n261I
	CA_n5A-n261A/G/H/I
	n5
	5, 10, 15, 20
	0

	
	
	n261
	CA_n261I
	

	CA_n5A-n261J
	CA_n5A-n261A/G/H/I
	n5
	5, 10, 15, 20
	0

	
	
	n261
	CA_n261J
	

	CA_n5A-n261K
	CA_n5A-n261A/G/H/
	n5
	5, 10, 15, 20
	0

	
	
	n261
	CA_n261K
	

	CA_n5A-n261L
	CA_n5A-n261A/G/H/I
	n5
	5, 10, 15, 20
	0

	
	
	n261
	CA_n261L
	

	CA_n5A-n261M
	CA_n5A-n261A/G/H/I
	n5
	5, 10, 15, 20
	0

	
	
	n261
	CA_n261M
	

	CA_n5A-n261O
	CA_n5A-n261A
	n5
	5, 10, 15, 20
	0

	
	
	n261
	CA_n261O
	

	CA_n5A-n261P
	CA_n5A-n261A
	n5
	5, 10, 15, 20
	0

	
	
	n261
	CA_n261P
	

	CA_n5A-n261Q
	CA_n5A-n261A
	n5
	5, 10, 15, 20
	0

	
	
	n261
	CA_n261Q
	

	CA_n5A-n261(2G)
	CA_n5A-n261A/G
	n5
	5, 10, 15, 20
	0

	
	
	n261
	CA_n261(2G)
	

	CA_n5A-n261(2H)
	CA_n5A-n261A/G/H
	n5
	5, 10, 15, 20
	0

	
	
	n261
	CA_n261(2H)
	

	CA_n5A-n261(2I)
	CA_n5A-n261A/G/H/I
	n5
	5, 10, 15, 20
	0

	
	
	n261
	CA_n261(2I)
	

	CA_n5A-n261(A-G)
	CA_n5A-n261A/G
	n5
	5, 10, 15, 20
	0

	
	
	n261
	CA_n261(A-G)
	

	CA_n5A-n261(A-H)
	CA_n5A-n261A/G/H
	n5
	5, 10, 15, 20
	0

	
	
	n261
	CA_n261(A-H)
	

	CA_n5A-n261(A-I)
	CA_n5A-n261A/G/H/I
	n5
	5, 10, 15, 20
	0

	
	
	n261
	CA_n261(A-I)
	

	CA_n5A-n261(A-J)
	CA_n5A-n261A/G/H/I
	n5
	5, 10, 15, 20
	0

	
	
	n261
	CA_n261(A-J)
	

	CA_n5A-n261(A-K)
	CA_n5A-n261A/G/H/I
	n5
	5, 10, 15, 20
	0

	
	
	n261
	CA_n261(A-K)
	

	CA_n5A-n261(A-L)
	CA_n5A-n261A/G/H/I
	n5
	5, 10, 15, 20
	0

	
	
	n261
	CA_n261(A-L)
	

	CA_n5A-n261(G-H)
	CA_n5A-n261A/G/H
	n5
	5, 10, 15, 20
	0

	
	
	n261
	CA_n261(G-H)
	

	CA_n5A-n261(G-J)
	CA_n5A-n261A/G/H/I
	n5
	5, 10, 15, 20
	0

	
	
	n261
	CA_n261(G-J)
	

	CA_n5A-n261(H-I)
	CA_n5A-n261A/G/H/I
	n5
	5, 10, 15, 20
	0

	
	
	n261
	CA_n261(H-I)
	

	CA_n5A-n261(G-I)
	CA_n5A-n261A/G/H/I
	n5
	5, 10, 15, 20
	0

	
	
	n261
	CA_n261(G-I)
	

	CA_n5A-n261(A-G-H)
	CA_n5A-n261A/G/H
	n5
	5, 10, 15, 20
	0

	
	
	n261
	CA_n261(A-G-H)
	

	CA_n5A-n261(A-G-I)
	CA_n5A-n261A/G/H/I
	n5
	5, 10, 15, 20
	0

	
	
	n261
	CA_n261(A-G-I)
	

	CA_n5A-n261(2A-H)
	CA_n5A-n261A/G/H
	n5
	5, 10, 15, 20
	0

	
	
	n261
	CA_n261(2A-H)
	

	CA_n5A-n261(2A-G)
	CA_n5A-n261A/G
	n5
	5, 10, 15, 20
	0

	
	
	n261
	CA_n261(2A-G)
	

	CA_n5A-n261(3A-G)
	CA_n5A-n261A/G
	n5
	5, 10, 15, 20
	0

	
	
	n261
	CA_n261(3A-G)
	

	CA_n5A-n261(2A-I)
	CA_n5A-n261A/G/H/I
	n5
	5, 10, 15, 20
	0

	
	
	n261
	CA_n261(2A-I)
	

	CA_n5A-n261(A-2G)
	CA_n5A-n261A/G
	n5
	5, 10, 15, 20
	0

	
	
	n261
	CA_n261(A-2G)
	



Table 5.5A.1-1e: Inter-band CA configurations and bandwidth combinations sets between FR1 and FR2 (two bands)
	NR CA configuration
	Uplink CA configuration 
	NR Band
	Channel bandwidth (MHz) (NOTE 3)
	Bandwidth combination set

	CA_n7A-n257A
	CA_n7A-n257A
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n257
	50, 100, 200, 400
	

	
	
	n7
	See n7 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n257
	See n257 channel bandwidths in Table 5.3.5-1
	

	CA_n7A-n257G
	CA_n7A-n257A
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n257
	CA_n257G
	

	
	CA_n7A-n257A/G
	n7
	See n7 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n257
	CA_n257G
	

	CA_n7A-n257H
	CA_n7A-n257A
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n257
	CA_n257H
	

	
	CA_n7A-n257A/G/H
	n7
	See n7 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n257
	CA_n257H
	

	CA_n7A-n257I
	CA_n7A-n257A
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n257
	CA_n257I
	

	
	CA_n7A-n257A/G/H/I
	n7
	See n7 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n257
	CA_n257I
	

	CA_n7A-n257J
	CA_n7A-n257A
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n257
	CA_n257J
	

	
	CA_n7A-n257A/G/H/I/J
	n7
	See n7 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n257
	CA_n257J
	

	CA_n7A-n257K
	CA_n7A-n257A
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n257
	CA_n257K
	

	
	CA_n7A-n257A/G/H/I/J/K
	n7
	See n7 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n257
	CA_n257K
	

	CA_n7A-n257L
	CA_n7A-n257A
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n257
	CA_n257L
	

	
	CA_n7A-n257A/G/H/I/J/K/L
	n7
	See n7 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n257
	CA_n257L
	

	CA_n7A-n257M
	CA_n7A-n257A
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n257
	CA_n257M
	

	
	CA_n7A-n257A/G/H/I/J/K/L/M
	n7
	See n7 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n257
	CA_n257M
	

	CA_n7A-n258A
	CA_n7A-n258A
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n258
	50, 100, 200, 400
	

	CA_n7A-n258B
	CA_n7A-n258A
CA_n7A-n258B
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n258
	CA_n258B
	

	CA_n7A-n258C
	CA_n7A-n258A/B/C
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n258
	CA_n258C
	

	CA_n7A-n258D
	CA_n7A-n258A/D
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n258
	CA_n258D
	

	CA_n7A-n258E
	CA_n7A-n258A/D/E
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n258
	CA_n258E
	

	CA_n7A-n258F
	CA_n7A-n258A/D/E/F
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n258
	CA_n258F
	

	CA_n7A-n258G
	CA_n7A-n258A/G
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n258
	CA_n258G
	

	CA_n7A-n258H
	CA_n7A-n258A/G/H
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n258
	CA_n258H
	

	CA_n7A-n258I
	CA_n7A-n258A/G/H/I
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n258
	CA_n258I
	

	CA_n7A-n258J
	CA_n7A-n258A/G/H/I
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n258
	CA_n258J
	

	CA_n7A-n258K
	CA_n7A-n258A/G/H/I
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n258
	CA_n258K
	

	CA_n7A-n258L
	CA_n7A-n258A/G/H/I
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n258
	CA_n258L
	

	CA_n7A-n258M
	CA_n7A-n258A/G/H/I
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n258
	CA_n258M
	

	CA_n7A-n258R2
	CA_n7A-n258A/R2
	n7
	5, 10, 15, 20, 25, 30, 35, 40, 50
	0

	
	
	n258
	CA_n258R2
	

	CA_n7A-n258R3
	CA_n7A-n258A/R2/R3
	n7
	5, 10, 15, 20, 25, 30, 35, 40, 50
	0

	
	
	n258
	CA_n258R3
	

	CA_n7A-n258R4
	CA_n7A-n258A/R2/R3/R4
	n7
	5, 10, 15, 20, 25, 30, 35, 40, 50
	0

	
	
	n258
	CA_n258R4
	

	CA_n7A-n258R5
	CA_n7A-n258A/R2/R3/R4
	n7
	5, 10, 15, 20, 25, 30, 35, 40, 50
	0

	
	
	n258
	CA_n258R5
	

	CA_n7A-n258R6
	CA_n7A-n258A/R2/R3/R4
	n7
	5, 10, 15, 20, 25, 30, 35, 40, 50
	0

	
	
	n258
	CA_n258R6
	

	CA_n7A-n258R7
	CA_n7A-n258A/R2/R3/R4
	n7
	5, 10, 15, 20, 25, 30, 35, 40, 50
	0

	
	
	n258
	CA_n258R7
	

	CA_n7A-n258R8
	CA_n7A-n258A/R2/R3/R4
	n7
	5, 10, 15, 20, 25, 30, 35, 40, 50
	0

	
	
	n258
	CA_n258R8
	

	CA_n7A-n258R9
	CA_n7A-n258A/R2/R3/R4
	n7
	5, 10, 15, 20, 25, 30, 35, 40, 50
	0

	
	
	n258
	CA_n258R9
	

	CA_n7A-n258R10
	CA_n7A-n258A/R2/R3/R4
	n7
	5, 10, 15, 20, 25, 30, 35, 40, 50
	0

	
	
	n258
	CA_n258R10
	

	CA_n7B-n258A
	CA_n7A-n258A
	n7
	CA_n7B
	0

	
	
	n258
	50, 100, 200, 400
	

	CA_n7B-n258B
	CA_n7A-n258A/B
	n7
	CA_n7B
	0

	
	
	n258
	CA_n258B
	

	CA_n7B-n258C
	CA_n7A-n258A/B/C
	n7
	CA_n7B
	0

	
	
	n258
	CA_n258C
	

	CA_n7B-n258D
	CA_n7A-n258A/D
	n7
	CA_n7B
	0

	
	
	n258
	CA_n258D
	

	CA_n7B-n258E
	CA_n7A-n258A/D/E
	n7
	CA_n7B
	0

	
	
	n258
	CA_n258E
	

	CA_n7B-n258F
	CA_n7A-n258A/D/E/F
	n7
	CA_n7B
	0

	
	
	n258
	CA_n258F
	

	CA_n7B-n258G
	CA_n7A-n258A/G
	n7
	CA_n7B
	0

	
	
	n258
	CA_n258G
	

	CA_n7B-n258H
	CA_n7A-n258A/G/H
	n7
	CA_n7B
	0

	
	
	n258
	CA_n258H
	

	CA_n7B-n258I
	CA_n7A-n258A/G/H/I
	n7
	CA_n7B
	0

	
	
	n258
	CA_n258I
	

	CA_n7B-n258J
	CA_n7A-n258A/G/H/I
	n7
	CA_n7B
	0

	
	
	n258
	CA_n258J
	

	CA_n7B-n258K
	CA_n7A-n258A/G/H/I
	n7
	CA_n7B
	0

	
	
	n258
	CA_n258K
	

	CA_n7B-n258L
	CA_n7A-n258A/G/H/I
	n7
	CA_n7B
	0

	
	
	n258
	CA_n258L
	

	CA_n7B-n258M
	CA_n7A-n258A/G/H/I
	n7
	CA_n7B
	0

	
	
	n258
	CA_n258M
	

	CA_n7B-n258R2
	CA_n7B-n258A/R2
	n7
	CA_n7B
	0

	
	
	n258
	CA_n258R2
	

	CA_n7B-n258R3
	CA_n7B-n258A/R2/R3
	n7
	CA_n7B
	0

	
	
	n258
	CA_n258R3
	

	CA_n7B-n258R4
	CA_n7B-n258A/R2/R3/R4
	n7
	CA_n7B
	0

	
	
	n258
	CA_n258R4
	

	CA_n7B-n258R5
	CA_n7B-n258A/R2/R3/R4
	n7
	CA_n7B
	0

	
	
	n258
	CA_n258R5
	

	CA_n7B-n258R6
	CA_n7B-n258A/R2/R3/R4
	n7
	CA_n7B
	0

	
	
	n258
	CA_n258R6
	

	CA_n7B-n258R7
	CA_n7B-n258A/R2/R3/R4
	n7
	CA_n7B
	0

	
	
	n258
	CA_n258R7
	

	CA_n7B-n258R8
	CA_n7B-n258A/R2/R3/R4
	n7
	CA_n7B
	0

	
	
	n258
	CA_n258R8
	

	CA_n7B-n258R9
	CA_n7B-n258A/R2/R3/R4
	n7
	CA_n7B
	0

	
	
	n258
	CA_n258R9
	

	CA_n7B-n258R10
	CA_n7B-n258A/R2/R3/R4
	n7
	CA_n7B
	0

	
	
	n258
	CA_n258R10
	

	CA_n7A-n260A
	CA_n7A-n260A
	n7
	See n7 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n260
	See n260 channel bandwidths in Table 5.3.5-1
	

	CA_n7A-n260G
	CA_n7A-n260A/G
	n7
	See n7 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n260
	CA_n260G
	

	CA_n7A-n260H
	CA_n7A-n260A/G/H
	n7
	See n7 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n260
	CA_n260H
	

	CA_n7A-n260I
	CA_n7A-n260A/G/H/I
	n7
	See n7 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n260
	CA_n260I
	

	CA_n7A-n260J
	CA_n7A-n260A/G/H/I/J
	n7
	See n7 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n260
	CA_n260J
	

	CA_n7A-n260K
	CA_n7A-n260A/G/H/I/J/K
	n7
	See n7 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n260
	CA_n260K
	

	CA_n7A-n260L
	CA_n7A-n260A/G/H/I/J/K/L
	n7
	See n7 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n260
	CA_n260L
	

	CA_n7A-n260M
	CA_n7A-n260A/G/H/I/J/K/L/M
	n7
	See n7 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n260
	CA_n260M
	

	CA_n8A-n257A
	CA_n8A-n257A
	n8
	5, 10, 15, 20
	0

	
	
	n257
	50, 100, 200, 400
	

	CA_n8A-n257D
	-
	n8
	5, 10, 15, 20
	0

	
	
	n257
	CA_n257D
	

	CA_n8A-n257E
	-
	n8
	5, 10, 15, 20
	0

	
	
	n257
	CA_n257E
	

	CA_n8A-n257F
	-
	n8
	5, 10, 15, 20
	0

	
	
	n257
	CA_n257F
	

	CA_n8A-n257G
	CA_n257G
CA_n8A-n257A/G
	n8
	5, 10, 15, 20
	0

	
	
	n257
	CA_n257G
	

	CA_n8A-n257H
	CA_n257G/H
CA_n8A-n257A/G/H
	n8
	5, 10, 15, 20
	0

	
	
	n257
	CA_n257H
	

	CA_n8A-n257I
	CA_n257G/H/I
CA_n8A-n257A/G/H/I
	n8
	5, 10, 15, 20
	0

	
	
	n257
	CA_n257I
	

	CA_n8A-n257J
	CA_n257G/H/I/J
CA_n8A-n257A/G/H/I/J
	n8
	5, 10, 15, 20
	0

	
	
	n257
	CA_n257J
	

	CA_n8A-n257K
	CA_n257G/H/I/J/K
CA_n8A-n257A/G/H/I/J/K
	n8
	5, 10, 15, 20
	0

	
	
	n257
	CA_n257K
	

	CA_n8A-n257L
	CA_n8A-n257A/G/H/I/J/K
	n8
	5, 10, 15, 20
	0

	
	
	n257
	CA_n257L
	

	CA_n8A-n257M
	CA_n8A-n257A/G/H/IJ/K
	n8
	5, 10, 15, 20
	0

	
	
	n257
	CA_n257M
	

	CA_n8A-n258A
	CA_n8A-n258A
	n8
	5, 10, 15, 20
	0

	
	
	n258
	50, 100, 200, 400
	

	CA_n8A-n258B
	CA_n8A-n258A
	n8
	5, 10, 15, 20
	0

	
	
	n258
	CA_n258B
	

	CA_n8A-n258C
	CA_n8A-n258A
	n8
	5, 10, 15, 20
	0

	
	
	n258
	CA_n258C
	

	CA_n8A-n258D
	CA_n8A-n258A
	n8
	5, 10, 15, 20
	0

	
	
	n258
	CA_n258D
	

	CA_n8A-n258E
	CA_n8A-n258A
	n8
	5, 10, 15, 20
	0

	
	
	n258
	CA_n258E
	

	CA_n8A-n258F
	CA_n8A-n258A
	n8
	5, 10, 15, 20
	0

	
	
	n258
	CA_n258F
	

	CA_n8A-n258G
	CA_n8A-n258A
	n8
	5, 10, 15, 20
	0

	
	
	n258
	CA_n258G
	

	CA_n8A-n258H
	CA_n8A-n258A
	n8
	5, 10, 15, 20
	0

	
	
	n258
	CA_n258H
	

	CA_n8A-n258I
	CA_n8A-n258A
	n8
	5, 10, 15, 20
	0

	
	
	n258
	CA_n258I
	

	CA_n8A-n258J
	CA_n8A-n258A
	n8
	5, 10, 15, 20
	0

	
	
	n258
	CA_n258J
	

	CA_n8A-n258K
	CA_n8A-n258A
	n8
	5, 10, 15, 20
	0

	
	
	n258
	CA_n258K
	

	CA_n8A-n258L
	CA_n8A-n258A
	n8
	5, 10, 15, 20
	0

	
	
	n258
	CA_n258L
	

	CA_n8A-n258M
	CA_n8A-n258A
	n8
	5, 10, 15, 20
	0

	
	
	n258
	CA_n258M
	



Table 5.5A.1-1f: Inter-band CA configurations and bandwidth combinations sets between FR1 and FR2 (two bands)
	NR CA configuration
	Uplink CA configuration 
	NR Band
	Channel bandwidth (MHz) (NOTE 3)
	Bandwidth combination set

	CA_n12A-n257A
	CA_n12A-n257A
	n12
	5, 10, 15
	0

	
	
	n257
	50, 100, 200, 400
	

	CA_n12A-n257G
	CA_n12A-n257A/G
	n12
	5, 10, 15
	0

	
	
	n257
	CA_n257G
	

	CA_n12A-n257H
	CA_n12A-n257A/G/H
	n12
	5, 10, 15
	0

	
	
	n257
	CA_n257H
	

	CA_n12A-n257I
	CA_n12A-n257A/G/H/I
	n12
	5, 10, 15
	0

	
	
	n257
	CA_n257I
	

	CA_n12A-n257J
	CA_n12A-n257A/G/H/I/J
	n12
	5, 10, 15
	0

	
	
	n257
	CA_n257J
	

	CA_n12A-n257K
	CA_n12A-n257A/G/H/I/J/K
	n12
	5, 10, 15
	0

	
	
	n257
	CA_n257K
	

	CA_n12A-n257L
	CA_n12A-n257A/G/H/I/J/K/L
	n12
	5, 10, 15
	0

	
	
	n257
	CA_n257L
	

	CA_n12A-n257M
	CA_n12A-n257A/G/H/I/J/K/L/M
	n12
	5, 10, 15
	0

	
	
	n257
	CA_n257M
	

	CA_n12A-n257O
	CA_n12A-n257A/O
	n12
	5, 10, 15
	0

	
	
	n257
	CA_n257O
	

	CA_n12A-n257P
	CA_n12A-n257A/O/P
	n12
	5, 10, 15
	0

	
	
	n257
	CA_n257P
	

	CA_n12A-n257Q
	CA_n12A-n257A/O/P/Q
	n12
	5, 10, 15
	0

	
	
	n257
	CA_n257Q
	

	CA_n12A-n258A
	CA_n12A-n258A
	n12
	5, 10, 15
	0

	
	
	n258
	50, 100, 200, 400
	

	CA_n12A-n258G
	CA_n12A-n258A/G
	n12
	5, 10, 15
	0

	
	
	n258
	CA_n258G
	

	CA_n12A-n258H
	CA_n12A-n258A/G/H
	n12
	5, 10, 15
	0

	
	
	n258
	CA_n258H
	

	CA_n12A-n258I
	CA_n12A-n258A/G/H/I
	n12
	5, 10, 15
	0

	
	
	n258
	CA_n258I
	

	CA_n12A-n258J
	CA_n12A-n258A/G/H/I/J
	n12
	5, 10, 15
	0

	
	
	n258
	CA_n258J
	

	CA_n12A-n258K
	CA_n12A-n258A/G/H/I/J/K
	n12
	5, 10, 15
	0

	
	
	n258
	CA_n258K
	

	CA_n12A-n258L
	CA_n12A-n258A/G/H/I/J/K/L
	n12
	5, 10, 15
	0

	
	
	n258
	CA_n258L
	

	CA_n12A-n258M
	CA_n12A-n258A/G/H/I/J/K/L/M
	n12
	5, 10, 15
	0

	
	
	n258
	CA_n258M
	

	CA_n12A-n258O
	CA_n12A-n258A/O
	n12
	5, 10, 15
	0

	
	
	n258
	CA_n258O
	

	CA_n12A-n258P
	CA_n12A-n258A/O/P
	n12
	5, 10, 15
	0

	
	
	n258
	CA_n258P
	

	CA_n12A-n258Q
	CA_n12A-n258A/O/P/Q
	n12
	5, 10, 15
	0

	
	
	n258
	CA_n258Q
	

	CA_n12A-n260A
	CA_n12A-n260A
	n12
	5, 10, 15
	0

	
	
	n260
	50, 100, 200, 400
	

	CA_n12A-n260G
	CA_n12A-n260A
CA_n12A-n260G
	n12
	5, 10, 15
	0

	
	
	n260
	CA_n260G
	

	CA_n12A-n260G
	CA_n12A-n260A/G
	n12
	5, 10, 15
	0

	
	
	n260
	CA_n260G
	

	CA_n12A-n260H
	CA_n12A-n260A/G/H
	n12
	5, 10, 15
	0

	
	
	n260
	CA_n260H
	

	CA_n12A-n260I
	CA_n12A-n260A/G/H/I
	n12
	5, 10, 15
	0

	
	
	n260
	CA_n260I
	

	CA_n12A-n260J
	CA_n12A-n260A/G/H/I/J
	n12
	5, 10, 15
	0

	
	
	n260
	CA_n260J
	

	CA_n12A-n260K
	CA_n12A-n260A/G/H/I/J/K
	n12
	5, 10, 15
	0

	
	
	n260
	CA_n260K
	

	CA_n12A-n260L
	CA_n12A-n260A/G/H/I/J/K/L
	n12
	5, 10, 15
	0

	
	
	n260
	CA_n260L
	

	CA_n12A-n260M
	CA_n12A-n260A/G/H/I/J/K/L/M
	n12
	5, 10, 15
	0

	
	
	n260
	CA_n260M
	

	CA_n12A-n260O
	CA_n12A-n260A/O
	n12
	5, 10, 15
	0

	
	
	n260
	CA_n260O
	

	CA_n12A-n260P
	CA_n12A-n260A/O/P
	n12
	5, 10, 15
	0

	
	
	n260
	CA_n260P
	

	CA_n12A-n260Q
	CA_n12A-n260A/O/P/Q
	n12
	5, 10, 15
	0

	
	
	n260
	CA_n260Q
	

	CA_n12A-n261A
	CA_n12A-n261A
	n12
	5, 10, 15
	0

	
	
	n261
	50, 100, 200, 400
	

	CA_n12A-n261G
	CA_n12A-n261A/G
	n12
	5, 10, 15
	0

	
	
	n261
	CA_n261G
	

	CA_n12A-n261H
	CA_n12A-n261A/G/H
	n12
	5, 10, 15
	0

	
	
	n261
	CA_n261H
	

	CA_n12A-n261I
	CA_n12A-n261A/G/H/I
	n12
	5, 10, 15
	0

	
	
	n261
	CA_n261I
	

	CA_n12A-n261J
	CA_n12A-n261A/G/H/I/J
	n12
	5, 10, 15
	0

	
	
	n261
	CA_n261J
	

	CA_n12A-n261K
	CA_n12A-n261A/G/H/I/J/K
	n12
	5, 10, 15
	0

	
	
	n261
	CA_n261K
	

	CA_n12A-n261L
	CA_n12A-n261A/G/H/I/J/K/L
	n12
	5, 10, 15
	0

	
	
	n261
	CA_n261L
	

	CA_n12A-n261M
	CA_n12A-n261A/G/H/I/J/K/L/M
	n12
	5, 10, 15
	0

	
	
	n261
	CA_n261M
	

	CA_n12A-n261O
	CA_n12A-n261A/O
	n12
	5, 10, 15
	0

	
	
	n261
	CA_n261O
	

	CA_n12A-n261P
	CA_n12A-n261A/O/P
	n12
	5, 10, 15
	0

	
	
	n261
	CA_n261P
	

	CA_n12A-n261Q
	CA_n12A-n261A/O/P/Q
	n12
	5, 10, 15
	0

	
	
	n261
	CA_n261Q
	

	CA_n14A-n260A
	CA_n14A-n260A
	n14
	5, 10
	0

	
	
	n260
	50, 100, 200, 400
	

	CA_n14A-n260G
	CA_n14A-n260A/G
	n14
	5, 10
	0

	
	
	n260
	CA_n260G
	

	CA_n14A-n260H
	CA_n14A-n260A/G/H
	n14
	5, 10
	0

	
	
	n260
	CA_n260H
	

	CA_n14A-n260I
	CA_n14A-n260A/G/H/I
	n14
	5, 10
	0

	
	
	n260
	CA_n260I
	

	CA_n14A-n260J
	CA_n14A-n260A/G/H/I/J
	n14
	5, 10
	0

	
	
	n260
	CA_n260J
	

	CA_n14A-n260K
	CA_n14A-n260A/G/H/I/J/K
	n14
	5, 10
	0

	
	
	n260
	CA_n260K
	

	CA_n14A-n260L
	CA_n14A-n260A/G/H/I/J/K/L
	n14
	5, 10
	0

	
	
	n260
	CA_n260L
	

	CA_n14A-n260M
	CA_n14A-n260A/G/H/I/J/K/L/M
	n14
	5, 10
	0

	
	
	n260
	CA_n260M
	

	CA_n18A-n257A
	CA_n18A-n257A
	n18
	5, 10, 15
	0

	
	
	n257
	50, 100, 200, 400
	

	CA_n18A-n257G
	CA_n18A-n257A
CA_n18A-n257G
	n18
	5, 10, 15
	0

	
	
	n257
	CA_n257G
	

	CA_n18A-n257H
	CA_n18A-n257A
CA_n18A-n257G
CA_n18A-n257H
	n18
	5, 10, 15
	0

	
	
	n257
	CA_n257H
	

	CA_n18A-n257I
	CA_n18A-n257A
CA_n18A-n257G
CA_n18A-n257H
CA_n18A-n257I
	n18
	5, 10, 15
	0

	
	
	n257
	CA_n257I
	



Table 5.5A.1-1g: Inter-band CA configurations and bandwidth combinations sets between FR1 and FR2 (two bands)
	NR CA configuration
	Uplink CA configuration 
	NR Band
	Channel bandwidth (MHz) (NOTE 3)
	Bandwidth combination set

	CA_n25A-n257A
	CA_n25A-n257A
	n25
	See n25 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n257
	See n257 channel bandwidths in Table 5.3.5-1
	

	CA_n25A-n257G
	CA_n25A-n257A/G
	n25
	See n25 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n257
	CA_n257G
	

	CA_n25A-n257H
	CA_n25A-n257A/G/H
	n25
	See n25 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n257
	CA_n257H
	

	CA_n25A-n257I
	CA_n25A-n257A/G/H/I
	n25
	See n25 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n257
	CA_n257I
	

	CA_n25A-n257J
	CA_n25A-n257A/G/H/I/J

	n25
	See n25 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n257
	CA_n257J
	

	CA_n25A-n257K
	CA_n25A-n257A/G/H/I/J/K
	n25
	See n25 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n257
	CA_n257K
	

	CA_n25A-n257L
	CA_n25A-n257A/G/H/I/J/K/L
	n25
	See n25 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n257
	CA_n257L
	

	CA_n25A-n257M
	CA_n25A-n257A/G/H/I/J/K/L/M
	n25
	See n25 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n257
	CA_n257M
	

	CA_n25A-n258A
	CA_n25A-n258A
	n25
	5, 10, 15, 20
	0

	
	
	n258
	50, 100, 200, 400
	

	CA_n25A-n258(2A)
	CA_n25A-n258A
	n25
	5, 10, 15, 20
	0

	
	
	n258
	CA_n258(2A)
	

	CA_n25A-n258(3A)
	CA_n25A-n258A
	n25
	5, 10, 15, 20
	0

	
	
	n258
	CA_n258(3A)
	

	CA_n25A-n258(4A)
	CA_n25A-n258A
	n25
	5, 10, 15, 20
	0

	
	
	n258
	CA_n258(4A)
	

	CA_n25A-n258(5A)
	CA_n25A-n258A
	n25
	5, 10, 15, 20
	0

	
	
	n258
	CA_n258(5A)
	

	CA_n25A-n258G
	CA_n25A-n258A/G
	n25
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n258
	CA_n258G
	

	CA_n25A-n258(2G)
	CA_n25A-n258A/G
	n25
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n258
	CA_n258(2G)
	

	CA_n25A-n258H
	CA_n25A-n258A/G/H
	n25
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n258
	CA_n258H
	

	CA_n25A-n258(A-G)
	CA_n25A-n258A/G
	n25
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n258
	CA_n258(A-G)
	

	CA_n25A-n258(A-H)
	CA_n25A-n258A/G/H
	n25
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n258
	CA_n258(A-H)
	

	CA_n25A-n258(G-H)
	CA_n25A-n258A/G/H
	n25
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n258
	CA_n258(G-H)
	

	CA_n25A-n260A
	CA_n25A-n260A
	n25
	5, 10, 15, 20
	0

	
	
	n260
	50, 100, 200, 400
	

	
	
	n25
	See n25 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n260
	See n260 channel bandwidths in Table 5.3.5-1
	

	CA_n25A-n260(2A)
	CA_n25A-n260A
	n25
	5, 10, 15, 20
	0

	
	
	n260
	CA_n260(2A)
	

	CA_n25A-n260(3A)
	CA_n25A-n260A
	n25
	5, 10, 15, 20
	0

	
	
	n260
	CA_n260(3A)
	

	CA_n25A-n260(4A)
	CA_n25A-n260A
	n25
	5, 10, 15, 20
	0

	
	
	n260
	CA_n260(4A)
	

	CA_n25A-n260(5A)
	CA_n25A-n260A
	n25
	5, 10, 15, 20
	0

	
	
	n260
	CA_n260(5A)
	

	CA_n25A-n260(6A)
	CA_n25A-n260A
	n25
	5, 10, 15, 20
	0

	
	
	n260
	CA_n260(6A)
	

	CA_n25A-n260(7A)
	CA_n25A-n260A
	n25
	5, 10, 15, 20
	0

	
	
	n260
	CA_n260(7A)
	

	CA_n25A-n260(8A)
	CA_n25A-n260A
	n25
	5, 10, 15, 20
	0

	
	
	n260
	CA_n260(8A)
	

	CA_n25A-n260G
	CA_n25A-n260A
	n25
	5, 10, 15, 20
	0

	
	
	n260
	CA_n260G
	

	
	CA_n25A-n260A/G
	n25
	See n25 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n260
	CA_260G
	

	CA_n25A-n260H
	CA_n25A-n260A
	n25
	5, 10, 15, 20
	0

	
	
	n260
	CA_n260H
	

	
	CA_n25A-n260A/G/H
	n25
	See n25 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n260
	CA_260H
	

	CA_n25A-n260I
	CA_n25A-n260A
	n25
	5, 10, 15, 20
	0

	
	
	n260
	CA_n260I
	

	
	CA_n25A-n260A/G/H/I
	n25
	See n25 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n260
	CA_260I
	

	CA_n25A-n260J
	CA_n25A-n260A
	n25
	5, 10, 15, 20
	0

	
	
	n260
	CA_n260J
	

	
	CA_n25A-n260A/G/H/I/J
	n25
	See n25 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n260
	CA_260J
	

	CA_n25A-n260K
	CA_n25A-n260A
	n25
	5, 10, 15, 20
	0

	
	
	n260
	CA_n260K
	

	
	CA_n25A-n260A/G/H/I/J/K
	n25
	See n25 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n260
	CA_260K
	

	CA_n25A-n260L
	CA_n25A-n260A
	n25
	5, 10, 15, 20
	0

	
	
	n260
	CA_n260L
	

	
	CA_n25A-n260A/G/H/I/J/K/L
	n25
	See n25 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n260
	CA_260L
	

	CA_n25A-n260M
	CA_n25A-n260A
	n25
	5, 10, 15, 20
	0

	
	
	n260
	CA_n260M
	

	
	CA_n25A-n260A/G/H/I/J/K/L/M
	n25
	See n25 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n260
	CA_260M
	

	CA_n25A-n261A
	CA_n25A-n261A
	n25
	5, 10, 15, 20
	0

	
	
	n261
	50, 100, 200, 400
	

	
	
	n25
	See n25 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n261
	See n261 channel bandwidths in Table 5.3.5-1
	

	CA_n25A-n261(2A)
	CA_n25A-n261A
	n25
	5, 10, 15, 20
	0

	
	
	n261
	CA_n261(2A)
	

	
	
	n25
	See n25 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n261
	CA_n261(2A)
	

	CA_n26A-n258A
	CA_n26A-n258A
	n26
	5, 10, 15, 20, 25, 30
	0

	
	
	n258
	50, 100, 200, 400
	

	CA_n26A-n258B
	CA_n26A-n258A
	n26
	5, 10, 15, 20, 25, 30
	0

	
	
	n258
	CA_n258B
	

	CA_n26A-n258C
	CA_n26A-n258A
	n26
	5, 10, 15, 20, 25, 30
	0

	
	
	n258
	CA_n258C
	

	CA_n26A-n258D
	CA_n26A-n258A
	n26
	5, 10, 15, 20, 25, 30
	0

	
	
	n258
	CA_n258D
	

	CA_n26A-n258E
	CA_n26A-n258A
	n26
	5, 10, 15, 20, 25, 30
	0

	
	
	n258
	CA_n258E
	

	CA_n26A-n258F
	CA_n26A-n258A
	n26
	5, 10, 15, 20, 25, 30
	0

	
	
	n258
	CA_n258F
	

	CA_n26A-n258G
	CA_n26A-n258A/G

	n26
	5, 10, 15, 20, 25, 30
	0

	
	
	n258
	CA_n258G
	

	CA_n26A-n258H
	CA_n26A-n258A/G/H

	n26
	5, 10, 15, 20, 25, 30
	0

	
	
	n258
	CA_n258H
	

	CA_n26A-n258I
	CA_n26A-n258A/G/H/I

	n26
	5, 10, 15, 20, 25, 30
	0

	
	
	n258
	CA_n258I
	

	CA_n26A-n258J
	CA_n26A-n258A/G/H/I

	n26
	5, 10, 15, 20, 25, 30
	0

	
	
	n258
	CA_n258J
	

	CA_n26A-n258K
	CA_n26A-n258A/G/H/I

	n26
	5, 10, 15, 20, 25, 30
	0

	
	
	n258
	CA_n258K
	

	CA_n26A-n258L
	CA_n26A-n258A/G/H/I

	n26
	5, 10, 15, 20, 25, 30
	0

	
	
	n258
	CA_n258L
	

	CA_n26A-n258M
	CA_n26A-n258A/G/H/I

	n26
	5, 10, 15, 20, 25, 30
	0

	
	
	n258
	CA_n258M
	

	CA_n26(2A)-n258A
	CA_n26A-n258A
	n26
	CA_n26(2A)
	0

	
	
	n258
	50, 100, 200, 400
	

	CA_n26(2A)-n258B
	CA_n26A-n258A
	n26
	CA_n26(2A)
	0

	
	
	n258
	CA_n258B
	

	CA_n26(2A)-n258C
	CA_n26A-n258A
	n26
	CA_n26(2A)
	0

	
	
	n258
	CA_n258C
	

	CA_n26(2A)-n258D
	CA_n26A-n258A
	n26
	CA_n26(2A)
	0

	
	
	n258
	CA_n258D
	

	CA_n26(2A)-n258E
	CA_n26A-n258A
	n26
	CA_n26(2A)
	0

	
	
	n258
	CA_n258E
	

	CA_n26(2A)-n258F
	CA_n26A-n258A
	n26
	CA_n26(2A)
	0

	
	
	n258
	CA_n258F
	

	CA_n26(2A)-n258G
	CA_n26A-n258A/G
	n26
	CA_n26(2A)
	0

	
	
	n258
	CA_n258G
	

	CA_n26(2A)-n258H
	CA_n26A-n258A/G/H
	n26
	CA_n26(2A)
	0

	
	
	n258
	CA_n258H
	

	CA_n26(2A)-n258I
	CA_n26A-n258A/G/H/I
	n26
	CA_n26(2A)
	0

	
	
	n258
	CA_n258I
	

	CA_n26(2A)-n258J
	CA_n26A-n258A/G/H/I
	n26
	CA_n26(2A)
	0

	
	
	n258
	CA_n258J
	

	CA_n26(2A)-n258K
	CA_n26A-n258A/G/H/I
	n26
	CA_n26(2A)
	0

	
	
	n258
	CA_n258K
	

	CA_n26(2A)-n258L
	CA_n26A-n258A/G/H/I
	n26
	CA_n26(2A)
	0

	
	
	n258
	CA_n258L
	

	CA_n26(2A)-n258M
	CA_n26A-n258A/G/H/I
	n26
	CA_n26(2A)
	0

	
	
	n258
	CA_n258M
	

	CA_n26A-n258R2
	CA_n26A-n258A/R2
	n26
	5, 10, 15, 20, 25, 30
	0

	
	
	n258
	CA_n258R2
	

	CA_n26A-n258R3
	CA_n26A-n258A/R2/R3
	n26
	5, 10, 15, 20, 25, 30
	0

	
	
	n258
	CA_n258R3
	

	CA_n26A-n258R4
	CA_n26A-n258A/R2/R3/R4
	n26
	5, 10, 15, 20, 25, 30
	0

	
	
	n258
	CA_n258R4
	

	CA_n26A-n258R5
	CA_n26A-n258A/R2/R3/R4
	n26
	5, 10, 15, 20, 25, 30
	0

	
	
	n258
	CA_n258R5
	

	CA_n26A-n258R6
	CA_n26A-n258A/R2/R3/R4
	n26
	5, 10, 15, 20, 25, 30
	0

	
	
	n258
	CA_n258R6
	

	CA_n26A-n258R7
	CA_n26A-n258A/R2/R3/R4
	n26
	5, 10, 15, 20, 25, 30
	0

	
	
	n258
	CA_n258R7
	

	CA_n26A-n258R8
	CA_n26A-n258A/R2/R3/R4
	n26
	5, 10, 15, 20, 25, 30
	0

	
	
	n258
	CA_n258R8
	

	CA_n26A-n258R9
	CA_n26A-n258A/R2/R3/R4
	n26
	5, 10, 15, 20, 25, 30
	0

	
	
	n258
	CA_n258R9
	

	CA_n26A-n258R10
	CA_n26A-n258A/R2/R3/R4
	n26
	5, 10, 15, 20, 25, 30
	0

	
	
	n258
	CA_n258R10
	



Table 5.5A.1-1h: Inter-band CA configurations and bandwidth combinations sets between FR1 and FR2 (two bands)
	NR CA configuration
	Uplink CA configuration 
	NR Band
	Channel bandwidth (MHz) (NOTE 3)
	Bandwidth combination set

	CA_n28A-n257A
	CA_n28A-n257A
	n28
	5, 10, 15, 20
	0

	
	
	n257
	50, 100, 200, 400
	

	CA_n28A-n257D
	CA_n28A-n257A/D
	n28
	5, 10, 15, 20
	0

	
	
	n257
	CA_n257D
	

	CA_n28A-n257G
	CA_n257G
CA_n28A-n257A/G
	n28
	5, 10, 15, 20
	0

	
	
	n257
	CA_n257G
	

	CA_n28A-n257H
	CA_n257G/H
CA_n28A-n257A/G/H
	n28
	5, 10, 15, 20
	0

	
	
	n257
	CA_n257H
	

	CA_n28A-n257I
	CA_n257G/H/I
CA_n28A-n257A/G/H/I
	n28
	5, 10, 15, 20
	0

	
	
	n257
	CA_n257I
	

	CA_n28A-n258A
	CA_n28A-n258A
	n28
	5, 10, 15, 20
	0

	
	
	n258
	50, 100, 200, 400
	

	CA_n28A-n258B
	CA_n28A-n258A
	n28
	5, 10, 15, 20
	0

	
	
	n258
	CA_n258B
	

	CA_n28A-n258C
	CA_n28A-n258A
	n28
	5, 10, 15, 20
	0

	
	
	n258
	CA_n258C
	

	CA_n28A-n258D
	CA_n28A-n258A
	n28
	5, 10, 15, 20
	0

	
	
	n258
	CA_n258D
	

	CA_n28A-n258E
	CA_n28A-n258A
	n28
	5, 10, 15, 20
	0

	
	
	n258
	CA_n258E
	

	CA_n28A-n258F
	CA_n28A-n258A
	n28
	5, 10, 15, 20
	0

	
	
	n258
	CA_n258F
	

	CA_n28A-n258G
	CA_n28A-n258A/G
	n28
	5, 10, 15, 20
	0

	
	
	n258
	CA_n258G
	

	CA_n28A-n258H
	CA_n28A-n258A/G/H
	n28
	5, 10, 15, 20
	0

	
	
	n258
	CA_n258H
	

	CA_n28A-n258I
	CA_n28A-n258A/G/H/I
	n28
	5, 10, 15, 20
	0

	
	
	n258
	CA_n258I
	

	CA_n28A-n258J
	CA_n28A-n258A/G/H/I
	n28
	5, 10, 15, 20
	0

	
	
	n258
	CA_n258J
	

	CA_n28A-n258K
	CA_n28A-n258A/G/H/I
	n28
	5, 10, 15, 20
	0

	
	
	n258
	CA_n258K
	

	CA_n28A-n258L
	CA_n28A-n258A/G/H/I
	n28
	5, 10, 15, 20
	0

	
	
	n258
	CA_n258L
	

	CA_n28A-n258M
	CA_n28A-n258A/G/H/I
	n28
	5, 10, 15, 20
	0

	
	
	n258
	CA_n258M
	

	CA_n28A-n258R2
	CA_n28A-n258A/R2
	n28
	5, 10, 15, 20, 25, 30
	0

	
	
	n258
	CA_n258R2
	

	CA_n28A-n258R3
	CA_n28A-n258A/R2/R3
	n28
	5, 10, 15, 20, 25, 30
	0

	
	
	n258
	CA_n258R3
	

	CA_n28A-n258R4
	CA_n28A-n258A/R2/R3/R4
	n28
	5, 10, 15, 20, 25, 30
	0

	
	
	n258
	CA_n258R4
	

	CA_n28A-n258R5
	CA_n28A-n258A/R2/R3/R4
	n28
	5, 10, 15, 20, 25, 30
	0

	
	
	n258
	CA_n258R5
	

	CA_n28A-n258R6
	CA_n28A-n258A/R2/R3/R4
	n28
	5, 10, 15, 20, 25, 30
	0

	
	
	n258
	CA_n258R6
	

	CA_n28A-n258R7
	CA_n28A-n258A/R2/R3/R4
	n28
	5, 10, 15, 20, 25, 30
	0

	
	
	n258
	CA_n258R7
	

	CA_n28A-n258R8
	CA_n28A-n258A/R2/R3/R4
	n28
	5, 10, 15, 20, 25, 30
	0

	
	
	n258
	CA_n258R8
	

	CA_n28A-n258R9
	CA_n28A-n258A/R2/R3/R4
	n28
	5, 10, 15, 20, 25, 30
	0

	
	
	n258
	CA_n258R9
	

	CA_n28A-n258R10
	CA_n28A-n258A/R2/R3/R4
	n28
	5, 10, 15, 20, 25, 30
	0

	
	
	n258
	CA_n258R10
	

	CA_n30A-n260A
	CA_n30A-n260A
	n30
	5, 10
	0

	
	
	n260
	50, 100, 200, 400
	

	CA_n30A-n260G
	CA_n30A-n260A/G

	n30
	5, 10
	0

	
	
	n260
	CA_n260G
	

	CA_n30A-n260H
	CA_n30A-n260A/G/H

	n30
	5, 10
	0

	
	
	n260
	CA_n260H
	

	CA_n30A-n260I
	CA_n30A-n260A/G/H/I
	n30
	5, 10
	0

	
	
	n260
	CA_n260I
	

	CA_n30A-n260J
	CA_n30A-n260A/G/H/I/J

	n30
	5, 10
	0

	
	
	n260
	CA_n260J
	

	CA_n30A-n260K
	CA_n30A-n260A/G/H/I/J/K
	n30
	5, 10
	0

	
	
	n260
	CA_n260K
	

	CA_n30A-n260L
	CA_n30A-n260A/G/H/I/J/K/L
	n30
	5, 10
	0

	
	
	n260
	CA_n260L
	

	CA_n30A-n260M
	CA_n30A-n260A/G/H/I/J/K/L/M
	n30
	5, 10
	0

	
	
	n260
	CA_n260M
	

	CA_n34A-n258A
	CA_n34A-n258A
	n34
	5, 10, 15
	0

	
	
	n258
	50, 100, 200, 400
	

	CA_n34A-n258B
	CA_n34A-n258A
	n34
	5, 10, 15
	0

	
	
	n258
	CA_n258B
	

	CA_n34A-n258C
	CA_n34A-n258A
	n34
	5, 10, 15
	0

	
	
	n258
	CA_n258C
	

	CA_n34A-n258D
	CA_n34A-n258A
	n34
	5, 10, 15
	0

	
	
	n258
	CA_n258D
	

	CA_n34A-n258E
	CA_n34A-n258A
	n34
	5, 10, 15
	0

	
	
	n258
	CA_n258E
	

	CA_n34A-n258F
	CA_n34A-n258A
	n34
	5, 10, 15
	0

	
	
	n258
	CA_n258F
	

	CA_n34A-n258G
	CA_n34A-n258A
	n34
	5, 10, 15
	0

	
	
	n258
	CA_n258G
	

	CA_n34A-n258H
	CA_n34A-n258A
	n34
	5, 10, 15
	0

	
	
	n258
	CA_n258H
	

	CA_n34A-n258I
	CA_n34A-n258A
	n34
	5, 10, 15
	0

	
	
	n258
	CA_n258I
	

	CA_n34A-n258J
	CA_n34A-n258A
	n34
	5, 10, 15
	0

	
	
	n258
	CA_n258J
	

	CA_n34A-n258K
	CA_n34A-n258A
	n34
	5, 10, 15
	0

	
	
	n258
	CA_n258K
	

	CA_n34A-n258L
	CA_n34A-n258A
	n34
	5, 10, 15
	0

	
	
	n258
	CA_n258L
	

	CA_n34A-n258M
	CA_n34A-n258A
	n34
	5, 10, 15
	0

	
	
	n258
	CA_n258M
	

	CA_n38A-n257A
	CA_n38A-n257A
	n38
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n257
	50, 100, 200, 400
	

	CA_n38A-n257G
	CA_n38A-n257A
	n38
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n257
	CA_n257G
	

	CA_n38A-n257H
	CA_n38A-n257A
	n38
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n257
	CA_n257H
	

	CA_n38A-n257I
	CA_n38A-n257A
	n38
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n257
	CA_n257I
	

	CA_n38A-n257J
	CA_n38A-n257A
	n38
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n257
	CA_n257J
	

	CA_n38A-n257K
	CA_n38A-n257A
	n38
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n257
	CA_n257K
	

	CA_n38A-n257L
	CA_n38A-n257A
	n38
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n257
	CA_n257L
	

	CA_n38A-n257M
	CA_n38A-n257A
	n38
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n257
	CA_n257M
	

	CA_n38A-n258A
	CA_n38A-n258A
	n38
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n258
	50, 100, 200, 400
	

	CA_n38A-n258G
	CA_n38A-n258A
	n38
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n258
	CA_n258G
	

	CA_n38A-n258H
	CA_n38A-n258A
	n38
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n258
	CA_n258H
	

	CA_n38A-n258I
	CA_n38A-n258A
	n38
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n258
	CA_n258I
	

	CA_n38A-n258J
	CA_n38A-n258A
	n38
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n258
	CA_n258J
	

	CA_n38A-n258K
	CA_n38A-n258A
	n38
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n258
	CA_n258K
	

	CA_n38A-n258L
	CA_n38A-n258A
	n38
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n258
	CA_n258L
	

	CA_n38A-n258M
	CA_n38A-n258A
	n38
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n258
	CA_n258M
	

	CA_n39A-n258A
	CA_n39A-n258A
	n39
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n258
	50, 100, 200, 400
	

	CA_n39A-n258B
	CA_n39A-n258A
	n39
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n258
	CA_n258B
	

	CA_n39A-n258C
	CA_n39A-n258A
	n39
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n258
	CA_n258C
	

	CA_n39A-n258D
	CA_n39A-n258A
	n39
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n258
	CA_n258D
	

	CA_n39A-n258E
	CA_n39A-n258A
	n39
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n258
	CA_n258E
	

	CA_n39A-n258F
	CA_n39A-n258A
	n39
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n258
	CA_n258F
	

	CA_n39A-n258G
	CA_n39A-n258A
	n39
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n258
	CA_n258G
	

	CA_n39A-n258H
	CA_n39A-n258A
	n39
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n258
	CA_n258H
	

	CA_n39A-n258I
	CA_n39A-n258A
	n39
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n258
	CA_n258I
	

	CA_n39A-n258J
	CA_n39A-n258A
	n39
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n258
	CA_n258J
	

	CA_n39A-n258K
	CA_n39A-n258A
	n39
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n258
	CA_n258K
	

	CA_n39A-n258L
	CA_n39A-n258A
	n39
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n258
	CA_n258L
	

	CA_n39A-n258M
	CA_n39A-n258A
	n39
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n258
	CA_n258M
	

	CA_n28A-n257D
	CA_n28A-n257A
CA_n28A-n257D
	n28
	5, 10, 15, 20
	0

	
	
	n257
	CA_n257D
	

	CA_n28A-n257G
	CA_n257G
CA_n28A-n257A
CA_n28A-n257G
	n28
	5, 10, 15, 20
	0

	
	
	n257
	CA_n257G
	

	CA_n28A-n257H
	CA_n257G
CA_n257H
CA_n28A-n257A
CA_n28A-n257G
CA_n28A-n257H
	n28
	5, 10, 15, 20
	0

	
	
	n257
	CA_n257H
	

	CA_n28A-n257I
	CA_n257G
CA_n257H
CA_n257I
CA_n28A-n257A
CA_n28A-n257G
CA_n28A-n257H
CA_n28A-n257I
	n28
	5, 10, 15, 20
	0

	
	
	n257
	CA_n257I
	

	CA_n28A-n258A
	CA_n28A-n258A
	n28
	5, 10, 15, 20
	0

	
	
	n258
	50, 100, 200, 400
	

	CA_n28A-n258B
	CA_n28A-n258A
	n28
	5, 10, 15, 20
	0

	
	
	n258
	CA_n258B
	

	CA_n28A-n258C
	CA_n28A-n258A
	n28
	5, 10, 15, 20
	0

	
	
	n258
	CA_n258C
	

	CA_n28A-n258D
	CA_n28A-n258A
	n28
	5, 10, 15, 20
	0

	
	
	n258
	CA_n258D
	

	CA_n28A-n258E
	CA_n28A-n258A
	n28
	5, 10, 15, 20
	0

	
	
	n258
	CA_n258E
	

	CA_n28A-n258F
	CA_n28A-n258A
	n28
	5, 10, 15, 20
	0

	
	
	n258
	CA_n258F
	

	CA_n28A-n258G
	CA_n28A-n258A
CA_n28A-n258G
	n28
	5, 10, 15, 20
	0

	
	
	n258
	CA_n258G
	

	CA_n28A-n258H
	CA_n28A-n258A
CA_n28A-n258G
CA_n28A-n258H
	n28
	5, 10, 15, 20
	0

	
	
	n258
	CA_n258H
	

	CA_n28A-n258I
	CA_n28A-n258A
CA_n28A-n258G
CA_n28A-n258H
CA_n28A-n258I
	n28
	5, 10, 15, 20
	0

	
	
	n258
	CA_n258I
	

	CA_n28A-n258J
	CA_n28A-n258A
CA_n28A-n258G
CA_n28A-n258H
CA_n28A-n258I
	n28
	5, 10, 15, 20
	0

	
	
	n258
	CA_n258J
	

	CA_n28A-n258K
	CA_n28A-n258A
CA_n28A-n258G
CA_n28A-n258H
CA_n28A-n258I
	n28
	5, 10, 15, 20
	0

	
	
	n258
	CA_n258K
	

	CA_n28A-n258L
	CA_n28A-n258A
CA_n28A-n258G
CA_n28A-n258H
CA_n28A-n258I
	n28
	5, 10, 15, 20
	0

	
	
	n258
	CA_n258L
	

	CA_n28A-n258M
	CA_n28A-n258A
CA_n28A-n258G
CA_n28A-n258H
CA_n28A-n258I
	n28
	5, 10, 15, 20
	0

	
	
	n258
	CA_n258M
	

	CA_n30A-n260A
	CA_n30A-n260A
	n30
	5, 10
	0

	
	
	n260
	50, 100, 200, 400
	

	CA_n30A-n260G
	CA_n30A-n260A
CA_n30A-n260G

	n30
	5, 10
	0

	
	
	n260
	CA_n260G
	

	CA_n30A-n260H
	CA_n30A-n260A
CA_n30A-n260G
CA_n30A-n260H

	n30
	5, 10
	0

	
	
	n260
	CA_n260H
	

	CA_n30A-n260I
	CA_n30A-n260A
CA_n30A-n260G
CA_n30A-n260H
CA_n30A-n260I
	n30
	5, 10
	0

	
	
	n260
	CA_n260I
	

	CA_n30A-n260J
	CA_n30A-n260A
CA_n30A-n260G
CA_n30A-n260H
CA_n30A-n260I
CA_n30A-n260J

	n30
	5, 10
	0

	
	
	n260
	CA_n260J
	

	CA_n30A-n260K
	CA_n30A-n260A
CA_n30A-n260G
CA_n30A-n260H
CA_n30A-n260I
CA_n30A-n260J
CA_n30A-n260K
	n30
	5, 10
	0

	
	
	n260
	CA_n260K
	

	CA_n30A-n260L
	CA_n30A-n260A
CA_n30A-n260G
CA_n30A-n260H
CA_n30A-n260I
CA_n30A-n260J
CA_n30A-n260K
CA_n30A-n260L
	n30
	5, 10
	0

	
	
	n260
	CA_n260L
	

	CA_n30A-n260M
	CA_n30A-n260A
CA_n30A-n260G
CA_n30A-n260H
CA_n30A-n260I
CA_n30A-n260J
CA_n30A-n260K
CA_n30A-n260L
CA_n30A-n260M
	n30
	5, 10
	0

	
	
	n260
	CA_n260M
	

	CA_n34A-n258A
	CA_n34A-n258A
	n34
	5, 10, 15
	0

	
	
	n258
	50, 100, 200, 400
	

	CA_n34A-n258B
	CA_n34A-n258A
	n34
	5, 10, 15
	0

	
	
	n258
	CA_n258B
	

	CA_n34A-n258C
	CA_n34A-n258A
	n34
	5, 10, 15
	0

	
	
	n258
	CA_n258C
	

	CA_n34A-n258D
	CA_n34A-n258A
	n34
	5, 10, 15
	0

	
	
	n258
	CA_n258D
	

	CA_n34A-n258E
	CA_n34A-n258A
	n34
	5, 10, 15
	0

	
	
	n258
	CA_n258E
	

	CA_n34A-n258F
	CA_n34A-n258A
	n34
	5, 10, 15
	0

	
	
	n258
	CA_n258F
	

	CA_n34A-n258G
	CA_n34A-n258A
	n34
	5, 10, 15
	0

	
	
	n258
	CA_n258G
	

	CA_n34A-n258H
	CA_n34A-n258A
	n34
	5, 10, 15
	0

	
	
	n258
	CA_n258H
	

	CA_n34A-n258I
	CA_n34A-n258A
	n34
	5, 10, 15
	0

	
	
	n258
	CA_n258I
	

	CA_n34A-n258J
	CA_n34A-n258A
	n34
	5, 10, 15
	0

	
	
	n258
	CA_n258J
	

	CA_n34A-n258K
	CA_n34A-n258A
	n34
	5, 10, 15
	0

	
	
	n258
	CA_n258K
	

	CA_n34A-n258L
	CA_n34A-n258A
	n34
	5, 10, 15
	0

	
	
	n258
	CA_n258L
	

	CA_n34A-n258M
	CA_n34A-n258A
	n34
	5, 10, 15
	0

	
	
	n258
	CA_n258M
	

	[bookmark: OLE_LINK12]CA_n38A-n257A
	CA_n38A-n257A
	n38
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n257
	50, 100, 200, 400
	

	CA_n38A-n257G
	CA_n38A-n257A
	n38
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n257
	CA_n257G
	

	CA_n38A-n257H
	CA_n38A-n257A
	n38
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n257
	CA_n257H
	

	CA_n38A-n257I
	CA_n38A-n257A
	n38
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n257
	CA_n257I
	

	CA_n38A-n257J
	CA_n38A-n257A
	n38
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n257
	CA_n257J
	

	CA_n38A-n257K
	CA_n38A-n257A
	n38
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n257
	CA_n257K
	

	CA_n38A-n257L
	CA_n38A-n257A
	n38
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n257
	CA_n257L
	

	CA_n38A-n257M
	CA_n38A-n257A
	n38
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n257
	CA_n257M
	

	[bookmark: OLE_LINK13]CA_n38A-n258A
	CA_n38A-n258A
	n38
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n258
	50, 100, 200, 400
	

	CA_n38A-n258G
	CA_n38A-n258A
	n38
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n258
	CA_n258G
	

	CA_n38A-n258H
	CA_n38A-n258A
	n38
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n258
	CA_n258H
	

	CA_n38A-n258I
	CA_n38A-n258A
	n38
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n258
	CA_n258I
	

	CA_n38A-n258J
	CA_n38A-n258A
	n38
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n258
	CA_n258J
	

	CA_n38A-n258K
	CA_n38A-n258A
	n38
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n258
	CA_n258K
	

	CA_n38A-n258L
	CA_n38A-n258A
	n38
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n258
	CA_n258L
	

	CA_n38A-n258M
	CA_n38A-n258A
	n38
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n258
	CA_n258M
	

	CA_n39A-n258A
	CA_n39A-n258A
	n39
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n258
	50, 100, 200, 400
	



Table 5.5A.1-1i: Inter-band CA configurations and bandwidth combinations sets between FR1 and FR2 (two bands)
	NR CA configuration
	Uplink CA configuration 
	NR Band
	Channel bandwidth (MHz) (NOTE 3)
	Bandwidth combination set

	CA_n40A-n257A
	CA_n40A-n257A
	n40
	10, 15, 20, 25, 30, 40, 50, 60, 80, 90, 100
	0

	
	
	n257
	50, 100, 200, 400
	

	CA_n40A-n257D
	CA_n40A-n257A
	n40
	10, 15, 20, 25, 30, 40, 50, 60, 80, 90, 100
	0

	
	
	n257
	CA_n257D
	

	CA_n40A-n257E
	CA_n40A-n257A
	n40
	10, 15, 20, 25, 30, 40, 50, 60, 80, 90, 100
	0

	
	
	n257
	CA_n257E
	

	CA_n40A-n257F
	CA_n40A-n257A
	n40
	10, 15, 20, 25, 30, 40, 50, 60, 80, 90, 100
	0

	
	
	n257
	CA_n257F
	

	CA_n40A-n257G
	CA_n40A-n257A
	n40
	10, 15, 20, 25, 30, 40, 50, 60, 80, 90, 100
	0

	
	
	n257
	CA_n257G
	

	CA_n40A-n257H
	CA_n40A-n257A
	n40
	10, 15, 20, 25, 30, 40, 50, 60, 80, 90, 100
	0

	
	
	n257
	CA_n257H
	

	CA_n40A-n257I
	CA_n40A-n257A
	n40
	10, 15, 20, 25, 30, 40, 50, 60, 80, 90, 100
	0

	
	
	n257
	CA_n257I
	

	CA_n40A-n257J
	CA_n40A-n257A
	n40
	10, 15, 20, 25, 30, 40, 50, 60, 80, 90, 100
	0

	
	
	n257
	CA_n257J
	

	CA_n40A-n257K
	CA_n40A-n257A
	n40
	10, 15, 20, 25, 30, 40, 50, 60, 80, 90, 100
	0

	
	
	n257
	CA_n257K
	

	CA_n40A-n257L
	CA_n40A-n257A
	n40
	10, 15, 20, 25, 30, 40, 50, 60, 80, 90, 100
	0

	
	
	n257
	CA_n257L
	

	CA_n40A-n257M
	CA_n40A-n257A
	n40
	10, 15, 20, 25, 30, 40, 50, 60, 80, 90, 100
	0

	
	
	n257
	CA_n257M
	

	CA_n40B-n257A
	CA_n40B
CA_n40A-n257A
	n40
	CA_n40B
	0

	
	
	n257
	50, 100, 200, 400
	

	CA_n40B-n257D
	CA_n40B
CA_n40A-n257A
	n40
	CA_n40B
	0

	
	
	n257
	CA_n257D
	

	CA_n40B-n257E
	CA_n40B
CA_n40A-n257A
	n40
	CA_n40B
	0

	
	
	n257
	CA_n257E
	

	CA_n40B-n257F
	CA_n40B
CA_n40A-n257A
	n40
	CA_n40B
	0

	
	
	n257
	CA_n257F
	

	CA_n40B-n257G
	CA_n40B
CA_n40A-n257A
	n40
	CA_n40B
	0

	
	
	n257
	CA_n257G
	

	CA_n40B-n257H
	CA_n40B
CA_n40A-n257A
	n40
	CA_n40B
	0

	
	
	n257
	CA_n257H
	

	CA_n40B-n257I
	CA_n40B
CA_n40A-n257A
	n40
	CA_n40B
	0

	
	
	n257
	CA_n257I
	

	CA_n40B-n257J
	CA_n40B
CA_n40A-n257A
	n40
	CA_n40B
	0

	
	
	n257
	CA_n257J
	

	CA_n40B-n257K
	CA_n40B
CA_n40A-n257A
	n40
	CA_n40B
	0

	
	
	n257
	CA_n257K
	

	CA_n40B-n257L
	CA_n40B
CA_n40A-n257A
	n40
	CA_n40B
	0

	
	
	n257
	CA_n257L
	

	CA_n40B-n257M
	CA_n40B
CA_n40A-n257A
	n40
	CA_n40B
	0

	
	
	n257
	CA_n257M
	

	CA_n40A-n258A
	CA_n40A-n258A
	n40
	5, 10, 15, 20, 25, 30, 40, 50, 60, 80
	0

	
	
	n258
	50, 100, 200, 400
	

	CA_n40A-n258D
	CA_n40A-n258A
	n40
	5, 10, 15, 20
	0

	
	
	n258
	CA_n258D
	

	CA_n40A-n258E
	CA_n40A-n258A
	n40
	5, 10, 15, 20
	0

	
	
	n258
	CA_n258E
	

	CA_n40A-n258F
	CA_n40A-n258A
	n40
	5, 10, 15, 20, 25, 30, 40, 50, 60, 80
	0

	
	
	n258
	CA_n258F
	

	CA_n40A-n258G
	CA_n40A-n258A
	n40
	5, 10, 15, 20, 25, 30, 40, 50, 60, 80
	0

	
	
	n258
	CA_n258G
	

	CA_n40A-n258H
	CA_n40A-n258A
	n40
	5, 10, 15, 20, 25, 30, 40, 50, 60, 80
	0

	
	
	n258
	CA_n258H
	

	CA_n40A-n258I
	CA_n40A-n258A
	n40
	5, 10, 15, 20, 25, 30, 40, 50, 60, 80
	0

	
	
	n258
	CA_n258I
	

	CA_n40A-n258J
	CA_n40A-n258A
	n40
	5, 10, 15, 20, 25, 30, 40, 50, 60, 80
	0

	
	
	n258
	CA_n258J
	

	CA_n40A-n258K
	CA_n40A-n258A
	n40
	5, 10, 15, 20, 25, 30, 40, 50, 60, 80
	0

	
	
	n258
	CA_n258K
	

	CA_n40A-n258L
	CA_n40A-n258A
	n40
	5, 10, 15, 20, 25, 30, 40, 50, 60, 80
	0

	
	
	n258
	CA_n258L
	

	CA_n40A-n258M
	CA_n40A-n258A
	n40
	5, 10, 15, 20, 25, 30, 40, 50, 60, 80
	0

	
	
	n258
	CA_n258M
	



Table 5.5A.1-1j: Inter-band CA configurations and bandwidth combinations sets between FR1 and FR2 (two bands)
	NR CA configuration
	Uplink CA configuration 
	NR Band
	Channel bandwidth (MHz) (NOTE 3)
	Bandwidth combination set

	CA_n41A-n257A
	CA_n41A-n257A
	n41
	10, 15, 20, 30, 40, 50, 60, 80, 90, 100
	0

	
	
	n257
	50, 100, 200, 400
	

	CA_n41A-n257G
	CA_n257G
CA_n41A-n257A/G
	n41
	10, 15, 20, 30, 40, 50, 60, 80, 90, 100
	0

	
	
	n257
	CA_n257G
	

	CA_n41A-n257H
	CA_n257G/H
CA_n41A-n257A/G/H
	n41
	10, 15, 20, 30, 40, 50, 60, 80, 90, 100
	0

	
	
	n257
	CA_n257H
	

	CA_n41A-n257I
	CA_n257G/H/I
CA_n41A-n257A/G/H/I
	n41
	10, 15, 20, 30, 40, 50, 60, 80, 90, 100
	0

	
	
	n257
	CA_n257I
	

	CA_n41A-n258A
	CA_n41A-n258A
	n41
	10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n258
	50, 100, 200, 400
	

	
	
	n41
	See n41 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n258
	See n258 channel bandwidths in Table 5.3.5-1
	

	CA_n41A-n258B
	CA_n41A-n258A
	n41
	10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n258
	CA_n258B
	

	CA_n41A-n258C
	CA_n41A-n258A
	n41
	10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n258
	CA_n258C
	

	CA_n41A-n258D
	CA_n41A-n258A
	n41
	10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n258
	CA_n258D
	

	CA_n41A-n258E
	CA_n41A-n258A
	n41
	10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n258
	CA_n258E
	

	CA_n41A-n258F
	CA_n41A-n258A
	n41
	10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n258
	CA_n258F
	

	CA_n41A-n258G
	CA_n41A-n258A/G
	n41
	10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100
	0

	
	
	n258
	CA_n258G
	

	
	
	n41
	10, 15, 20, 40, 50, 60, 80, 90, 100
	1

	
	
	n258
	CA_n258G
	

	
	
	n41
	See n41 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n258
	CA_n258G
	

	CA_n41A-n258H
	CA_n41A-n258A/G/H
	n41
	10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100
	0

	
	
	n258
	CA_n258H
	

	
	
	n41
	10, 15, 20, 40, 50, 60, 80, 90, 100
	1

	
	
	n258
	CA_n258H
	

	
	
	n41
	See n41 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n258
	CA_n258H
	

	CA_n41A-n258I
	CA_n41A-n258A
	n41
	10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n258
	CA_n258I
	

	CA_n41A-n258J
	CA_n41A-n258A
	n41
	10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n258
	CA_n258J
	

	CA_n41A-n258K
	CA_n41A-n258A
	n41
	10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n258
	CA_n258K
	

	CA_n41A-n258L
	CA_n41A-n258A
	n41
	10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n258
	CA_n258L
	

	CA_n41A-n258M
	CA_n41A-n258A
	n41
	10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n258
	CA_n258M
	

	CA_n41A-n258(2A)
	CA_n41A-n258A
	n41
	10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n258
	CA_n258(2A)
	

	
	
	n41
	See n41 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n258
	CA_n258(2A)
	

	CA_n41A-n258(3A)
	CA_n41A-n258A
	n41
	10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n258
	CA_n258(3A)
	

	CA_n41A-n258(4A)
	CA_n41A-n258A
	n41
	10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n258
	CA_n258(4A)
	

	CA_n41A-n258(5A)
	CA_n41A-n258A
	n41
	10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n258
	CA_n258(5A)
	

	CA_n41A-n258(2G)
	CA_n41A-n258A/G
	n41
	10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100
	0

	
	
	n258
	CA_n258(2G)
	

	
	
	n41
	See n41 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n258
	CA_n258(2G)
	

	CA_n41A-n258(A-G)
	CA_n41A-n258A/G
	n41
	10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100
	0

	
	
	n258
	CA_n258(A-G)
	

	
	
	n41
	See n41 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n258
	CA_n258(A-G)
	

	CA_n41A-n258(A-H)
	CA_n41A-n258A/G/H
	n41
	10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100
	0

	
	
	n258
	CA_n258(A-H)
	

	
	
	n41
	See n41 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n258
	CA_n258(A-H)
	

	CA_n41A-n258(G-H)
	CA_n41A-n258A/G/H
	n41
	10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100
	0

	
	
	n258
	CA_n258(G-H)
	

	
	
	n41
	See n41 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n258
	CA_n258(G-H)
	

	CA_n41C-n258A
	CA_n41A-n258A
	n41
	CA_n41C
	0

	
	
	n258
	50, 100, 200, 400
	

	
	
	n41
	CA_n41C_BCS4 and 5
	4 and 5

	
	
	n258
	See n258 channel bandwidths in Table 5.3.5-1
	

	CA_n41C-n258(2A)
	CA_n41A-n258A
	n41
	CA_n41C
	0

	
	
	n258
	CA_n258(2A)
	

	
	
	n41
	CA_n41C_BCS4 and 5
	4 and 5

	
	
	n258
	CA_n258(2A)
	

	CA_n41C-n258(3A)
	CA_n41A-n258A
	n41
	CA_n41C
	0

	
	
	n258
	CA_n258(3A)
	

	CA_n41C-n258(4A)
	CA_n41A-n258A
	n41
	CA_n41C
	0

	
	
	n258
	CA_n258(4A)
	

	CA_n41C-n258(5A)
	CA_n41A-n258A
	n41
	CA_n41C
	0

	
	
	n258
	CA_n258(5A)
	

	CA_n41C-n258G
	CA_n41A-n258A/G
	n41
	CA_n41C_BCS1
	0

	
	
	n258
	CA_n258G
	

	
	
	n41
	CA_n41C_BCS4 and 5
	4 and 5

	
	
	n258
	CA_n258G
	

	CA_n41C-n258(2G)
	CA_n41A-n258A/G
	n41
	CA_n41C_BCS1
	0

	
	
	n258
	CA_n258(2G)
	

	
	
	n41
	CA_n41C_BCS4 and 5
	4 and 5

	
	
	n258
	CA_n258(2G)
	

	CA_n41C-n258H
	CA_n41A-n258A/G/H
	n41
	CA_n41C_BCS1
	0

	
	
	n258
	CA_n258H
	

	
	
	n41
	CA_n41C_BCS4 and 5
	4 and 5

	
	
	n258
	CA_n258H
	

	CA_n41C-n258(A-G)
	CA_n41A-n258A/G
	n41
	CA_n41C_BCS1
	0

	
	
	n258
	CA_n258(A-G)
	

	
	
	n41
	CA_n41C_BCS4 and 5
	4 and 5

	
	
	n258
	CA_n258(A-G)
	

	CA_n41C-n258(A-H)
	CA_n41A-n258A/G/H
	n41
	CA_n41C_BCS1
	0

	
	
	n258
	CA_n258(A-H)
	

	
	
	n41
	CA_n41C_BCS4 and 5
	4 and 5

	
	
	n258
	CA_n258(A-H)
	

	CA_n41C-n258(G-H)
	CA_n41A-n258A/G/H
	n41
	CA_n41C_BCS1
	0

	
	
	n258
	CA_n258(G-H)
	

	
	
	n41
	CA_n41C_BCS4 and 5
	4 and 5

	
	
	n258
	CA_n258(G-H)
	

	CA_n41(2A)-n258A
	CA_n41A-n258A
	n41
	CA_n41(2A)_BCS1
	0

	
	
	n258
	50, 100, 200, 400
	

	
	
	n41
	CA_n41(2A)_BCS4 and 5
	4 and 5

	
	
	n258
	50, 100, 200, 400
	

	CA_n41(2A)-n258(2A)
	CA_n41A-n258A
	n41
	CA_n41(2A)_BCS1
	0

	
	
	n258
	CA_n258(2A)
	

	
	
	n41
	CA_n41(2A)_BCS4 and 5
	4 and 5

	
	
	n258
	CA_n258(2A)
	

	CA_n41(2A)-n258(3A)
	CA_n41A-n258A
	n41
	CA_n41(2A)_BCS1
	0

	
	
	n258
	CA_n258(3A)
	

	CA_n41(2A)-n258(4A)
	CA_n41A-n258A
	n41
	CA_n41(2A)_BCS1
	0

	
	
	n258
	CA_n258(4A)
	

	CA_n41(2A)-n258(5A)
	CA_n41A-n258A
	n41
	CA_n41(2A)_BCS1
	0

	
	
	n258
	CA_n258(5A)
	

	CA_n41(2A)-n258G

	CA_n41A-n258A/G
	n41
	CA_n41(2A)_BCS1
	0

	
	
	n258
	CA_n258G
	

	
	
	n41
	CA_n41(2A)_BCS4 and 5
	4 and 5

	
	
	n258
	CA_n258G
	

	CA_n41(2A)-n258(2G)

	CA_n41A-n258A/G
	n41
	CA_n41(2A)_BCS1
	0

	
	
	n258
	CA_n258(2G)
	

	
	
	n41
	CA_n41(2A)_BCS4 and 5
	4 and 5

	
	
	n258
	CA_n258(2G)
	

	CA_n41(2A)-n258H

	CA_n41A-n258A/G/H
	n41
	CA_n41(2A)_BCS1
	0

	
	
	n258
	CA_n258H
	

	
	
	n41
	CA_n41(2A)_BCS4 and 5
	4 and 5

	
	
	n258
	CA_n258H
	

	CA_n41(2A)-n258(A-G)
	CA_n41A-n258A/G
	n41
	CA_n41(2A)_BCS1
	0

	
	
	n258
	CA_n258(A-G)
	

	
	
	n41
	CA_n41(2A)_BCS4 and 5
	4 and 5

	
	
	n258
	CA_n258(A-G)
	

	CA_n41(2A)-n258(A-H)
	CA_n41A-n258A/G/H
	n41
	CA_n41(2A)_BCS1
	0

	
	
	n258
	CA_n258(A-H)
	

	
	
	n41
	CA_n41(2A)_BCS4 and 5
	4 and 5

	
	
	n258
	CA_n258(A-H)
	

	CA_n41(2A)-n258(G-H)
	CA_n41A-n258A/G/H
	n41
	CA_n41(2A)_BCS1
	0

	
	
	n258
	CA_n258(G-H)
	

	
	
	n41
	CA_n41(2A)_BCS4 and 5
	4 and 5

	
	
	n258
	CA_n258(G-H)
	

	CA_n41A-n260A
	CA_n41A-n260A
	n41
	10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n260
	50, 100, 200, 400
	

	
	
	n41
	See n41 channel bandwidths in Table 5.3.5-1
	4 and 5


	
	
	n260
	See n260 channel bandwidths in Table 5.3.5-1
	

	CA_n41A-n260(2A)
	CA_n41A-n260A
	n41
	10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n260
	CA_n260(2A)
	

	CA_n41A-n260(3A)
	CA_n41A-n260A
	n41
	10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n260
	CA_n260(3A)
	

	CA_n41A-n260(4A)
	CA_n41A-n260A
	n41
	10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n260
	CA_n260(4A)
	

	CA_n41A-n260(5A)
	CA_n41A-n260A
	n41
	10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n260
	CA_n260(5A)
	

	CA_n41A-n260(6A)
	CA_n41A-n260A
	n41
	10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n260
	CA_n260(6A)
	

	CA_n41A-n260(7A)
	CA_n41A-n260A
	n41
	10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n260
	CA_n260(7A)
	

	CA_n41A-n260(8A)
	CA_n41A-n260A
	n41
	10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n260
	CA_n260(8A)
	

	CA_n41A-n260G
	CA_n41A-n260A
	n41
	10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n260
	CA_n260G
	

	
	CA_n41A-n260A/G
	n41
	See n41 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n260
	CA_n260G
	

	CA_n41A-n260H
	CA_n41A-n260A
	n41
	10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n260
	CA_n260H
	

	
	CA_n41A-n260A/G/H
	n41
	See n41 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n260
	CA_n260H
	

	CA_n41A-n260I
	CA_n41A-n260A
	n41
	10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n260
	CA_n260I
	

	
	CA_n41A-n260A/G/H/I
	n41
	See n41 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n260
	CA_n260I
	

	CA_n41A-n260J
	CA_n41A-n260A
	n41
	10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n260
	CA_n260J
	

	
	CA_n41A-n260A/G/H/I/J
	n41
	See n41 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n260
	CA_n260J
	

	CA_n41A-n260K
	CA_n41A-n260A
	n41
	10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n260
	CA_n260K
	

	
	CA_n41A-n260A/G/H/I/J/K
	n41
	See n41 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n260
	CA_n260K
	

	CA_n41A-n260L
	CA_n41A-n260A
	n41
	10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n260
	CA_n260L
	

	
	CA_n41A-n260A/G/H/I/J/K/L
	n41
	See n41 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n260
	CA_n260L
	

	CA_n41A-n260M
	CA_n41A-n260A
	n41
	10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n260
	CA_n260M
	

	
	CA_n41A-n260A/G/H/I/J/K/L/M
	n41
	See n41 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n260
	CA_n260M
	

	CA_n41(2A)-n260A
	CA_n41A-n260A
	n41
	CA_n41(2A)_BCS1
	0

	
	
	n260
	50, 100, 200, 400
	

	
	
	n41
	CA_n41(2A)_BCS4 and 5
	4 and 5

	
	
	n260
	See n260 channel bandwidths in Table 5.3.5-1
	

	CA_n41(2A)-n260(2A)
	CA_n41A-n260A
	n41
	CA_n41(2A)_BCS1
	0

	
	
	n260
	CA_n260(2A)
	

	CA_n41(2A)-n260(3A)
	CA_n41A-n260A
	n41
	CA_n41(2A)
	0

	
	
	n260
	CA_n260(3A)
	

	CA_n41(2A)-n260(4A)
	CA_n41A-n260A
	n41
	CA_n41(2A)
	0

	
	
	n260
	CA_n260(4A)
	

	CA_n41(2A)-n260(5A)
	CA_n41A-n260A
	n41
	CA_n41(2A)
	0

	
	
	n260
	CA_n260(5A)
	

	CA_n41(2A)-n260(6A)
	CA_n41A-n260A
	n41
	CA_n41(2A)
	0

	
	
	n260
	CA_n260(6A)
	

	CA_n41(2A)-n260(7A)
	CA_n41A-n260A
	n41
	CA_n41(2A)
	0

	
	
	n260
	CA_n260(7A)
	

	CA_n41(2A)-n260(8A)
	CA_n41A-n260A
	n41
	CA_n41(2A)
	0

	
	
	n260
	CA_n260(8A)
	

	CA_n41(2A)-n260G
	CA_n41A-n260A/G
	n41
	CA_n41(2A)
	0

	
	
	n260
	CA_n260G
	

	
	
	n41
	CA_n41(2A)_BCS4 and 5
	4 and 5

	
	
	n260
	CA_n260G
	

	CA_n41(2A)-n260H
	CA_n41A-n260A/G/H
	n41
	CA_n41(2A)
	0

	
	
	n260
	CA_n260H
	

	
	
	n41
	CA_n41(2A)_BCS4 and 5
	4 and 5

	
	
	n260
	CA_n260H
	

	CA_n41(2A)-n260I
	CA_n41A-n260A/G/H/I
	n41
	CA_n41(2A)
	0

	
	
	n260
	CA_n260I
	

	
	
	n41
	CA_n41(2A)_BCS4 and 5
	4 and 5

	
	
	n260
	CA_n260I
	

	CA_n41(2A)-n260J
	CA_n41A-n260A/G/H/I/J
	n41
	CA_n41(2A)
	0

	
	
	n260
	CA_n260J
	

	
	
	n41
	CA_n41(2A)_BCS4 and 5
	4 and 5

	
	
	n260
	CA_n260J
	

	CA_n41(2A)-n260K
	CA_n41A-n260A/G/H/I/J/K
	n41
	CA_n41(2A)
	0

	
	
	n260
	CA_n260K
	

	
	
	n41
	CA_n41(2A)_BCS4 and 5
	4 and 5

	
	
	n260
	CA_n260K
	

	CA_n41(2A)-n260L
	CA_n41A-n260A/G/H/I/J/K/L
	n41
	CA_n41(2A)
	0

	
	
	n260
	CA_n260L
	

	
	
	n41
	CA_n41(2A)_BCS4 and 5
	4 and 5

	
	
	n260
	CA_n260L
	

	CA_n41(2A)-n260M
	CA_n41A-n260A/G/H/I/J/K/L/M
	n41
	CA_n41(2A)
	0

	
	
	n260
	CA_n260M
	

	
	
	n41
	CA_n41(2A)_BCS4 and 5
	4 and 5

	
	
	n260
	CA_n260M
	

	CA_n41C-n260A
	CA_n41A-n260A
	n41
	CA_n41C
	0

	
	
	n260
	50, 100, 200, 400
	

	
	
	n41
	CA_n41C_BCS 4 and 5
	4 and 5

	
	
	n260
	See n260 channel bandwidths in Table 5.3.5-1
	

	CA_n41C-n260(2A)
	CA_n41A-n260A
	n41
	CA_n41C
	0

	
	
	n260
	CA_n260(2A)
	

	CA_n41C-n260(3A)
	CA_n41A-n260A
	n41
	CA_n41C
	0

	
	
	n260
	CA_n260(3A)
	

	CA_n41C-n260(4A)
	CA_n41A-n260A
	n41
	CA_n41C
	0

	
	
	n260
	CA_n260(4A)
	

	CA_n41C-n260(5A)
	CA_n41A-n260A
	n41
	CA_n41C
	0

	
	
	n260
	CA_n260(5A)
	

	CA_n41C-n260(6A)
	CA_n41A-n260A
	n41
	CA_n41C
	0

	
	
	n260
	CA_n260(6A)
	

	CA_n41C-n260(7A)
	CA_n41A-n260A
	n41
	CA_n41C
	0

	
	
	n260
	CA_n260(7A)
	

	CA_n41C-n260(8A)
	CA_n41A-n260A
	n41
	CA_n41C
	0

	
	
	n260
	CA_n260(8A)
	

	CA_n41C-n260G
	CA_n41A-n260A
	n41
	CA_n41C
	0

	
	
	n260
	CA_n260G
	

	
	CA_n41A-n260A/G
	n41
	CA_n41C_BCS 4 and 5
	4 and 5

	
	
	n260
	CA_n260G
	

	CA_n41C-n260H
	CA_n41A-n260A
	n41
	CA_n41C
	0

	
	
	n260
	CA_n260H
	

	
	CA_n41A-n260A/G/H
	n41
	CA_n41C_BCS 4 and 5
	4 and 5

	
	
	n260
	CA_n260H
	

	CA_n41C-n260I
	CA_n41A-n260A
	n41
	CA_n41C
	0

	
	
	n260
	CA_n260I
	

	
	CA_n41A-n260A/G/H/I
	n41
	CA_n41C_BCS 4 and 5
	4 and 5

	
	
	n260
	CA_n260I
	

	CA_n41C-n260J
	CA_n41A-n260A
	n41
	CA_n41C
	0

	
	
	n260
	CA_n260J
	

	
	CA_n41A-n260A/G/H/I/J
	n41
	CA_n41C_BCS 4 and 5
	4 and 5

	
	
	n260
	CA_n260J
	

	CA_n41C-n260K
	CA_n41A-n260A
	n41
	CA_n41C
	0

	
	
	n260
	CA_n260K
	

	
	CA_n41A-n260A/G/H/I/J/K
	n41
	CA_n41C_BCS 4 and 5
	4 and 5

	
	
	n260
	CA_n260K
	

	CA_n41C-n260L
	CA_n41A-n260A
	n41
	CA_n41C
	0

	
	
	n260
	CA_n260L
	

	
	CA_n41A-n260A/G/H/I/J/K/L
	n41
	CA_n41C_BCS 4 and 5
	4 and 5

	
	
	n260
	CA_n260L
	

	CA_n41C-n260M
	CA_n41A-n260A
	n41
	CA_n41C
	0

	
	
	n260
	CA_n260M
	

	
	CA_n41A-n260A/G/H/I/J/K/L/M
	n41
	CA_n41C_BCS 4 and 5
	4 and 5

	
	
	n260
	CA_n260M
	

	CA_n41(2A)-n257A
	CA_n41A-n257A
	n41
	CA_n41(2A) BCS1
	0

	
	
	n257
	50, 100, 200, 400
	

	CA_n41(2A)-n257G
	CA_n41A-n257A
CA_n41A-n257G
	n41
	CA_n41(2A) BCS1
	0

	
	
	n257
	CA_n257G
	

	CA_n41(2A)-n257H
	CA_n41A-n257A
CA_n41A-n257G
CA_n41A-n257H
	n41
	CA_n41(2A) BCS1
	0

	
	
	n257
	CA_n257H
	

	CA_n41(2A)-n257I
	CA_n41A-n257A
CA_n41A-n257G
CA_n41A-n257H
	n41
	CA_n41(2A) BCS1
	0

	
	CA_n41A-n257I
	n257
	CA_n257I
	

	CA_n41(2A)-n258A
	CA_n41A-n258A
	n41
	CA_n41(2A)_BCS1
	0

	
	
	n258
	50, 100, 200, 400
	

	
	
	n41
	CA_n41(2A)_BCS4 and 5
	4 and 5

	
	
	n258
	50, 100, 200, 400
	

	CA_n41(2A)-n258(2A)
	CA_n41A-n258A
	n41
	CA_n41(2A)_BCS1
	0

	
	
	n258
	CA_n258(2A)
	

	
	
	n41
	CA_n41(2A)_BCS4 and 5
	4 and 5

	
	
	n258
	CA_n258(2A)
	

	CA_n41(2A)-n258(3A)
	CA_n41A-n258A
	n41
	CA_n41(2A)_BCS1
	0

	
	
	n258
	CA_n258(3A)
	

	CA_n41(2A)-n258(4A)
	CA_n41A-n258A
	n41
	CA_n41(2A)_BCS1
	0

	
	
	n258
	CA_n258(4A)
	

	CA_n41(2A)-n258(5A)
	CA_n41A-n258A
	n41
	CA_n41(2A)_BCS1
	0

	
	
	n258
	See n258 channel bandwidths in Table 5.3.5-1
	

	CA_n41(2A)-n258G

	CA_n41A-n258A
CA_n41A-n258G
	n41
	CA_n41(2A)_BCS1
	0

	
	
	n258
	CA_n258G
	

	
	
	n41
	CA_n41(2A)_BCS4 and 5
	4 and 5

	
	
	n258
	CA_n258G
	

	CA_n41(2A)-n258(2G)

	CA_n41A-n258A
CA_n41A-n258G
	n41
	CA_n41(2A)_BCS1
	0

	
	
	n258
	CA_n258(2G)
	

	
	
	n41
	CA_n41(2A)_BCS4 and 5
	4 and 5

	
	
	n258
	CA_n258(2G)
	

	CA_n41(2A)-n258H

	CA_n41A-n258A
CA_n41A-n258G
CA_n41A-n258H
	n41
	CA_n41(2A)_BCS1
	0

	
	
	n258
	CA_n258H
	

	
	
	n41
	CA_n41(2A)_BCS4 and 5
	4 and 5

	
	
	n258
	CA_n258H
	

	CA_n41(2A)-n258(A-G)
	CA_n41A-n258A
CA_n41A-n258G
	n41
	CA_n41(2A)_BCS1
	0

	
	
	n258
	CA_n258(A-G)
	

	
	
	n41
	CA_n41(2A)_BCS4 and 5
	4 and 5

	
	
	n258
	CA_n258(A-G)
	

	CA_n41(2A)-n258(A-H)
	CA_n41A-n258A
CA_n41A-n258G
CA_n41A-n258H
	n41
	CA_n41(2A)_BCS1
	0

	
	
	n258
	CA_n258(A-H)
	

	
	
	n41
	CA_n41(2A)_BCS4 and 5
	4 and 5

	
	
	n258
	CA_n258(A-H)
	

	CA_n41(2A)-n258(G-H)
	CA_n41A-n258A
CA_n41A-n258G
CA_n41A-n258H
	n41
	CA_n41(2A)_BCS1
	0

	
	
	n258
	CA_n258(G-H)
	

	
	
	n41
	CA_n41(2A)_BCS4 and 5
	4 and 5

	
	
	n258
	CA_n258(G-H)
	

	CA_n41A-n260A
	CA_n41A-n260A
	n41
	10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n260
	50, 100, 200, 400
	

	
	
	n41
	See n41 channel bandwidths in Table 5.3.5-1
	4 and 5


	
	
	n260
	See n260 channel bandwidths in Table 5.3.5-1
	

	CA_n41A-n260(2A)
	CA_n41A-n260A
	n41
	10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n260
	CA_n260(2A)
	

	CA_n41A-n260(3A)
	CA_n41A-n260A
	n41
	10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n260
	CA_n260(3A)
	

	CA_n41A-n260(4A)
	CA_n41A-n260A
	n41
	10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n260
	CA_n260(4A)
	

	CA_n41A-n260(5A)
	CA_n41A-n260A
	n41
	10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n260
	CA_n260(5A)
	

	CA_n41A-n260(6A)
	CA_n41A-n260A
	n41
	10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n260
	CA_n260(6A)
	

	CA_n41A-n260(7A)
	CA_n41A-n260A
	n41
	10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n260
	CA_n260(7A)
	

	CA_n41A-n260(8A)
	CA_n41A-n260A
	n41
	10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n260
	CA_n260(8A)
	

	CA_n41A-n260G
	CA_n41A-n260A
	n41
	10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n260
	CA_n260G
	

	
	CA_n41A-n260A
 CA_n41A-n260G
	n41
	See n41 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n260
	CA_n260G
	

	CA_n41A-n260H
	CA_n41A-n260A
	n41
	10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n260
	CA_n260H
	

	
	CA_n41A-n260A
 CA_n41A-n260G
 CA_n41A-n260H
	n41
	See n41 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n260
	CA_n260H
	

	CA_n41A-n260I
	CA_n41A-n260A
	n41
	10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n260
	CA_n260I
	

	
	CA_n41A-n260A
 CA_n41A-n260G
 CA_n41A-n260H
 CA_n41A-n260I
	n41
	See n41 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n260
	CA_n260I
	

	CA_n41A-n260J
	CA_n41A-n260A
	n41
	10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n260
	CA_n260J
	

	
	CA_n41A-n260A
 CA_n41A-n260G
 CA_n41A-n260H
 CA_n41A-n260I
 CA_n41A-n260J
	n41
	See n41 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n260
	CA_n260J
	

	CA_n41A-n260K
	CA_n41A-n260A
	n41
	10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n260
	CA_n260K
	

	
	CA_n41A-n260A
 CA_n41A-n260G
 CA_n41A-n260H
 CA_n41A-n260I
 CA_n41A-n260J
 CA_n41A-n260K
	n41
	See n41 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n260
	CA_n260K
	

	CA_n41A-n260L
	CA_n41A-n260A
	n41
	10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n260
	CA_n260L
	

	
	CA_n41A-n260A
 CA_n41A-n260G
 CA_n41A-n260H
 CA_n41A-n260I
 CA_n41A-n260J
 CA_n41A-n260K
 CA_n41A-n260L
	n41
	See n41 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n260
	CA_n260L
	

	CA_n41A-n260M
	CA_n41A-n260A
	n41
	10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n260
	CA_n260M
	

	
	CA_n41A-n260A
 CA_n41A-n260G
 CA_n41A-n260H
 CA_n41A-n260I
 CA_n41A-n260J
 CA_n41A-n260K
 CA_n41A-n260L
 CA_n41A-n260M
	n41
	See n41 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n260
	CA_n260M
	

	CA_n41(2A)-n260A
	CA_n41A-n260A
	n41
	CA_n41(2A)_BCS1
	0

	
	
	n260
	50, 100, 200, 400
	

	
	
	n41
	CA_n41(2A)_BCS4 and 5
	4 and 5

	
	
	n260
	See n260 channel bandwidths in Table 5.3.5-1
	

	CA_n41(2A)-n260(2A)
	CA_n41A-n260A
	n41
	CA_n41(2A)_BCS1
	0

	
	
	n260
	CA_n260(2A)
	

	CA_n41(2A)-n260(3A)
	CA_n41A-n260A
	n41
	CA_n41(2A)
	0

	
	
	n260
	CA_n260(3A)
	

	CA_n41(2A)-n260(4A)
	CA_n41A-n260A
	n41
	CA_n41(2A)
	0

	
	
	n260
	CA_n260(4A)
	

	CA_n41(2A)-n260(5A)
	CA_n41A-n260A
	n41
	CA_n41(2A)
	0

	
	
	n260
	CA_n260(5A)
	

	CA_n41(2A)-n260(6A)
	CA_n41A-n260A
	n41
	CA_n41(2A)
	0

	
	
	n260
	CA_n260(6A)
	

	CA_n41(2A)-n260(7A)
	CA_n41A-n260A
	n41
	CA_n41(2A)
	0

	
	
	n260
	CA_n260(7A)
	

	CA_n41(2A)-n260(8A)
	CA_n41A-n260A
	n41
	CA_n41(2A)
	0

	
	
	n260
	CA_n260(8A)
	

	CA_n41(2A)-n260G
	CA_n41A-n260A
CA_n41A-n260G
	n41
	CA_n41(2A)
	0

	
	
	n260
	CA_n260G
	

	
	
	n41
	CA_n41(2A)_BCS4 and 5
	4 and 5

	
	
	n260
	CA_n260G
	

	CA_n41(2A)-n260H
	CA_n41A-n260A
CA_n41A-n260G
CA_n41A-n260H
	n41
	CA_n41(2A)
	0

	
	
	n260
	CA_n260H
	

	
	
	n41
	CA_n41(2A)_BCS4 and 5
	4 and 5

	
	
	n260
	CA_n260H
	

	CA_n41(2A)-n260I
	CA_n41A-n260A
CA_n41A-n260G
CA_n41A-n260H
CA_n41A-n260I
	n41
	CA_n41(2A)
	0

	
	
	n260
	CA_n260I
	

	
	
	n41
	CA_n41(2A)_BCS4 and 5
	4 and 5

	
	
	n260
	CA_n260I
	

	CA_n41(2A)-n260J
	CA_n41A-n260A
CA_n41A-n260G
CA_n41A-n260H
CA_n41A-n260I
CA_n41A-n260J
	n41
	CA_n41(2A)
	0

	
	
	n260
	CA_n260J
	

	
	
	n41
	CA_n41(2A)_BCS4 and 5
	4 and 5

	
	
	n260
	CA_n260J
	

	CA_n41(2A)-n260K
	CA_n41A-n260A
CA_n41A-n260G
CA_n41A-n260H
CA_n41A-n260I
CA_n41A-n260J
CA_n41A-n260K
	n41
	CA_n41(2A)
	0

	
	
	n260
	CA_n260K
	

	
	
	n41
	CA_n41(2A)_BCS4 and 5
	4 and 5

	
	
	n260
	CA_n260K
	

	CA_n41(2A)-n260L
	CA_n41A-n260A
CA_n41A-n260G
CA_n41A-n260H
CA_n41A-n260I
CA_n41A-n260J
CA_n41A-n260K
CA_n41A-n260L
	n41
	CA_n41(2A)
	0

	
	
	n260
	CA_n260L
	

	
	
	n41
	CA_n41(2A)_BCS4 and 5
	4 and 5

	
	
	n260
	CA_n260L
	

	CA_n41(2A)-n260M
	CA_n41A-n260A
CA_n41A-n260G
CA_n41A-n260H
CA_n41A-n260I
CA_n41A-n260J
CA_n41A-n260K
CA_n41A-n260L
CA_n41A-n260M
	n41
	CA_n41(2A)
	0

	
	
	n260
	CA_n260M
	

	
	
	n41
	CA_n41(2A)_BCS4 and 5
	4 and 5

	
	
	n260
	CA_n260M
	

	CA_n41C-n260A
	CA_n41A-n260A
	n41
	CA_n41C
	0

	
	
	n260
	50, 100, 200, 400
	

	
	
	n41
	CA_n41C_BCS 4 and 5
	4 and 5

	
	
	n260
	See n260 channel bandwidths in Table 5.3.5-1
	

	CA_n41C-n260(2A)
	CA_n41A-n260A
	n41
	CA_n41C
	0

	
	
	n260
	CA_n260(2A)
	

	CA_n41C-n260(3A)
	CA_n41A-n260A
	n41
	CA_n41C
	0

	
	
	n260
	CA_n260(3A)
	

	CA_n41C-n260(4A)
	CA_n41A-n260A
	n41
	CA_n41C
	0

	
	
	n260
	CA_n260(4A)
	

	CA_n41C-n260(5A)
	CA_n41A-n260A
	n41
	CA_n41C
	0

	
	
	n260
	CA_n260(5A)
	

	CA_n41C-n260(6A)
	CA_n41A-n260A
	n41
	CA_n41C
	0

	
	
	n260
	CA_n260(6A)
	

	CA_n41C-n260(7A)
	CA_n41A-n260A
	n41
	CA_n41C
	0

	
	
	n260
	CA_n260(7A)
	

	CA_n41C-n260(8A)
	CA_n41A-n260A
	n41
	CA_n41C
	0

	
	
	n260
	CA_n260(8A)
	

	CA_n41C-n260G
	CA_n41A-n260A
	n41
	CA_n41C
	0

	
	
	n260
	CA_n260G
	

	
	CA_n41A-n260A
 CA_n41A-n260G
	n41
	CA_n41C_BCS 4 and 5
	4 and 5

	
	
	n260
	CA_n260G
	

	CA_n41C-n260H
	CA_n41A-n260A
	n41
	CA_n41C
	0

	
	
	n260
	CA_n260H
	

	
	CA_n41A-n260A
 CA_n41A-n260G
 CA_n41A-n260H
	n41
	CA_n41C_BCS 4 and 5
	4 and 5

	
	
	n260
	CA_n260H
	

	CA_n41C-n260I
	CA_n41A-n260A
	n41
	CA_n41C
	0

	
	
	n260
	CA_n260I
	

	
	CA_n41A-n260A
 CA_n41A-n260G
 CA_n41A-n260H
 CA_n41A-n260I
	n41
	CA_n41C_BCS 4 and 5
	4 and 5

	
	
	n260
	CA_n260I
	

	CA_n41C-n260J
	CA_n41A-n260A
	n41
	CA_n41C
	0

	
	
	n260
	CA_n260J
	

	
	CA_n41A-n260A
 CA_n41A-n260G
 CA_n41A-n260H
 CA_n41A-n260I
 CA_n41A-n260J
	n41
	CA_n41C_BCS 4 and 5
	4 and 5

	
	
	n260
	CA_n260J
	

	CA_n41C-n260K
	CA_n41A-n260A
	n41
	CA_n41C
	0

	
	
	n260
	CA_n260K
	

	
	CA_n41A-n260A
 CA_n41A-n260G
 CA_n41A-n260H
 CA_n41A-n260I
 CA_n41A-n260J
 CA_n41A-n260K
	n41
	CA_n41C_BCS 4 and 5
	4 and 5

	
	
	n260
	CA_n260K
	

	CA_n41C-n260L
	CA_n41A-n260A
	n41
	CA_n41C
	0

	
	
	n260
	CA_n260L
	

	
	CA_n41A-n260A
 CA_n41A-n260G
 CA_n41A-n260H
 CA_n41A-n260I
 CA_n41A-n260J
 CA_n41A-n260K
 CA_n41A-n260L
	n41
	CA_n41C_BCS 4 and 5
	4 and 5

	
	
	n260
	CA_n260L
	

	CA_n41C-n260M
	CA_n41A-n260A
	n41
	CA_n41C
	0

	
	
	n260
	CA_n260M
	

	
	CA_n41A-n260A
 CA_n41A-n260G
 CA_n41A-n260H
 CA_n41A-n260I
 CA_n41A-n260J
 CA_n41A-n260K
 CA_n41A-n260L
 CA_n41A-n260M
	n41
	CA_n41C_BCS 4 and 5
	4 and 5

	
	
	n260
	CA_n260M
	

	CA_n41A-n261A
	CA_n41A-n261A
	n41
	10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n261
	50, 100, 200, 400
	

	
	
	n41
	See n41 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n261
	See n261 channel bandwidths in Table 5.3.5-1
	

	CA_n41A-n261(2A)
	CA_n41A-n261A
	n41
	10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n261
	CA_n261(2A)
	

	
	
	n41
	See n41 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n261
	CA_n261(2A)
	

	CA_n41C-n261A
	CA_n41A-n261A
	n41
	CA_n41C
	0

	
	
	n261
	50, 100, 200, 400
	

	
	
	n41
	 CA_n41C_BCS 4 and 5 
	4 and 5

	
	
	n261
	See n261 channel bandwidths in Table 5.3.5-1
	

	CA_n41(2A)-n261A
	CA_n41A-n261A
	n41
	CA_n41(2A) BCS1
	0

	
	
	n261
	50, 100, 200, 400
	

	
	
	n41
	CA_n41(2A)_BCS 4 and 5 
	4 and 5

	
	
	n261
	See n261 channel bandwidths in Table 5.3.5-1
	

	CA_n41C-n261(2A)
	CA_n41A-n261A
	n41
	CA_n41C
	0

	
	
	n261
	CA_n261(2A)
	

	
	
	n41
	CA_n41C_BCS 4 and 5
	4 and 5

	
	
	n261
	CA_n261(2A)
	

	CA_n41(2A)-n261(2A)
	CA_n41A-n261A
	n41
	CA_n41(2A) BCS1
	0

	
	
	n261
	CA_n261(2A)
	

	
	
	n41
	CA_n41(2A)_BCS 4 and 5 
	4 and 5

	
	
	n261
	CA_n261(2A)
	



Table 5.5A.1-1k: Inter-band CA configurations and bandwidth combinations sets between FR1 and FR2 (two bands)
	NR CA configuration
	Uplink CA configuration 
	NR Band
	Channel bandwidth (MHz) (NOTE 3)
	Bandwidth combination set

	CA_n48A-n260A
	CA_n48A-n260A
	n48
	5, 10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n260
	50, 100, 200, 400
	

	CA_n48A-n260G
	CA_n48A-n260A/G
	n48
	5, 10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n260
	CA_n260G
	

	CA_n48A-n260H
	CA_n48A-n260A/G/H
	n48
	5, 10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n260
	CA_n260H
	

	CA_n48A-n260I
	CA_n48A-n260A/G/H/I
	n48
	5, 10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n260
	CA_n260I
	

	CA_n48A-n260J
	CA_n48A-n260A/G/H/I
	n48
	5, 10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n260
	CA_n260J
	

	CA_n48A-n260K
	CA_n48A-n260A/G/H/I
	n48
	5, 10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n260
	CA_n260K
	

	CA_n48A-n260L
	CA_n48A-n260A/G/H/I
	n48
	5, 10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n260
	CA_n260L
	

	CA_n48A-n260M
	CA_n48A-n260A/G/H/I
	n48
	5, 10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n260
	CA_n260M
	

	CA_n48A-n260R2
	CA_n48A-n260A/R2
	n48
	5, 10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n260
	CA_n260R2
	

	CA_n48A-n260R3
	CA_n48A-n260A/R2/R3
	n48
	5, 10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n260
	CA_n260R3
	

	CA_n48A-n260R4
	CA_n48A-n260A/R2/R3/R4
	n48
	5, 10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n260
	CA_n260R4
	

	CA_n48A-n260R5
	CA_n48A-n260A/R2/R3/R4
	n48
	5, 10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n260
	CA_n260R5
	

	CA_n48A-n260R6
	CA_n48A-n260A/R2/R3/R4
	n48
	5, 10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n260
	CA_n260R6
	

	CA_n48A-n260R7
	CA_n48A-n260A/R2/R3/R4
	n48
	5, 10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n260
	CA_n260R7
	

	CA_n48A-n260R8
	CA_n48A-n260A/R2/R3/R4
	n48
	5, 10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n260
	CA_n260R8
	

	CA_n48A-n260R9
	CA_n48A-n260A/R2/R3/R4
	n48
	5, 10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n260
	CA_n260R9
	

	CA_n48A-n260R10
	CA_n48A-n260A/R2/R3/R4
	n48
	5, 10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n260
	CA_n260R10
	

	CA_n48(2A)-n260A
	CA_n48A-n260A
	n48
	CA_n48(2A)
	0

	
	
	n260
	50, 100, 200, 400
	

	CA_n48(2A)-n260G
	CA_n48A-n260A/G
	n48
	CA_n48(2A)
	0

	
	
	n260
	CA_n260G
	

	CA_n48(2A)-n260H
	CA_n48A-n260A/G/H
	n48
	CA_n48(2A)
	0

	
	
	n260
	CA_n260H
	

	CA_n48(2A)-n260I
	CA_n48A-n260A/G/H/I
	n48
	CA_n48(2A)
	0

	
	
	n260
	CA_n260I
	

	CA_n48(2A)-n260J
	CA_n48A-n260A/G/H/I
	n48
	CA_n48(2A)
	0

	
	
	n260
	CA_n260J
	

	CA_n48(2A)-n260K
	CA_n48A-n260A/G/H/I
	n48
	CA_n48(2A)
	0

	
	
	n260
	CA_n260K
	

	CA_n48(2A)-n260L
	CA_n48A-n260A/G/H/I
	n48
	CA_n48(2A)
	0

	
	
	n260
	CA_n260L
	

	CA_n48(2A)-n260M
	CA_n48A-n260A/G/H/I
	n48
	CA_n48(2A)
	0

	
	
	n260
	CA_n260M
	

	CA_n48B-n260A
	CA_n48A-n260A
	n48
	CA_n48B
	0

	
	
	n260
	50, 100, 200, 400
	

	CA_n48B-n260G
	CA_n48A-n260A/G
	n48
	CA_n48B
	0

	
	
	n260
	CA_n260G
	

	CA_n48B-n260H
	CA_n48A-n260A/G/H
	n48
	CA_n48B
	0

	
	
	n260
	CA_n260H
	

	CA_n48B-n260I
	CA_n48A-n260A/G/H/I
	n48
	CA_n48B
	0

	
	
	n260
	CA_n260I
	

	CA_n48B-n260J
	CA_n48A-n260A/G/H/I
	n48
	CA_n48B
	0

	
	
	n260
	CA_n260J
	

	CA_n48B-n260K
	CA_n48A-n260A/G/H/I
	n48
	CA_n48B
	0

	
	
	n260
	CA_n260K
	

	CA_n48B-n260L
	CA_n48A-n260A/G/H/I
	n48
	CA_n48B
	0

	
	
	n260
	CA_n260L
	

	CA_n48B-n260M
	CA_n48A-n260A/G/H/I
	n48
	CA_n48B
	0

	
	
	n260
	CA_n260M
	

	CA_n48(A-B)-n260A
	CA_n48A-n260A
	n48
	CA_n48(A-B)
	0

	
	
	n260
	50, 100, 200, 400
	

	CA_n48(A-B)-n260G
	CA_n48A-n260A/G
	n48
	CA_n48(A-B)
	0

	
	
	n260
	CA_n260G
	

	CA_n48(A-B)-n260H
	CA_n48A-n260A/G/H
	n48
	CA_n48(A-B)
	0

	
	
	n260
	CA_n260H
	

	CA_n48(A-B)-n260I
	CA_n48A-n260A/G/H/I
	n48
	CA_n48(A-B)
	0

	
	
	n260
	CA_n260I
	

	CA_n48(A-B)-n260J
	CA_n48A-n260A/G/H/I
	n48
	CA_n48(A-B)
	0

	
	
	n260
	CA_n260J
	

	CA_n48(A-B)-n260K
	CA_n48A-n260A/G/H/I
	n48
	CA_n48(A-B)
	0

	
	
	n260
	CA_n260K
	

	CA_n48(A-B)-n260L
	CA_n48A-n260A/G/H/I
	n48
	CA_n48(A-B)
	0

	
	
	n260
	CA_n260L
	

	CA_n48(A-B)-n260M
	CA_n48A-n260A/G/H/I
	n48
	CA_n48(A-B)
	0

	
	
	n260
	CA_n260M
	

	CA_n48A-n261A
	CA_n48A-n261A
	n48
	5, 10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n261
	50, 100, 200, 400
	

	CA_n48A-n261G
	CA_n48A-n261A/G
	n48
	5, 10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n261
	CA_n261G
	

	CA_n48A-n261H
	CA_n48A-n261A/G/H
	n48
	5, 10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n261
	CA_n261H
	

	CA_n48A-n261I
	CA_n48A-n261A/G/H/I
	n48
	5, 10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n261
	CA_n261I
	

	CA_n48A-n261J
	CA_n48A-n261A/G/H/I
	n48
	5, 10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n261
	CA_n261J
	

	CA_n48A-n261K
	CA_n48A-n261A/G/H/I
	n48
	5, 10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n261
	CA_n261K
	

	CA_n48A-n261L
	CA_n48A-n261A/G/H/I
	n48
	5, 10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n261
	CA_n261L
	

	CA_n48A-n261M
	CA_n48A-n261A/G/H/I
	n48
	5, 10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n261
	CA_n261M
	

	CA_n48A-n261(2A)
	CA_n48A-n261A
	n48
	5, 10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n261
	CA_n261(2A)
	

	CA_n48A-n261(2G)
	CA_n48A-n261A
	n48
	5, 10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n261
	CA_n261(2G)
	

	CA_n48A-n261(2I)
	CA_n48A-n261A
	n48
	5, 10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n261
	CA_n261(2I)
	

	CA_n48A-n261(2H)
	CA_n48A-n261A/G/H
	n48
	5, 10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n261
	CA_n261(2H)
	

	CA_n48A-n261(3A)
	CA_n48A-n261A
	n48
	5, 10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n261
	CA_n261(3A)
	

	CA_n48A-n261(4A)
	CA_n48A-n261A
	n48
	5, 10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n261
	CA_n261(4A)
	

	CA_n48A-n261(A-G)
	CA_n48A-n261A
	n48
	5, 10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n261
	CA_n261(A-G)
	

	CA_n48A-n261(A-G-H)
	CA_n48A-n261A/G/H
	n48
	5, 10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n261
	CA_n261(A-G-H)
	

	CA_n48A-n261(A-G-I)
	CA_n48A-n261A/G/H/I
	n48
	5, 10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n261
	CA_n261(A-G-I)
	

	CA_n48A-n261(A-H)
	CA_n48A-n261A
	n48
	5, 10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n261
	CA_n261(A-H)
	

	CA_n48A-n261(A-I)
	CA_n48A-n261A
	n48
	5, 10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n261
	CA_n261(A-I)
	

	CA_n48A-n261(G-H)
	CA_n48A-n261A/G/H
	n48
	5, 10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n261
	CA_n261(G-H)
	

	CA_n48A-n261(H-I)
	CA_n48A-n261A/G/H/I
	n48
	5, 10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n261
	CA_n261(H-I)
	

	CA_n48A-n261(G-I)
	CA_n48A-n261A/G/H/I
	n48
	5, 10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n261
	CA_n261(G-I)
	

	CA_n48A-n261(2A-G)
	CA_n48A-n261A/G
	n48
	5, 10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n261
	CA_n261(2A-G)
	

	CA_n48A-n261(2A-H)
	CA_n48A-n261A/G/H
	n48
	5, 10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n261
	CA_n261(2A-H)
	

	CA_n48A-n261(2A-I)
	CA_n48A-n261A/G/H/I
	n48
	5, 10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n261
	CA_n261(2A-I)
	

	CA_n48A-n261(A-2G)
	CA_n48A-n261A/G
	n48
	5, 10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n261
	CA_n261(A-2G)
	

	CA_n48(2A)-n261A
	CA_n48A-n261A
	n48
	CA_n48(2A)
	0

	
	
	n261
	50, 100, 200, 400
	

	CA_n48(2A)-n261G
	CA_n48A-n261A/G
	n48
	CA_n48(2A)
	0

	
	
	n261
	CA_n261G
	

	CA_n48(2A)-n261H
	CA_n48A-n261A/G/H
	n48
	CA_n48(2A)
	0

	
	
	n261
	CA_n261H
	

	CA_n48(2A)-n261I
	CA_n48A-n261A/G/H/I
	n48
	CA_n48(2A)
	0

	
	
	n261
	CA_n261I
	

	CA_n48(2A)-n261J
	CA_n48A-n261A/G/H/I
	n48
	CA_n48(2A)
	0

	
	
	n261
	CA_n261J
	

	CA_n48(2A)-n261K
	CA_n48A-n261A/G/H/I
	n48
	CA_n48(2A)
	0

	
	
	n261
	CA_n261K
	

	CA_n48(2A)-n261L
	CA_n48A-n261A/G/H/I
	n48
	CA_n48(2A)
	0

	
	
	n261
	CA_n261L
	

	CA_n48(2A)-n261M
	CA_n48A-n261A/G/H/I
	n48
	CA_n48(2A)
	0

	
	
	n261
	CA_n261M
	

	CA_n48(2A)-n261(G-H)
	CA_n48A-n261A/G/H
	n48
	CA_n48(2A)
	0

	
	
	n261
	CA_n261(G-H)
	

	
	
	n48
	CA_n48(2A)_BCS1
	1

	
	
	n261
	CA_n261(G-H)
	

	CA_n48(2A)-n261(2H)
	CA_n48A-n261A/G/H
	n48
	CA_n48(2A)
	0

	
	
	n261
	CA_n261(2H)
	

	
	
	n48
	CA_n48(2A)_BCS1
	1

	
	
	n261
	CA_n261(2H)
	

	CA_n48(2A)-n261(G-I)
	CA_n48A-n261A/G/H/I
	n48
	CA_n48(2A)
	0

	
	
	n261
	CA_n261(G-I)
	

	
	
	n48
	CA_n48(2A)_BCS1
	1

	
	
	n261
	CA_n261(G-I)
	

	CA_n48(2A)-n261(A-G-H)
	CA_n48A-n261A/G/H
	n48
	CA_n48(2A)
	0

	
	
	n261
	CA_n261(A-G-H)
	

	
	
	n48
	CA_n48(2A)_BCS1
	1

	
	
	n261
	CA_n261(A-G-H)
	

	CA_n48(2A)-n261(H-I)
	CA_n48A-n261A/G/H/I
	n48
	CA_n48(2A)
	0

	
	
	n261
	CA_n261(H-I)
	

	
	
	n48
	CA_n48(2A)_BCS1
	1

	
	
	n261
	CA_n261(H-I)
	

	CA_n48(2A)-n261(2A-G)
	CA_n48A-n261A/G
	n48
	CA_n48(2A)_BCS1
	0

	
	
	n261
	CA_n261(2A-G)
	

	CA_n48(2A)-n261(2A-H)
	CA_n48A-n261A/G/H
	n48
	CA_n48(2A)_BCS1
	0

	
	
	n261
	CA_n261(2A-H)
	

	CA_n48(2A)-n261(2A-I)
	CA_n48A-n261A/G/H/I
	n48
	CA_n48(2A)_BCS1
	0

	
	
	n261
	CA_n261(2A-I)
	

	CA_n48(2A)-n261(2A)
	CA_n48A-n261A
	n48
	CA_n48(2A) BCS1
	0

	
	
	n261
	CA_n261(2A)
	

	CA_n48(2A)-n261(3A)
	CA_n48A-n261A
	n48
	CA_n48(2A)_BCS1
	0

	
	
	n261
	CA_n261(3A)
	

	CA_n48(2A)-n261(2G)
	CA_n48A-n261A/G
	n48
	CA_n48(2A)_BCS1
	0

	
	
	n261
	CA_n261(2G)
	

	CA_n48(2A)-n261(A-2G)
	CA_n48A-n261A/G
	n48
	CA_n48(2A)_BCS1
	0

	
	
	n261
	CA_n261(A-2G)
	

	CA_n48(2A)-n261(A-G)
	CA_n48A-n261A/G
	n48
	CA_n48(2A)_BCS1
	0

	
	
	n261
	CA_n261(A-G)
	

	CA_n48(2A)-n261(A-H)
	CA_n48A-n261A/G/H
	n48
	CA_n48(2A)_BCS1
	0

	
	
	n261
	CA_n261(A-H)
	

	CA_n48(2A)-n261(A-I)
	CA_n48A-n261A/G/H/I
	n48
	CA_n48(2A)_BCS1
	0

	
	
	n261
	CA_n261(A-I)
	

	CA_n48(2A)-n261(A-G-I)
	CA_n48A-n261A/G/H/I
	n48
	CA_n48(2A)
	0

	
	
	n261
	CA_n261(A-G-I)
	

	
	
	n48
	CA_n48(2A)_BCS1
	1

	
	
	n261
	CA_n261(A-G-I)
	

	CA_n48B-n261A
	CA_n48A-n261A
	n48
	CA_n48B
	0

	
	
	n261
	50, 100, 200, 400
	

	CA_n48B-n261G
	CA_n48A-n261A/G
	n48
	CA_n48B
	0

	
	
	n261
	CA_n261G
	

	CA_n48B-n261H
	CA_n48A-n261A/G/H
	n48
	CA_n48B
	0

	
	
	n261
	CA_n261H
	

	CA_n48B-n261I
	CA_n48A-n261A/G/H/I
	n48
	CA_n48B
	0

	
	
	n261
	CA_n261I
	

	CA_n48B-n261J
	CA_n48A-n261A/G/H/I
	n48
	CA_n48B
	0

	
	
	n261
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	n260
	CA_n260K
	

	CA_n48C-n260L
	CA_n48A-n260A
CA_n48A-n260G
CA_n48A-n260H
CA_n48A-n260I
	n48
	CA_n48C
	0

	
	
	n260
	CA_n260L
	

	CA_n48C-n260M
	CA_n48A-n260A
CA_n48A-n260G
CA_n48A-n260H
CA_n48A-n260I
	n48
	CA_n48C
	0

	
	
	n260
	CA_n260M
	

	CA_n48A-n263A

	CA_n48A-n263A
	n48
	5, 10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100
	0


	
	
	n263
	400, 800, 1600, 2000
	

	CA_n48A-n263G

	CA_n48A-n263A
	n48
	5, 10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100
	0


	
	
	n263
	CA_n263G
	

	CA_n48A-n263H
	CA_n48A-n263A
	n48
	5, 10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100
	0

	
	
	n263
	CA_n263H
	

	CA_n48A-n263I
	CA_n48A-n263A
	n48
	5, 10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100
	0

	
	
	n263
	CA_n263I
	

	CA_n48A-n263J
	CA_n48A-n263A
	n48
	5, 10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100
	0

	
	
	n263
	CA_n263J
	

	CA_n48A-n263K
	CA_n48A-n263A
	n48
	5, 10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100
	0

	
	
	n263
	CA_n263K
	

	CA_n48A-n263L
	CA_n48A-n263A
	n48
	5, 10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100
	0

	
	
	n263
	CA_n263L
	

	CA_n48A-n263M
	CA_n48A-n263A
	n48
	5, 10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100
	0

	
	
	n263
	CA_n263M
	

	CA_n48(2A)-n263A
	CA_n48A-n263A
	n48
	CA_n48(2A)
	0

	
	
	n263
	400, 800, 1600, 2000
	

	CA_n48(2A)-n263G
	CA_n48A-n263A
	n48
	CA_n48(2A)
	0

	
	
	n263
	CA_n263G
	

	CA_n48(2A)-n263H
	CA_n48A-n263A
	n48
	CA_n48(2A)
	0

	
	
	n263
	CA_n263H
	

	CA_n48(2A)-n263I
	CA_n48A-n263A
	n48
	CA_n48(2A)
	0

	
	
	n263
	CA_n263I
	

	CA_n48(2A)-n263J
	CA_n48A-n263A
	n48
	CA_n48(2A)
	0

	
	
	n263
	CA_n263J
	

	CA_n48(2A)-n263K
	CA_n48A-n263A
	n48
	CA_n48(2A)
	0

	
	
	n263
	CA_n263K
	

	CA_n48(2A)-n263L
	CA_n48A-n263A
	n48
	CA_n48(2A)
	0

	
	
	n263
	CA_n263L
	

	CA_n48(2A)-n263M
	CA_n48A-n263A
	n48
	CA_n48(2A)
	0

	
	
	n263
	CA_n263M
	

	CA_n48B-n263A
	CA_n48A-n263A
	n48
	CA_n48B
	0

	
	
	n263
	400, 800, 1600, 2000
	

	CA_n48B-n263G
	CA_n48A-n263A

	n48
	CA_n48B
	0

	
	
	n263
	CA_n263G
	

	CA_n48B-n263H
	CA_n48A-n263A

	n48
	CA_n48B
	0

	
	
	n263
	CA_n263H
	

	CA_n48B-n263I

	CA_n48A-n263A

	n48
	CA_n48B
	0

	
	
	n263
	CA_n263I
	

	CA_n48B-n263J
	CA_n48A-n263A
	n48
	CA_n48B
	0

	
	
	n263
	CA_n263J
	

	CA_n48B-n263K
	CA_n48A-n263A
	n48
	CA_n48B
	0

	
	
	n263
	CA_n263K
	

	CA_n48B-n263L
	CA_n48A-n263A

	n48
	CA_n48B
	0

	
	
	n263
	CA_n263L
	

	CA_n48B-n263M
	CA_n48A-n263A
	n48
	CA_n48B
	0

	
	
	n263
	CA_n263M
	

	CA_n48(A-B)-n263A
	CA_n48A-n263A
	n48
	CA_n48(A-B)
	0


	
	
	n263
	400, 800, 1600, 2000
	

	CA_n48(A-B)-n263G
	CA_n48A-n263A
	n48
	CA_n48(A-B)
	0

	
	
	n263
	CA_n263G
	

	CA_n48(A-B)-n263H
	CA_n48A-n263A
	n48
	CA_n48(A-B)
	0

	
	
	n263
	CA_n263H
	

	CA_n48(A-B)-n263I
	CA_n48A-n263A
	n48
	CA_n48(A-B)
	0

	
	
	n263
	CA_n263I
	

	CA_n48(A-B)-n263J
	CA_n48A-n263A
	n48
	CA_n48(A-B)
	0

	
	
	n263
	CA_n263J
	

	CA_n48(A-B)-n263K
	CA_n48A-n263A
	n48
	CA_n48(A-B)
	0

	
	
	n263
	CA_n263K
	

	CA_n48(A-B)-n263L
	CA_n48A-n263A
	n48
	CA_n48(A-B)
	0

	
	
	n263
	CA_n263L
	

	CA_n48(A-B)-n263M
	CA_n48A-n263A
	n48
	CA_n48(A-B)
	0

	
	
	n263
	CA_n263M
	

	CA_n48C-n263A
	CA_n48A-n263A
	n48
	CA_n48C
	0

	
	
	n263
	400, 800, 1600, 2000
	

	CA_n48C-n263G
	CA_n48A-n263A
	n48
	CA_n48C
	0

	
	
	n263
	CA_n263G
	

	CA_n48C-n263H
	CA_n48A-n263A
	n48
	CA_n48C
	0

	
	
	n263
	CA_n263H
	

	CA_n48C-n263I
	CA_n48A-n263A
	n48
	CA_n48C
	0

	
	
	n263
	CA_n263I
	

	CA_n48C-n263J
	CA_n48A-n263A
	n48
	CA_n48C
	0

	
	
	n263
	CA_n263J
	

	CA_n48C-n263K
	CA_n48A-n263A
	n48
	CA_n48C
	0

	
	
	n263
	CA_n263K
	

	CA_n48C-n263L
	CA_n48A-n263A
	n48
	CA_n48C
	0

	
	
	n263
	CA_n263L
	

	CA_n48C-n263M
	CA_n48A-n263A
	n48
	CA_n48C
	0

	
	
	n263
	CA_n263M
	

	CA_n48(3A)-n263A
	CA_n48A-n263A
	n48
	CA_n48(3A)
	0

	
	
	n263
	400, 800, 1600, 2000
	

	CA_n48(3A)-n263G
	CA_n48A-n263A
	n48
	CA_n48(3A)
	0

	
	
	n263
	CA_n263G
	

	CA_n48(3A)-n263H
	CA_n48A-n263A
	n48
	CA_n48(3A)
	0

	
	
	n263
	CA_n263H
	

	CA_n48(3A)-n263I
	CA_n48A-n263A
	n48
	CA_n48(3A)
	0

	
	
	n263
	CA_n263I
	

	CA_n48(3A)-n263J
	CA_n48A-n263A
	n48
	CA_n48(3A)
	0

	
	
	n263
	CA_n263J
	

	CA_n48(3A)-n263K
	CA_n48A-n263A
	n48
	CA_n48(3A)
	0

	
	
	n263
	CA_n263K
	

	CA_n48(3A)-n263L
	CA_n48A-n263A
	n48
	CA_n48(3A)
	0

	
	
	n263
	CA_n263L
	

	CA_n48(3A)-n263M
	CA_n48A-n263A
	n48
	CA_n48(3A)
	0

	
	
	n263
	CA_n263M
	

	CA_n48(4A)-n263A
	CA_n48A-n263A
	n48
	CA_n48(4A)
	0

	
	
	n263
	400, 800, 1600, 2000
	

	CA_n48(4A)-n263G
	CA_n48A-n263A
	n48
	CA_n48(4A)
	0

	
	
	n263
	CA_n263G
	

	CA_n48(4A)-n263H
	CA_n48A-n263A

	n48
	CA_n48(4A)
	0

	
	
	n263
	CA_n263H
	

	CA_n48(4A)-n263I
	CA_n48A-n263A

	n48
	CA_n48(4A)
	0

	
	
	n263
	CA_n263I
	

	CA_n48(4A)-n263J
	CA_n48A-n263A
	n48
	CA_n48(4A)
	0

	
	
	n263
	CA_n263J
	

	CA_n48(4A)-n263K
	CA_n48A-n263A

	n48
	CA_n48(4A)
	0

	
	
	n263
	CA_n263K
	

	CA_n48(4A)-n263L
	CA_n48A-n263A
	n48
	CA_n48(4A)
	0

	
	
	n263
	CA_n263L
	

	CA_n48(4A)-n263M
	CA_n48A-n263A
	n48
	CA_n48(4A)
	0

	
	
	n263
	CA_n263M
	



Table 5.5A.1-1l: Inter-band CA configurations and bandwidth combinations sets between FR1 and FR2 (two bands)
	NR CA configuration
	Uplink CA configuration 
	NR Band
	Channel bandwidth (MHz) (NOTE 3)
	Bandwidth combination set

	CA_n66A-n257A
	CA_n66A-n257A
	n66
	5, 10, 15, 20, 40
	4 and 5

	
	
	n257
	50, 100, 200, 400
	

	CA_n66A-n257G
	CA_n66A-n257A/G
	n66
	5, 10, 15, 20, 40
	4 and 5

	
	
	n257
	CA_n257G
	

	CA_n66A-n257H
	CA_n66A-n257A/G/H
	n66
	5, 10, 15, 20, 40
	4 and 5

	
	
	n257
	CA_n257H
	

	CA_n66A-n257I
	CA_n66A-n257A/G/H/I
	n66
	5, 10, 15, 20, 40
	4 and 5

	
	
	n257
	CA_n257I
	

	CA_n66A-n257G
	CA_n66A-n257A
CA_n66A-n257G
	n66
	5, 10, 15, 20, 40
	4 and 5

	
	
	n257
	CA_n257G
	

	CA_n66A-n257H
	CA_n66A-n257A
CA_n66A-n257G
CA_n66A-n257H
	n66
	5, 10, 15, 20, 40
	4 and 5

	
	
	n257
	CA_n257H
	

	CA_n66A-n257I
	CA_n66A-n257A
CA_n66A-n257G
CA_n66A-n257H
CA_n66A-n257I
	n66
	5, 10, 15, 20, 40
	4 and 5

	
	
	n257
	CA_n257I
	

	CA_n66A-n257O
	CA_n66A-n257A/O
	n66
	5, 10, 15, 20, 25, 30, 35, 40, 45
	0

	
	
	n257
	CA_n257O
	

	CA_n66A-n257P
	CA_n66A-n257A/O/P
	n66
	5, 10, 15, 20, 25, 30, 35, 40, 45
	0

	
	
	n257
	CA_n257P
	

	CA_n66A-n257Q
	CA_n66A-n257A/O/P/Q
	n66
	5, 10, 15, 20, 25, 30, 35, 40, 45
	0

	
	
	n257
	CA_n257Q
	

	CA_n66A-n258A
	CA_n66A-n258A
	n66
	5, 10, 15, 20, 40
	0

	
	
	n258
	50, 100, 200, 400
	

	CA_n66A-n258I
	CA_n66A-n258A/G/H/I
	n66
	5, 10, 15, 20, 25, 30, 35, 40, 45
	0

	
	
	n258
	CA_n258I
	

	CA_n66A-n258J
	CA_n66A-n258A/G/H/I/J
	n66
	5, 10, 15, 20, 25, 30, 35, 40, 45
	0

	
	
	n258
	CA_n258J
	

	CA_n66A-n258K
	CA_n66A-n258A/G/H/I/J/K
	n66
	5, 10, 15, 20, 25, 30, 35, 40, 45
	0

	
	
	n258
	CA_n258K
	

	CA_n66A-n258L
	CA_n66A-n258A/G/H/I/J/K/L
	n66
	5, 10, 15, 20, 25, 30, 35, 40, 45
	0

	
	
	n258
	CA_n258L
	

	CA_n66A-n258M
	CA_n66A-n258A/G/H/I/J/K/L/M
	n66
	5, 10, 15, 20, 25, 30, 35, 40, 45
	0

	
	
	n258
	CA_n258M
	

	CA_n66A-n258O
	CA_n66A-n258A/O
	n66
	5, 10, 15, 20, 25, 30, 35, 40, 45
	0

	
	
	n258
	CA_n258O
	

	CA_n66A-n258P
	CA_n66A-n258A/O/P
	n66
	5, 10, 15, 20, 25, 30, 35, 40, 45
	0

	
	
	n258
	CA_n258P
	

	CA_n66A-n258Q
	CA_n66A-n258A/O/P/Q
	n66
	5, 10, 15, 20, 25, 30, 35, 40, 45
	0

	
	
	n258
	CA_n258Q
	

	CA_n66A-n258(2A)
	CA_n66A-n258A
	n66
	5, 10, 15, 20, 40
	0

	
	
	n258
	CA_n258(2A)
	

	CA_n66A-n258(3A)
	CA_n66A-n258A
	n66
	5, 10, 15, 20, 40
	0

	
	
	n258
	CA_n258(3A)
	

	CA_n66A-n258(4A)
	CA_n66A-n258A
	n66
	5, 10, 15, 20, 40
	0

	
	
	n258
	CA_n258(4A)
	

	CA_n66A-n258(5A)
	CA_n66A-n258A
	n66
	5, 10, 15, 20, 40
	0

	
	
	n258
	CA_n258(5A)
	

	CA_n66A-n258G
	CA_n66A-n258A/G
	n66
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n258
	CA_n258G
	

	CA_n66A-n258(2G)
	CA_n66A-n258A/G
	n66
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n258
	CA_n258(2G)
	

	CA_n66A-n258H
	CA_n66A-n258A/G/H
	n66
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n258
	CA_n258H
	

	CA_n66A-n258(A-G)
	CA_n66A-n258A/G
	n66
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n258
	CA_n258(A-G)
	

	CA_n66A-n258(A-H)
	CA_n66A-n258A/G/H
	n66
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n258
	CA_n258(A-H)
	

	CA_n66A-n258(G-H)
	CA_n66A-n258A/G/H
	n66
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n258
	CA_n258(G-H)
	

	CA_n66A-n260A
	CA_n66A-n260A
	n66
	5, 10, 15, 20, 40
	0

	
	
	n260
	50, 100, 200, 400
	

	
	
	n66
	See n66 channel bandwidths in 1 Table 5.3.5-1
	4 and 5

	
	
	n260
	See n260 channel bandwidths in 1 Table 5.3.5-1
	

	CA_n66A-n260O
	CA_n66A-n260A/O
	n66
	5, 10, 15, 20, 25, 30, 35, 40, 45
	0

	
	
	n260
	CA_n260O
	

	CA_n66A-n260P
	CA_n66A-n260A/O/P
	n66
	5, 10, 15, 20, 25, 30, 35, 40, 45
	0

	
	
	n260
	CA_n260P
	

	CA_n66A-n260Q
	CA_n66A-n260A/O/P/Q
	n66
	5, 10, 15, 20, 25, 30, 35, 40, 45
	0

	
	
	n260
	CA_n260Q
	

	CA_n66A-n260(2A)
	CA_n66A-n260A
	n66
	5, 10, 15, 20, 40
	0

	
	
	n260
	CA_n260(2A)
	

	CA_n66A-n260(3A)
	CA_n66A-n260A
	n66
	5, 10, 15, 20, 40
	0

	
	
	n260
	CA_n260(3A)
	

	CA_n66A-n260(4A)
	CA_n66A-n260A
	n66
	5, 10, 15, 20, 40
	0

	
	
	n260
	CA_n260(4A)
	

	CA_n66A-n260(5A)
	CA_n66A-n260A
	n66
	5, 10, 15, 20, 40
	0

	
	
	n260
	CA_n260(5A)
	

	CA_n66A-n260(6A)
	CA_n66A-n260A
	n66
	5, 10, 15, 20, 40
	0

	
	
	n260
	CA_n260(6A)
	

	CA_n66A-n260(7A)
	CA_n66A-n260A
	n66
	5, 10, 15, 20, 40
	0

	
	
	n260
	CA_n260(7A)
	

	CA_n66A-n260(8A)
	CA_n66A-n260A
	n66
	5, 10, 15, 20, 40
	0

	
	
	n260
	CA_n260(8A)
	

	CA_n66A-n260G
	CA_n66A-n260A/G
	n66
	5, 10, 15, 20, 40
	0

	
	
	n260
	CA_n260G
	

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	1

	
	
	n260
	CA_n260G
	

	
	
	n66
	See n66 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n260
	CA_n260G
	

	CA_n66A-n260H
	CA_n66A-n260A/G/H
	n66
	5, 10, 15, 20, 40
	0

	
	
	n260
	CA_n260H
	

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	1

	
	
	n260
	CA_n260H
	

	
	
	n66
	See n66 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n260
	CA_n260H
	

	CA_n66A-n260I
	CA_n66A-n260A/G/H/I
	n66
	5, 10, 15, 20, 40
	0

	
	
	n260
	CA_n260I
	

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	1

	
	
	n260
	CA_n260I
	

	
	
	n66
	See n66 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n260
	CA_n260I
	

	CA_n66A-n260J
	CA_n66A-n260A/G/H/I/J
	n66
	5, 10, 15, 20, 40
	0

	
	
	n260
	CA_n260J
	

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	1

	
	
	n260
	CA_n260J
	

	
	
	n66
	See n66 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n260
	CA_n260J
	

	CA_n66A-n260K
	CA_n66A-n260A/G/H/I/J/K
	n66
	5, 10, 15, 20, 40
	0

	
	
	n260
	CA_n260K
	

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	1

	
	
	n260
	CA_n260K
	

	
	
	n66
	See n66 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n260
	CA_n260K
	

	CA_n66A-n260L
	CA_n66A-n260A/G/H/I/J/K/L
	n66
	5, 10, 15, 20, 40
	0

	
	
	n260
	CA_n260L
	

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	1

	
	
	n260
	CA_n260L
	

	
	
	n66
	See n66 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n260
	CA_n260L
	

	CA_n66A-n260M
	CA_n66A-n260A/G/H/I/J/K/L/M
	n66
	5, 10, 15, 20, 40
	0

	
	
	n260
	CA_n260M
	

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	1

	
	
	n260
	CA_n260M
	

	
	
	n66
	See n66 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n260
	CA_n260M
	

	CA_n66A-n260R2
	CA_n66A-n260A/R2
	n66
	5, 10, 15, 20, 40
	0

	
	
	n260
	CA_n260R2
	

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	1

	
	
	n260
	CA_n260R2
	

	CA_n66A-n260R3
	CA_n66A-n260A/R2/R3
	n66
	5, 10, 15, 20, 40
	0

	
	
	n260
	CA_n260R3
	

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	1

	
	
	n260
	CA_n260R3
	

	CA_n66A-n260R4
	CA_n66A-n260A/R2/R3/R4
	n66
	5, 10, 15, 20, 40
	0

	
	
	n260
	CA_n260R4
	

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	1

	
	
	n260
	CA_n260R4
	

	CA_n66A-n260R5
	CA_n66A-n260A/R2/R3/R4
	n66
	5, 10, 15, 20, 40
	0

	
	
	n260
	CA_n260R5
	

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	1

	
	
	n260
	CA_n260R5
	

	CA_n66A-n260R6
	CA_n66A-n260A/R2/R3/R4
	n66
	5, 10, 15, 20, 40
	0

	
	
	n260
	CA_n260R6
	

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	1

	
	
	n260
	CA_n260R6
	

	CA_n66A-n260R7
	CA_n66A-n260A/R2/R3/R4
	n66
	5, 10, 15, 20, 40
	0

	
	
	n260
	CA_n260R7
	

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	1

	
	
	n260
	CA_n260R7
	

	CA_n66A-n260R8
	CA_n66A-n260A/R2/R3/R4
	n66
	5, 10, 15, 20, 40
	0

	
	
	n260
	CA_n260R8
	

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	1

	
	
	n260
	CA_n260R8
	

	CA_n66A-n260R9
	CA_n66A-n260A/R2/R3/R4
	n66
	5, 10, 15, 20, 40
	0

	
	
	n260
	CA_n260R9
	

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	1

	
	
	n260
	CA_n260R9
	

	CA_n66A-n260R10
	CA_n66A-n260A/R2/R3/R4
	n66
	5, 10, 15, 20, 40
	0

	
	
	n260
	CA_n260R10
	

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	1

	
	
	n260
	CA_n260R10
	

	CA_n66(2A)-n260A
	CA_n66A-n260A
	n66
	CA_n66(2A)_BCS1
	0

	
	
	n260
	50, 100, 200, 400
	

	CA_n66(2A)-n260G
	CA_n66A-n260A/G
	n66
	CA_n66(2A)_BCS1
	0

	
	
	n260
	CA_n260G
	

	CA_n66(2A)-n260H
	CA_n66A-n260A/G/H
	n66
	CA_n66(2A)_BCS1
	0

	
	
	n260
	CA_n260H
	

	CA_n66(2A)-n260I
	CA_n66A-n260A/G/H/I
	n66
	CA_n66(2A)_BCS1
	0

	
	
	n260
	CA_n260I
	

	CA_n66(2A)-n260J
	CA_n66A-n260A/G/H/I/J
	n66
	CA_n66(2A)_BCS1
	0

	
	
	n260
	CA_n260J
	

	CA_n66(2A)-n260K
	CA_n66A-n260A/G/H/I/J/K
	n66
	CA_n66(2A)_BCS1
	0

	
	
	n260
	CA_n260K
	

	CA_n66(2A)-n260L
	CA_n66A-n260A/G/H/I/J/K/L
	n66
	CA_n66(2A)_BCS1
	0

	
	
	n260
	CA_n260L
	

	CA_n66(2A)-n260M
	CA_n66A-n260A/G/H/I/J/K/L/M
	n66
	CA_n66(2A)_BCS1
	0

	
	
	n260
	CA_n260M
	

	CA_n66A-n261A
	CA_n66A-n261A
	n66
	5, 10, 15, 20, 40
	0

	
	
	n261
	50, 100, 200, 400
	

	
	
	n66
	See n66 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n261
	See n261 channel bandwidths in Table 5.3.5-1
	

	CA_n66A-n261(2A)
	CA_n66A-n261A
	n66
	5, 10, 15, 20, 40
	0

	
	
	n261
	CA_n261(2A)
	

	
	
	n66
	See n66 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n261
	CA_n261(2A)
	

	CA_n66A-n261(3A)
	CA_n66A-n261A
	n66
	5, 10, 15, 20, 40
	0

	
	
	n261
	CA_n261(3A)
	

	CA_n66A-n261(4A)
	CA_n66A-n261A
	n66
	5, 10, 15, 20, 40
	0

	
	
	n261
	CA_n261(4A)
	

	CA_n66A-n261G
	CA_n66A-n261A/G
	n66
	5, 10, 15, 20, 40
	0

	
	
	n261
	CA_n261G
	

	
	
	n66
	See n66 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n261
	CA_n261G
	

	CA_n66A-n261H
	CA_n66A-n261A/G/H
	n66
	5, 10, 15, 20, 40
	0

	
	
	n261
	CA_n261H
	

	
	
	n66
	See n66 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n261
	CA_n261H
	

	CA_n66A-n261I
	CA_n66A-n261A/G/H/I
	n66
	5, 10, 15, 20, 40
	0

	
	
	n261
	CA_n261I
	

	
	
	n66
	See n66 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n261
	CA_n261I
	

	CA_n66A-n261J
	CA_n66A-n261A/G/H/I
	n66
	5, 10, 15, 20, 40
	0

	
	
	n261
	CA_n261J
	

	
	CA_n66A-n261A/G/H/I/J
	n66
	See n66 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n261
	CA_n261J
	

	CA_n66A-n261K
	CA_n66A-n261A/G/H/I
	n66
	5, 10, 15, 20, 40
	0

	
	
	n261
	CA_n261K
	

	
	CA_n66A-n261A/G/H/I/J/K
	n66
	See n66 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n261
	CA_n261K
	

	CA_n66A-n261L
	CA_n66A-n261A/G/H/I
	n66
	5, 10, 15, 20, 40
	0

	
	
	n261
	CA_n261L
	

	
	CA_n66A-n261A/G/H/I/J/K/L
	n66
	See n66 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n261
	CA_n261L
	

	CA_n66A-n261M
	CA_n66A-n261A/G/H/I
	n66
	5, 10, 15, 20, 40
	0

	
	
	n261
	CA_n261M
	

	
	CA_n66A-n261A/G/H/I/J/K/L/M
	n66
	See n66 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n261
	CA_n261M
	

	CA_n66A-n261O
	CA_n66A-n261A
	n66
	5, 10, 15, 20, 40
	0

	
	
	n261
	CA_n261O
	

	CA_n66A-n261P
	CA_n66A-n261A
	n66
	5, 10, 15, 20, 40
	0

	
	
	n261
	CA_n261P
	

	CA_n66A-n261Q
	CA_n66A-n261A
	n66
	5, 10, 15, 20, 40
	0

	
	
	n261
	CA_n261Q
	

	CA_n66A-n261(2G)
	CA_n66A-n261A/G
	n66
	5, 10, 15, 20, 40
	0

	
	
	n261
	CA_n261(2G)
	

	CA_n66A-n261(2H)
	CA_n66A-n261A/G/H
	n66
	5, 10, 15, 20, 40
	0

	
	
	n261
	CA_n261(2H)
	

	CA_n66A-n261(2I)
	CA_n66A-n261A/G/H/I
	n66
	5, 10, 15, 20, 40
	0

	
	
	n261
	CA_n261(2I)
	

	CA_n66A-n261(A-G)
	CA_n66A-n261A/G
	n66
	5, 10, 15, 20, 40
	0

	
	
	n261
	CA_n261(A-G)
	

	CA_n66A-n261(A-H)
	CA_n66A-n261A/G/H
	n66
	5, 10, 15, 20, 40
	0

	
	
	n261
	CA_n261(A-H)
	

	CA_n66A-n261(A-I)
	CA_n66A-n261A/G/H/I
	n66
	5, 10, 15, 20, 40
	0

	
	
	n261
	CA_n261(A-I)
	

	CA_n66A-n261(A-J)
	CA_n66A-n261A/G/H/I
	n66
	5, 10, 15, 20, 40
	0

	
	
	n261
	CA_n261(A-J)
	

	CA_n66A-n261(A-K)
	CA_n66A-n261A/G/H/I
	n66
	5, 10, 15, 20, 40
	0

	
	
	n261
	CA_n261(A-K)
	

	CA_n66A-n261(A-L)
	CA_n66A-n261A/G/H/I
	n66
	5, 10, 15, 20, 40
	0

	
	
	n261
	CA_n261(A-L)
	

	CA_n66A-n261(G-H)
	CA_n66A-n261A/G/H
	n66
	5, 10, 15, 20, 40
	0

	
	
	n261
	CA_n261(G-H)
	

	CA_n66A-n261(H-I)
	CA_n66A-n261A/G/H/
	n66
	5, 10, 15, 20, 40
	0

	
	
	n261
	CA_n261(H-I)
	

	CA_n66A-n261(G-I)
	CA_n66A-n261A/G/H/I
	n66
	5, 10, 15, 20, 40
	0

	
	
	n261
	CA_n261(G-I)
	

	CA_n66A-n261(A-G-H)
	CA_n66A-n261A/G/H
	n66
	5, 10, 15, 20, 40
	0

	
	
	n261
	CA_n261(A-G-H)
	

	CA_n66A-n261(A-G-I)
	CA_n66A-n261A/G/H/I
	n66
	5, 10, 15, 20, 40
	0

	
	
	n261
	CA_n261(A-G-I)
	

	CA_n66A-n261(2A-H)
	CA_n66A-n261A/G/H
	n66
	5, 10, 15, 20, 40
	0

	
	
	n261
	CA_n261(2A-H)
	

	CA_n66A-n261(2A-G)
	CA_n66A-n261A/G
	n66
	5, 10, 15, 20, 40
	0

	
	
	n261
	CA_n261(2A-G)
	

	CA_n66A-n261(2A-I)
	CA_n66A-n261A/G/H/I
	n66
	5, 10, 15, 20, 40
	0

	
	
	n261
	CA_n261(2A-I)
	

	CA_n66A-n261(A-2G)
	CA_n66A-n261A/G
	n66
	5, 10, 15, 20, 40
	0

	
	
	n261
	CA_n261(A-2G)
	

	CA_n71A-n257A
	-
	n71
	5, 10, 15, 20
	0

	
	
	n257
	50, 100, 200, 400
	

	
	CA_n71A-n257A
	n71
	See n71 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n257
	CA_n257A
	

	CA_n71A-n257G
	CA_n71A-n257A/G
	n71
	See n71 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n257
	CA_n257G
	

	CA_n71A-n257H
	CA_n71A-n257A/G/H
	n71
	See n71 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n257
	CA_n257H
	

	CA_n71A-n257I
	CA_n71A-n257A/G/H/I
	n71
	See n71 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n257
	CA_n257I
	

	CA_n71A-n257O
	CA_n71A-n257A/O
	n71
	5, 10, 15, 20, 25, 30, 35
	0

	
	
	n257
	CA_n257O
	

	CA_n71A-n257P
	CA_n71A-n257A/O/P
	n71
	5, 10, 15, 20, 25, 30, 35
	0

	
	
	n257
	CA_n257P
	

	CA_n71A-n257Q
	CA_n71A-n257A/O/P/Q
	n71
	5, 10, 15, 20, 25, 30, 35
	0

	
	
	n257
	CA_n257Q
	

	CA_n71A-n258A
	CA_n71A-n258A
	n71
	5, 10, 15, 20, 25, 30, 35
	0

	
	
	n258
	50, 100, 200, 400
	

	CA_n71A-n258G
	CA_n71A-n258A/G
	n71
	5, 10, 15, 20, 25, 30, 35
	0

	
	
	n258
	CA_n258G
	

	CA_n71A-n258H
	CA_n71A-n258A/G/H
	n71
	5, 10, 15, 20, 25, 30, 35
	0

	
	
	n258
	CA_n258H
	

	CA_n71A-n258I
	CA_n71A-n258A/G/H/I
	n71
	5, 10, 15, 20, 25, 30, 35
	0

	
	
	n258
	CA_n258I
	

	CA_n71A-n258J
	CA_n71A-n258A/G/H/I/J
	n71
	5, 10, 15, 20, 25, 30, 35
	0

	
	
	n258
	CA_n258J
	

	CA_n71A-n258K
	CA_n71A-n258A/G/H/I/J/K
	n71
	5, 10, 15, 20, 25, 30, 35
	0

	
	
	n258
	CA_n258K
	

	CA_n71A-n258L
	CA_n71A-n258A/G/H/I/J/K/L
	n71
	5, 10, 15, 20, 25, 30, 35
	0

	
	
	n258
	CA_n258L
	

	CA_n71A-n258M
	CA_n71A-n258A/G/H/I/J/K/L/M
	n71
	5, 10, 15, 20, 25, 30, 35
	0

	
	
	n258
	CA_n258M
	

	CA_n71A-n258O
	CA_n71A-n258A/O
	n71
	5, 10, 15, 20, 25, 30, 35
	0

	
	
	n258
	CA_n258O
	

	CA_n71A-n258P
	CA_n71A-n258A/O/P
	n71
	5, 10, 15, 20, 25, 30, 35
	0

	
	
	n258
	CA_n258P
	

	CA_n71A-n258Q
	CA_n71A-n258A/O/P/Q
	n71
	5, 10, 15, 20, 25, 30, 35
	0

	
	
	n258
	CA_n258Q
	

	CA_n71A-n260A
	-
	n71
	5, 10, 15, 20
	0

	
	
	n260
	50, 100, 200, 400
	

	CA_n71A-n260O
	CA_n71A-n260A/O
	n71
	5, 10, 15, 20, 25, 30, 35
	0

	
	
	n260
	CA_n260O
	

	CA_n71A-n260P
	CA_n71A-n260A/O/P
	n71
	5, 10, 15, 20, 25, 30, 35
	0

	
	
	n260
	CA_n260P
	

	CA_n71A-n260Q
	CA_n71A-n260A/O/P/Q
	n71
	5, 10, 15, 20, 25, 30, 35
	0

	
	
	n260
	CA_n260Q
	

	CA_n71A-n260(2A)
	-
	n71
	5, 10, 15, 20
	0

	
	
	n260
	CA_n260(2A)
	

	CA_n71A-n260(3A)
	-
	n71
	5, 10, 15, 20
	0

	
	
	n260
	CA_n260(3A)
	

	CA_n71A-n260(4A)
	-
	n71
	5, 10, 15, 20
	0

	
	
	n260
	CA_n260(4A)
	

	CA_n71A-n261A
	-
	n71
	5, 10, 15, 20
	0

	
	
	n261
	50, 100, 200, 400
	

	CA_n71A-n261G
	CA_n71A-n261A/G
	n71
	5, 10, 15, 20, 25, 30, 35
	0

	
	
	n261
	CA_n261G
	

	CA_n71A-n261H
	CA_n71A-n261A/G/H
	n71
	5, 10, 15, 20, 25, 30, 35
	0

	
	
	n261
	CA_n261H
	

	CA_n71A-n261I
	CA_n71A-n261A/G/H/I
	n71
	5, 10, 15, 20, 25, 30, 35
	0

	
	
	n261
	CA_n261I
	

	CA_n71A-n261J
	CA_n71A-n261A/G/H/I/J
	n71
	5, 10, 15, 20, 25, 30, 35
	0

	
	
	n261
	CA_n261J
	

	CA_n71A-n261K
	CA_n71A-n261A/G/H/I/J/K
	n71
	5, 10, 15, 20, 25, 30, 35
	0

	
	
	n261
	CA_n261K
	

	CA_n71A-n261L
	CA_n71A-n261A/G/H/I/J/K/L
	n71
	5, 10, 15, 20, 25, 30, 35
	0

	
	
	n261
	CA_n261L
	

	CA_n71A-n261M
	CA_n71A-n261A/G/H/I/J/K/L/M
	n71
	5, 10, 15, 20, 25, 30, 35
	0

	
	
	n261
	CA_n261M
	

	CA_n71A-n261O
	CA_n71A-n261A/O
	n71
	5, 10, 15, 20, 25, 30, 35
	0

	
	
	n261
	CA_n261O
	

	CA_n71A-n261P
	CA_n71A-n261A/O/P
	n71
	5, 10, 15, 20, 25, 30, 35
	0

	
	
	n261
	CA_n261P
	

	CA_n71A-n261Q
	CA_n71A-n261A/O/P/Q
	n71
	5, 10, 15, 20, 25, 30, 35
	0

	
	
	n261
	CA_n261Q
	

	CA_n71A-n261(2A)
	-
	n71
	5, 10, 15, 20
	0

	
	
	n261
	CA_n261(2A)
	



Table 5.5A.1-1m: Inter-band CA configurations and bandwidth combinations sets between FR1 and FR2 (two bands)
	NR CA configuration
	Uplink CA configuration 
	NR Band
	Channel bandwidth (MHz) (NOTE 3)
	Bandwidth combination set

	CA_n77A-n257A
	CA_n77A-n257A
	n77
	10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n257
	50, 100, 200, 400
	

	CA_n77A-n257D
	CA_n77A-n257A/D
	n77
	10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n257
	CA_n257D
	

	CA_n77A-n257E
	CA_n77A-n257A
	n77
	10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n257
	CA_n257E
	

	CA_n77A-n257F
	CA_n77A-n257A
	n77
	10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n257
	CA_n257F
	

	CA_n77A-n257G
	CA_n257G
CA_n77A-n257A/G
	n77
	10, 15, 20, 40, 50, 60, 80, 100
	0

	
	
	n257
	CA_n257G
	

	CA_n77A-n257H
	CA_n257G/H
CA_n77A-n257A/G/H
	n77
	10, 15, 20, 40, 50, 60, 80, 100
	0

	
	
	n257
	CA_n257H
	

	CA_n77A-n257I
	CA_n257G/H/I
CA_n77A-n257A/G/H/I
	n77
	10, 15, 20, 40, 50, 60, 80, 100
	0

	
	
	n257
	CA_n257I
	

	CA_n77A-n257J
	CA_n257G/H/I/J
CA_n77A-n257A/G/H/I/J
	n77
	10, 15, 20, 40, 50, 60, 80, 100
	0

	
	
	n257
	CA_n257J
	

	CA_n77A-n257K
	CA_n257G/H/I/J/K
CA_n77A-n257A/G/H/I/J/K
	n77
	10, 15, 20, 40, 50, 60, 80, 100
	0

	
	
	n257
	CA_n257K
	

	CA_n77A-n257L
	CA_n257G/H/I/J/K/L
CA_n77A-n257A/G/H/I/J/K/L
	n77
	10, 15, 20, 40, 50, 60, 80, 100
	0

	
	
	n257
	CA_n257L
	

	CA_n77A-n257M
	CA_n257G/H/I/J/K/L/M
CA_n77A-n257A/G/H/I/J/K/L/M
	n77
	10, 15, 20, 40, 50, 60, 80, 100
	0

	
	
	n257
	CA_n257M
	

	CA_n77A-n257O
	CA_n77A-n257A/O
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	0

	
	
	n257
	CA_n257O
	

	CA_n77A-n257P
	CA_n77A-n257A/O/P
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	0

	
	
	n257
	CA_n257P
	

	CA_n77A-n257Q
	CA_n77A-n257A/O/P/Q
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	0

	
	
	n257
	CA_n257Q
	

	CA_n77A-n257(2A)
	CA_n77A-n257A
	n77
	10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n257
	CA_n257(2A)
	

	CA_n77A-n257(2G)
	CA_n77A-n257A/G
	n77
	10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n257
	CA_n257(2G)
	

	CA_n77A-n257(A-G)
	CA_n77A-n257A/G
	n77
	10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n257
	CA_n257(A-G)
	

	CA_n77C-n257A
	CA_n77A-n257A
	n77
	CA_n77C
	0

	
	
	n257
	50, 100, 200, 400
	

	CA_n77C-n257D
	CA_n77A-n257A
	n77
	CA_n77C
	0

	
	
	n257
	CA_n257D
	

	CA_n77C-n257E
	CA_n77A-n257A
	n77
	CA_n77C
	0

	
	
	n257
	CA_n257E
	

	CA_n77C-n257F
	CA_n77A-n257A
	n77
	CA_n77C
	0

	
	
	n257
	CA_n257F
	

	CA_n77C-n257G
	CA_n77A-n257A
	n77
	CA_n77C
	0

	
	
	n257
	CA_n257G
	

	CA_n77C-n257H
	CA_n77A-n257A
	n77
	CA_n77C
	0

	
	
	n257
	CA_n257H
	

	CA_n77C-n257I
	CA_n77A-n257A
	n77
	CA_n77C
	0

	
	
	n257
	CA_n257I
	

	CA_n77C-n257J
	CA_n77A-n257A
	n77
	CA_n77C
	0

	
	
	n257
	CA_n257J
	

	CA_n77C-n257K
	CA_n77A-n257A
	n77
	CA_n77C
	0

	
	
	n257
	CA_n257K
	

	CA_n77C-n257L
	CA_n77A-n257A
	n77
	CA_n77C
	0

	
	
	n257
	CA_n257L
	

	CA_n77C-n257M
	CA_n77A-n257A
	n77
	CA_n77C
	0

	
	
	n257
	CA_n257M
	

	CA_n77(2A)-n257A
	CA_n77A-n257A
	n77
	CA_n77(2A)
	0

	
	
	n257
	50, 100, 200, 400
	

	CA_n77(2A)-n257D
	CA_n77A-n257A/D
	n77
	CA_n77(2A)
	0

	
	
	n257
	CA_n257D
	

	CA_n77(2A)-n257G
	CA_n77A-n257A/G
	n77
	CA_n77(2A)
	0

	
	
	n257
	CA_n257G
	

	CA_n77(2A)-n257H
	CA_n77A-n257A/G/H
	n77
	CA_n77(2A)
	0

	
	
	n257
	CA_n257H
	

	CA_n77(2A)-n257I
	CA_n77A-n257A/G/H/I
	n77
	CA_n77(2A)
	0

	
	
	n257
	CA_n257I
	

	CA_n77(2A)-n257J
	CA_n77A-n257A/G/H/I/J
	n77
	CA_n77(2A)
	0

	
	
	n257
	CA_n257J
	

	CA_n77(2A)-n257K
	CA_n77A-n257A/G/H/I/J/K
	n77
	CA_n77(2A) 
	0

	
	
	n257
	CA_n257K 
	

	CA_n77(2A)-n257L
	CA_n77A-n257A/G/H/I/J/K/L
	n77
	CA_n77(2A) 
	0

	
	
	n257
	CA_n257L 
	

	CA_n77(2A)-n257M
	CA_n77A-n257A/G/H/I/J/K/L/M
	n77
	CA_n77(2A)
	0

	
	
	n257
	CA_n257M
	

	CA_n77(3A)-n257A
	CA_n77A-n257A
	n77
	CA_n77(3A)
	0

	
	
	n257
	50, 100, 200, 400
	

	CA_n77(3A)-n257D
	CA_n77A-n257A/D
	n77
	CA_n77(3A)
	0

	
	
	n257
	CA_n257D
	

	CA_n77(3A)-n257G
	CA_n77A-n257A/G
	n77
	CA_n77(3A)
	0

	
	
	n257
	CA_n257G
	

	CA_n77(3A)-n257H
	CA_n77A-n257A/G/H
	n77
	CA_n77(3A)
	0

	
	
	n257
	CA_n257H
	

	CA_n77(3A)-n257I
	CA_n77A-n257A/G/H/I
	n77
	CA_n77(3A)
	0

	
	
	n257
	CA_n257I
	

	CA_n77A-n258A
	CA_n77A-n258A
	n77
	10, 15, 20, 40, 50, 60, 80, 100
	0

	
	
	n258
	50, 100, 200, 400
	

	CA_n77A-n258D
	CA_n77A-n258A/D
	n77
	10, 15, 20, 40, 50, 60, 80, 100
	0

	
	
	n258
	CA_n258D
	

	CA_n77A-n258G
	CA_n77A-n258A/G
	n77
	10, 15, 20, 40, 50, 60, 80, 100
	0

	
	
	n258
	CA_n258G
	

	CA_n77A-n258H
	CA_n77A-n258A/G/H
	n77
	10, 15, 20, 40, 50, 60, 80, 100
	0

	
	
	n258
	CA_n258H
	

	CA_n77A-n258I
	CA_n77A-n258A/G/H/I
	n77
	10, 15, 20, 40, 50, 60, 80, 100
	0

	
	
	n258
	CA_n258I
	

	CA_n77A-n258J
	CA_n77A-n258A/G/H/I/J
	n77
	10, 15, 20, 40, 50, 60, 80, 100
	0

	
	
	n258
	CA_n258J
	

	CA_n77A-n258K
	CA_n77A-n258A/G/H/I/J/K
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	0

	
	
	n258
	CA_n258K
	

	CA_n77A-n258L
	CA_n77A-n258A/G/H/I/J/K/L
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	0

	
	
	n258
	CA_n258L
	

	CA_n77A-n258M
	CA_n77A-n258A/G/H/I/J/K/L/M
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	0

	
	
	n258
	CA_n258M
	

	CA_n77A-n258O
	CA_n77A-n258A/O
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	0

	
	
	n258
	CA_n258O
	

	CA_n77A-n258P
	CA_n77A-n258A/O/P
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	0

	
	
	n258
	CA_n258P
	

	CA_n77A-n258Q
	CA_n77A-n258A/O/P/Q
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	0

	
	
	n258
	CA_n258Q
	

	CA_n77(2A)-n258A
	CA_n77A-n258A
	n77
	CA_n77(2A)
	0

	
	
	n258
	50, 100, 200, 400
	

	CA_n77(2A)-n258D
	CA_n77A-n258A/D
	n77
	CA_n77(2A)
	0

	
	
	n258
	CA_n258D
	

	CA_n77(2A)-n258G
	CA_n77A-n258A/G
	n77
	CA_n77(2A)
	0

	
	
	n258
	CA_n258G
	

	CA_n77(2A)-n258H
	CA_n77A-n258A/G/H
	n77
	CA_n77(2A)
	0

	
	
	n258
	CA_n258H
	

	CA_n77(2A)-n258I
	CA_n77A-n258A/G/H/I
	n77
	CA_n77(2A)
	0

	
	
	n258
	CA_n258I
	

	CA_n77(2A)-n258J
	CA_n77A-n258A/G/H/I/J
	n77
	CA_n77(2A)
	0

	
	
	n258
	CA_n258J
	

	CA_n77(3A)-n258A
	CA_n77A-n258A
	n77
	CA_n77(3A)
	0

	
	
	n258
	50, 100, 200, 400
	

	CA_n77(3A)-n258D
	CA_n77A-n258A/D
	n77
	CA_n77(3A)
	0

	
	
	n258
	CA_n258D
	

	CA_n77(3A)-n258G
	CA_n77A-n258A/G
	n77
	CA_n77(3A)
	0

	
	
	n258
	CA_n258G
	

	CA_n77(3A)-n258H
	CA_n77A-n258A/G/H
	n77
	CA_n77(3A)
	0

	
	
	n258
	CA_n258H
	

	CA_n77(3A)-n258I
	CA_n77A-n258A/G/H/I
	n77
	CA_n77(3A)
	0

	
	
	n258
	CA_n258I
	

	CA_n77(3A)-n258J
	CA_n77A-n258A/G/H/I/J
	n77
	CA_n77(3A)
	0

	
	
	n258
	CA_n258J
	

	CA_n77A-n258(2A)
	CA_n77A-n258A
	n77
	10, 15, 20, 40, 50, 60, 80, 100
	0

	
	
	n258
	CA_n258(2A)
	

	CA_n77A-n258(2G)
	CA_n77A-n258A/G
	n77
	10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n258
	CA_n258(2G)
	

	CA_n77A-n258(3A)
	CA_n77A-n258A
	n77
	10, 15, 20, 40, 50, 60, 80, 100
	0

	
	
	n258
	CA_n258(3A)
	

	CA_n77A-n258(4A)
	CA_n77A-n258A
	n77
	10, 15, 20, 40, 50, 60, 80, 100
	0

	
	
	n258
	CA_n258(4A)
	

	CA_n77A-n258(5A)
	CA_n77A-n258A
	n77
	10, 15, 20, 40, 50, 60, 80, 100
	0

	
	
	n258
	CA_n258(5A)
	

	CA_n77A-n258(A-G)
	CA_n77A-n258A/G
	n77
	10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n258
	CA_n258(A-G)
	

	CA_n77A-n259A
	CA_n77A-n259A
	n77
	10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n259
	50, 100, 200, 400
	

	CA_n77A-n259G
	CA_n259G
CA_n77A-n259A/G
	n77
	10, 15, 20, 40, 50, 60, 80, 100
	0

	
	
	n259
	CA_n259G
	

	CA_n77A-n259H
	CA_n259G/H
CA_n77A-n259A/G/H
	n77
	10, 15, 20, 40, 50, 60, 80, 100
	0

	
	
	n259
	CA_n259H
	

	CA_n77A-n259I
	CA_n259G/H/I
CA_n77A-n259A/G/H/I
	n77
	10, 15, 20, 40, 50, 60, 80, 100
	0

	
	
	n259
	CA_n259I
	

	CA_n77A-n259J
	CA_n259G/H/I/J
CA_n77A-n259A/G/H/I/J
	n77
	10, 15, 20, 40, 50, 60, 80, 100
	0

	
	
	n259
	CA_n259J
	

	CA_n77A-n259K
	CA_n259G/H/I/J/K
CA_n77A-n259A/G/H/I/J/K
	n77
	10, 15, 20, 40, 50, 60, 80, 100
	0

	
	
	n259
	CA_n259K
	

	CA_n77A-n259L
	CA_n259G/H/I/J/K/L
CA_n77A-n259A/G/H/I/J/K/L
	n77
	10, 15, 20, 40, 50, 60, 80, 100
	0

	
	
	n259
	CA_n259L
	

	CA_n77A-n259M
	CA_n259G/H/I/J/K/L/M
CA_n77A-n259A/G/H/I/J/K/L/M
	n77
	10, 15, 20, 40, 50, 60, 80, 100
	0

	
	
	n259
	CA_n259M
	

	CA_n77A-n260A
	CA_n77A-n260A
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	0

	
	
	n260
	50, 100, 200, 400
	

	
	
	n77
	See n77 channel bandwidths in Table 5.3.5-1
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	n260
	See n260 channel bandwidths in Table 5.3.5-1
	

	CA_n77A-n260G
	CA_n77A-n260A/G
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	0

	
	
	n260
	CA_n260G
	

	
	
	n77
	See n77 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n260
	CA_n260G
	

	CA_n77A-n260H
	CA_n77A-n260A/G/H
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	0

	
	
	n260
	CA_n260H
	

	
	
	n77
	See n77 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n260
	CA_n260H
	

	CA_n77A-n260I
	CA_n77A-n260A/G/H/I
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	0

	
	
	n260
	CA_n260I
	

	
	
	n77
	See n77 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n260
	CA_n260I
	

	CA_n77A-n260J
	CA_n77A-n260A/G/H/I/J
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	0

	
	
	n260
	CA_n260J
	

	
	
	n77
	See n77 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n260
	CA_n260J
	

	CA_n77A-n260K
	CA_n77A-n260A/G/H/I/J/K
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	0

	
	
	n260
	CA_n260K
	

	
	
	n77
	See n77 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n260
	CA_n260K
	

	CA_n77A-n260L
	CA_n77A-n260A/G/H/I/J/K/L
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	0

	
	
	n260
	CA_n260L
	

	
	
	n77
	See n77 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n260
	CA_n260L
	

	CA_n77A-n260M
	CA_n77A-n260A/G/H/I/J/K/L/M
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	0

	
	
	n260
	CA_n260M
	

	
	
	n77
	See n77 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n260
	CA_n260M
	

	CA_n77A-n260O
	CA_n77A-n260A/O
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	0

	
	
	n260
	CA_n260O
	

	CA_n77A-n260P
	CA_n77A-n260A/O/P
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	0

	
	
	n260
	CA_n260P
	

	CA_n77A-n260Q
	CA_n77A-n260A/O/P/Q
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	0

	
	
	n260
	CA_n260Q
	

	CA_n77A-n260R2
	CA_n77A-n260A/R2
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	0

	
	
	n260
	CA_n260R2
	

	CA_n77A-n260R3
	CA_n77A-n260A/R2/R3
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	0

	
	
	n260
	CA_n260R3
	

	CA_n77A-n260R4
	CA_n77A-n260A/R2/R3/R4
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	0

	
	
	n260
	CA_n260R4
	

	CA_n77A-n260R5
	CA_n77A-n260A/R2/R3/R4
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	0

	
	
	n260
	CA_n260R5
	

	CA_n77A-n260R6
	CA_n77A-n260A/R2/R3/R4
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	0

	
	
	n260
	CA_n260R6
	

	CA_n77A-n260R7
	CA_n77A-n260A/R2/R3/R4
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	0

	
	
	n260
	CA_n260R7
	

	CA_n77A-n260R8
	CA_n77A-n260A/R2/R3/R4
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	0

	
	
	n260
	CA_n260R8
	

	CA_n77A-n260R9
	CA_n77A-n260A/R2/R3/R4
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	0

	
	
	n260
	CA_n260R9
	

	CA_n77A-n260R10
	CA_n77A-n260A/R2/R3/R4
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	0

	
	
	n260
	CA_n260R10
	

	CA_n77C-n260A
	CA_n77A-n260A
	n77
	CA_n77C
	0

	
	
	n260
	50, 100, 200, 400
	

	CA_n77C-n260G
	CA_n77A-n260A/G
	n77
	CA_n77C
	0

	
	
	n260
	CA_n260G
	

	CA_n77C-n260H
	CA_n77A-n260A/G/H
	n77
	CA_n77C
	0

	
	
	n260
	CA_n260H
	

	CA_n77C-n260I
	CA_n77A-n260A/G/H/I
	n77
	CA_n77C
	0

	
	
	n260
	CA_n260I
	

	CA_n77C-n260J
	CA_n77A-n260A/G/H/I
	n77
	CA_n77C
	0

	
	
	n260
	CA_n260J
	

	CA_n77C-n260K
	CA_n77A-n260A/G/H/I
	n77
	CA_n77C
	0

	
	
	n260
	CA_n260K
	

	CA_n77C-n260L
	CA_n77A-n260A/G/H/I
	n77
	CA_n77C
	0

	
	
	n260
	CA_n260L
	

	CA_n77C-n260M
	CA_n77A-n260A/G/H/I
	n77
	CA_n77C
	0

	
	
	n260
	CA_n260M
	

	CA_n77(2A)-n260A
	CA_n77(2A)
CA_n77A-n260A
	n77
	CA_n77(2A)_BCS1
	0

	
	
	n260
	50, 100, 200, 400
	

	CA_n77(2A)-n260G
	CA_n77(2A)
CA_n77A-n260A/G
	n77
	CA_n77(2A)_BCS1
	0

	
	
	n260
	CA_n260G
	

	CA_n77(2A)-n260H
	CA_n77(2A)
CA_n77A-n260A/G/H
	n77
	CA_n77(2A)_BCS1
	0

	
	
	n260
	CA_n260H
	

	CA_n77(2A)-n260I
	CA_n77(2A)
CA_n77A-n260A/G/H/I
	n77
	CA_n77(2A)_BCS1
	0

	
	
	n260
	CA_n260I
	

	CA_n77(2A)-n260J
	CA_n77(2A)
CA_n77A-n260A/G/H/I/J
	n77
	CA_n77(2A)_BCS1
	0

	
	
	n260
	CA_n260J
	

	CA_n77(2A)-n260K
	CA_n77(2A)
CA_n77A-n260A/G/H/I/J/K
	n77
	CA_n77(2A)_BCS1
	0

	
	
	n260
	CA_n260K
	

	CA_n77(2A)-n260L
	CA_n77(2A)
CA_n77A-n260A/G/H/I/J/K/L
	n77
	CA_n77(2A)_BCS1
	0

	
	
	n260
	CA_n260L
	

	CA_n77(2A)-n260M
	CA_n77(2A)
CA_n77A-n260A/G/H/I/J/K/L/M
	n77
	CA_n77(2A)_BCS1
	0

	
	
	n260
	CA_n260M
	

	CA_n77A-n261A
	CA_n77A-n261A
	n77
	10, 15, 20, 40, 50, 60, 701, 80, 90, 100
	0

	
	
	n261
	50, 100, 200, 400
	

	
	
	n77
	See n77 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n261
	See n261 channel bandwidths in Table 5.3.5-1
	

	CA_n77A-n261D
	CA_n77A-n261A/D
	n77
	10, 15, 20, 40, 50, 60, 701, 80, 90, 100
	0

	
	
	n261
	CA_n261D
	

	CA_n77A-n261G
	CA_n77A-n261A/G
	n77
	10, 15, 20, 40, 50, 60, 701, 80, 90, 100
	0

	
	
	n261
	CA_n261G
	

	CA_n77A-n261H
	CA_n77A-n261A/G/H
	n77
	10, 15, 20, 40, 50, 60, 701, 80, 90, 100
	0

	
	
	n261
	CA_n261H
	

	CA_n77A-n261I
	CA_n77A-n261A/G/H/I
	n77
	10, 15, 20, 40, 50, 60, 701, 80, 90, 100
	0

	
	
	n261
	CA_n261I
	

	CA_n77A-n261J
	CA_n77A-n261A/G/H/I/J
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 701, 80, 90, 100
	0

	
	
	n261
	CA_n261J
	

	CA_n77A-n261K
	CA_n77A-n261A/G/H/I/J/K
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 701, 80, 90, 100
	0

	
	
	n261
	CA_n261K
	

	CA_n77A-n261L
	CA_n77A-n261A/G/H/I/J/K/L
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 701, 80, 90, 100
	0

	
	
	n261
	CA_n261L
	

	CA_n77A-n261M
	CA_n77A-n261A/G/H/I/J/K/L/M
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 701, 80, 90, 100
	0

	
	
	n261
	CA_n261M
	

	CA_n77A-n261O
	CA_n77A-n261A/O
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	0

	
	
	n261
	CA_n261O
	

	CA_n77A-n261P
	CA_n77A-n261A/O/P
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	0

	
	
	n261
	CA_n261P
	

	CA_n77A-n261Q
	CA_n77A-n261A/O/P/Q
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	0

	
	
	n261
	CA_n261Q
	

	CA_n77A-n261(2A)
	CA_n77A-n261A
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 701, 80, 90, 100
	0

	
	
	n261
	CA_n261(2A)
	

	
	
	n77
	See n77 channel bandwidths in Table 5.3.5-1
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	n261
	CA_n261(2A)
	

	CA_n77A-n261(2G)
	CA_n77A-n261A/G
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 701, 80, 90, 100
	0

	
	
	n261
	CA_n261(2G)
	

	CA_n77A-n261(2H)
	CA_n77A-n261A/G/H
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 701, 80, 90, 100
	0

	
	
	n261
	CA_n261(2H)
	

	CA_n77A-n261(2I)
	CA_n77A-n261A/G/H/I
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 701, 80, 90, 100
	0

	
	
	n261
	CA_n261(2I)
	

	CA_n77A-n261(3A)
	CA_n77A-n261A
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 701, 80, 90, 100
	0

	
	
	n261
	CA_n261(3A)
	

	CA_n77A-n261(4A)
	CA_n77A-n261A
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 701, 80, 90, 100
	0

	
	
	n261
	CA_n261(4A)
	

	CA_n77A-n261(A-G)
	CA_n77A-n261A/G
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 701, 80, 90, 100
	0

	
	
	n261
	CA_n261(A-G)
	

	CA_n77A-n261(A-H)
	CA_n77A-n261A/G/H
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 701, 80, 90, 100
	0

	
	
	n261
	CA_n261(A-H)
	

	CA_n77A-n261(A-I)
	CA_n77A-n261A/G/H/I
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 701, 80, 90, 100
	0

	
	
	n261
	CA_n261(A-I)
	

	CA_n77A-n261(G-H)
	CA_n77A-n261A/G/H
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 701, 80, 90, 100
	0

	
	
	n261
	CA_n261(G-H)
	

	CA_n77A-n261(G-I)
	CA_n77A-n261A/G/H/I
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 701, 80, 90, 100
	0

	
	
	n261
	CA_n261(G-I)
	

	CA_n77A-n261(H-I)
	CA_n77A-n261A/G/H/I
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 701, 80, 90, 100
	0

	
	
	n261
	CA_n261(H-I)
	

	CA_n77A-n261(A-J)
	CA_n77A-n261A/G/H/I
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	0

	
	
	n261
	CA_n261(A-J)
	

	CA_n77A-n261(A-K)
	CA_n77A-n261A/G/H/I
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	0

	
	
	n261
	CA_n261(A-K)
	

	CA_n77A-n261(A-L)
	CA_n77A-n261A/G/H/I
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	0

	
	
	n261
	CA_n261(A-L)
	

	CA_n77A-n261(A-G-H)
	CA_n77A-n261A/G/H
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	0

	
	
	n261
	CA_n261(A-G-H)
	

	CA_n77A-n261(A-G-I)
	CA_n77A-n261A/G/H/I
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	0

	
	
	n261
	CA_n261(A-G-I)
	

	CA_n77A-n261(2A-H)
	CA_n77A-n261A/G/H
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	0

	
	
	n261
	CA_n261(2A-H)
	

	CA_n77A-n261(2A-G)
	CA_n77A-n261A/G
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	0

	
	
	n261
	CA_n261(2A-G)
	

	CA_n77A-n261(2A-I)
	CA_n77A-n261A/G/H/I
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	0

	
	
	n261
	CA_n261(2A-I)
	

	CA_n77A-n261(A-2G)
	CA_n77A-n261A/G
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	0

	
	
	n261
	CA_n261(A-2G)
	

	CA_n77C-n261A
	CA_n77A-n261A
	n77
	CA_n77C
	0

	
	
	n261
	50, 100, 200, 400
	

	CA_n77C-n261G
	CA_n77A-n261A/G
	n77
	CA_n77C
	0

	
	
	n261
	CA_n261G
	

	CA_n77C-n261H
	CA_n77A-n261A/G/H
	n77
	CA_n77C
	0

	
	
	n261
	CA_n261H
	

	CA_n77C-n261I
	CA_n77A-n261A/G/H/I
	n77
	CA_n77C
	0

	
	
	n261
	CA_n261I
	

	CA_n77C-n261J
	CA_n77A-n261A/G/H/I
	n77
	CA_n77C
	0

	
	
	n261
	CA_n261J
	

	CA_n77C-n261K
	CA_n77A-n261A/G/H/I
	n77
	CA_n77C
	0

	
	
	n261
	CA_n261K
	

	CA_n77C-n261L
	CA_n77A-n261A/G/H/I
	n77
	CA_n77C
	0

	
	
	n261
	CA_n261L
	

	CA_n77C-n261M
	CA_n77A-n261A/G/H/I
	n77
	CA_n77C
	0

	
	
	n261
	CA_n261M
	

	CA_n77C-n261(G-H)
	CA_n77A-n261A/G/H
	n77
	CA_n77C
	0

	
	
	n261
	CA_n261(G-H)
	

	
	
	n77
	CA_n77C_BCS1
	1

	
	
	n261
	CA_n261(G-H)
	

	CA_n77C-n261(2H)
	CA_n77A-n261A/G/H
	n77
	CA_n77C
	0

	
	
	n261
	CA_n261(2H)
	

	
	
	n77
	CA_n77C_BCS1
	1

	
	
	n261
	CA_n261(2H)
	

	CA_n77C-n261(G-I)
	CA_n77A-n261A/G/H/I
	n77
	CA_n77C
	0

	
	
	n261
	CA_n261(G-I)
	

	
	
	n77
	CA_n77C_BCS1
	1

	
	
	n261
	CA_n261(G-I)
	

	CA_n77C-n261(A-G-H)
	CA_n77A-n261A/G/H
	n77
	CA_n77C
	0

	
	
	n261
	CA_n261(A-G-H)
	

	
	
	n77
	CA_n77C_BCS1
	1

	
	
	n261
	CA_n261(A-G-H)
	

	CA_n77C-n261(H-I)
	CA_n77A-n261A/G/H/I
	n77
	CA_n77C
	0

	
	
	n261
	CA_n261(H-I)
	

	
	
	n77
	CA_n77C_BCS1
	1

	
	
	n261
	CA_n261(H-I)
	

	CA_n77C-n261(2A-G)
	CA_n77A-n261A/G
	n77
	CA_n77C
	0

	
	
	n261
	CA_n261(2A-G)
	

	
	
	n77
	CA_n77C_BCS1
	1

	
	
	n261
	CA_n261(2A-G)
	

	CA_n77C-n261(2A-H)
	CA_n77A-n261A/G/H
	n77
	CA_n77C
	0

	
	
	n261
	CA_n261(2A-H)
	

	
	
	n77
	CA_n77C_BCS1
	1

	
	
	n261
	CA_n261(2A-H)
	

	CA_n77C-n261(2A-I)
	CA_n77A-n261A/G/H/I
	n77
	CA_n77C
	0

	
	
	n261
	CA_n261(2A-I)
	

	
	
	n77
	CA_n77C_BCS1
	1

	
	
	n261
	CA_n261(2A-I)
	

	CA_n77C-n261(2A)
	CA_n77A-n261A
	n77
	CA_n77C
	0

	
	
	n261
	CA_n261(2A)
	

	
	
	n77
	CA_n77C_BCS1
	1

	
	
	n261
	CA_n261(2A)
	

	CA_n77C-n261(3A)
	CA_n77A-n261A
	n77
	CA_n77C
	0

	
	
	n261
	CA_n261(3A)
	

	
	
	n77
	CA_n77C_BCS1
	1

	
	
	n261
	CA_n261(3A)
	

	CA_n77C-n261(2G)
	CA_n77A-n261A/G
	n77
	CA_n77C
	0

	
	
	n261
	CA_n261(2G)
	

	
	
	n77
	CA_n77C_BCS1
	1

	
	
	n261
	CA_n261(2G)
	

	CA_n77C-n261(A-2G)
	CA_n77A-n261A/G
	n77
	CA_n77C
	0

	
	
	n261
	CA_n261(A-2G)
	

	
	
	n48
	CA_n77C_BCS1
	1

	
	
	n261
	CA_n261(A-2G)
	

	CA_n77C-n261(A-G)
	CA_n77A-n261A/G
	n48
	CA_n77C
	0

	
	
	n261
	CA_n261(A-G)
	

	
	
	n48
	CA_n77C_BCS1
	1

	
	
	n261
	CA_n261(A-G)
	

	CA_n77C-n261(A-H)
	CA_n77A-n261A/G/H
	n77
	CA_n77C
	0

	
	
	n261
	CA_n261(A-H)
	

	
	
	n48
	CA_n77C_BCS1
	1

	
	
	n261
	CA_n261(A-H)
	

	CA_n77C-n261(A-I)
	CA_n77A-n261A/G/H/I
	n77
	CA_n77C
	0

	
	
	n261
	CA_n261(A-I)
	

	
	
	n48
	CA_n77C_BCS1
	1

	
	
	n261
	CA_n261(A-I)
	

	CA_n77C-n261(A-G-I)
	CA_n77A-n261A/G/H/I
	n77
	CA_n77C
	0

	
	
	n261
	CA_n261(A-G-I)
	

	
	
	n77
	CA_n77C_BCS1
	1

	
	
	n261
	CA_n261(A-G-I)
	

	CA_n77(2A)-n257E
	CA_n77A-n257A
	n77
	CA_n77(2A)
	0

	
	
	n257
	CA_n257E
	

	CA_n77(2A)-n257F
	CA_n77A-n257A
	n77
	CA_n77(2A)
	0

	
	
	n257
	CA_n257F
	



Table 5.5A.1-1n: Inter-band CA configurations and bandwidth combinations sets between FR1 and FR2 (two bands)
	NR CA configuration
	Uplink CA configuration 
	NR Band
	Channel bandwidth (MHz) (NOTE 3)
	Bandwidth combination set

	CA_n78A-n257A
	CA_n78A-n257A
	n78
	10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n257
	50, 100, 200, 400
	

	CA_n78A-n257D
	CA_n78A-n257A/D
	n78
	10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n257
	CA_n257D
	

	CA_n78A-n257D
	CA_n78A-n257A
CA_n78A-n257D
	n78
	10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n257
	CA_n257D
	

	CA_n78A-n257E
	CA_n78A-n257A
	n78
	10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n257
	CA_n257E
	

	CA_n78A-n257F
	CA_n78A-n257A
	n78
	10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n257
	CA_n257F
	

	CA_n78C-n257A
	CA_n78A-n257A
	n78
	CA_n78C
	0

	
	
	n257
	50, 100, 200, 400
	

	CA_n78C-n257D
	CA_n78A-n257A
	n78
	CA_n78C
	0

	
	
	n257
	CA_n257D
	

	CA_n78C-n257E
	CA_n78A-n257A
	n78
	CA_n78C
	0

	
	
	n257
	CA_n257E
	

	CA_n78C-n257F
	CA_n78A-n257A
	n78
	CA_n78C
	0

	
	
	n257
	CA_n257F
	

	CA_n78C-n257G
	CA_n78A-n257A/G
	n78
	CA_n78C
	0

	
	
	n257
	CA_n257G
	

	CA_n78C-n257H
	CA_n78A-n257A/G/H
	n78
	CA_n78C
	0

	
	
	n257
	CA_n257H
	

	CA_n78C-n257I
	CA_n78A-n257A/G/H/I
	n78
	CA_n78C
	0

	
	
	n257
	CA_n257I
	

	CA_n78C-n257J
	CA_n78A-n257A/G/H/I
	n78
	CA_n78C
	0

	
	
	n257
	CA_n257J
	

	CA_n78C-n257K
	CA_n78A-n257A/G/H/I
	n78
	CA_n78C
	0

	
	
	n257
	CA_n257K
	

	CA_n78C-n257L
	CA_n78A-n257A/G/H/I
	n78
	CA_n78C
	0

	
	
	n257
	CA_n257L
	

	CA_n78C-n257M
	CA_n78A-n257A/G/H/M
	n78
	CA_n78C
	0

	
	
	n257
	CA_n257M
	

	CA_n78A-n257G
	CA_n257G
CA_n78A-n257A/G
	n78
	10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n257
	CA_n257G
	

	CA_n78A-n257H
	CA_n257G/H
CA_n78A-n257A/G/H
	n78
	10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n257
	CA_n257H
	

	CA_n78A-n257I
	CA_n257G/H/I
CA_n78A-n257A/G/H/I
	n78
	10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n257
	CA_n257I
	

	CA_n78A-n257J
	CA_n257G/H/I/J
CA_n78A-n257A/G/H/I/J
	n78
	10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n257
	CA_n257J
	

	CA_n78A-n257K
	CA_n257G/H/I/J/K
CA_n78A-n257A/G/H/I/J/K
	n78
	10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n257
	CA_n257K
	

	CA_n78A-n257L
	CA_n257G/H/I
CA_n78A-n257A/G/H/I
	n78
	10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n257
	CA_n257L
	

	CA_n78A-n257M
	CA_n257G/H/I
CA_n78A-n257A/G/H/I
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 80, 90, 100
	0

	
	
	n257
	CA_n257M
	

	CA_n78A-n257(2A)
	CA_n78A-n257A
	n78
	10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n257
	CA_n257(2A)
	

	CA_n78A-n257(A-G)
	CA_n78A-n257A/G
	n78
	10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n257
	CA_n257(A-G)
	

	CA_n78A-n257(2G)
	CA_n78A-n257A/G/(2G)
	n78
	10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n257
	CA_n257(2G)
	

	CA_n78(2A)-n257A
	CA_n78A-n257A
	n78
	CA_n78(2A)
	0

	
	
	n257
	50, 100, 200, 400
	

	CA_n78(2A)-n257D
	CA_n78A-n257A
	n78
	CA_n78(2A)
	0

	
	
	n257
	CA_n257D
	

	CA_n78(2A)-n257E
	CA_n78A-n257A
	n78
	CA_n78(2A)
	0

	
	
	n257
	CA_n257E
	

	CA_n78(2A)-n257F
	CA_n78A-n257A
	n78
	CA_n78(2A)
	0

	
	
	n257
	CA_n257F
	

	CA_n78(2A)-n257G
	CA_n78A-n257A/G
	n78
	CA_n78(2A)
	0

	
	
	n257
	CA_n257G
	

	CA_n78(2A)-n257H
	CA_n78A-n257A/G/H
	n78
	CA_n78(2A)
	0

	
	
	n257
	CA_n257H
	

	CA_n78(2A)-n257I
	CA_n78A-n257A/G/H/I
	n78
	CA_n78(2A)
	0

	
	
	n257
	CA_n257I
	

	CA_n78(2A)-n257J
	CA_n78A-n257A
	n78
	CA_n78(2A)
	0

	
	
	n257
	CA_n257J
	

	CA_n78(2A)-n257K
	CA_n78A-n257A
	n78
	CA_n78(2A)
	0

	
	
	n257
	CA_n257K
	

	CA_n78(2A)-n257L
	CA_n78A-n257A
	n78
	CA_n78(2A)
	0

	
	
	n257
	CA_n257L
	

	CA_n78(2A)-n257M
	CA_n78A-n257A
	n78
	CA_n78(2A)
	0

	
	
	n257
	CA_n257M
	

	CA_n78A-n258A
	CA_n78A-n258A
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 80, 100
	0

	
	
	n258
	50, 100, 200, 400
	

	CA_n78A-n258B
	CA_n78A-n258A
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	0

	
	
	n258
	CA_n258B
	

	CA_n78A-n258C
	CA_n78A-n258A
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	0

	
	
	n258
	CA_n258C
	

	CA_n78A-n258D
	CA_n78A-n258A
	n78
	10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n258
	CA_n258D
	

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	1

	
	
	n258
	CA_n258D
	

	CA_n78A-n258E
	CA_n78A-n258A
	n78
	10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n258
	CA_n258E
	

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	1

	
	
	n258
	CA_n258E
	

	CA_n78A-n258F
	CA_n78A-n258A
	n78
	10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n258
	CA_n258F
	

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	1

	
	
	n258
	CA_n258F
	

	CA_n78A-n258G
	CA_n78A-n258A/G
	n78
	10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n258
	CA_n258G
	

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	1

	
	
	n258
	CA_n258G
	

	CA_n78A-n258H
	CA_n78A-n258A/G/H
	n78
	10, 15, 20, 40, 50, 60, 80, 100
	0

	
	
	n258
	CA_n258H
	

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	1

	
	
	n258
	CA_n258H
	

	CA_n78A-n258I
	CA_n78A-n258A/G/H/I
	n78
	10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n258
	CA_n258I
	

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	1

	
	
	n258
	CA_n258I
	

	CA_n78A-n258J
	CA_n78A-n258A/G/H/I/J
	n78
	10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n258
	CA_n258J
	

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	1

	
	
	n258
	CA_n258J
	

	CA_n78A-n258K
	CA_n78A-n258A/G/H/I/J/K
	n78
	10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n258
	CA_n258K
	

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	1

	
	
	n258
	CA_n258K
	

	CA_n78A-n258L
	CA_n78A-n258A/G/H/I/J/K/L
	n78
	10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n258
	CA_n258L
	

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	1

	
	
	n258
	CA_n258L
	

	CA_n78A-n258M
	CA_n78A-n258A/G/H/I/J/K/L/M
	n78
	10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n258
	CA_n258M
	

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	1

	
	
	n258
	CA_n258M
	

	CA_n78A-n258R2
	CA_n78A-n258A/R2
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	0

	
	
	n258
	CA_n258R2
	

	CA_n78A-n258R3
	CA_n78A-n258A/R2/R3
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	0

	
	
	n258
	CA_n258R3
	

	CA_n78A-n258R4
	CA_n78A-n258A/R2/R3/R4
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	0

	
	
	n258
	CA_n258R4
	

	CA_n78A-n258R5
	CA_n78A-n258A/R2/R3/R4
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	0

	
	
	n258
	CA_n258R5
	

	CA_n78A-n258R6
	CA_n78A-n258A/R2/R3/R4
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	0

	
	
	n258
	CA_n258R6
	

	CA_n78A-n258R7
	CA_n78A-n258A/R2/R3/R4
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	0

	
	
	n258
	CA_n258R7
	

	CA_n78A-n258R8
	CA_n78A-n258A/R2/R3/R4
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	0

	
	
	n258
	CA_n258R8
	

	CA_n78A-n258R9
	CA_n78A-n258A/R2/R3/R4
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	0

	
	
	n258
	CA_n258R9
	

	CA_n78A-n258R10
	CA_n78A-n258A/R2/R3/R4
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	0

	
	
	n258
	CA_n258R10
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	CA_n78A-n258(2A)
	CA_n78A-n258A/(2A)
	n78
	10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n258
	CA_n258(2A)
	

	CA_n78A-n258(2G)
	CA_n78A-n258A/G
	n78
	10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n258
	CA_n258(2G)
	

	CA_n78A-n258(A-G)
	CA_n78A-n258A/G
	n78
	10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n258
	CA_n258(A-G)
	

	CA_n78B-n258A
	CA_n78A-n258A
	n78
	CA_n78B
	0

	
	
	n258
	50, 100, 200, 400
	

	CA_n78B-n258B
	CA_n78A-n258A
	n78
	CA_n78B
	0

	
	
	n258
	CA_n258B
	

	CA_n78C-n258A

	CA_n78A-n258A

	n78
	CA_n78C
	0

	
	
	n258
	50, 100, 200, 400
	

	CA_n78C-n258B

	CA_n78A-n258A

	n78
	CA_n78C
	0

	
	
	n258
	CA_n258B
	

	CA_n78C-n258C

	CA_n78A-n258A

	n78
	CA_n78C
	0

	
	
	n258
	CA_n258C
	

	CA_n78C-n258D

	CA_n78A-n258A

	n78
	CA_n78C
	0

	
	
	n258
	CA_n258D
	

	CA_n78C-n258E

	CA_n78A-n258A

	n78
	CA_n78C
	0

	
	
	n258
	CA_n258E
	

	CA_n78C-n258F

	CA_n78A-n258A

	n78
	CA_n78C
	0

	
	
	n258
	CA_n258F
	

	CA_n78C-n258G

	CA_n78A-n258A

	n78
	CA_n78C
	0

	
	
	n258
	CA_n258G
	

	CA_n78C-n258H

	CA_n78A-n258A

	n78
	CA_n78C
	0

	
	
	n258
	CA_n258H
	

	CA_n78C-n258I

	CA_n78A-n258A

	n78
	CA_n78C
	0

	
	
	n258
	CA_n258I
	

	CA_n78C-n258J

	CA_n78A-n258A

	n78
	CA_n78C
	0

	
	
	n258
	CA_n258J
	

	CA_n78C-n258K

	CA_n78A-n258A

	n78
	CA_n78C
	0

	
	
	n258
	CA_n258K
	

	CA_n78C-n258L

	CA_n78A-n258A

	n78
	CA_n78C
	0

	
	
	n258
	CA_n258L
	

	CA_n78C-n258M

	CA_n78A-n258A

	n78
	CA_n78C
	0

	
	
	n258
	CA_n258M
	

	CA_n78A-n259A
	CA_n78A-n259A
	n78
	10, 15, 20, 40, 50, 60, 80, 90, 100
	0

	
	
	n259
	50, 100, 200, 400
	

	CA_n78A-n259G
	CA_n259G
CA_n78A-n259A/G
	n78
	10, 15, 20, 40, 50, 60, 80, 100
	0

	
	
	n259
	CA_n259G
	

	CA_n78A-n259H
	CA_n259G/H
CA_n78A-n259A/G/H
	n78
	10, 15, 20, 40, 50, 60, 80, 100
	0

	
	
	n259
	CA_n259H
	

	CA_n78A-n259I
	CA_n259G/H/I
CA_n78A-n259A/G/H/I
	n78
	10, 15, 20, 40, 50, 60, 80, 100
	0

	
	
	n259
	CA_n259I
	

	CA_n78A-n259J
	CA_n259G/H/I/J
CA_n78A-n259A/G/H/I/J
	n78
	10, 15, 20, 40, 50, 60, 80, 100
	0

	
	
	n259
	CA_n259J
	

	CA_n78A-n259K
	CA_n259G/H/I/J/K
CA_n78A-n259A/G/H/I/J/K
	n78
	10, 15, 20, 40, 50, 60, 80, 100
	0

	
	
	n259
	CA_n259K
	

	CA_n78A-n259L
	CA_n259G/H/I/J/K/L
CA_n78A-n259A/G/H/I/J/K/L
	n78
	10, 15, 20, 40, 50, 60, 80, 100
	0

	
	
	n259
	CA_n259L
	

	CA_n78A-n259M
	CA_n259G/H/I/J/K/L/M
CA_n78A-n259A/G/H/I/J/K/L/M
	n78
	10, 15, 20, 40, 50, 60, 80, 100
	0

	
	
	n259
	CA_n259M
	



Table 5.5A.1-1o: Inter-band CA configurations and bandwidth combinations sets between FR1 and FR2 (two bands)
	NR CA configuration
	Uplink CA configuration 
	NR Band
	Channel bandwidth (MHz) (NOTE 3)
	Bandwidth combination set

	CA_n79A-n257A
	CA_n79A-n257A
	n79
	40, 50, 60, 80, 100
	0

	
	
	n257
	50, 100, 200, 400
	

	CA_n79A-n257D
	CA_n79A-n257A
	n79
	40, 50, 60, 80, 100
	0

	
	
	n257
	CA_n257D
	

	CA_n79A-n257E
	CA_n79A-n257A
	n79
	40, 50, 60, 80, 100
	0

	
	
	n257
	CA_n257E
	

	CA_n79A-n257F
	CA_n79A-n257A
	n79
	40, 50, 60, 80, 100
	0

	
	
	n257
	CA_n257F
	

	CA_n79A-n257G
	CA_n257G
CA_n79A-n257A/G
	n79
	40, 50, 60, 80, 100
	0

	
	
	n257
	CA_n257G
	

	CA_n79A-n257H
	CA_n257G/H
CA_n79A-n257A/G/H
	n79
	40, 50, 60, 80, 100
	0

	
	
	n257
	CA_n257H
	

	CA_n79A-n257I
	CA_n257G/H/I
CA_n79A-n257A/G/H/I
	n79
	40, 50, 60, 80, 100
	0

	
	
	n257
	CA_n257I
	

	CA_n79A-n257J
	CA_n79A-n257A
	n79
	40, 50, 60, 80, 100
	0

	
	
	n257
	CA_n257J
	

	CA_n79A-n257K
	CA_n79A-n257A
	n79
	40, 50, 60, 80, 100
	0

	
	
	n257
	CA_n257K
	

	CA_n79A-n257L
	CA_n79A-n257A
	n79
	40, 50, 60, 80, 100
	0

	
	
	n257
	CA_n257L
	

	CA_n79A-n257M
	CA_n79A-n257A
	n79
	40, 50, 60, 80, 100
	0

	
	
	n257
	CA_n257M
	

	CA_n79C-n257A
	CA_n79A-n257A
	n79
	CA_n79C
	0

	
	
	n257
	50, 100, 200, 400
	

	CA_n79C-n257D
	CA_n79A-n257A
	n79
	CA_n79C
	0

	
	
	n257
	CA_n257D
	

	CA_n79C-n257E
	CA_n79A-n257A
	n79
	CA_n79C
	0

	
	
	n257
	CA_n257E
	

	CA_n79C-n257F
	CA_n79A-n257A
	n79
	CA_n79C
	0

	
	
	n257
	CA_n257F
	

	CA_n79C-n257G
	CA_n79A-n257A
	n79
	CA_n79C
	0

	
	
	n257
	CA_n257G
	

	CA_n79C-n257H
	CA_n79A-n257A
	n79
	CA_n79C
	0

	
	
	n257
	CA_n257H
	

	CA_n79C-n257I
	CA_n79A-n257A
	n79
	CA_n79C
	0

	
	
	n257
	CA_n257I
	

	CA_n79C-n257J
	CA_n79A-n257A
	n79
	CA_n79C
	0

	
	
	n257
	CA_n257J
	

	CA_n79C-n257K
	CA_n79A-n257A
	n79
	CA_n79C
	0

	
	
	n257
	CA_n257K
	

	CA_n79C-n257L
	CA_n79A-n257A
	n79
	CA_n79C
	0

	
	
	n257
	CA_n257L
	

	CA_n79C-n257M
	CA_n79A-n257A
	n79
	CA_n79C
	0

	
	
	n257
	CA_n257M
	

	CA_n79A-n258A
	CA_n79A-n258A
	n79
	40, 50, 60, 80, 100
	0

	
	
	n258
	50, 100, 200, 400
	

	CA_n79A-n258B
	CA_n79A-n258A
	n79
	40, 50, 60, 80, 100
	0

	
	
	n258
	CA_n258B
	

	CA_n79A-n258C
	CA_n79A-n258A
	n79
	40, 50, 60, 80, 100
	0

	
	
	n258
	CA_n258C
	

	CA_n79A-n258D
	CA_n79A-n258A/D
	n79
	40, 50, 60, 80, 100
	0

	
	
	n258
	CA_n258D
	

	CA_n79A-n258E
	CA_n79A-n258A
	n79
	40, 50, 60, 80, 100
	0

	
	
	n258
	CA_n258E
	

	CA_n79A-n258F
	CA_n79A-n258A
	n79
	40, 50, 60, 80, 100
	0

	
	
	n258
	CA_n258F
	

	CA_n79A-n258G
	CA_n79A-n258A/G
	n79
	40, 50, 60, 80, 100
	0

	
	
	n258
	CA_n258G
	

	CA_n79A-n258H
	CA_n79A-n258A/G/H
	n79
	40, 50, 60, 80, 100
	0

	
	
	n258
	CA_n258H
	

	CA_n79A-n258I
	CA_n79A-n258A/G/H/I
	n79
	40, 50, 60, 80, 100
	0

	
	
	n258
	CA_n258I
	

	CA_n79A-n258J
	CA_n79A-n258A/G/H/I/J
	n79
	40, 50, 60, 80, 100
	0

	
	
	n258
	CA_n258J
	

	CA_n79A-n258D
	CA_n79A-n258A
CA_n79A-n258D
	n79
	40, 50, 60, 80, 100
	0

	
	
	n258
	CA_n258D
	

	CA_n79A-n258E
	CA_n79A-n258A
	n79
	40, 50, 60, 80, 100
	0

	
	
	n258
	CA_n258E
	

	CA_n79A-n258F
	CA_n79A-n258A
	n79
	40, 50, 60, 80, 100
	0

	
	
	n258
	CA_n258F
	

	CA_n79A-n258G
	CA_n79A-n258A
CA_n79A-n258G
	n79
	40, 50, 60, 80, 100
	0

	
	
	n258
	CA_n258G
	

	CA_n79A-n258H
	CA_n79A-n258A
CA_n79A-n258G
CA_n79A-n258H
	n79
	40, 50, 60, 80, 100
	0

	
	
	n258
	CA_n258H
	

	CA_n79A-n258I
	CA_n79A-n258A
CA_n79A-n258G
CA_n79A-n258H
CA_n79A-n258I
	n79
	40, 50, 60, 80, 100
	0

	
	
	n258
	CA_n258I
	

	CA_n79A-n258J
	CA_n79A-n258A
CA_n79A-n258G
CA_n79A-n258H
CA_n79A-n258I
CA_n79A-n258J
	n79
	40, 50, 60, 80, 100
	0

	
	
	n258
	CA_n258J
	

	CA_n79A-n258K
	CA_n79A-n258A
	n79
	40, 50, 60, 80, 100
	0

	
	
	n258
	CA_n258K
	

	CA_n79A-n258L
	CA_n79A-n258A
	n79
	40, 50, 60, 80, 100
	0

	
	
	n258
	CA_n258L
	

	CA_n79A-n258M
	CA_n79A-n258A
	n79
	40, 50, 60, 80, 100
	0

	
	
	n258
	CA_n258M
	

	CA_n79C-n258A
	CA_n79A-n258A
	n79
	CA_n79C
	0

	
	
	n258
	50, 100, 200, 400
	

	CA_n79C-n258G
	CA_n79A-n258A
	n79
	CA_n79C
	0

	
	
	n258
	CA_n258G
	

	CA_n79C-n258H
	CA_n79A-n258A
	n79
	CA_n79C
	0

	
	
	n258
	CA_n258H
	

	CA_n79C-n258I
	CA_n79A-n258A
	n79
	CA_n79C
	0

	
	
	n258
	CA_n258I
	

	CA_n79C-n258J
	CA_n79A-n258A
	n79
	CA_n79C
	0

	
	
	n258
	CA_n258J
	

	CA_n79C-n258K
	CA_n79A-n258A
	n79
	CA_n79C
	0

	
	
	n258
	CA_n258K
	

	CA_n79C-n258L
	CA_n79A-n258A
	n79
	CA_n79C
	0

	
	
	n258
	CA_n258L
	

	CA_n79C-n258M
	CA_n79A-n258A
	n79
	CA_n79C
	0

	
	
	n258
	CA_n258M
	

	CA_n79A-n259A
	CA_n79A-n259A
	n79
	40, 50, 60, 80, 100
	0

	
	
	n259
	50, 100, 200, 400
	

	CA_n79A-n259G
	CA_n259G
CA_n79A-n259A
CA_n79A-n259G
	n79
	40, 50, 60, 80, 100
	0

	
	
	n259
	CA_n259G
	

	CA_n79A-n259G
	CA_n259G
CA_n79A-n259A/G
	n79
	40, 50, 60, 80, 100
	0

	
	
	n259
	CA_n259G
	

	CA_n79A-n259H
	CA_n259G/H
CA_n79A-n259A/G/H
	n79
	40, 50, 60, 80, 100
	0

	
	
	n259
	CA_n259H
	

	CA_n79A-n259I
	CA_n259G/H/I
CA_n79A-n259A/G/H/I
	n79
	40, 50, 60, 80, 100
	0

	
	
	n259
	CA_n259I
	

	CA_n79A-n259J
	CA_n259G/H/I/J
CA_n79A-n259A/G/H/I/J
	n79
	40, 50, 60, 80, 100
	0

	
	
	n259
	CA_n259J
	

	CA_n79A-n259K
	CA_n259G/H/I/J/K
CA_n79A-n259A/G/H/I/J/K
	n79
	40, 50, 60, 80, 100
	0

	
	
	n259
	CA_n259K
	

	CA_n79A-n259L
	CA_n259G/H/I/J/K/L
CA_n79A-n259A/G/H/I/J/K/L
	n79
	40, 50, 60, 80, 100
	0

	
	
	n259
	CA_n259L
	

	CA_n79A-n259M
	CA_n259G/H/I/J/K/L/M
CA_n79A-n259A/G/H/I/J/K/L/M
	n79
	40, 50, 60, 80, 100
	0

	
	
	n259
	CA_n259M
	



Table 5.5A.1-1p: Inter-band CA configurations and bandwidth combinations sets between FR1 and FR2 (two bands)
	NR CA configuration
	Uplink CA configuration 
	NR Band
	Channel bandwidth (MHz) (NOTE 3)
	Bandwidth combination set

	CA_n105A-n257A
	CA_n105A-n257A
	n105
	5, 10,15, 20, 25, 30, 35
	0

	
	
	n257
	50, 100, 200, 400
	

	CA_n105A-n258A
	CA_n105A-n258A
	n105
	5, 10,15, 20, 25, 30, 35
	0

	
	
	n258
	50, 100, 200, 400
	



The following notes are applied to the above tables:
NOTE 1:	This UE channel bandwidth is optional in this release of the specification. (From Table 5.3.5-1 of 38.101-1)
NOTE 2:	The CA configurations are given in Table 5.5A.1-1 of either TS 38.101-1 or TS 38.101-2 where unless otherwise stated BCS0 is referred to.
NOTE 3: 	The SCS of each channel bandwidth for NR FR1 and NR FR2 band refers to Table 5.3.5-1 of TS 38.101-1 and TS 38.101-2 respectively.
NOTE 4:	This UE channel bandwidth is optional in this release of the specification. 
NOTE 5:	For this bandwidth, the minimum requirements are restricted to operation when carrier is configured as a SCell part of DC or CA configuration (In Table 5.3.5-1 in 38.101-1).
NOTE 6: 	The delimiter “/” is only used in the uplink configurations for the sake of simplicity. For example, CA_nxA-nyA/B/C denotes CA_nxA-nyA, CA_nxA-nyB and CA_nxA-nyC, where nx and ny are two NR bands, ny is a FR2 band and A, B and C are the corresponding bandwidth classes respectively.
---End of changes---
