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1 Introduction
Following the discussion at RAN4#107, we use this contribution to clarify our position on the remaining unresolved issue. As stated before, this WI is focused on:

	·   Enable 8Rx for CPE/FWA/vehicle/industrial devices
· Specify UE demodulation performance and CSI requirements with up to 8 layers to support 8Rx
· Investigate and, if necessary, specify the requirements with up to 8 DL MIMO layers
· Specify the SDR requirements with 8 MIMO layers


2 [bookmark: _Hlk92380727]Discussion
During RAN4#107 all but one of the issues remains. For completeness, we present the set of items discussed during the previous meeting as stated in the WF [1], in addition to our proposal.
Issue 4-1: Reporting quantity configuration
· Fixed i2 = 0 
Issue 4-2: SNR points
· Proposals
· Option 1: [4,5] dB and [10,11] dB
· Option 2: [1, 2] dB and [7,8] dB 
From our simulation results, we just wanted to clarify that we are rather indifferent with respect to which option to consider. Hence, we support the majority view.
Proposal#1: Use either Option 1: [4,5] dB and [10,11] dB, or Option 2: [1, 2] dB and [7,8] dB for the single CQI test defined for 8Rx UEs.
3 Conclusion
In this contribution we provided our view on 8Rx UE CQI reporting requirements. We use this contribution to clarify our stance with respect to SNR points associated to the agreed CQI test.
Proposal#1: Use either Option 1: [4,5] dB and [10,11] dB, or Option 2: [1, 2] dB and [7,8] dB for the single CQI test defined for 8Rx UEs.
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