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[bookmark: OLE_LINK6]<< Start of change >>
[bookmark: _Toc114242143][bookmark: _Toc106126662][bookmark: _Toc123044087][bookmark: _Toc106176975][bookmark: _Toc124157726][bookmark: _Toc124259649][bookmark: _Toc130584720][bookmark: _Toc104310962][bookmark: _Toc130584723][bookmark: _Toc114242146][bookmark: _Toc123044090][bookmark: _Toc106176978][bookmark: _Toc104310965][bookmark: _Toc106126665][bookmark: _Toc124259652][bookmark: _Toc124157729][bookmark: _Toc61178809][bookmark: _Toc53178583][bookmark: _Toc106176980][bookmark: _Toc104310967][bookmark: _Toc67916575][bookmark: _Toc130584725][bookmark: _Toc123044092][bookmark: _Toc36817186][bookmark: _Toc37267490][bookmark: _Toc29811634][bookmark: _Toc114242148][bookmark: _Toc106126667][bookmark: _Toc37260102][bookmark: _Toc124157731][bookmark: _Toc13080138][bookmark: _Toc82621713][bookmark: _Toc124259654][bookmark: _Toc74663173][bookmark: _Toc53178132][bookmark: _Toc44712092][bookmark: _Toc45893405][bookmark: _Toc90422560][bookmark: _Toc61179279][bookmark: _Toc21127429][bookmark: _Toc104310964][bookmark: _Toc124259651][bookmark: _Toc124157728][bookmark: _Toc106126664][bookmark: _Toc123044089][bookmark: _Toc114242145][bookmark: _Toc106176977]5	Operating bands and channel arrangement
5.3	Satellite Access Node channel bandwidth
5.3.2	Transmission bandwidth configuration
[bookmark: _Hlk497144372]The transmission bandwidth configuration NRB for each SAN channel bandwidth and subcarrier spacing is specified in table 5.3.2.-1 for FR1.
Table 5.3.2-1: Transmission bandwidth configuration NRB for FR1
	SCS (kHz)
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	30 MHz

	
	NRB
	NRB
	NRB
	NRB
	NRB

	15
	25
	52
	79
	106
	160

	30
	11
	24
	38
	51
	78

	60
	N/A
	11
	18
	24
	38



NOTE:	All Tx and Rx requirements are defined based on transmission bandwidth configuration specified in table 5.3.2-1 for FR1.
[bookmark: _Toc106176981][bookmark: _Toc67916576][bookmark: _Toc106126668][bookmark: _Toc45893406][bookmark: _Toc29811635][bookmark: _Toc61179280][bookmark: _Toc90422561][bookmark: _Toc130584726][bookmark: _Toc53178584][bookmark: _Toc124259655][bookmark: _Toc37267491][bookmark: _Toc74663174][bookmark: _Toc61178810][bookmark: _Toc36817187][bookmark: _Toc53178133][bookmark: _Toc114242149][bookmark: _Toc82621714][bookmark: _Toc104310968][bookmark: _Toc37260103][bookmark: _Toc124157732][bookmark: _Toc13080139][bookmark: _Toc123044093][bookmark: _Toc44712093]5.3.3	Minimum guardband and transmission bandwidth configuration
The minimum guard band for each SAN channel bandwidth and SCS is specified in table 5.3.3-1 for FR1.
Table 5.3.3-1: Minimum guard band (kHz) (FR1)
	SCS (kHz)
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	30 MHz

	15
	242.5
	312.5
	382.5
	452.5
	592.5

	30
	505
	665
	645
	805
	945

	60
	N/A
	1010
	990
	1330
	1290



<< Unchanged part>>
[bookmark: _Toc61178812][bookmark: _Toc114242151][bookmark: _Toc44712095][bookmark: _Toc90422563][bookmark: _Toc37267493][bookmark: _Toc123044095][bookmark: _Toc130584728][bookmark: _Toc37260105][bookmark: _Toc124259657][bookmark: _Toc61179282][bookmark: _Toc106176983][bookmark: _Toc53178586][bookmark: _Toc45893408][bookmark: _Toc82621716][bookmark: _Toc124157734][bookmark: _Toc106126670][bookmark: _Toc104310970][bookmark: _Toc67916578][bookmark: _Toc29811637][bookmark: _Toc74663176][bookmark: _Toc36817189][bookmark: _Toc53178135][bookmark: _Toc21127431]5.3.5	SAN channel bandwidth per operating band
[bookmark: _Hlk500256944]The requirements in this specification apply to the combination of SAN channel bandwidths, SCS and operating bands shown in table 5.3.5-1 for FR1. The transmission bandwidth configuration in table 5.3.2-1 shall be supported for each of the SAN channel bandwidths within the SAN capability. The SAN channel bandwidths are specified for both the Tx and Rx path.
Table 5.3.5-1: SAN channel bandwidths and SCS per operating band in FR1
	SAN Operating Band
	SCS (kHz)
	SAN channel bandwidth (MHz)

	
	
	5
	10
	15
	20
	30

	
	15
	5
	10
	15
	20
	30

	n256
	30
	
	10
	15
	20
	30

	
	60
	
	10
	15
	20
	30

	
	15
	5
	10
	15
	20
	30

	n255
	30
	
	10
	15
	20
	30

	
	60
	
	10
	15
	20
	30



<< End change >>

