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Introduction
In last meeting 3GPP TSG RAN WG4 Meeting #107, the conclusions on RRM requirements for NR NTN enhancement were collected in WF [1]. In this contribution, we herein present our views and proposals on the remaining issues under the topic of  network verified UE location.
Discussion
In last meeting the following was discussed in [1].
	Moderator’s WF
· Proposal: RAN4 to define measurement period and accuracy requirements for UE Rx-Tx measurement
· Existing TN requirements can be used as baseline, e.g. 9.9.4.6 Measurement Period Requirements without Measurement Gaps
· NTN specific aspects including necessary side conditions, if any, will be further discussed based on RAN1 progress



Regarding side condition for NTN positioning, it’s true that Es/Iot for DL measurement in NTN is higher than or at the least different from TN, but we slightly lean towards keeping side condition for measurement accuracy requirement if legacy requirement can fulfill the use case in NTN. 
Proposal 1: Side condition for NTN positioning can reuse legacy requirement.
As per RAN2’s agreements, network verified UE positioning in NTN Rel-18 is expected to exploit multiple RTT measurements performed on PRS resource(s) transmitted from the same satellite over different time occasions, and same to gNB Rx-Tx time difference measurements. Consequently, the legacy requirements to UE Rx-Tx time difference measurements for multiple RTT positioning, as the citation in below, shall be checked whether any adaption shall be done to meet the characteristics of NTN scenario.
	9.9.4.6	Measurement Period Requirements without Measurement Gaps
When physical layer receives last of NR-Multi-RTT-ProvideAssistanceData message and NR-Multi-RTT-RequestLocationInformation message from LMF via LPP [34], UE shall be able to measure multiple (up to the UE capability specified in clause x.x.x) UE Rx-Tx time difference measurements as defined in TS 38.215 [4] in configured positioning frequency layers within the measurement period  ms.
, if any of the positioning frequency layers are in Case 1, or
, if all the positioning frequency layers are in Case 2.
Where,
	 is the index of positioning frequency layer, and
	 is total number of positioning frequency layers, and
	 is the periodicity of the PRS RSTD measurement in positioning frequency layer i, and
	 is the time from the start of the first PPW occasion for positioning frequency layer i to the start of measurement period .
	A positioning frequency layer is in Case 1 if UE reports ppw-durationOfPRS-Processing1-r17 for the band containing the positioning frequency layer, and a positioning frequency layer is in Case 2 if UE reports ppw-durationOfPRS-Processing2-r17 for the band containing the positioning frequency layer.	
	 is the measurement period for UE Rx-Tx time difference measurement in positioning frequency layer i as specified below.
	
Where
	 is the periodicity of the UE Rx-Tx time difference measurement in positioning frequency layer i as defined further in this clause.
	 is the scaling factor for measurement of same PRS resource with multiple Rx TEGs.
	=1 if UE is not supported measureSameDL-PRS-ResourceWithDifferentRxTEGs-r17 or not requested by LMF to measure a PRS resource with multiple Rx TEGs via measureSameDL-PRS-ResourceWithDifferentRxTEGs-r17 [34] in NR-DL-TDOA-RequestLocationInformation;
	otherwise,
	=, if UE is not capable of receiving same DL PRS resource simultaneously from multiple Rx TEGs, and 
	= if UE is capable of receiving the same DL PRS resource simultaneously from multiple Rx TEGs.
	where
	 is the number of Rx TEGs with which UE is requested to measure a PRS resource indicated via measureSameDL-PRS-ResourceWithDifferentRxTEGs-r17 [34] in NR-Multi-RTT-RequestLocationInformation, and in case ‘n0’ is indicated,  is the maximum number of Rx TEGs with which UE can support to measure the same PRS resource as reported in NR-UE-TEG-Capability, and
	 is the number of Rx TEGs UE can measure simultaneously which is reported via measureSameDL-PRS-ResourceWithDifferentRxTEGsSimul.
	is the scaling factor for Rx beam sweeping, and =1 if positioning frequency layer i is in FR1.  If positioning frequency layer i is in FR2, is equal to the value reported by the UE in lowerRxBeamSweepingThan8-FR2 if the UE supports the capability for the band containing positioning frequency layer i, and the LMF indicates lowerRxBeamSweepingThan8-FR2 in NR-TDOA-RequestLocationInformation.  is equal to 8, otherwise.
	 is the time duration of available PRS resources in the positioning frequency layer i, to be measured during , and is calculated in the same way as PRS duration K defined in clause 5.1.6.5 of TS 38.214 [26].  For calculation of ,
	only the unmuted PRS resources that meet the applicability conditions and fully or partially overlapped with PRS processing window are considered, if positioning frequency layer i is in Case 1, or 
	only the PRS resources unmuted and fully or partially overlapped with the first (PPWL-T2) ms of PPW are considered, if positioning frequency layer i is in Case 2, where PPWL is the PPW length and T2 corresponds to ppw-durationOfPRS-ProcessingSymbolsT2.
	 is the maximum number of DL PRS resources of positioning frequency layer i configured in a slot,
	 is UE capability combination per band where N is a duration of DL PRS symbols in ms corresponding to ppw-durationOfPRS-ProcessingSymbolsN  in TS 37.355 [34] if positioning frequency layer i is in Case 1, or corresponding to ppw-durationOfPRS-ProcessingSymbolsN2 in TS 37.355 [34] if positioning frequency layer i is in Case 2,
-	 is UE capability for number of DL PRS resources that it can process in a slot corresponding to ppw-maxNumOfDL-PRS-ResProcessedPerSlot as specified in clause 6.4.3 of TS 37.355 [34],
-	 is the number of UE Rx-Tx time difference measurement samples:
-	= 4 if the UE is not capable of supportedDL-PRS-ProcessingSamples defined in [34].
-	= 1 if the UE is capable of supportedDL-PRS-ProcessingSamples defined in [34] and LMF requests the UE to perform positioning measurements with reduced number of samples by requestedDL-PRS-ProcessingSamples [34] and the following conditions are met:
-	PRS bandwidth is within the active BWP and 
-	Magnitude of difference between the serving cell’s SS-RSRP and the neighbor cell’s PRS-RSRP is within [6] dB.
-	=  [2] if the UE is capable of supportedDL-PRS-ProcessingSamples defined in [34] and the LMF requests the UE to perform positioning measurements with reduced number of samples by requestedDL-PRS-ProcessingSamples [34] but the following conditions are not met:
-	PRS bandwidth is within the active BWP and
-	Magnitude of difference between the serving cell’s SS-RSRP and the neighbor cell’s PRS-RSRP is within [6] dB.
-	= 4 otherwise.
-	 is the measurement duration for the last UE Rx-Tx time difference measurement sample in the positioning layer i, including the sampling time and processing time.
	If positioning frequency layer i is in Case 1 and all of the PRS resources to be measured are available in the same PPW occasion during Tavailable, then  =  +PPWL, else
	if positioning frequency layer i is in Case 2 and all of the PRS resources to be measured are available in the same PPW occasion during Tavailable, then   = PPWL; 
	otherwise,  =  + .
-	 is periodicity of UE Rx-Tx time difference measurement in positioning frequency layer i: 
	
where
		corresponds to ppw-durationOfPRS-ProcessingSymbolsT  in TS 37.355 [34] if positioning frequency layer i is in Case 1, or corresponds to the sum of ppw-durationOfPRS-ProcessingSymbolsT2 and ppw-durationOfPRS-ProcessingSymbolsN2 in TS 37.355 [34] if positioning frequency layer i is in Case 2,
	, the least common multiple between  and  	 
	 is the PRS processing window repetition periodicity in positioning frequency layer i.
	 is the PRS resource periodicity in positioning frequency layer i. If the positioning frequency layer i has more than one DL PRS resource sets with different PRS periodicities with muting,  , the least common multiple of  among DL PRS resource sets is used to derive , where
	 is the periodicity of PRS resource sets given by the higher-layer parameter DL-PRS-Periodicity.
	 is the scaling factor considering PRS resource muting. , where  is the muting repetition factor given by the higher-layer parameter DL-PRS-MutingBitRepetitionFactor, and  is the size of the bitmap 
Note:	For the purpose of calculating TPRS,i, only the PRS resources that meet the applicability conditions and fully or partially covered by the PRS processing window are considered. 
The time  starts from the first PRS processing window instance aligned with DL PRS resources in the assistance data after both the NR-Multi-RTT-RequestLocationInformation message and NR-Multi-RTT-ProvideAssistanceData message from LMF via LPP [34] are delivered to the physical layer of UE.
The UE Rx-Tx time difference measurement period is restarted if HO occurs during the measurement period and after SRS reconfiguration on the target cell is complete. 
The measurement requirements do not apply for a PRS resource:
-	if the PRS resource is across two sampling duration of N within duration  or 
-	if time span of the PRS resource instance (including at least the minimum number of repetitions specified in the accuracy requirements) is greater than UE reported capability N.
If during the measurement period of one or more positioning frequency layers, the PRS processing window is reconfigured or reactivated either per UE request or not per UE request, the measurement period can be longer.
The requirements in this section apply, provided no PRS symbols are dropped during the measurement period  within PRS processing window due to collisions with other signals; otherwise, a longer measurement period may be used.
When PRS-RSRP is configured for multi-RTT, the UE Rx-Tx time difference measurements and PRS-RSRP measurements are performed over the same measurement period. 
The requirements in clause 9.9.4.6 do not apply if the PRS configuration given by higher layer paramters NR-DL-PRS-AssistanceData exceeds any of the UE measurement capabilities given by NR-DL-PRS-ResourcesCapability in NR-Multi-RTT-ProvideCapabilities, and it is up to UE implementation which PRS resources are measured, subject to UE measurement capabilities.
When PSCell or SCell addition or release does not cause SRS reconfiguration during the measurement period, UE continues the UE Rx-Tx time difference measurement, and the measurement period requirements apply.
When PSCell or SCell addition or release causes SRS reconfiguration during the measurement period, UE shall restart the UE Rx-Tx time difference measurement after the SRS reconfiguration on the target cell is complete.
When SRS is reconfigured without cell change during the measurement period, UE shall restart the UE Rx-Tx time difference measurement after the SRS reconfiguration on the target cell is complete.
If UE uplink transmission timing changes due to the network-configured Timing Advance command during the UE Rx-Tx measurement period, then the UE Rx-Tx time difference measurement period is restarted after uplink transmission timing changes, and the UE Rx-Tx time difference measurement period requirements in this clause shall not apply.
If UE uplink transmission timing changes due to the change in the NTA_offset defined in Table 7.1.2-2 during the UE Rx-Tx measurement period, then the UE Rx-Tx time difference measurement period is restarted after uplink transmission timing changes, and the UE Rx-Tx time difference measurement period requirements in this clause shall not apply.
If UE uplink transmission timing changes due to the UE autonomous timing adjustment defined in clause 7.1.2 during the UE Rx-Tx measurement period, then:
-	UE Rx-Tx measurement period requirements in this clause shall apply for a cell, which is also the downlink reference cell (defined in section 7.1.1) for SRS transmission.
-	UE Rx-Tx measurement period requirements in this clause shall not apply for a cell, which is not the downlink reference cell (defined in section 7.1.1) for SRS transmission. The UE Rx-Tx time difference measurement period may be restarted in such case.
If any positioning frequency layer is in Case 2, the requirements in this clause apply provided that the PPWL corresponding to the positioning frequency layer is larger than (T2+X) ms.
The requirements in this clause apply provided that a single positioning frequency layer is configured for measurement in each PPW.



Even single-satellite based multiple RTT measurements essentially are on single frequency layer, measurement period  ms and corresponding parameters contained can still keep same definitions, since no changes on essential test conditions causing different delay and corresponding accuracy requirements from those in terrestrial system.
Observation 1: measurement period  ms and corresponding parameters contained don’t need to be updated.


Conclusion
Proposal 1: Side condition for NTN positioning can reuse legacy requirement.
Observation 1: measurement period  ms and corresponding parameters contained don’t need to be updated.
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