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<< Start of Change 1 >>
[bookmark: _Toc83580500][bookmark: _Toc84405009][bookmark: _Toc84413618]6.2H.1.4	Configured transmitted power for intra-band UL contiguous CA with UL MIMO
For UE supporting intra-band UL contiguous CA with UL MIMO, the transmitted power is configured per each UE.
The definitions of configured maximum output power PCMAX,c, the lower bound PCMAX_L,c, and the higher bound PCMAX_H,c specified in clause 6.2A.4.1.1 shall apply to UE supporting intra-band UL contiguous CA with UL MIMO, where
-	ΔPPowerClass,CA and ∆TC,c are specified in clause 6.2A.4 unless otherwise stated;
-	PPowerClass,CA is the maximum UE power specified in Table 6.2H.1.1-1 without taking into account the tolerance;
-	MPR, AMPR is specified in clause 6.2H.1.2 and 6.2H.1.3;
The measured configured maximum output power PUMAX over all serving cells shall be within the following bounds:
PCMAX_L  –  MAX{TL, T LOW(PCMAX_L)}  ≤  PUMAX  ≤  PCMAX_H  +  T HIGH(PCMAX_H)
where TLOW(PCMAX_L) and THIGH(PCMAX_H) are defined as the tolerance and applies to PCMAX_L and PCMAX_H separately, while TL is the absolute value of the lower tolerance in Table 6.2 H.1.1-1 for the applicable operating band.
For UE supporting intra-band UL contiguous CA with UL MIMO, the tolerance is specified in Table 6.2H.1..4-1.
Table 6.2H.1.4-1: PCMAX tolerance for intra-band UL contiguous CA with UL MIMO
	PCMAX
(dBm)
	Tolerance
TLOW(PCMAX)
(dB)
	Tolerance
THIGH(PCMAX)
(dB)

	23 < PCMAX ≤ 26
	3.0
	2.0

	21 ≤ PCMAX ≤ 23
	2.0

	20 ≤ PCMAX < 21
	2.5

	19 ≤ PCMAX < 20
	3.5

	18 ≤ PCMAX < 19
	4.0

	13 ≤ PCMAX < 18
	5.0

	8 ≤ PCMAX < 13
	6.0

	-40 ≤ PCMAX < 8
	7.0



<< End of Change 1 >>
