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--- Start of change 1 ---
6.2.1B	SA: RRC Re-establishment for RedCap
6.2.1B.1	Introduction
This clause contains requirements on the RedCap UE regarding RRC connection re-establishment procedure. 
6.2.1B.2	Requirements
The requirements in clause 6.2.1 shall apply for 2 Rx RedCap UE. For 1 Rx RedCap UE, the requirements defined in clause 6.2.1 shall apply except that:
-	Tidentify_intra_NR as specified in Table 6.2.1B.2-1.
-	Tidentify_inter_NR, i as specified in Table 6.2.1B.2-2.
Table 6.2.1B.2-1: Time to identify target NR cell for RRC connection re-establishment to NR intra-frequency cell
	Serving cell 
	FR of target NR 
	Tidentify_intra_NR [ms]

	SSB Ês/Iot (dB)
	cell
	Known NR cell
	Unknown NR cell

	≥ -8
	FR1
	MAX (200 ms, 6 x TSMTC)
	MAX (800 ms, [11] x TSMTC)

	< -8
	FR1
	N/A
	800Note1

	Note 1:	The UE is not required to successfully identify a cell on any NR frequency layer when TSMTC > 20 ms and serving cell SSB Ês/Iot < -8 dB.



Table 6.2.1B.2-2: Time to identify target NR cell for RRC connection re-establishment to NR inter-frequency cell
	Serving cell SSB Ês/Iot (dB)
	FR of target NR cell
	Tidentify_inter_NR, i [ms]

	
	
	Known NR cell
	Unknown NR cell

	≥ -8
	FR1
	MAX (200 ms, 7 x TSMTC, i)
	MAX (800 ms, [14] x TSMTC, i)

	< -8
	FR1
	N/A
	800Note1

	Note 1:	The UE is not required to successfully identify a cell on any NR frequency layer when TSMTC,i > 20 ms and serving cell SSB Ês/Iot < -8 dB.



When the Redcap specific initial BWP is configured for random access,  in clause 6.2.1 is extended by 6ms.
The Redcap UE operating HD-FDD mode shall meet the RRC Re-establishment requirements provided that SSB is available at the UE once every SMTC period during Tidentify_intra_NR or Tidentify_inter_NR, i.
--- End of change 1 ---

