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	Reason for change:
	In R18, MAC-CE based network signalling assistance is introduced to help UE when to perform one-shot timing adjustment for TCI state switching in FR2 HST scenario. The one-shot timing adjustment requirements for MAC-CE based network signalling assistance shall be defined.
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	1. To clarify one-shot timing adjustment requirments for FR2 HST with MAC-CE based network signalling assistance.
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<Start of Change 1>
7.1.2.3	One shot large UL timing adjustment for FR2 Power Class 6 UE
When highSpeedMeasFlagFR2-r17 is configured and highSpeedLargeOneStepUL-TimingFR2-r17 is enabled for UE supporting FR2 power class 6 and [largeOneStepUL-timingFR2-r17] capability and not supporting [crossRRHIndication-r18] capability, the following requirements apply to the UE:
-	If the absolute value , the requirement in clause 7.1.2.1 apply to the first UL transmission after a TCI state switch.
-	Otherwise, the UE transmit timing immediately after TCI state switch shall be  and clause 7.1.2.1 requirements don’t apply.
-	The UE UL transmission timing error after the TCI state switching procedure shall be less than or equal to ±Te as specified in clause 7.1.2 if the new target TCI state is within active TCI state list, otherwise ±7*64*Tc, and the reference point is .
Above,
-	 (in  units) is the DL timing defined as the time when UE receives downlink frame with new target TCI state.
-	 (in  units) is the DL timing defined as the time when UE receives downlink frame with old source TCI state.
When highSpeedMeasFlagFR2-r17 is configured and highSpeedLargeOneStepUL-TimingFR2-r17 is enabled for UE supporting FR2 power class 6 and ue-OneShotUL-TimingAdj-r17 capability and [crossRRHIndication-r18] capability, the following requirements apply to the UE:
-	If a TCI state switch is not indicated as cross-RRH by MAC-CE command, the requirement in clause 7.1.2.1 apply to the first UL transmission after the TCI state switch.
-	Otherwise, the UE transmit timing immediately after TCI state switch shall be  and clause 7.1.2.1 requirements don’t apply.
-	The UE UL transmission timing error after the TCI state switching procedure shall be less than or equal to ±Te as specified in clause 7.1.2 if the new target TCI state is within active TCI state list, otherwise ±7*64*Tc, and the reference point is .

<End of Change 1>


