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<Start of the change>
[bookmark: _Toc368026181]3.1	Definitions
For the purposes of the present document, the terms and definitions given in TR 21.905 [1] and the following apply in the case of a single component carrier. A term defined in the present document takes precedence over the definition of the same term, if any, in TR 21.905 [1].
Aerial UE: A UE supporting UAS (Uncrewed Aircraft Systems) capability (Replace with reference to RAN2 specification where the capability will be defined), and have an aerial subscription as described in TS 25.401.
Aggregated Channel Bandwidth: The RF bandwidth in which a UE transmits and receives multiple contiguously aggregated carriers.
Aggregated Transmission Bandwidth Configuration: The number of resource block allocated within the aggregated channel bandwidth.
Carrier aggregation: Aggregation of two or more component carriers in order to support wider transmission bandwidths.
Carrier aggregation band: A set of one or more operating bands across which multiple carriers are aggregated with a specific set of technical requirements.
Carrier aggregation bandwidth class: A class defined by the aggregated transmission bandwidth configuration and maximum number of component carriers supported by a UE.
Carrier aggregation configuration: A combination of CA operating band(s) and CA bandwidth class(es) supported by a UE.
Channel edge: The lowest and highest frequency of the carrier, separated by the channel bandwidth.
Channel bandwidth: The RF bandwidth supporting a single E-UTRA RF carrier with the transmission bandwidth configured in the uplink or downlink of a cell. The channel bandwidth is measured in MHz and is used as a reference for transmitter and receiver RF requirements.
Composite spectrum emission mask: Emission mask requirement for intraband non-contiguous carrier aggregation which is a combination of individual sub-block spectrum emissions masks.
Composite spurious emission requirement: Spurious emission requirement for intraband non-contiguous carrier aggregation which is a combination of individual sub-block spurious emission requirements.
Contiguous carriers: A set of two or more carriers configured in a spectrum block where there are no RF requirements based on co-existence for un-coordinated operation within the spectrum block.
Contiguous resource allocation: A resource allocation of consecutive resource blocks within one carrier or across contiguously aggregated carriers. The gap between contiguously aggregated carriers due to the nominal channel spacing is allowed.
Contiguous spectrum: Spectrum consisting of a contiguous block of spectrum with no sub-block gaps.
Enhanced downlink control channel performance requirements type A: This defines performance requirements for downlink control channel assuming as baseline receiver reference symbol based linear minimum mean square error interference rejection combining plus CRS interference cancellation.
Enhanced downlink control channel performance requirements type B: This defines performance requirements for downlink control channel assuming as baseline receiver reference symbol based enhanced linear minimum mean square error interference rejection combining plus CRS interference cancellation.
Enhanced performance requirements type A: This defines performance requirements assuming as baseline receiver reference symbol based linear minimum mean square error interference rejection combining.
Enhanced performance requirements type B: This defines performance requirements assuming as baseline receiver using network assisted interference cancelation and suppression.
Enhanced performance requirements type C: This defines performance requirements assuming as baseline receiver      inter-stream interference cancellation.
Inter-band carrier aggregation: Carrier aggregation of component carriers in different operating bands.
NOTE:	Carriers aggregated in each band can be contiguous or non-contiguous.
Intra-band contiguous carrier aggregation: Contiguous carriers aggregated in the same operating band.
Intra-band non-contiguous carrier aggregation: Non-contiguous carriers aggregated in the same operating band.
Lower sub-block edge: The frequency at the lower edge of one sub-block. It is used as a frequency reference point for both transmitter and receiver requirements.
Category NB1/NB2 stand-alone operation: category NB1/NB2 is operating standalone when it utilizes its own spectrum, for example the spectrum used by GERAN systems as a replacement of one or more GSM carriers, as well as scattered spectrum for potential IoT deployment.
Category NB1/NB2 guard band operation: category NB1/NB2 is operating in guard band when it utilizes the unused resource block(s) within a E-UTRA carrier’s guard-band.
Category NB1/NB2 in-band operation: category NB1/NB2 is operating in-band when it utilizes the resource block(s) within a normal E-UTRA carrier or within a normal NR carrier plus 15 kHz at each edge (and not within NR minimum guard band).
Non-contiguous spectrum: Spectrum consisting of two or more sub-blocks separated by sub-block gap(s).
ProSe-enabled UE: A UE that supports ProSe requirements and associated procedures.
NOTE: As defined in TS 23.303 [10].
ProSe Direct Communication: A communication between two or more UEs in proximity that are ProSe-enabled.
NOTE: As defined in TS 23.303 [10].
ProSe Direct Discovery: A procedure employed by a ProSe-enabled UE to discover other ProSe-enabled UEs in its vicinity.
NOTE: As defined in TS 23.303 [10].
sTTI : A transmission time interval (TTI) of either one slot or one subslot as defined in TS 36.211 [4] on either uplink or downlink.
Sub-block: This is one contiguous allocated block of spectrum for transmission and reception by the same UE. There may be multiple instances of sub-blocks within an RF bandwidth.
Sub-block bandwidth: The bandwidth of one sub-block.
Sub-block gap: A frequency gap between two consecutive sub-blocks within an RF bandwidth, where the RF requirements in the gap are based on co-existence for un-coordinated operation.
Synchronized operation: Operation of TDD in two different systems, where no simultaneous uplink and downlink occur.
Unsynchronized operation: Operation of TDD in two different systems, where the conditions for synchronized operation are not met.
Upper sub-block edge: The frequency at the upper edge of one sub-block. It is used as a frequency reference point for both transmitter and receiver requirements.
V2X Communication: V2X (Vehicle to Everything) service is operating in ITS spectrum and/or LTE licensed operating bands.
<End of the change>




<Start of the change>
[bookmark: _Toc368026188][bookmark: _Toc21127453][bookmark: _Toc29811659][bookmark: _Toc36817211][bookmark: _Toc37260127][bookmark: _Toc37267515][bookmark: _Toc44712117][bookmark: _Toc45893430][bookmark: _Toc53178157][bookmark: _Toc53178608][bookmark: _Toc61178834][bookmark: _Toc61179304][bookmark: _Toc67916600][bookmark: _Toc74663198][bookmark: _Toc82621738][bookmark: _Toc90422585][bookmark: _Toc106782778][bookmark: _Toc107311669][bookmark: _Toc107419253][bookmark: _Toc107474880][bookmark: _Toc114255473][bookmark: _Toc115186153][bookmark: _Toc123048967][bookmark: _Toc123051886][bookmark: _Toc123054355][bookmark: _Toc123717456][bookmark: _Toc124157032][bookmark: _Toc124266436][bookmark: _Toc131595794][bookmark: _Toc131740792][bookmark: _Toc131766326]4.3A	Applicability of minimum requirements (CA, UL-MIMO, ProSe, Dual Connectivity, UE category 0, UE category M1, UE category M2, UE category 1bis, UE category NB1 and NB2, V2X Communication, MBMS UE, Aerial UEs)
The requirements in clauses 5, 6 and 7 which are specific to CA, UL-MIMO, ProSe, Dual Connectivity,   UE category 0, UE category M1, UE category M2, UE category 1bis, UE category NB1 and NB2 and V2X Communication are specified as suffix A, B, C, D, E, F and G where;
a)	Suffix A additional requirements need to support CA
b)	Suffix B additional requirements need to support UL-MIMO
c)	Suffix C additional requirements need to support Dual Connectivity
d)	Suffix D additional requirements need to support ProSe
e)	Suffix E additional requirements need to support UE category 0, category M1, category M2, and category 1bis
f)	Suffix F additional requirements need to support UE category NB1 and NB2
g)	Suffix G additional requirements need to support V2X Communication
j) 	Suffix J additional requirements need to support Aerial UEs
A terminal which supports the above features needs to meet both the general requirements and the additional requirement applicable to the additional subclause (suffix A, B, C, D, E, F,  and G and J) in clauses 5, 6 and 7. Where there is a difference in requirement between the general requirements and the additional subclause requirements (suffix A, B, C, D, E, F and, G and J) in clauses 5, 6 and 7, the tighter requirements are applicable unless stated otherwise in the additional subclause.
A terminal which supports more than one feature (CA, UL-MIMO, ProSe, Dual Connectivity, UE category 0, UE category M1, UE category M2, UE category 1bis, UE category NB1 and NB2, and V2X Communication and Aerial UEs) in clauses 5, 6 and 7 shall meet all of the separate corresponding requirements.
For a terminal supporting CA, compliance with minimum requirements for non-contiguous intra-band carrier aggregation in any given operating band does not imply compliance with minimum requirements for contiguous intra-band carrier aggregation in the same operating band. 
For a terminal supporting CA, compliance with minimum requirements for contiguous intra-band carrier aggregation in any given operating band does not imply compliance with minimum requirements for non- contiguous intra-band carrier aggregation in the same operating band.
A terminal which supports a DL CA configuration shall support all the lower order fallback DL CA combinations and it shall support at least one bandwidth combination set for each of the constituent lower order DL combinations containing all the bandwidths specified within each specific combination set of the upper order DL combination.
A terminal which supports CA, for each supported CA configuration, shall support Pcell transmissions in each of the aggregated Component Carriers unless indicated otherwise in clause 5.6A.1.
Terminal supporting Dual Connectivity configuration shall meet the minimum requirements for corresponding CA configuration (suffix A), unless otherwise specified.
For a terminal that supports ProSe Direct Communication and/or ProSe Direct Discovery, the minimum requirements are applicable when
-	the UE is associated with a serving cell on the ProSe carrier, or
-	the UE is not associated with a serving cell on the ProSe carrier and is provisioned with the preconfigured radio parameters for ProSe Direct Communications and/or ProSe Direct Discovery that are associated with known Geographical Area, or
-	the UE is associated with a serving cell on a carrier different than the ProSe carrier, and the radio parameters for ProSe Direct Discovery on the ProSe carrier are provided by the serving cell, or
-	the UE is associated with a serving cell on a carrier different than the ProSe carrier, and has a non-serving cell selected on the ProSe carrier that supports ProSe Direct Discovery and/or ProSe Direct Communication.
When the ProSe UE is not associated with a serving cell on the ProSe carrier, and the UE does not have knowledge of its geographical area, or is provisioned with preconfigured radio parameters that are not associated with any Geographical Area, ProSe transmissions are not allowed, and the requirements in Section 6.3.3D apply.
A terminal that supports simultaneous E-UTRA ProSe sidelink transmissions and E-UTRA uplink transmissions for the inter-band E-UTRA ProSe/E-UTRA bands specified in Table 5.5D-2, shall meet the minimum requirements for the corresponding inter-band UL CA configuration (suffix A), unless otherwise specified. For transmitter characteristics specified in clause 6, the terminal is required to meet the conformance tests for the corresponding inter-band UL CA configuration and is not required to be retested with simultaneous E-UTRA ProSe sidelink and E-UTRA uplink transmissions.
A terminal that supports E-UTRA V2X intra-band multi-carrier operation including carrier aggregation for the band specified in Table 5.5G-3, shall meet the corresponding transmitter characteristics requirements (in subclauses with suffix G in Section 6) only when there are multiple active transmissions on all of the configured carrier components. When there is only one active transmission on one of the configured carrier components, the corresponding requirements for V2X single carrier operation apply for the corresponding active carrier component.
A terminal which supports MBMS (including 15 kHz, 7.5 kHz ,1.25 kHz, 2.5 kHz and 0.37 kHz subcarrier spacing), shall meet the minimum requirements in clauses 5 and 7. A terminal which supports MBMS is not required to support all kinds of subcarrier spacing.
A terminal that supports multiple TTI patterns in different carriers, different TTI patterns can only be used when the carriers are aggregated in inter-band manner. For intra-band carrier aggregation, only same TTI patterns and same TAG are allowed in aggregated carriers.

<End of the change>

<Start of the change>
6.2.4J	UE maximum output power with additional requirements for Aerial UEs
Additional ACLR and spectrum emission requirements can be signalled by the network to indicate that the UE shall also meet additional requirements in a specific deployment scenario. To meet these additional requirements, Additional Maximum Power Reduction (A-MPR) is allowed for the output power as specified in Table 6.2.2-1, and Table 6.2.4-2 and Table 6.2.4J-2. Unless stated otherwise, an A-MPR of 0 dB shall be used.
For UE Power Class 3 the specific requirements and identified subclauses are specified in Table 6.2.4-1 and Table 6.2.4J-1 along with the allowed A-MPR values that may be used to meet these requirements. The allowed A-MPR values specified below in Table 6.2.4J-2 to 6.2.4J-3 are in addition to the allowed MPR requirements specified in subclause 6.2.3.
Table 6.2.4J-1: Additional Maximum Power Reduction (A-MPR)
	Network Signalling value
	Requirements (subclause)
	E-UTRA Band
	Channel bandwidth (MHz)
	Resources Blocks (NRB)
	A-MPR (dB)

	NS_xx
	6.6.2.2J.1
	3
	
	
	Table 6.2.4J-2

	NS_yy
	6.6.2.2J.1
	7
	
	
	Table 6.2.4J-3

	NOTE:	The NS specified in this table are broadcasted in the new IE listing the NSs applicable to Aerial UEs only.



Table 6.2.4J-2: A-MPR for "NS_xx"
	Parameters
	Region A
	Region B
	Region C

	RBstart
	
	
	
	

	LCRB [RBs]
	
	
	
	
	

	A-MPR [dB]
	
	
	
	
	

	



Table 6.2.4J-3: A-MPR for "NS_yy"
	Parameters
	Region A
	Region B
	Region C

	RBstart
	
	
	
	

	LCRB [RBs]
	
	
	
	
	

	A-MPR [dB]
	
	
	
	
	

	





<End of the change>

<Start of the change>
6.6.2.2J	Additional Spectrum Emission Mask for Aerial UEs
This requirement is specified in terms of an "additional spectrum emission" requirement.
[bookmark: _Toc368026310]6.6.2.2J.1	Minimum requirement (network signalled value "NS_xx" and "NS_yy")
Additional spectrum emission requirements are signalled by the network to indicate that the UE shall meet an additional requirement for a specific deployment scenario as part of the cell handover/broadcast message.
When "NS_xx" or "NS_yy" is indicated in the cell, , the following additional out of band emissions requirements apply (ECC Decision (22)07 [xx]).
1. Protection of MetSat operating in the 1675-1710 MHz frequency band defined as -40 dBm/MHz out-of-band limit in the frequency range 1675-1710 MHz for Aerial UE operating in 1710-1785 MHz. 
2. Protection of RAS operating in 2690 – 2700 MHz and radars operating in 2700-2900 MHz defined as -50 dBm/MHz out-of-band limit in the frequency range 2690-2900 MHz for Aerial UE operating in 2500-2570 MHz or 2570-2620 MHz.


<End of the change>

