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	Reason for change:
	The relative power tolerance requirement was derived based on LTE values with 0.5 - 1 dB improvement. However, there is no distinction for normal conditions and exetreme conditions. With supporting more operating bands for NR and the frequency range extended to 6GHz for FR1, relaxation for exetreme conditions should not be skipped.
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	Add a note similar to that of LTE that 2dB relaxation is allowed for exetreme conditions.
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[bookmark: _Toc21342956][bookmark: _Toc29769917][bookmark: _Toc29799416][bookmark: _Toc37254640][bookmark: _Toc37255283][bookmark: _Toc45887308][bookmark: _Toc53172045][bookmark: _Toc61356810][bookmark: _Toc67913679][bookmark: _Toc75469495][bookmark: _Toc76507985][bookmark: _Toc83192886]6.3.4.3	Relative power tolerance
The relative power tolerance is the ability of the UE transmitter to set its output power in a target sub-frame (1 ms) relatively to the power of the most recently transmitted reference sub-frame (1 ms) if the transmission gap between these sub-frames is less than or equal to 20 ms.
The minimum requirements specified in Table 6.3.4.3-1 apply when the power of the target and reference sub-frames are within the power range bounded by the minimum output power as defined in clause 6.3.1 and the measured PUMAX as defined in clause 6.2.4.
To account for RF Power amplifier mode changes, 2 exceptions are allowed for each of two test patterns. The test patterns are a monotonically increasing power sweep and a monotonically decreasing power sweep over a range bounded by the requirements of minimum power and maximum power specified in clauses 6.3.1 and 6.2.1, respectively. For those exceptions, the power tolerance limit is a maximum of ± 6.0 dB in Table 6.3.4.3-1.
Table 6.3.4.3-1: Relative power tolerance
	Power step P (Up or down)
 (dB)
	All combinations of PUSCH and PUCCH transitions (dB)
	All combinations of PUSCH/PUCCH and SRS transitions between sub-frames (dB)
	PRACH (dB)

	ΔP < 2
	± 2.0 (NOTE)
	± 2.5
	± 2.0

	2 ≤ ΔP < 3
	± 2.5
	± 3.5
	± 2.5

	3 ≤ ΔP < 4
	± 3.0
	± 4.5
	± 3.0

	4 ≤ ΔP < 10
	± 3.5
	± 5.5
	± 3.5

	10 ≤ ΔP < 15
	± 4.0
	± 7.0
	± 4.0

	15 ≤ ΔP
	± 5.0
	± 8.0
	± 5.0

	NOTE 1:	For PUSCH to PUSCH transitions with the allocated resource blocks fixed in frequency and no transmission gaps other than those generated by downlink subframes, DwPTS fields or Guard Periods: for a power step ΔP ≤ 1 dB, the relative power tolerance for transmission is ± 0.7 dB.
NOTE 2:	For extreme conditions an additional ± 2.0 dB relaxation is allowed
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