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Introduction
In this contribution we try to provide our understanding on the necessary update and modification on the current specs due to the Rel-18 MUSIM WI. The potential change of each individual part or part to be added are listed below. 
The intention is to use the following table as the base to finalize the CR split work based on comments collected. 
CR work split for MUSIM WI 
CR work split for MUSIM WI (TS 38.133)
	Spec
	Section
	Detail 
	Responsible company

	TS38.133
	9.1.10.x1 Introduction
9.1.10.x2 Requirements applicability
9.1.10.x3 Collision handling for MUSIM gaps
9.1.10.x3.y1 MUSIM gaps priority preference 
9.1.10.x3.y2 Collision handling between different MUSIM gaps 
9.1.10.x3.y3 Collision handing between MUSIM gaps and measurement gaps

[9.1.10.x4 Interruption when MUSIM gaps are configured]


	· Introduction for Rel-18 requirements
· Requirements applicability 
· The conditions when MUSIM requirements apply
· UE Capability related
· Clarification on the impact on other gaps allocation when MUSIM gaps are allocated

· MUSIM gap priority preference indication
· Introduction
· Priority preference indicated by UE
· [priority preference order]
· Collision handling within MUSIM gaps
· Introduction
· Priority based collision handling rules within MUSIM gaps
· “Keep” solution based collision handling within MUSIM gaps
· Collision handling between MUSIM gaps and legacy gaps
· Introduction
· Collision between MUSIM gaps and gap configured via GapConfig-r17 without preConfigInd-r17 or ncsgInd-r17 (Type-2) gaps
· Collision between MUSIM gaps and gap configured via GapConfig (Type-1) gaps
· [Collision between MUSIM gaps and Pre-MG and NCSG]
	

	
	9.2.5, 9.2.6, 9.2C.5, 9.2C.6
	· Intra-frequency measurement
· Impact due to MUSIM gap
	

	
	9.3.4, 9.3.5, 9.3.9, 9.3C.4, 9.3C.7
	· Inter-frequency measurement
· Impact due to MUSIM gap
	

	
	9.4.2, 9.4.3
	· Inter-RAT measurement and SFTD
· Impact due to MUSIM gap
	

	
	[9.5.1] 9.5.4
	· L1-RSRP measurement requirements
· Impact due to MUSIM gap
	

	
	[9.8.1] 9.8.4
	· L1-SINR measurements for Reporting 
· Impact due to MUSIM gap
	

	
	[9.9.1] 9.9.2, 9.9.3, 9.9.4, 
	· Positioning measurement 
· Impact due to MUSIM gap
	

	
	[9.10.1] 9.10.2, 9.10.3
	· CSI-RS based L3 measurement 
· Impact due to MUSIM gap
	

	
	[9.12.1] 9.12.4
	· Measurement for Propagation Delay Compensation
· Impact due to MUSIM gap
	

	
	[9.13.1] 9.13.4
	· L1-RSRP measurements for a cell with different PCI from serving cell
· Impact due to MUSIM gap
	

	
	8.1, 8.1A, 8.1C
	· Impact on RLM due to MUSIM gaps
	

	
	8.5, 8.5A, 8.5C
	· Impact on link recovery due to MUSIM gaps
	

	
	8.18
	· Impact on TRP specific Link Recovery Procedures due to MUSIM gaps
	

	
	4.2x Cell Re-selection for network B when MUSIM gaps are configured
4.2x.1 Introduction
4.2x.2 Requirements
4.2x.2.1	UE measurement capability
4.2x.2.2	Measurement and evaluation of serving cell of NW B
4.2x.2.3 Measurements of intra-frequency NR cells of NW B
4.2x.2.4	Measurements of inter-frequency NR cells of NW B
[4.2x.2.5	Measurements of inter-RAT E-UTRAN cells of NW B]
	· NW B idle state requirements
	

	
	5.1x Cell Re-selection for network B when MUSIM gaps are configured
5.1x.1 Introduction
5.1x.2 Requirements
5.1x.2.1	UE measurement capability
5.1x.2.2	Measurement and evaluation of serving cell of NW B
5.1x.2.3 Measurements of intra-frequency NR cells of NW B
5.1x.2.4	Measurements of inter-frequency NR cells of NW B
[5.1x.2.5	Measurements of inter-RAT E-UTRAN cells of NW B]
	· NW B inactive state requirements
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