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------------------------------------------------------------- START CHANGE ------------------------------------------------------
[bookmark: _Toc98869369][bookmark: _Toc106547113][bookmark: _Toc114500257][bookmark: _Toc115255808][bookmark: _Toc123060096][bookmark: _Toc124294145][bookmark: _Toc137456945][bookmark: _Toc138887313][bookmark: _Toc138968764][bookmark: _Toc21339329][bookmark: _Toc29804546][bookmark: _Toc36548116][bookmark: _Toc37253334][bookmark: _Toc37253666][bookmark: _Toc37321435][bookmark: _Toc37322620][bookmark: _Toc45889488][bookmark: _Toc52203679][bookmark: _Toc53172469][bookmark: _Toc61118232][bookmark: _Toc67923028][bookmark: _Toc75295691][bookmark: _Toc76510116][bookmark: _Toc83130820][bookmark: _Toc90589066][bookmark: _Toc98870068][bookmark: _Toc106545626][bookmark: _Toc114501148][bookmark: _Toc115255443][bookmark: _Toc124291874][bookmark: _Toc124292237][bookmark: _Toc124292942][bookmark: _Toc130569184][bookmark: _Toc131707394][bookmark: _Toc137454152][bookmark: _Toc138887086][bookmark: _Toc138967993][bookmark: _Hlk528842194]6.2.4	Configured transmitted power
The UE can configure its maximum output power. The configured UE maximum output power PCMAX,f,c for carrier f of a serving cell c is defined as that available to the reference point of a given transmitter branch that corresponds to the reference point of the higher-layer filtered RSRP measurement as specified in TS 38.215 [11].
The configured UE maximum output power PCMAX,f,c for carrier f of a serving cell c shall be set such that the corresponding measured peak EIRP PUMAX,f,c is within the following bounds
[bookmark: _Hlk36570999]PPowerclass + DPIBE – MAX(MAX(MPRf,c, A- MPRf,c,) + ΔMBP,n, P-MPRf,c) – MAX{T(MAX(MPRf,c, A- MPRf,c,)), T(P-MPRf,c)} ≤ PUMAX,f,c ≤ EIRPmax
while the corresponding measured total radiated power PTMAX,f,c is bounded by
PTMAX,f,c ≤ TRPmax
[bookmark: _Hlk36573666][bookmark: _Hlk36571523]with PPowerclass the UE minimum peak EIRP as specified in sub-clause 6.2.1, EIRPmax the applicable maximum EIRP as specified in sub-clause 6.2.1, MPRf,c as specified in sub-clause 6.2.2 , A-MPRf,c as specified in sub-clause 6.2.3, ΔMBP,n the peak EIRP relaxation as specified in clause 6.2.1 and TRPmax the maximum TRP for the UE power class as specified in sub-clause 6.2.1. DPIBE is 1.0 dB if UE declares support for mpr-PowerBoost-FR2-r16, UL transmission is QPSK, MPRf,c = 0 and when NS_200 applies and the network configures the UE to operate with mpr-PowerBoost-FR2-r16otherwise DPIBE is 0.0 dB. The requirement is verified in beam peak direction.
maxUplinkDutyCycle-FR2, as defined in TS 38.306 [14], is a UE capability to facilitate electromagnetic power density exposure requirements. This UE capability is applicable to all FR2 power classes.
If the field of UE capability maxUplinkDutyCycle-FR2 is present and the percentage of uplink symbols transmitted including any PRACH transmission within any 1 s evaluation period is larger than maxUplinkDutyCycle-FR2, the UE follows the uplink scheduling and can apply P-MPRf,c.
If the field of UE capability maxUplinkDutyCycle-FR2 is absent, the compliance to electromagnetic power density exposure requirements are ensured by means of scaling down the power density or by other means. 
P-MPRf,c is the power management maximum output power reduction. The UE shall apply P-MPRf,c for carrier f of serving cell c only for the cases described below. For UE conformance testing P-MPRf,c shall be 0 dB.
a)	ensuring compliance with applicable electromagnetic power density exposure requirements and addressing unwanted emissions / self desense requirements in case of simultaneous transmissions on multiple RAT(s) for scenarios not in scope of 3GPP RAN specifications;
b)	ensuring compliance with applicable electromagnetic power density exposure requirements in case of proximity detection is used to address such requirements that require a lower maximum output power.
NOTE 1:	P-MPRf,c  was introduced in the PCMAX,f,c equation such that the UE can report to the gNB the available maximum output transmit power. This information can be used by the gNB for scheduling decisions.
NOTE 2:	P-MPRf,c and maxUplinkDutyCycle-FR2 may impact the maximum uplink performance for the selected UL transmission path. 
NOTE 3:	MPE P-MPR Reporting capability tdd-MPE-P-MPR-Reporting-r16, as defined in TS 38.306 [14], is used to report P-MPRf,c when the reporting conditions configured by gNB are met. This UE capability is applicable to all FR2 power classes.

The tolerance T(∆P) for applicable values of ∆P (values in dB) is specified in Table 6.2.4-1.
Table 6.2.4-1: PUMAX,f,c tolerance
	Operating Band
	∆P (dB)
	Tolerance T(∆P)
(dB)

	n257, n258, n259, n260, n261
	P = 0
	0

	
	0 < P ≤ 2
	1.5

	
	2 < P ≤ 3
	2.0

	
	3 < P ≤ 4
	3.0

	
	4 < P ≤ 5
	4.0

	
	5 < P ≤ 10
	5.0

	
	10 < P ≤ 15
	7.0

	
	15 < P ≤ X
	8.0

	NOTE:	X is the value such that Pumax,f,c lower bound,  PPowerclass - P – T(P) = minimum output power specified in clause 6.3.1
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