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------------------------------------------------------------- START CHANGE ------------------------------------------------------
[bookmark: _Toc98762909][bookmark: _Toc106183838][bookmark: _Toc130401860][bookmark: _Toc137531782][bookmark: _Toc138852283][bookmark: _Toc53185292][bookmark: _Toc53185668][bookmark: _Toc57820143][bookmark: _Toc57821070][bookmark: _Toc61183346][bookmark: _Toc61183740][bookmark: _Toc61184132][bookmark: _Toc61184524][bookmark: _Toc61184914][bookmark: _Toc66386257][bookmark: _Toc74583098][bookmark: _Toc76541911][bookmark: _Toc82449893][bookmark: _Toc82450541][bookmark: _Toc89948930][bookmark: _Toc98755319][bookmark: _Toc106182372][bookmark: _Toc137494979][bookmark: _Toc138774976][bookmark: _Toc138945755]5.1	General
The channel arrangements presented in this clause are based on the operating bands and IAB-DU or IAB-MT channel bandwidths defined in the present release of specifications.
NOTE:	Other operating bands and IAB-DU or IAB-MT channel bandwidths may be considered in future releases.
Requirements throughout the RF specifications are in many cases defined separately for different frequency ranges (FR). The frequency ranges in which NR can operate according to the present version of the specification are identified as described in table 5.1-1.
[bookmark: _Hlk494631479]Table 5.1-1: Definition of frequency ranges
	Frequency range designation
	Corresponding frequency range 

	FR1
	410 MHz – 7125 MHz

	FR2
	FR2-1
	24250 MHz – 52600 MHz

	
	FR2-2
	52600 MHz – 71000 MHz
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