[bookmark: Title][bookmark: DocumentFor][bookmark: _Ref399006623][bookmark: _Toc92513360]3GPP TSG-RAN WG4 Meeting #108	R4- 2313491
Toulouse, France, 21st – 25th August, 2023

Source:	Huawei, HiSilicon, BT plc
[bookmark: OLE_LINK42]Title:	TP to TR 38.718-02-01 for CA_n46-n102
[bookmark: _GoBack]Agenda item:	7.10.2
WI code:	NR_CADC_R18_2BDL_xBUL-Core
Document for:	Approval
Background
This contribution provides text proposal on the NR CA band combination CA_n46-n102 as defined in the WID [1]. 
Text Proposal
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Table 5.x.1.1-1: CA band combination CA_n46-n102
	NR CA Band Combination
	NR Band
	Uplink (UL) band
	Downlink (DL) band
	Duplex
mode

	
	
	BS receive / UE transmit
	BS transmit / UE receive
	

	
	
	FUL_low – FUL_high
	FDL_low – FDL_high
	

	CA_n46-n10215,16,17,18
	n46
	5150 MHz
	–
	5925 MHz
	5150 MHz
	–
	5925 MHz
	TDD

	
	n102
	5925 MHz
	–
	6425 MHz
	5925 MHz
	–
	6425 MHz
	

	NOTE 15: Simultaneous Rx/Tx capability does not apply for UEs supporting CA_n46-n96 or CA_n46-n102. Same restrictions are applied when applicable NR CA configuration is part of a higher order configurations.
NOTE 16: The minimum requirements for intra-band non-contiguous CA/DC apply for CA_n46-n96, CA_n46-n102 and related higher order CA/DC configurations.
NOTE 17: The combination is not used alone as fall back mode of other band combinations in which UL in Band n4848 or n78 is not used.
NOTE 18:	The minimum requirements for inter-band CA apply when the maximum power spectral density imbalance between downlink carriers is within 6 dB. The power spectral density imbalance condition also applies for these carriers when applicable CA configuration is a subset of a higher order CA configuration.



Note:  CA_n46-n102 with UL is not specified and it is only used on higher order BC’s. Only 1UL in n46 or n102 will be allowed in higher order combos.
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Table 5.x.1.2-1: Supported bandwidths per CA band combination CA_n46-n102
	NR CA Configuration
	UL CA Configuration
	NR Band
	Channel bandwidth [MHz]
	Bandwidth combination set

	[bookmark: OLE_LINK18][bookmark: OLE_LINK16]CA_n46A-n102A
	-
	n46
	10, 20, 40, 60, 80, 100
	0

	
	
	n102
	20, 40, 60, 80, 100
	

	CA_n46A-n102(2A)

	-
	n46
	10, 20, 40, 60, 80, 100
	0

	
	
	n102
	CA_n102(2A)_BCS0
	

	CA_n46A-n102B

	-
	n46
	10, 20, 40, 60, 80, 100
	0

	
	
	n102
	CA_n102B_BCS0
	

	CA_n46A-n102C

	-
	n46
	10, 20, 40, 60, 80
	0

	
	
	n102
	CA_n102C_BCS0
	

	CA_n46A-n102D

	-
	n46
	10, 20, 40, 60, 80, 100
	0

	
	
	n102
	CA_n102D_BCS0
	

	CA_n46A-n102E

	-
	n46
	10, 20, 40, 60, 80, 100
	0

	
	
	n102
	CA_n102E_BCS0
	

	CA_n46(2A)-n102A

	-
	n46
	CA_n46(2A)_BCS0
	0

	
	
	n102
	20, 40, 60, 80, 100
	

	CA_n46(2A)-n102(2A)
	-
	n46
	CA_n46(2A)_BCS0
	0

	
	
	n102
	CA_n102(2A)_BCS0
	

	CA_n46(2A)-n102B

	-
	n46
	CA_n46(2A)_BCS0
	0

	
	
	n102
	CA_n102B_BCS0
	

	CA_n46(2A)-n102C

	-
	n46
	CA_n46(2A)_BCS0
	0

	
	
	n102
	CA_n102C_BCS0
	

	CA_n46(2A)-n102D

	-
	n46
	CA_n46(2A)_BCS0
	0

	
	
	n102
	CA_n102D_BCS0
	

	CA_n46(2A)-n102E

	-
	n46
	CA_n46(2A)_BCS0
	0

	
	
	n102
	CA_n102E_BCS0
	

	CA_n46C-n102A
	-
	n46
	CA_n46C_BCS0
	0

	
	
	n102
	20, 40, 60, 80, 100
	

	CA_n46C-n102(2A)

	-
	n46
	CA_n46C_BCS0
	0

	
	
	n102
	CA_n102(2A)_BCS0
	

	CA_n46C-n102B

	-
	n46
	CA_n46C_BCS0
	0

	
	
	n102
	CA_n102B_BCS0
	

	CA_n46C-n102C

	-
	n46
	CA_n46C_BCS0
	0

	
	
	n102
	CA_n102C_BCS0
	

	CA_n46C-n102D

	-
	n46
	CA_n46C_BCS0
	0

	
	
	n102
	CA_n102D_BCS0
	

	CA_n46C-n102E

	-
	n46
	CA_n46C_BCS0
	0

	
	
	n102
	CA_n102E_BCS0
	

	CA_n46D-n102A
	-
	n46
	CA_n46D_BCS0
	0

	
	
	n102
	20, 40, 60, 80, 100
	

	CA_n46D-n102(2A)

	-
	n46
	CA_n46D_BCS0
	0

	
	
	n102
	CA_n102(2A)_BCS0
	

	CA_n46D-n102B

	-
	n46
	CA_n46D_BCS0
	0

	
	
	n102
	CA_n102B_BCS0
	

	CA_n46D-n102C

	-
	n46
	CA_n46D_BCS0
	0

	
	
	n102
	CA_n102C_BCS0
	

	CA_n46D-n102D

	-
	n46
	CA_n46D_BCS0
	0

	
	
	n102
	CA_n102D_BCS0
	

	CA_n46D-n102E

	-
	n46
	CA_n46D_BCS0
	0

	
	
	n102
	CA_n102E_BCS0
	



[bookmark: _Toc8991][bookmark: _Toc23684][bookmark: _Toc2351][bookmark: _Toc8945][bookmark: _Toc32757][bookmark: _Toc2485][bookmark: _Toc22171][bookmark: _Toc24509]5.x.1.3	UE Co-existence studies
Due to non-simultaneous Tx/Rx operation, there are no harmonic/harmonic mixing issues for CA_n46-n102.
[bookmark: _Toc15671][bookmark: _Toc17664][bookmark: _Toc20727][bookmark: _Toc32720][bookmark: _Toc26028][bookmark: _Toc6418][bookmark: _Toc20795][bookmark: _Toc14966]5.x.1.4	∆TIB and ∆RIB values
For CA_n46-n102, the TIB,c and RIB are reused from CA_n46-n96 and given in the tables below.
Table 5.x.1.4-1: ΔTIB,c
	Inter-band CA Configuration
	NR Band
	ΔTIB,c [dB]

	CA_n46-n102
	n46
	0

	
	n102
	0.5



Table 5.x.1.4-2: ΔRIB
	Inter-band CA Configuration
	NR Band
	ΔRIB [dB]

	CA_n46-n102
	n46
	0

	
	n102
	0



[bookmark: _Toc1962][bookmark: _Toc9470][bookmark: _Toc12200][bookmark: _Toc3864][bookmark: _Toc17805][bookmark: _Toc11124][bookmark: _Toc22173][bookmark: _Toc30312]5.x.1.5	REFSENs requirements
[bookmark: _Toc17384][bookmark: _Toc2811][bookmark: _Toc530][bookmark: _Toc15699][bookmark: _Toc3933][bookmark: _Toc9617][bookmark: _Toc9057][bookmark: _Toc31288][bookmark: OLE_LINK35]There is no REFSENS exception requirements for CA_n46-n102.
[bookmark: _Toc26090][bookmark: _Toc31497][bookmark: _Toc106118299][bookmark: _Toc106124846]5.x.1.6	OOB blocking exception requirements
There is no OOB blocking exception requirement for CA_n46-n102.

---End of changes---
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