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Background
[bookmark: _Hlk132059126]During RAN4#107 meeting, WF [1] for FR2 HST demodulation requirements was approved. In this contribution, we share our views about UE CA demodulation requirements for HST FR2.
Discussion
Release independent
	Way Forward
· FFS on Rel-18 FR2 HST PDSCH CA requirements are release independent from Rel-17.



In Rel-17, FR2 HST PDCSCH single carrier requirements are defined with single-panel assumption. As per previous agreement in previous meeting, Rel-18 FR2 HST PDSCH CA requirements are also defined with single-panel assumption. From demodulation point of view, with this feature release independent, an Rel-17 UE has opportunity to support Rel-18 FR2 HST CA feature. However, it shall not be mandated, that means if Rel-18 FR2 HST PDSCH CA requirements are release independent from Rel-17, add a note that the Rel-18 FR2 HST CA requirements are optional for Rel-17 UEs. Another thing important is that Rel-18 FR2 HST CA feature can be release independent from Rel-17 only when the feasibility is verified in both demodulation part and RRM part, otherwise we should keep aligned with the demodulation part and the RRM part.
Rel-18 FR2 HST CA feature can be release independent from Rel-17 only when the feasibility is verified in both demodulation part and RRM part, otherwise we should keep aligned with the demodulation part and the RRM part.
From demodulation point of view, if Rel-18 FR2 HST PDSCH CA requirements are release independent from Rel-17, add a note that the Rel-18 FR2 HST CA requirements are optional for Rel-17 UEs.
Proposals
In this contribution, we discuss on UE demodulation requirements for HST FR2. Our observations and proposals are:
1. Rel-18 FR2 HST CA feature can be release independent from Rel-17 only when the feasibility is verified in both demodulation part and RRM part, otherwise we should keep aligned with the demodulation part and the RRM part.
From demodulation point of view, if Rel-18 FR2 HST PDSCH CA requirements are release independent from Rel-17, add a note that the Rel-18 FR2 HST CA requirements are optional for Rel-17 UEs.
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