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Introduction
In RAN4 #106-bis e-meeting, necessary RRM performance requirements to support 8Rx was discussed and reached the following agreement.
===
<Agreement>:
· RAN4 introduce the antenna connection for 8Rx capable UEs in TS 38.133 A.3.6, where the following aspects are specified:
· Testing principles for 8Rx capable UEs
· For RLM and BFD testing, reuse SNR levels specified for 4Rx capable UE
===
According to this agreement, draft CR (R4-2310153) was endorsed in the last meeting. However there are some [TBD] about SNR levels of RLM and BFD test cases. These TBD parts should be resolved.
Topic #1: Antenna connections for 8Rx capable UEs
Companies’ contributions summary
	T-doc number
	Company
	Proposals / Observations

	R4-2312865
	Huawei, HiSilicon
	draft CR
In R18, the antenna connection for 8Rx capable UEs has been introduced in the endorsed CR [R4-2310153].  However, when 8 RX antennas are connected for testing, the SNR levels of RLM and BFD test cases are still TBD. In RAN4, it was agreed in WF [R4-2306317] that SNR levels specified for 4Rx capable UE are reused for RLM and BFD testing.



Open issues summary
Sub-topic 1-1 CR checking
Issue 1-1: Check R4-2312865
· Recommended WF
· Agree on R4-2312865
