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Introduction
This document is the RRM discussion summary for support of intra-band non-collocated EN-DC/NR-CA deployment (AI 8.11.3).
Topic #1: FR1 non-collocated EN-DC/NR-CA for Type 2 UE for 2 layer MIMO case
Companies’ contributions summary
	T-doc number
	Company
	Proposals / Observations

	R4-2311578
	Nokia, Nokia Shanghai Bell
	Observation #1: In RRM, the UE type has been considered as UE capability and RRM requirements are defined based on the UE capability indication.
Observation #2: From RF discussion, a Type 2 UE i.e. UE indicating the capability of [intraBandNRCA-NonCollocated-r18] may operate either Type 1 or Type 2 based on BS signaling. 
Proposal 1: If UE type switching is allowed, the RRM requirements need to be adapted based on the UE type in operation as indicated by the BS signaling. 
Proposal 2: Request RAN2 to create explicit RRC signalling to indicate that UE is operating under Type 1 or Type 2 CA/DC. 

	R4-2311579
	Nokia, Nokia Shanghai Bell
	draftCR on MRTD/MTTD due to UE type switching

	R4-2312870
	Huawei, HiSilicon
	BigCR on RRM requirements for supporting intra-band non-collocated NR-CA



Open issues summary
Before f2f meeting, moderators shall summarize list of open issues, candidate options and possible WF (if applicable) based on companies’ contributions.
Sub-topic 1-1 General aspects
Open issues and candidate options before f2f meeting:
Issue 1-1-1: How UE to support Type 1/Type2 for FR1 intra-band non-contiguous NR-CA
· Proposals: (Nokia)
· Proposal 1: If UE type switching is allowed, the RRM requirements need to be adapted based on the UE type in operation as indicated by the BS signaling.
· Proposal 2: Request RAN2 to create explicit RRC signalling to indicate that UE is operating under Type 1 or Type 2 CA/DC.

· Recommended WF
· Continue discussion.




