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Introduction
This discussion summary will cover agenda:
11.1 RedCap HPUE
The topics/sub-topics for corresponding agendas are listed as follows:
· Topic#1: [11.1] RedCap HPUE
· Sub-topic 1-1: RedCap HPUE A-MPR
· Sub-topic 1-2: RedCap HPUE RSD
· Sub-topic 1-3: RedCap HPUE form factor
Note that the tables for collecting comments for sub-topic issues are arranged just below the corresponding sub-topic/issue.
Topic #1: [11.1] RedCap HPUE
Companies’ contributions summary
	T-doc number
	Proposals / Observations/Abstracts
	Company

	R4-2311154
	Draft new WID on NR power class 2 RedCap (Reduced Capability) UE in FR1
	China Telecom, MediaTek

	R4-2312465
	Observation 1. No discussion on the supported FDD bands for RedCap PC2 UE.
Observation 2. Several (Not all) FDD bands support PC2 which are included in HPUE_NR_FR1_FDD_R18 basket WID.
Proposal 1. For the same PC2 FDD band, the A-MPR for non-Redcap PC2 UE can be directly re-used for Redcap PC2 UE.
Proposal 2. RSD can be re-used for RedCap PC2 FDD UE
Proposal 3. Not restrict the applicable form factor for PC2 RedCap HPUE in the specification
	ZTE Corporation

	R4-2312997
	Observation 1: For  NS_48, NS_49, NS_05 and  NS_05U the A-MPR requirements are based on 1TX architecture and hence the A-MPR requirement of NR normal operation can be reused to PC2 Redcap.
Observation 2: It is hard to conclude whether 1TX or 2TX MPR/A-MPR is more stringent.
Observation 3: The single RX relaxation of PC3 Redcap UE considers the duplexer IL and implementation margin.
Proposal 1: For  NS_48, NS_49, NS_05 and  NS_05U and other NS values whose A-MPR requirements are based on 1TX architecture, the A-MPR requirement can be reused for PC2 Redcap of NR normal PC2 A-MPR requirement.
Proposal 2: To re-use the Single Rx antenna port RSD allowance for RedCap PC3 UE can be re-used for RedCap PC2 UE.
Proposal 3: Wearable devices can be a form factor to support PC2 while to capture this in TR.
	OPPO



Open issues summary

Sub-topic 1-1: RedCap HPUE A-MPR
Sub-topic description:
Issue 1-1-1: A-MPR for FD-FDD RedCap PC2 UE
· Proposals 
· Option 1: A-MPR for Redcap PC2 UE needs to be specified based on single Tx architecture by re-using the non-RedCap PC2 and RedCap PC3 specifications where applicable
· Option 2: A-MPR for non-Redcap PC2 UE can be directly re-used for Redcap PC2 UE
· Recommended WF
· Option 1

Sub-topic 1-2: RedCap HPUE RSD
Issue 1-2-1: RSD for FD-FDD RedCap PC2 1Rx UE
· Proposals 
· Option 1: RSD for RedCap PC2 1Rx UE needs to be specified based on single Tx architecture
· Option 2: Single Rx antenna port RSD allowance ΔR1R for RedCap PC3 UE can be re-used for RedCap PC2 UE 
· Consider the PC2 specific factors (e.g. tx architecture and high power) and implementation margin have no impact to reusing allowance ΔR1R

· Recommended WF
· TBA 

Sub-topic 1-3: RedCap HPUE form factor
Issue 1-3-1: RedCap PC2 UE for wearable devices
· Proposals 
· Proposal 1: There is no need to define specific form factors in the spec, wearable devices can be a form factor to support PC2 while to capture this in TR.
· Proposal 2: Not restrict the applicable form factor for PC2 RedCap HPUE in the specification 
· Recommended WF
· TBA
