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Introduction
This document is a summary of the proposals made in the contributions submitted under AI 8.26.3 for the RAN4 #108 meeting.
Topic #1: SAN RF
Companies’ contributions summary
	T-doc number
	Company
	Proposals / Observations

	R4-2311601
	CATT
	Proposal 1: BW for EISREFSENS_50M for Ka-band SAN is 66RB, i.e. 66*12*60*1000Hz.
Proposal 2: The G-FR2-A1-1, G-FR2-A1-2 and G-FR2-A1-3 for FR2-1 TN BS can be reused for Ka-band SAN.
Proposal 3: -1dB SNR can be reused for EIS for Ka-band SAN.
Observation 1: The necessity for the out of band blocking requirement can be discussed and justified.

	R4-2312758
	THALES
	Observation 1: SAN NF can be around 2.6 dB, and if we allow 1 more dB extra margin, NF 3.5 dB is more than achievable.
Proposal 1: RAN4 to use 1 single SAN NF of 3.5 dB in above 10 GHz.
Proposal 2: If companies do not agree with Proposal 1, RAN4 to use 2 NF values of 3.5 dB and 5.9 dB for SAN in above 10 GHz, and define 2 satellite classes.
Proposal 3: RAN4 to use Set-1 for SAN parameters.



Open issues summary
Sub-topic 1-1
Sub-topic description: This sub-topic discusses how to define  EISREFSENS_50M
Issue 1-1-1: EISREFSENS_50M definition - Bandwidth
· Proposals: BW for EISREFSENS_50M for Ka-band SAN is 66RB, i.e. 66*12*60*1000Hz
· Agree
· Disagree
· Recommended WF
· TBA

Issue 1-1-2: EISREFSENS_50M definition - SNR
· Proposals: -1dB SNR can be reused for EIS for Ka-band SAN.
· Agree
· Disagree
· Recommended WF
· TBA

Sub-topic 1-2
Sub-topic description: This sub-topic is related to the FRC definition for SAN Rx requirements
Issue 1-2: FRC
· Proposals: The G-FR2-A1-1, G-FR2-A1-2 and G-FR2-A1-3 for FR2-1 TN BS can be reused for Ka-band SAN.  
· Agree
· Disagree
· Recommended WF
· TBA

Sub-topic 1-3
Sub-topic description: This sub-topic is related to the SAN noise figure. 
Issue 1-3-1: SAN Noise Figure
· Proposals: RAN4 to use 1 single SAN NF of 3.5 dB in above 10 GHz.
· Agree
· Disagree
· Recommended WF
· TBA

Issue 1-3-2: SAN Noise Figure – BS classes
· Proposals: If issue 1-3-1 is not agreeable, RAN4 to use 2 NF values of 3.5 dB and 5.9 dB for SAN in above 10 GHz, and define 2 satellite classes.
· Agree
· Disagree
· Recommended WF
· Note that we might already have GEO and LEO BS classes. If this proposal is agreed, this would then mean 4 BS classes (GEO NF=3.5 dB, GEO NF=5.9 dB, LEO NF=3.5 dB and LEO NF=5.9 dB).

Sub-topic 1-4
Sub-topic description: This sub-topic is related to the SAN parameters. 
Issue 1-4-1: SAN parameters
· Proposals: RAN4 to use Set-1 for SAN parameters.
· Agree
· Disagree
· Recommended WF
· TBA

