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1	Overall description
RAN4 has discussed RRM requirements for following sidelink procedure:
· Procedure for initiation/cease of SLSS transmissions

Based on the discussion, RAN4 has agreed to define measurement delay requirements as function of CCA failures (L1) during the evaluation period (Tevaluate,SLSS_CCA), where
· L1 is the number of occasions containing sidelink synchronization reference signal of the SyncRef UE not available at the UE during Tevaluate,SLSS_CCA due to the CCA failures; L1, max is the maximum number of allowed occasions containing sidelink synchronization reference signal of the SyncRef UE not available at the UE during Tevaluate,SLSS_CCA due to the CCA failures where L1 ≤ L1, max.
When the extension of evaluation period reaches L1, max, the number of available occasions containing sidelink synchronization reference signals during Tevaluate,SLSS_CCA is not enough to derive an accurate PSBCH-RSRP measurement result, which cannot be used to compared with syncTxThreshO and futher determine whether to initiate/cease SLSS transmission. 
RAN4 would like to ask RAN2 which of the following options regarding the UE behaviour is reasonable from RAN2 perspective:
· The UE measures PSBCH-RSRP and evaluates whether to initiate/cease SLSS transmissions within Tevaluate,SLSS_CAA, and upon exceeding the maximum allowed CCA failures during Tevaluate,SLSS_CCA, the UE shall:
· Opton 1: cease all SLSS transmissions,
· Option 2: initiate SLSS transmissions 
· Option 3: UE keeps current SLSS transmission status.

2	Actions 
To TSG RAN2 
ACTION: RAN4 respectfully asks RAN2 provide feedback on the expected UE actions upon exceeding the maximum allowed CCA failures during the evaluation period. 
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