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1 Overall description
RAN4 would like to thank RAN1 for the LS reply on switching time for DL PRS or UL SRS frequency hopping for RedCap UEs R4-2311026 (R1-2306119). RAN4 discussed the questions asked by RAN1 and has the following answers.
The following candidate values can be used for the RedCap UE capability of switching time required ahead of the first hop and after the last hop, considering potential differences (in e.g. SCS, bandwidth, CP) between initial/active UL BWP and UL SRS for positioning Tx frequency hopping,
· {100us, 140us, 200us, 300us, 500us}
The above values apply to both FR1 and FR2.
In addition, RAN4 would like to inform RAN1 that RAN4 reached final agreement on the switching time values {35us, 70us, 125us} between hops for both UL SRS Tx frequency hopping and DL PRS Rx frequency hopping in FR2.

2 Actions
To RAN1:
ACTION: 	RAN4 respectfully asks RAN1 to take the above answer into account.

3 Dates of next TSG RAN WG4 meetings
TSG RAN WG4 Meeting #108b	9th Oct – 13th Oct 2023 	Xiamen, China
TSG RAN WG4 Meeting #109	13th Nov – 17th Nov 2023 	Chicago, USA

Page 1

Page 


1


 


3GPP TSG


-


RAN WG4 Meeting # 10


8


                                                         


   


   


R4


-


23


14732


 


Toulouse, France, August 21 


–


 


August 25, 2023


 


 


Title:


 


     


Reply LS on 


on


 


switching time for DL PRS or UL SRS frequency hopping for 


 


RedCap UEs


 


Response to:


 


R4


-


2311026


 


(


R1


-


 


2306119


)


 


Release:


 


Release


_


18


 


Work Item:


 


NR_pos_enh2


 


 


Source:


 


RAN4


 


To:


 


RAN1


 


Cc:


 


-


 


 


Contact person:


 


Huiping Shan


 


 


shanhuiping@catt.cn


 


 


 


Send any reply LS to:


 


3GPP Liaisons Coordinator, 


mailto:3GPPLiaison@etsi.org


 


 


Attachments:


 


None


 


 


 


1


 


Overall description


 


RAN4 would like to thank RAN1 for the 


LS reply on switching time for DL PRS or UL SRS frequency hopping 


for RedCap


 


UEs


 


R4


-


2311026


 


(


R1


-


2306119


). RAN4 discussed the questions asked by RAN1 and has the 


following answers.


 


The following candidate values can be used for 


the RedCap UE capability of 


switching time


 


required ahead of the 


first hop and after the last hop, consi


dering potential differences (in e.g. SCS, bandwidth, CP) between 


initial/active UL BWP and UL SRS for positioning Tx frequency hopping


,


 


¨C


 


{


100us, 140us, 200us, 300us, 500us


}


 


The above values apply to both FR1 and FR2.


 


In addition, RAN4 would like to inform 


RAN


1


 


that


 


RAN4 


reach


ed


 


final agreement on


 


the 


switching time values 


{35us, 70us, 


125


us


}


 


between hops


 


for 


both UL SRS Tx frequency hopping and DL PRS Rx frequency hopping


 


in


 


FR2.


 


 


2


 


Actions


 


To RAN


1


:


 


ACTION: 


 


RAN4 respectfully asks RAN


1


 


to take the above 


answer


 


into account.


 


 


3


 


Dates of next TSG RAN WG4 meetings


 


TSG RAN WG4 Meeting #


1


0


8b


 


9


th


 


Oct


 


–


 


13


th


 


Oct


 


202


3 


 


Xiamen


, 


China


 


TSG RAN WG4 Meeting #


1


0


9


 


13


th


 


Nov


 


–


 


17


th


 


Nov


 


202


3 


 


Chicago


, 


USA


 


 




Page  1   3GPP TSG - RAN WG4 Meeting # 10 8                                                                   R4 - 23 14732   Toulouse, France, August 21  –   August 25, 2023     Title:         Reply LS on  on   switching time for DL PRS or UL SRS frequency hopping for    RedCap UEs   Response to:   R4 - 2311026   ( R1 -   2306119 )   Release:   Release _ 18   Work Item:   NR_pos_enh2     Source:   RAN4   To:   RAN1   Cc:   -     Contact person:   Huiping Shan     shanhuiping@catt.cn       Send any reply LS to:   3GPP Liaisons Coordinator,  mailto:3GPPLiaison@etsi.org     Attachments:   None       1   Overall description   RAN4 would like to thank RAN1 for the  LS reply on switching time for DL PRS or UL SRS frequency hopping  for RedCap   UEs   R4 - 2311026   ( R1 - 2306119 ). RAN4 discussed the questions asked by RAN1 and has the  following answers.   The following candidate values can be used for  the RedCap UE capability of  switching time   required ahead of the  first hop and after the last hop, consi dering potential differences (in e.g. SCS, bandwidth, CP) between  initial/active UL BWP and UL SRS for positioning Tx frequency hopping ,   –   { 100us, 140us, 200us, 300us, 500us }   The above values apply to both FR1 and FR2.   In addition, RAN4 would like to inform  RAN 1   that   RAN4  reach ed   final agreement on   the  switching time values  {35us, 70us,  125 us }   between hops   for  both UL SRS Tx frequency hopping and DL PRS Rx frequency hopping   in   FR2.     2   Actions   To RAN 1 :   ACTION:    RAN4 respectfully asks RAN 1   to take the above  answer   into account.     3   Dates of next TSG RAN WG4 meetings   TSG RAN WG4 Meeting # 1 0 8b   9 th   Oct   –   13 th   Oct   202 3    Xiamen ,  China   TSG RAN WG4 Meeting # 1 0 9   13 th   Nov   –   17 th   Nov   202 3    Chicago ,  USA    

