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Table 5.5A.1-1l: Inter-band CA configurations and bandwidth combinations sets between FR1 and FR2 (two bands)
	NR CA configuration
	Uplink CA configuration 
	NR Band
	Channel bandwidth (MHz) (NOTE 3)
	Bandwidth combination set

	CA_n66A-n257A
	CA_n66A-n257A
	n66
	5, 10, 15, 20, 40
	4 and 5

	
	
	n257
	50, 100, 200, 400
	

	CA_n66A-n257G
	CA_n66A-n257A/G
	n66
	5, 10, 15, 20, 40
	4 and 5

	
	
	n257
	CA_n257G
	

	CA_n66A-n257H
	CA_n66A-n257A/G/H
	n66
	5, 10, 15, 20, 40
	4 and 5

	
	
	n257
	CA_n257H
	

	CA_n66A-n257I
	CA_n66A-n257A/G/H/I
	n66
	5, 10, 15, 20, 40
	4 and 5

	
	
	n257
	CA_n257I
	

	CA_n66A-n257G
	CA_n66A-n257A
CA_n66A-n257G
	n66
	5, 10, 15, 20, 40
	4 and 5

	
	
	n257
	CA_n257G
	

	CA_n66A-n257H
	CA_n66A-n257A
CA_n66A-n257G
CA_n66A-n257H
	n66
	5, 10, 15, 20, 40
	4 and 5

	
	
	n257
	CA_n257H
	

	CA_n66A-n257I
	CA_n66A-n257A
CA_n66A-n257G
CA_n66A-n257H
CA_n66A-n257I
	n66
	5, 10, 15, 20, 40
	4 and 5

	
	
	n257
	CA_n257I
	

	CA_n66A-n257J
	CA_n66A-n257A/G/H/I/J
	n66
	See n66 channel bandwidths in 1 Table 5.3.5-1
	4 and 5

	
	
	n257
	CA_n257J
	

	CA_n66A-n257K
	CA_n66A-n257A/G/H/IJ/K
	n66
	See n66 channel bandwidths in 1 Table 5.3.5-1
	4 and 5

	
	
	n257
	CA_n257K
	

	CA_n66A-n257L
	CA_n66A-n257A/G/H/IJ/K/L
	n66
	See n66 channel bandwidths in 1 Table 5.3.5-1
	4 and 5

	
	
	n257
	CA_n257L
	

	CA_n66A-n257M
	CA_n66A-n257A/G/H/IJ/K/L/M
	n66
	See n66 channel bandwidths in 1 Table 5.3.5-1
	4 and 5

	
	
	n257
	CA_n257M
	

	CA_n66A-n258A
	CA_n66A-n258A
	n66
	5, 10, 15, 20, 40
	0

	
	
	n258
	50, 100, 200, 400
	

	CA_n66A-n258(2A)
	CA_n66A-n258A
	n66
	5, 10, 15, 20, 40
	0

	
	
	n258
	CA_n258(2A)
	

	CA_n66A-n258(3A)
	CA_n66A-n258A
	n66
	5, 10, 15, 20, 40
	0

	
	
	n258
	CA_n258(3A)
	

	CA_n66A-n258(4A)
	CA_n66A-n258A
	n66
	5, 10, 15, 20, 40
	0

	
	
	n258
	CA_n258(4A)
	

	CA_n66A-n258(5A)
	CA_n66A-n258A
	n66
	5, 10, 15, 20, 40
	0

	
	
	n258
	CA_n258(5A)
	

	CA_n66A-n258G
	CA_n66A-n258A/G
	n66
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n258
	CA_n258G
	

	CA_n66A-n258(2G)
	CA_n66A-n258A/G
	n66
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n258
	CA_n258(2G)
	

	CA_n66A-n258H
	CA_n66A-n258A/G/H
	n66
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n258
	CA_n258H
	

	CA_n66A-n258(A-G)
	CA_n66A-n258A/G
	n66
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n258
	CA_n258(A-G)
	

	CA_n66A-n258(A-H)
	CA_n66A-n258A/G/H
	n66
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n258
	CA_n258(A-H)
	

	CA_n66A-n258(G-H)
	CA_n66A-n258A/G/H
	n66
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n258
	CA_n258(G-H)
	

	CA_n66A-n260A
	CA_n66A-n260A
	n66
	5, 10, 15, 20, 40
	0

	
	
	n260
	50, 100, 200, 400
	

	
	
	n66
	See n66 channel bandwidths in 1 Table 5.3.5-1
	4 and 5

	
	
	n260
	See n260 channel bandwidths in 1 Table 5.3.5-1
	

	CA_n66A-n260G
	CA_n66A-n260A/G
	n66
	See n66 channel bandwidths in 1 Table 5.3.5-1
	4 and 5

	
	
	n260
	CA_n260G
	

	CA_n66A-n260H
	CA_n66A-n260A/G/H
	n66
	See n66 channel bandwidths in 1 Table 5.3.5-1
	4 and 5

	
	
	n260
	CA_n260H
	

	CA_n66A-n260I
	CA_n66A-n260A/G/H/I
	n66
	See n66 channel bandwidths in 1 Table 5.3.5-1
	4 and 5

	
	
	n260
	CA_n260I
	

	CA_n66A-n260J
	CA_n66A-n260A/G/H/I/J
	n66
	See n66 channel bandwidths in 1 Table 5.3.5-1
	4 and 5

	
	
	n260
	CA_n260J
	

	CA_n66A-n260K
	CA_n66A-n260A/G/H/I/J/K
	n66
	See n66 channel bandwidths in 1 Table 5.3.5-1
	4 and 5

	
	
	n260
	CA_n260K
	

	CA_n66A-n260L
	CA_n66A-n260A/G/H/I/J/K/L
	n66
	See n66 channel bandwidths in 1 Table 5.3.5-1
	4 and 5

	
	
	n260
	CA_n260L
	

	CA_n66A-n260M
	CA_n66A-n260A/G/H/I/J/K/L/M
	n66
	See n66 channel bandwidths in 1 Table 5.3.5-1
	4 and 5

	
	
	n260
	CA_n260M
	

	CA_n66A-n260(2A)
	CA_n66A-n260A
	n66
	5, 10, 15, 20, 40
	0

	
	
	n260
	CA_n260(2A)
	

	CA_n66A-n260(3A)
	CA_n66A-n260A
	n66
	5, 10, 15, 20, 40
	0

	
	
	n260
	CA_n260(3A)
	

	CA_n66A-n260(4A)
	CA_n66A-n260A
	n66
	5, 10, 15, 20, 40
	0

	
	
	n260
	CA_n260(4A)
	

	CA_n66A-n260(5A)
	CA_n66A-n260A
	n66
	5, 10, 15, 20, 40
	0

	
	
	n260
	CA_n260(5A)
	

	CA_n66A-n260(6A)
	CA_n66A-n260A
	n66
	5, 10, 15, 20, 40
	0

	
	
	n260
	CA_n260(6A)
	

	CA_n66A-n260(7A)
	CA_n66A-n260A
	n66
	5, 10, 15, 20, 40
	0

	
	
	n260
	CA_n260(7A)
	

	CA_n66A-n260(8A)
	CA_n66A-n260A
	n66
	5, 10, 15, 20, 40
	0

	
	
	n260
	CA_n260(8A)
	

	CA_n66A-n260G
	CA_n66A-n260A/G
	n66
	5, 10, 15, 20, 40
	0

	
	
	n260
	CA_n260G
	

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	1

	
	
	n260
	CA_n260G
	

	
	
	n66
	See n66 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n260
	CA_n260G
	

	CA_n66A-n260H
	CA_n66A-n260A/G/H
	n66
	5, 10, 15, 20, 40
	0

	
	
	n260
	CA_n260H
	

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	1

	
	
	n260
	CA_n260H
	

	
	
	n66
	See n66 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n260
	CA_n260H
	

	CA_n66A-n260I
	CA_n66A-n260A/G/H/I
	n66
	5, 10, 15, 20, 40
	0

	
	
	n260
	CA_n260I
	

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	1

	
	
	n260
	CA_n260I
	

	
	
	n66
	See n66 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n260
	CA_n260I
	

	CA_n66A-n260J
	CA_n66A-n260A/G/H/I/J
	n66
	5, 10, 15, 20, 40
	0

	
	
	n260
	CA_n260J
	

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	1

	
	
	n260
	CA_n260J
	

	
	
	n66
	See n66 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n260
	CA_n260J
	

	CA_n66A-n260K
	CA_n66A-n260A/G/H/I/J/K
	n66
	5, 10, 15, 20, 40
	0

	
	
	n260
	CA_n260K
	

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	1

	
	
	n260
	CA_n260K
	

	
	
	n66
	See n66 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n260
	CA_n260K
	

	CA_n66A-n260L
	CA_n66A-n260A/G/H/I/J/K/L
	n66
	5, 10, 15, 20, 40
	0

	
	
	n260
	CA_n260L
	

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	1

	
	
	n260
	CA_n260L
	

	
	
	n66
	See n66 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n260
	CA_n260L
	

	CA_n66A-n260M
	CA_n66A-n260A/G/H/I/J/K/L/M
	n66
	5, 10, 15, 20, 40
	0

	
	
	n260
	CA_n260M
	

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	1

	
	
	n260
	CA_n260M
	

	
	
	n66
	See n66 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n260
	CA_n260M
	

	CA_n66A-n260R2
	CA_n66A-n260A/R2
	n66
	5, 10, 15, 20, 40
	0

	
	
	n260
	CA_n260R2
	

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	1

	
	
	n260
	CA_n260R2
	

	CA_n66A-n260R3
	CA_n66A-n260A/R2/R3
	n66
	5, 10, 15, 20, 40
	0

	
	
	n260
	CA_n260R3
	

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	1

	
	
	n260
	CA_n260R3
	

	CA_n66A-n260R4
	CA_n66A-n260A/R2/R3/R4
	n66
	5, 10, 15, 20, 40
	0

	
	
	n260
	CA_n260R4
	

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	1

	
	
	n260
	CA_n260R4
	

	CA_n66A-n260R5
	CA_n66A-n260A/R2/R3/R4
	n66
	5, 10, 15, 20, 40
	0

	
	
	n260
	CA_n260R5
	

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	1

	
	
	n260
	CA_n260R5
	

	CA_n66A-n260R6
	CA_n66A-n260A/R2/R3/R4
	n66
	5, 10, 15, 20, 40
	0

	
	
	n260
	CA_n260R6
	

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	1

	
	
	n260
	CA_n260R6
	

	CA_n66A-n260R7
	CA_n66A-n260A/R2/R3/R4
	n66
	5, 10, 15, 20, 40
	0

	
	
	n260
	CA_n260R7
	

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	1

	
	
	n260
	CA_n260R7
	

	CA_n66A-n260R8
	CA_n66A-n260A/R2/R3/R4
	n66
	5, 10, 15, 20, 40
	0

	
	
	n260
	CA_n260R8
	

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	1

	
	
	n260
	CA_n260R8
	

	CA_n66A-n260R9
	CA_n66A-n260A/R2/R3/R4
	n66
	5, 10, 15, 20, 40
	0

	
	
	n260
	CA_n260R9
	

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	1

	
	
	n260
	CA_n260R9
	

	CA_n66A-n260R10
	CA_n66A-n260A/R2/R3/R4
	n66
	5, 10, 15, 20, 40
	0

	
	
	n260
	CA_n260R10
	

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	1

	
	
	n260
	CA_n260R10
	

	CA_n66(2A)-n260A
	CA_n66A-n260A
	n66
	CA_n66(2A)_BCS1
	0

	
	
	n260
	50, 100, 200, 400
	

	CA_n66(2A)-n260G
	CA_n66A-n260A/G
	n66
	CA_n66(2A)_BCS1
	0

	
	
	n260
	CA_n260G
	

	CA_n66(2A)-n260H
	CA_n66A-n260A/G/H
	n66
	CA_n66(2A)_BCS1
	0

	
	
	n260
	CA_n260H
	

	CA_n66(2A)-n260I
	CA_n66A-n260A/G/H/I
	n66
	CA_n66(2A)_BCS1
	0

	
	
	n260
	CA_n260I
	

	CA_n66(2A)-n260J
	CA_n66A-n260A/G/H/I/J
	n66
	CA_n66(2A)_BCS1
	0

	
	
	n260
	CA_n260J
	

	CA_n66(2A)-n260K
	CA_n66A-n260A/G/H/I/J/K
	n66
	CA_n66(2A)_BCS1
	0

	
	
	n260
	CA_n260K
	

	CA_n66(2A)-n260L
	CA_n66A-n260A/G/H/I/J/K/L
	n66
	CA_n66(2A)_BCS1
	0

	
	
	n260
	CA_n260L
	

	CA_n66(2A)-n260M
	CA_n66A-n260A/G/H/I/J/K/L/M
	n66
	CA_n66(2A)_BCS1
	0

	
	
	n260
	CA_n260M
	

	CA_n66A-n261A
	CA_n66A-n261A
	n66
	5, 10, 15, 20, 40
	0

	
	
	n261
	50, 100, 200, 400
	

	
	
	n66
	See n66 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n261
	See n261 channel bandwidths in Table 5.3.5-1
	

	CA_n66A-n261(2A)
	CA_n66A-n261A
	n66
	5, 10, 15, 20, 40
	0

	
	
	n261
	CA_n261(2A)
	

	
	
	n66
	See n66 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n261
	CA_n261(2A)
	

	CA_n66A-n261(3A)
	CA_n66A-n261A
	n66
	5, 10, 15, 20, 40
	0

	
	
	n261
	CA_n261(3A)
	

	CA_n66A-n261(4A)
	CA_n66A-n261A
	n66
	5, 10, 15, 20, 40
	0

	
	
	n261
	CA_n261(4A)
	

	CA_n66A-n261G
	CA_n66A-n261A/G
	n66
	5, 10, 15, 20, 40
	0

	
	
	n261
	CA_n261G
	

	
	
	n66
	See n66 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n261
	CA_n261G
	

	CA_n66A-n261H
	CA_n66A-n261A/G/H
	n66
	5, 10, 15, 20, 40
	0

	
	
	n261
	CA_n261H
	

	
	
	n66
	See n66 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n261
	CA_n261H
	

	CA_n66A-n261I
	CA_n66A-n261A/G/H/I
	n66
	5, 10, 15, 20, 40
	0

	
	
	n261
	CA_n261I
	

	
	
	n66
	See n66 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n261
	CA_n261I
	

	CA_n66A-n261J
	CA_n66A-n261A/G/H/I
	n66
	5, 10, 15, 20, 40
	0

	
	
	n261
	CA_n261J
	

	
	CA_n66A-n261A/G/H/I/J
	n66
	See n66 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n261
	CA_n261J
	

	CA_n66A-n261K
	CA_n66A-n261A/G/H/I
	n66
	5, 10, 15, 20, 40
	0

	
	
	n261
	CA_n261K
	

	
	CA_n66A-n261A/G/H/I/J/K
	n66
	See n66 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n261
	CA_n261K
	

	CA_n66A-n261L
	CA_n66A-n261A/G/H/I
	n66
	5, 10, 15, 20, 40
	0

	
	
	n261
	CA_n261L
	

	
	CA_n66A-n261A/G/H/I/J/K/L
	n66
	See n66 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n261
	CA_n261L
	

	CA_n66A-n261M
	CA_n66A-n261A/G/H/I
	n66
	5, 10, 15, 20, 40
	0

	
	
	n261
	CA_n261M
	

	
	CA_n66A-n261A/G/H/I/J/K/L/M
	n66
	See n66 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n261
	CA_n261M
	

	CA_n66A-n261O
	CA_n66A-n261A
	n66
	5, 10, 15, 20, 40
	0

	
	
	n261
	CA_n261O
	

	CA_n66A-n261P
	CA_n66A-n261A
	n66
	5, 10, 15, 20, 40
	0

	
	
	n261
	CA_n261P
	

	CA_n66A-n261Q
	CA_n66A-n261A
	n66
	5, 10, 15, 20, 40
	0

	
	
	n261
	CA_n261Q
	

	CA_n66A-n261(2G)
	CA_n66A-n261A/G
	n66
	5, 10, 15, 20, 40
	0

	
	
	n261
	CA_n261(2G)
	

	CA_n66A-n261(2H)
	CA_n66A-n261A/G/H
	n66
	5, 10, 15, 20, 40
	0

	
	
	n261
	CA_n261(2H)
	

	CA_n66A-n261(2I)
	CA_n66A-n261A/G/H/I
	n66
	5, 10, 15, 20, 40
	0

	
	
	n261
	CA_n261(2I)
	

	CA_n66A-n261(A-G)
	CA_n66A-n261A/G
	n66
	5, 10, 15, 20, 40
	0

	
	
	n261
	CA_n261(A-G)
	

	CA_n66A-n261(A-H)
	CA_n66A-n261A/G/H
	n66
	5, 10, 15, 20, 40
	0

	
	
	n261
	CA_n261(A-H)
	

	CA_n66A-n261(A-I)
	CA_n66A-n261A/G/H/I
	n66
	5, 10, 15, 20, 40
	0

	
	
	n261
	CA_n261(A-I)
	

	CA_n66A-n261(A-J)
	CA_n66A-n261A/G/H/I
	n66
	5, 10, 15, 20, 40
	0

	
	
	n261
	CA_n261(A-J)
	

	CA_n66A-n261(A-K)
	CA_n66A-n261A/G/H/I
	n66
	5, 10, 15, 20, 40
	0

	
	
	n261
	CA_n261(A-K)
	

	CA_n66A-n261(A-L)
	CA_n66A-n261A/G/H/I
	n66
	5, 10, 15, 20, 40
	0

	
	
	n261
	CA_n261(A-L)
	

	CA_n66A-n261(G-H)
	CA_n66A-n261A/G/H
	n66
	5, 10, 15, 20, 40
	0

	
	
	n261
	CA_n261(G-H)
	

	CA_n66A-n261(H-I)
	CA_n66A-n261A/G/H/
	n66
	5, 10, 15, 20, 40
	0

	
	
	n261
	CA_n261(H-I)
	

	CA_n66A-n261(G-I)
	CA_n66A-n261A/G/H/I
	n66
	5, 10, 15, 20, 40
	0

	
	
	n261
	CA_n261(G-I)
	

	CA_n66A-n261(A-G-H)
	CA_n66A-n261A/G/H
	n66
	5, 10, 15, 20, 40
	0

	
	
	n261
	CA_n261(A-G-H)
	

	CA_n66A-n261(A-G-I)
	CA_n66A-n261A/G/H/I
	n66
	5, 10, 15, 20, 40
	0

	
	
	n261
	CA_n261(A-G-I)
	

	CA_n66A-n261(2A-H)
	CA_n66A-n261A/G/H
	n66
	5, 10, 15, 20, 40
	0

	
	
	n261
	CA_n261(2A-H)
	

	CA_n66A-n261(2A-G)
	CA_n66A-n261A/G
	n66
	5, 10, 15, 20, 40
	0

	
	
	n261
	CA_n261(2A-G)
	

	CA_n66A-n261(2A-I)
	CA_n66A-n261A/G/H/I
	n66
	5, 10, 15, 20, 40
	0

	
	
	n261
	CA_n261(2A-I)
	

	CA_n66A-n261(A-2G)
	CA_n66A-n261A/G
	n66
	5, 10, 15, 20, 40
	0

	
	
	n261
	CA_n261(A-2G)
	

	CA_n71A-n257A
	-
	n71
	5, 10, 15, 20
	0

	
	
	n257
	50, 100, 200, 400
	

	
	CA_n71A-n257A
	n71
	See n71 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n257
	CA_n257A
	

	CA_n71A-n257G
	CA_n71A-n257A/G
	n71
	See n71 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n257
	CA_n257G
	

	CA_n71A-n257H
	CA_n71A-n257A/G/H
	n71
	See n71 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n257
	CA_n257H
	

	CA_n71A-n257I
	CA_n71A-n257A/G/H/I
	n71
	See n71 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n257
	CA_n257I
	

	CA_n71A-n257J
	CA_n71A-n257A/G/H/I/J
	n71
	See n71 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n257
	CA_n257J
	

	CA_n71A-n257K
	CA_n71A-n257A/G/H/I/J/K
	n71
	See n71 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n257
	CA_n257K
	

	CA_n71A-n257L
	CA_n71A-n257A/G/H/I/J/K/L
	n71
	See n71 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	N257
	CA_n257L
	

	CA_n71A-n257M
	CA_n71A-n257A/G/H/I/J/K/L/M
	n71
	See n71 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n257
	CA_n257M
	

	CA_n71A-n260A
	-
	n71
	5, 10, 15, 20
	0

	
	
	n260
	50, 100, 200, 400
	

	CA_n71A-n260G
	CA_n71A-n260A/G
	n71
	See n71 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n260
	CA_n260G
	

	CA_n71A-n260H
	CA_n71A-n260A/G/H
	n71
	See n71 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n260
	CA_n260H
	

	CA_n71A-n260I
	CA_n71A-n260A/G/H/I
	n71
	See n71 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n260
	CA_n260I
	

	CA_n71A-n260J
	CA_n71A-n260A/G/H/I/J
	n71
	See n71 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n260
	CA_n260J
	

	CA_n71A-n260K
	CA_n71A-n260A/G/H/I/J/K
	n71
	See n71 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n260
	CA_n260K
	

	CA_n71A-n260L
	CA_n71A-n260A/G/H/I/J/K/L
	n71
	See n71 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n260
	CA_n260L
	

	CA_n71A-n260M
	CA_n71A-n260A/G/H/I/J/K/L/M
	n71
	See n71 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n260
	CA_n260M
	

	CA_n71A-n260(2A)
	-
	n71
	5, 10, 15, 20
	0

	
	
	n260
	CA_n260(2A)
	

	CA_n71A-n260(3A)
	-
	n71
	5, 10, 15, 20
	0

	
	
	n260
	CA_n260(3A)
	

	CA_n71A-n260(4A)
	-
	n71
	5, 10, 15, 20
	0

	
	
	n260
	CA_n260(4A)
	

	CA_n71A-n261A
	-
	n71
	5, 10, 15, 20
	0

	
	
	n261
	50, 100, 200, 400
	

	CA_n71A-n261(2A)
	-
	n71
	5, 10, 15, 20
	0

	
	
	n261
	CA_n261(2A)
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Table 5.5B.7-1: Inter-band NR-DC configurations between FR1 and FR2 (two bands)
	Downlink NR DC
configuration
	Uplink NR DC
configuration

	DC_n1A-n257A
DC_n1A-n257D
DC_n1A-n257G
DC_n1A-n257H
DC_n1A-n257I
DC_n1A-n257J
DC_n1A-n257K
DC_n1A-n257L
DC_n1A-n257M
	DC_n1A-n257A
DC_n1A-n257D
DC_n1A-n257G
DC_n1A-n257H
DC_n1A-n257I
DC_n1A-n257J
DC_n1A-n257K

	DC_n1A-n3A-n258A
DC_n1A-n3A-n258D
DC_n1A-n3A-n258G
DC_n1A-n3A-n258H
DC_n1A-n3A-n258I
DC_n1A-n3A-n258J
	DC_n1A-n3A
DC_n1A-n258A
DC_n1A-n258D
DC_n1A-n258G
DC_n1A-n258H
DC_n1A-n258I
DC_n1A-n258J
DC_n3A-n258A
DC_n3A-n258D
DC_n3A-n258G
DC_n3A-n258H
DC_n3A-n258I
DC_n3A-n258J

	DC_n1A-n258A
DC_n1A-n258B
DC_n1A-n258C
DC_n1A-n258D
DC_n1A-n258E
DC_n1A-n258F
DC_n1A-n258G
DC_n1A-n258H
DC_n1A-n258I
DC_n1A-n258J

DC_n1A-n258R2
DC_n1A-n258R3
DC_n1A-n258R4
DC_n1A-n258R5
DC_n1A-n258R6
DC_n1A-n258R7
DC_n1A-n258R8
DC_n1A-n258R9
DC_n1A-n258R10
	DC_n1A-n258A
DC_n1A-n258G
DC_n1A-n258H
DC_n1A-n258I
DC_n1A-n258R2
DC_n1A-n258R3
DC_n1A-n258R4

	DC_n1A-n258K
DC_n1A-n258L
DC_n1A-n258M
	DC_n1A-n258A


	DC_n2A-n260A
DC_n2A-n260G
DC_n2A-n260H
DC_n2A-n260I
DC_n2A-n260J
DC_n2A-n260K
DC_n2A-n260L
DC_n2A-n260M
 DC_n2A-n260R2
DC_n2A-n260R3
DC_n2A-n260R4
DC_n2A-n260R5
DC_n2A-n260R6
DC_n2A-n260R7
DC_n2A-n260R8
DC_n2A-n260R9
DC_n2A-n260R10
	DC_n2A-n260A
DC_n2A-n260G
DC_n2A-n260H
DC_n2A-n260I
DC_n2A-n260J
DC_n2A-n260K
DC_n2A-n260L
DC_n2A-n260M
 DC_n2A-n260R2
DC_n2A-n260R3
DC_n2A-n260R4

	DC_n1A-n28A-n258A
DC_n1A-n28A-n258D
DC_n1A-n28A-n258G
DC_n1A-n28A-n258H
DC_n1A-n28A-n258I
DC_n1A-n28A-n258J
	DC_n1A-n28A
DC_n1A-n258A
DC_n1A-n258D
DC_n1A-n258G
DC_n1A-n258H
DC_n1A-n258I
DC_n1A-n258J
DC_n28A-n258A
DC_n28A-n258D
DC_n28A-n258G
DC_n28A-n258H
DC_n28A-n258I
DC_n28A-n258J

	DC_n2(2A)-n260A
DC_n2(2A)-n260G
DC_n2(2A)-n260H
DC_n2(2A)-n260I
DC_n2(2A)-n260J
DC_n2(2A)-n260K
DC_n2(2A)-n260L
DC_n2(2A)-n260M
	DC_n2A-n260A
DC_n2A-n260G
DC_n2A-n260H
DC_n2A-n260I
DC_n2A-n260J
DC_n2A-n260K
DC_n2A-n260L
DC_n2A-n260M

	DC_n2A-n261A
DC_n2A-n261G
DC_n2A-n261H
DC_n2A-n261I
DC_n2A-n261J
DC_n2A-n261K
DC_n2A-n261L
DC_n2A-n261M
	DC_n2A-n261A
DC_n2A-n261G
DC_n2A-n261H
DC_n2A-n261I

	DC_n2A-n261(2A)
DC_n2A-n261(3A)
DC_n2A-n261(4A)
DC_n2A-n261(2G)
DC_n2A-n261(2H)
DC_n2A-n261(2I)
DC_n2A-n261(A-G)
DC_n2A-n261(A-H)
DC_n2A-n261(A-I)
DC_n2A-n261(A-J)
DC_n2A-n261(A-K)
DC_n2A-n261(A-L)
DC_n2A-n261(G-H)
DC_n2A-n261(H-I)
DC_n2A-n261(G-I)
DC_n2A-n261(A-G-H)
DC_n2A-n261(A-G-I)
DC_n2A-n261(2A-H)
DC_n2A-n261(2A-G)
DC_n2A-n261(2A-I)
DC_n2A-n261(A-2G)
	DC_n2A-n261A
DC_n2A-n261G
DC_n2A-n261H
DC_n2A-n261I

	DC_n3A-n257A1
DC_n3A-n257D1
DC_n3A-n257G1
DC_n3A-n257H1
DC_n3A-n257I1
	DC_n3A-n257A
DC_n3A-n257D
DC_n3A-n257G
DC_n3A-n257H
DC_n3A-n257I

	DC_n3A-n257(2A)
DC_n3A-n257(A-G)
DC_n3A-n257(2G)
DC_n3(2A)-n257A
DC_n3(2A)-n257G
DC_n3(2A)-n257H
DC_n3(2A)-n257I
	DC_n3A-n257A
DC_n3A-n257G
DC_n3A-n257I
DC_n3A-n257H
DC_n3A-n257(2A) 
DC_n3A-n257(2G)

	DC_n3A-n258A
DC_n3A-n258B
DC_n3A-n258C
DC_n3A-n258D
DC_n3A-n258E
DC_n3A-n258F
DC_n3A-n258G
DC_n3A-n258H
DC_n3A-n258I
DC_n3A-n258J

DC_n3A-n258R2
DC_n3A-n258R3
DC_n3A-n258R4
DC_n3A-n258R5
DC_n3A-n258R6
DC_n3A-n258R7
DC_n3A-n258R8
DC_n3A-n258R9
DC_n3A-n258R10
DC_n3B-n258A
DC_n3B-n258B
DC_n3B-n258C
DC_n3B-n258D
DC_n3B-n258E
DC_n3B-n258F
DC_n3B-n258G
DC_n3B-n258H
DC_n3B-n258I
DC_n3B-n258J
DC_n3B-n258K
DC_n3B-n258L
DC_n3B-n258M
DC_n3B-n258R2
DC_n3B-n258R3
DC_n3B-n258R4
DC_n3B-n258R5
DC_n3B-n258R6
DC_n3B-n258R7
DC_n3B-n258R8
DC_n3B-n258R9
DC_n3B-n258R10
	DC_n3A-n258A
DC_n3A-n258G
DC_n3A-n258H
DC_n3A-n258I
DC_n3A-n258R2
DC_n3A-n258R3
DC_n3A-n258R4
DC_n3B-n258A
DC_n3B-n258G
DC_n3B-n258H
DC_n3B-n258I
DC_n3B-n258R2
DC_n3B-n258R3
DC_n3B-n258R4

	DC_n3A-n258K
DC_n3A-n258L
DC_n3A-n258M
	DC_n3A-n258A


	DC_n3A-n258(2A)
	DC_n3A-n258A
DC_n3A-n258(2A)

	DC_n5A-n258A
DC_n5A-n258B
DC_n5A-n258C
DC_n5A-n258D
DC_n5A-n258E
DC_n5A-n258F
DC_n5A-n258G
DC_n5A-n258H
DC_n5A-n258I
DC_n5A-n258J
DC_n5A-n258K
DC_n5A-n258L
DC_n5A-n258M
	DC_n5A-n258A
DC_n5A-n258G
DC_n5A-n258H
DC_n5A-n258I

	DC_n5A-n260A
DC_n5A-n260G
DC_n5A-n260H
DC_n5A-n260I
DC_n5A-n260J
DC_n5A-n260K
DC_n5A-n260L
DC_n5A-n260M
 DC_n5A-n260R2
DC_n5A-n260R3
DC_n5A-n260R4
DC_n5A-n260R5
DC_n5A-n260R6
DC_n5A-n260R7
DC_n5A-n260R8
DC_n5A-n260R9
DC_n5A-n260R10
	DC_n5A-n260A
DC_n5A-n260G
DC_n5A-n260H
DC_n5A-n260I
DC_n5A-n260J
DC_n5A-n260K
DC_n5A-n260L
DC_n5A-n260M
DC_n5A-n260R2
DC_n5A-n260R3
DC_n5A-n260R4

	DC_n5A-n261A
DC_n5A-n261G
DC_n5A-n261H
DC_n5A-n261I
DC_n5A-n261J
DC_n5A-n261K
DC_n5A-n261L
DC_n5A-n261M
	DC_n5A-n261A
DC_n5A-n261G
DC_n5A-n261H
DC_n5A-n261I

	DC_n5A-n261(2A)
DC_n5A-n261(3A)
DC_n5A-n261(4A)
DC_n5A-n261(2G)
DC_n5A-n261(2H)
DC_n5A-n261(2I)
DC_n5A-n261(A-G)
DC_n5A-n261(A-H)
DC_n5A-n261(A-I)
DC_n5A-n261(A-J)
DC_n5A-n261(A-K)
DC_n5A-n261(A-L)
DC_n5A-n261(G-H)
DC_n5A-n261(H-I)
DC_n5A-n261(G-I)
DC_n5A-n261(A-G-H)
DC_n5A-n261(A-G-I)
DC_n5A-n261(2A-H)
DC_n5A-n261(2A-G)
DC_n5A-n261(2A-I)
DC_n5A-n261(A-2G)
	DC_n5A-n261A
DC_n5A-n261G
DC_n5A-n261H
DC_n5A-n261I

	DC_n7A-n257A
DC_n7A-n257G
DC_n7A-n257H
DC_n7A-n257I
DC_n7A-n257J
DC_n7A-n257K
DC_n7A-n257L
DC_n7A-n257M
	DC_n7A-n257A
DC_n7A-n257G
DC_n7A-n257H
DC_n7A-n257I
DC_n7A-n257J
DC_n7A-n257K
DC_n7A-n257L
DC_n7A-n257M

	DC_n7A-n258A
DC_n7A-n258B
DC_n7A-n258C
DC_n7A-n258D
DC_n7A-n258E
DC_n7A-n258F
DC_n7A-n258G
DC_n7A-n258H
DC_n7A-n258I
DC_n7A-n258J
DC_n7A-n258K
DC_n7A-n258L
DC_n7A-n258M
DC_n7A-n258R2
DC_n7A-n258R3
DC_n7A-n258R4
DC_n7A-n258R5
DC_n7A-n258R6
DC_n7A-n258R7
DC_n7A-n258R8
DC_n7A-n258R9
DC_n7A-n258R10
DC_n7B-n258A
DC_n7B-n258B
DC_n7B-n258C
DC_n7B-n258D
DC_n7B-n258E
DC_n7B-n258F
DC_n7B-n258G
DC_n7B-n258H
DC_n7B-n258I
DC_n7B-n258J
DC_n7B-n258K
DC_n7B-n258L
DC_n7B-n258M
DC_n7B-n258R2
DC_n7B-n258R3
DC_n7B-n258R4
DC_n7B-n258R5
DC_n7B-n258R6
DC_n7B-n258R7
DC_n7B-n258R8
DC_n7B-n258R9
DC_n7B-n258R10
	DC_n7A-n258A
DC_n7A-n258G
DC_n7A-n258H
DC_n7A-n258I I
DC_n7A-n258R2
DC_n7A-n258R3
DC_n7A-n258R4
DC_n7B-n258A
DC_n7B-n258G
DC_n7B-n258H
DC_n7B-n258I
DC_n7B-n258R2
DC_n7B-n258R3
DC_n7B-n258R4

	DC_n7A-n260I
	DC_n7A-n260A
DC_n7A-n260G
DC_n7A-n260H
DC_n7A-n260I

	DC_n8A-n257A
DC_n8A-n257D
DC_n8A-n257E
DC_n8A-n257F
DC_n8A-n257G
DC_n8A-n257H
DC_n8A-n257I
DC_n8A-n257J
DC_n8A-n257K
DC_n8A-n257L
DC_n8A-n257M
	DC_n8A-n257A
DC_n8A-n257G
DC_n8A-n257H
DC_n8A-n257I
DC_n8A-n257J
DC_n8A-n257K

	DC_n8A-n258A
DC_n8A-n258B
DC_n8A-n258C
DC_n8A-n258D
DC_n8A-n258E
DC_n8A-n258F
DC_n8A-n258G
DC_n8A-n258H
DC_n8A-n258I
DC_n8A-n258J
DC_n8A-n258K
DC_n8A-n258L
DC_n8A-n258M
	DC_n8A-n258A

	DC_n12A-n260A
DC_n12A-n260G
DC_n12A-n260H
DC_n12A-n260I
DC_n12A-n260J
DC_n12A-n260K
DC_n12A-n260L
DC_n12A-n260M
	DC_n12A-n260A
DC_n12A-n260G
DC_n12A-n260H
DC_n12A-n260I
DC_n12A-n260J
DC_n12A-n260K
DC_n12A-n260L
DC_n12A-n260M

	DC_n14A-n260A
DC_n14A-n260G
DC_n14A-n260H
DC_n14A-n260I
DC_n14A-n260J
DC_n14A-n260K
DC_n14A-n260L
DC_n14A-n260M
	DC_n14A-n260A
DC_n14A-n260G
DC_n14A-n260H
DC_n14A-n260I
DC_n14A-n260J
DC_n14A-n260K
DC_n14A-n260L
DC_n14A-n260M

	DC_n18A-n257A
DC_n18A-n257G
DC_n18A-n257H
DC_n18A-n257I
	DC_n18A-n257A
DC_n18A-n257G
DC_n18A-n257H
DC_n18A-n257I

	DC_n25A-n257A
DC_n25A-n257G
DC_n25A-n257H
DC_n25A-n257I
DC_n25A-n257J
DC_n25A-n257K
DC_n25A-n257L
DC_n25A-n257M
	DC_n25A-n257A
DC_n25A-n257G
DC_n25A-n257H
DC_n25A-n257I
DC_n25A-n257J
DC_n25A-n257K
DC_n25A-n257L
DC_n25A-n257M

	DC_n25A-n258A
DC_n25A-n258G
DC_n25A-n258H
	DC_n25A-n258A
DC_n25A-n258G
DC_n25A-n258H

	DC_n25A-n258(2A)
DC_n25A-n258(3A)
DC_n25A-n258(4A)
DC_n25A-n258(5A)
DC_n25A-n258(2G)
DC_n25A-n258(A-G)
DC_n25A-n258(A-H)
DC_n25A-n258(G-H)
	DC_n25A-n258A
DC_n25A-n258G
DC_n25A-n258H

	DC_n25A-n260A
DC_n25A-n260G
DC_n25A-n260H
DC_n25A-n260I
DC_n25A-n260J
DC_n25A-n260K
DC_n25A-n260L
DC_n25A-n260M
	DC_n25A-n260A 
DC_n25A-n260G
DC_n25A-n260H
DC_n25A-n260I
DC_n25A-n260J
DC_n25A-n260K
DC_n25A-n260L
DC_n25A-n260M

	DC_n25A-n260(2A)
DC_n25A-n260(3A)
DC_n25A-n260(4A)
DC_n25A-n260(5A)
DC_n25A-n260(6A)
DC_n25A-n260(7A)
DC_n25A-n260(8A)
	DC_n25A-n260A

	DC_n25A-n261A
	DC_n25A-n261A

	DC_n25A-n261(2A)
	DC_n25A-n261A

	DC_n26A-n258A
DC_n26A-n258B
DC_n26A-n258C
DC_n26A-n258D
DC_n26A-n258E
DC_n26A-n258F
DC_n26A-n258G
DC_n26A-n258H
DC_n26A-n258I
DC_n26A-n258J
DC_n26A-n258K
DC_n26A-n258L
DC_n26A-n258M 
DC_n26A-n258R2
DC_n26A-n258R3
DC_n26A-n258R4
DC_n26A-n258R5
DC_n26A-n258R6
DC_n26A-n258R7
DC_n26A-n258R8
DC_n26A-n258R9
DC_n26A-n258R10
	DC_n26A-n258A
DC_n26A-n258G
DC_n26A-n258H
DC_n26A-n258I 
DC_n26A-n258R2
DC_n26A-n258R3
DC_n26A-n258R4

	DC_n26(2A)-n258A
DC_n26(2A)-n258B
DC_n26(2A)-n258C
DC_n26(2A)-n258D
DC_n26(2A)-n258E
DC_n26(2A)-n258F
DC_n26(2A)-n258G
DC_n26(2A)-n258H
DC_n26(2A)-n258I
DC_n26(2A)-n258J
DC_n26(2A)-n258K
DC_n26(2A)-n258L
DC_n26(2A)-n258M
	DC_n26A-n258A
DC_n26A-n258G
DC_n26A-n258H
DC_n26A-n258I

	DC_n28A-n257A
DC_n28A-n257D
DC_n28A-n257G
DC_n28A-n257H
DC_n28A-n257I
	DC_n28A-n257A
DC_n28A-n257D
DC_n28A-n257G
DC_n28A-n257H
DC_n28A-n257I

	DC_n28A-n258A
DC_n28A-n258B
DC_n28A-n258C
DC_n28A-n258D
DC_n28A-n258E
DC_n28A-n258F
DC_n28A-n258G
DC_n28A-n258H
DC_n28A-n258I
DC_n28A-n258J
DC_n28A-n258K
DC_n28A-n258L
DC_n28A-n258M 
DC_n28A-n258R2
DC_n28A-n258R3
DC_n28A-n258R4
DC_n28A-n258R5
DC_n28A-n258R6
DC_n28A-n258R7
DC_n28A-n258R8
DC_n28A-n258R9
DC_n28A-n258R10
	DC_n28A-n258A
DC_n28A-n258G
DC_n28A-n258H
DC_n28A-n258I 
DC_n28A-n258R2
DC_n28A-n258R3
DC_n28A-n258R4

	DC_n30A-n260A
DC_n30A-n260G
DC_n30A-n260H
DC_n30A-n260I
DC_n30A-n260J
DC_n30A-n260K
DC_n30A-n260L
DC_n30A-n260M
	DC_n30A-n260A
DC_n30A-n260G
DC_n30A-n260H
DC_n30A-n260I
DC_n30A-n260J
DC_n30A-n260K
DC_n30A-n260L
DC_n30A-n260M

	DC_n39A-n258A
DC_n39A-n258B
DC_n39A-n258C
DC_n39A-n258D
DC_n39A-n258E
DC_n39A-n258F
DC_n39A-n258G
DC_n39A-n258H
DC_n39A-n258I
DC_n39A-n258J
DC_n39A-n258K
DC_n39A-n258L
DC_n39A-n258M
	DC_n39A-n258A


	DC_n40A-n257A
DC_n40A-n257D
DC_n40A-n257E
DC_n40A-n257F
DC_n40A-n257G
DC_n40A-n257H
DC_n40A-n257I
DC_n40A-n257J
DC_n40A-n257K
DC_n40A-n257L
DC_n40A-n257M
	DC_n40A-n257A
DC_n40A-n257G
DC_n40A-n257H
DC_n40A-n257I
DC_n40A-n257J
DC_n40A-n257K
DC_n40A-n257L
DC_n40A-n257M

	DC_n40A-n258A
DC_n40A-n258G
DC_n40A-n258H
DC_n40A-n258I
DC_n40A-n258J
DC_n40A-n258K
DC_n40A-n258L
DC_n40A-n258M
	DC_n40A-n258A

	DC_n41A-n257A
DC_n41A-n257G
DC_n41A-n257H
DC_n41A-n257I
	DC_n41A-n257A
DC_n41A-n257G
DC_n41A-n257H
DC_n41A-n257I

	DC_n41(2A)-n257A
DC_n41(2A)-n257G
DC_n41(2A)-n257H
DC_n41(2A)-n257I
	DC_n41A-n257A
DC_n41A-n257G
DC_n41A-n257I
DC_n41A-n257H

	DC_n41A-n258A
DC_n41A-n258G
DC_n41A-n258H
DC_n41C-n258A
DC_n41C-n258G
DC_n41C-n258H
	DC_n41A-n258A
DC_n41A-n258G
DC_n41A-n258H

	DC_n41A-n258(2A)
DC_n41A-n258(3A)
DC_n41A-n258(4A)
DC_n41A-n258(5A)
DC_n41C-n258(2A)
DC_n41C-n258(3A)
DC_n41C-n258(4A)
DC_n41C-n258(5A)
DC_n41(2A)-n258A
DC_n41(2A)-n258G
DC_n41(2A)-n258H
DC_n41(2A)-n258(2A)
DC_n41(2A)-n258(3A)
DC_n41(2A)-n258(4A)
DC_n41(2A)-n258(5A)
DC_n41A-n258(2G)
DC_n41C-n258(2G)
DC_n41(2A)-n258(2G)
DC_n41A-n258(A-G)
DC_n41C-n258(A-G)
DC_n41(2A)-n258(A-G)
DC_n41A-n258(A-H)
DC_n41C-n258(A-H)
DC_n41(2A)-n258(A-H)
DC_n41A-n258(G-H)
DC_n41C-n258(G-H)
DC_n41(2A)-n258(G-H)
	DC_n41A-n258A
DC_n41A-n258G
DC_n41A-n258H

	DC_n41A-n260A
DC_n41A-n260G
DC_n41A-n260H
DC_n41A-n260I
DC_n41A-n260J
DC_n41A-n260K
DC_n41A-n260L
DC_n41A-n260M
DC_n41C-n260A
DC_n41C-n260G
DC_n41C-n260H
DC_n41C-n260I
DC_n41C-n260J
DC_n41C-n260K
DC_n41C-n260L
DC_n41C-n260M
	DC_n41A-n260A
DC_n41A-n260G
 DC_n41A-n260H
 DC_n41A-n260I
 DC_n41A-n260J
 DC_n41A-n260K
 DC_n41A-n260L
 DC_n41A-n260M

	DC_n41A-n260(2A)
DC_n41A-n260(3A)
DC_n41A-n260(4A)
DC_n41A-n260(5A)
DC_n41A-n260(6A)
DC_n41A-n260(7A)
DC_n41A-n260(8A)
DC_n41(2A)-n260A
DC_n41(2A)-n260(2A)
DC_n41(2A)-n260(3A)
DC_n41(2A)-n260(4A)
DC_n41(2A)-n260(5A)
DC_n41(2A)-n260(6A)
DC_n41(2A)-n260(7A)
DC_n41(2A)-n260(8A)
DC_n41(2A)-n260G
DC_n41(2A)-n260H
DC_n41(2A)-n260I
DC_n41(2A)-n260J
DC_n41(2A)-n260K
DC_n41(2A)-n260L
DC_n41(2A)-n260M
DC_n41C-n260(2A)
DC_n41C-n260(3A)
DC_n41C-n260(4A)
DC_n41C-n260(5A)
DC_n41C-n260(6A)
DC_n41C-n260(7A)
DC_n41C-n260(8A)
	DC_n41A-n260A
DC_n41A-n260G
DC_n41A-n260H
DC_n41A-n260I
DC_n41A-n260J
DC_n41A-n260K
DC_n41A-n260L
DC_n41A-n260M

	DC_n41A-n261A
DC_n41C-n261A
	DC_n41A-n261A

	DC_n41A-n261(2A)
DC_n41C-n261(2A)
DC_n41(2A)-n261A
DC_n41(2A)-n261(2A)
	DC_n41A-n261A

	DC_n48A-n260A
DC_n48A-n260G
DC_n48A-n260H
DC_n48A-n260I
DC_n48A-n260J
DC_n48A-n260K
DC_n48A-n260L
DC_n48A-n260M
 DC_n48A-n260R2
DC_n48A-n260R3
DC_n48A-n260R4
DC_n48A-n260R5
DC_n48A-n260R6
DC_n48A-n260R7
DC_n48A-n260R8
DC_n48A-n260R9
DC_n48A-n260R10
DC_n48B-n260A
DC_n48B-n260G
DC_n48B-n260H
DC_n48B-n260I
DC_n48B-n260J
DC_n48B-n260K
DC_n48B-n260L
DC_n48B-n260M
DC_n48C-n260A
DC_n48C-n260G
DC_n48C-n260H
DC_n48C-n260I
DC_n48C-n260J
DC_n48C-n260K
DC_n48C-n260L
DC_n48C-n260M
	DC_n48A-n260A
DC_n48A-n260G
DC_n48A-n260H
DC_n48A-n260I
 DC_n48A-n260R2
DC_n48A-n260R3
DC_n48A-n260R4
DC_n48B-n260A
DC_n48B-n260G
DC_n48B-n260H
DC_n48B-n260I

	DC_n48(2A)-n260A
DC_n48(2A)-n260G
DC_n48(2A)-n260H
DC_n48(2A)-n260I
DC_n48(2A)-n260J
DC_n48(2A)-n260K
DC_n48(2A)-n260L
DC_n48(2A)-n260M
DC_n48(3A)-n260A
DC_n48(3A)-n260G
DC_n48(3A)-n260H
DC_n48(3A)-n260I
DC_n48(3A)-n260J
DC_n48(3A)-n260K
DC_n48(3A)-n260L
DC_n48(3A)-n260M
DC_n48(4A)-n260A
DC_n48(4A)-n260G
DC_n48(4A)-n260H
DC_n48(4A)-n260I
DC_n48(4A)-n260J
DC_n48(4A)-n260K
DC_n48(4A)-n260L
DC_n48(4A)-n260M
DC_n48(A-B)-n260A
DC_n48(A-B)-n260G
DC_n48(A-B)-n260H
DC_n48(A-B)-n260I
DC_n48(A-B)-n260J
DC_n48(A-B)-n260K
DC_n48(A-B)-n260L
DC_n48(A-B)-n260M
	DC_n48A-n260A
DC_n48A-n260G
DC_n48A-n260H
DC_n48A-n260I

	DC_n48A-n261A
DC_n48A-n261G
DC_n48A-n261H
DC_n48A-n261I
DC_n48A-n261J
DC_n48A-n261K
DC_n48A-n261L
DC_n48A-n261M
DC_n48B-n261A
DC_n48B-n261G
DC_n48B-n261H
DC_n48B-n261I
DC_n48B-n261J
DC_n48B-n261K
DC_n48B-n261L
DC_n48B-n261M
	DC_n48A-n261A
DC_n48A-n261G 
DC_n48A-n261H 
DC_n48A-n261I

	DC_n48A-n261(2A)
DC_n48A-n261(2G)
DC_n48A-n261(2H)
DC_n48A-n261(2I)
DC_n48A-n261(3A)
DC_n48A-n261(4A)
DC_n48A-n261(A-G)
DC_n48A-n261(A-H)
DC_n48A-n261(A-I)
DC_n48A-n261(G-H)
DC_n48A-n261(H-I)
DC_n48A-n261(G-I)
DC_n48A-n261(2A-G)
DC_n48A-n261(2A-H)
DC_n48A-n261(2A-I)
DC_n48A-n261(A-2G)
DC_n48A-n261(A-G-H)
DC_n48A-n261(A-G-I)
DC_n48(2A)-n261A
DC_n48(2A)-n261G
DC_n48(2A)-n261H
DC_n48(2A)-n261I
DC_n48(2A)-n261J
DC_n48(2A)-n261K
DC_n48(2A)-n261L
DC_n48(2A)-n261M
DC_n48(2A)-n261(2A-G)
DC_n48(2A)-n261(2A-H)
DC_n48(2A)-n261(2A-I)
DC_n48(2A)-n261(2A)
DC_n48(2A)-n261(2G)
DC_n48(2A)-n261(3A)
DC_n48(2A)-n261(A-2G)
DC_n48(2A)-n261(A-G)
DC_n48(2A)-n261(A-H)
DC_n48(2A)-n261(A-I)
DC_n48(2A)-n261(G-H)
DC_n48(2A)-n261(2H)
DC_n48(2A)-n261(G-I)
DC_n48(2A)-n261(A-G-H)
DC_n48(2A)-n261(H-I)
DC_n48(2A)-n261(A-G-I)
DC_n48B-n261(G-H)
DC_n48B-n261(2H)
DC_n48B-n261(G-I)
DC_n48B-n261(A-G-H)
DC_n48B-n261(H-I)
DC_n48B-n261(A-G-I)
DC_n48B-n261(2A-G)
DC_n48B-n261(2A-H)
DC_n48B-n261(2A-I)
DC_n48B-n261(2A)
DC_n48B-n261(2G)
DC_n48B-n261(3A)
DC_n48B-n261(A-2G)
DC_n48B-n261(A-G)
DC_n48B-n261(A-H)
DC_n48B-n261(A-I)
DC_n48(A-B)-n261A
DC_n48(A-B)-n261G
DC_n48(A-B)-n261H
DC_n48(A-B)-n261I
DC_n48(A-B)-n261J
DC_n48(A-B)-n261K
DC_n48(A-B)-n261L
DC_n48(A-B)-n261M
DC_n48(A-B)-n261(G-H)
DC_n48(A-B)-n261(2H)
DC_n48(A-B)-n261(2A)
DC_n48(A-B)-n261(3A)
DC_n48(A-B)-n261(A-G)
DC_n48(A-B)-n261(2A-G)
DC_n48(A-B)-n261(A-H)
DC_n48(A-B)-n261(2G)
DC_n48(A-B)-n261(A-I)
DC_n48(A-B)-n261(2A-H)
DC_n48(A-B)-n261(A-2G)
DC_n48(A-B)-n261(2A-I)
DC_n48(A-B)-n261(G-I)
DC_n48(A-B)-n261(A-G-H)
DC_n48(A-B)-n261(H-I)
DC_n48(A-B)-n261(A-G-I)
	DC_n48A-n261A
DC_n48A-n261G
DC_n48A-n261H
DC_n48A-n261I

	DC_n66A-n257A
DC_n66A-n257G
DC_n66A-n257H
DC_n66A-n257I
DC_n66A-n257J
DC_n66A-n257K
DC_n66A-n257L
DC_n66A-n257M
	DC_n66A-n257A
DC_n66A-n257G
DC_n66A-n257H
DC_n66A-n257I
DC_n66A-n257J
DC_n66A-n257K
DC_n66A-n257L
DC_n66A-n257M

	DC_n66A-n258A
DC_n66A-n258G
DC_n66A-n258H
	DC_n66A-n258A
DC_n66A-n258G
DC_n66A-n258H

	DC_n66A-n258(2A)
DC_n66A-n258(3A)
DC_n66A-n258(4A)
DC_n66A-n258(5A)
DC_n66A-n258(2G)
DC_n66A-n258(A-G)
DC_n66A-n258(A-H)
DC_n66A-n258(G-H)
	DC_n66A-n258A
DC_n66A-n258G
DC_n66A-n258H

	DC_n66A-n260A
DC_n66A-n260G
DC_n66A-n260H
DC_n66A-n260I
DC_n66A-n260J
DC_n66A-n260K
DC_n66A-n260L
DC_n66A-n260M
	DC_n66A-n260A
DC_n66A-n260G
DC_n66A-n260H
DC_n66A-n260I
DC_n66A-n260J
DC_n66A-n260K
DC_n66A-n260L
DC_n66A-n260M

	DC_n66A-n260(2A)
DC_n66A-n260(3A)
DC_n66A-n260(4A)
DC_n66A-n260(5A)
DC_n66A-n260(6A)
DC_n66A-n260(7A)
DC_n66A-n260(8A)
DC_n66(2A)-n260A
DC_n66(2A)-n260G
DC_n66(2A)-n260H
DC_n66(2A)-n260I
DC_n66(2A)-n260J
DC_n66(2A)-n260K
DC_n66(2A)-n260L
DC_n66(2A)-n260M
DC_n66A-n260R2
DC_n66A-n260R3
DC_n66A-n260R4
DC_n66A-n260R5
DC_n66A-n260R6
DC_n66A-n260R7
DC_n66A-n260R8
DC_n66A-n260R9
DC_n66A-n260R10
	DC_n66A-n260A
DC_n66A-n260G
DC_n66A-n260H
DC_n66A-n260I
DC_n66A-n260J
DC_n66A-n260K
DC_n66A-n260L
DC_n66A-n260M
DC_n66A-n260R2
DC_n66A-n260R3
DC_n66A-n260R4


	DC_n66A-n261A
DC_n66A-n261G
DC_n66A-n261H
DC_n66A-n261I
DC_n66A-n261J
DC_n66A-n261K
DC_n66A-n261L
DC_n66A-n261M
DC_n66A-n261O
DC_n66A-n261P
DC_n66A-n261Q
	DC_n66A-n261A
DC_n66A-n261G
DC_n66A-n261H
DC_n66A-n261I 
DC_n66A-n261J
DC_n66A-n261K
DC_n66A-n261L
DC_n66A-n261M

	DC_n66A-n261(2A)
DC_n66A-n261(3A)
DC_n66A-n261(4A)
DC_n66A-n261(2G)
DC_n66A-n261(2H)
DC_n66A-n261(2I)
DC_n66A-n261(A-G)
DC_n66A-n261(A-H)
DC_n66A-n261(A-I)
DC_n66A-n261(A-J)
DC_n66A-n261(A-K)
DC_n66A-n261(A-L)
DC_n66A-n261(G-H)
DC_n66A-n261(H-I)
DC_n66A-n261(G-I)
DC_n66A-n261(A-G-H)
DC_n66A-n261(A-G-I)
DC_n66A-n261(2A-H)
DC_n66A-n261(2A-G)
DC_n66A-n261(2A-I)
DC_n66A-n261(A-2G)
	DC_n66A-n261A
DC_n66A-n261G
DC_n66A-n261H
DC_n66A-n261I

	DC_n71A-n257A
DC_n71A-n257G
DC_n71A-n257H
DC_n71A-n257I
DC_n71A-n257J
DC_n71A-n257K
DC_n71A-n257L
DC_n71A-n257M
	DC_n71A-n257A
DC_n71A-n257G
DC_n71A-n257H
DC_n71A-n257I
DC_n71A-n257J
DC_n71A-n257K
DC_n71A-n257L
DC_n71A-n257M

	DC_n71A-n260A
DC_n71A-n260G
DC_n71A-n260H
DC_n71A-n260I
DC_n71A-n260J
DC_n71A-n260K
DC_n71A-n260L
DC_n71A-n260M
	DC_n71A-n260A
DC_n71A-n260G
DC_n71A-n260H
DC_n71A-n260I
DC_n71A-n260J
DC_n71A-n260K
DC_n71A-n260L
DC_n71A-n260M

	DC_n77A-n257A1
DC_n77A-n257D1
DC_n77A-n257E1
DC_n77A-n257F1
DC_n77A-n257G1
DC_n77A-n257H1
DC_n77A-n257I1
DC_n77A-n257J1
DC_n77A-n257K1
DC_n77A-n257L1
DC_n77A-n257M1
DC_n77C-n257A
DC_n77C-n257D
DC_n77C-n257E
DC_n77C-n257F
	DC_n77A-n257A
DC_n77A-n257G
DC_n77A-n257H
DC_n77A-n257I
DC_n77A-n257J
DC_n77A-n257K
DC_n77A-n257L
DC_n77A-n257M

	DC_n77(2A)-n257A1
DC_n77(2A)-n257D
DC_n77(2A)-n257E
DC_n77(2A)-n257F
DC_n77(2A)-n257G1
DC_n77(2A)-n257H1
DC_n77(2A)-n257I1
DC_n77(2A)-n257J
DC_n77(2A)-n257K
DC_n77(2A)-n257L
DC_n77(2A)-n257M
	DC_n77A-n257A
DC_n77A-n257G
DC_n77A-n257H
DC_n77A-n257I
DC_n77A-n257J
DC_n77A-n257K
DC_n77A-n257L
DC_n77A-n257M

	DC_n77(3A)-n257A
DC_n77(3A)-n257G
DC_n77(3A)-n257H
DC_n77(3A)-n257I
	DC_n77A-n257A
DC_n77A-n257G
DC_n77A-n257H
DC_n77A-n257I

	DC_n77A-n258A
DC_n77A-n258D
DC_n77A-n258G
DC_n77A-n258H
DC_n77A-n258I
DC_n77A-n258J
	DC_n77A-n258A
DC_n77A-n258D
DC_n77A-n258G
DC_n77A-n258H
DC_n77A-n258I
DC_n77A-n258J

	DC_n77(2A)-n258A
DC_n77(2A)-n258D
DC_n77(2A)-n258G
DC_n77(2A)-n258H
DC_n77(2A)-n258I
DC_n77(2A)-n258J
 DC_n77(3A)-n258A
DC_n77(3A)-n258D
DC_n77(3A)-n258G
DC_n77(3A)-n258H
DC_n77(3A)-n258I
DC_n77(3A)-n258J
	DC_n77A-n258A
DC_n77A-n258D
DC_n77A-n258G
DC_n77A-n258H
DC_n77A-n258I
DC_n77A-n258J

	DC_n77A-n259A1
DC_n77A-n259G1
DC_n77A-n259H1
DC_n77A-n259I1
DC_n77A-n259J1
DC_n77A-n259K1
DC_n77A-n259L1
DC_n77A-n259M1
	DC_n77A-n259A
DC_n77A-n259G
DC_n77A-n259H
DC_n77A-n259I
DC_n77A-n259J
DC_n77A-n259K
DC_n77A-n259L
DC_n77A-n259M

	DC_n77A-n260A
DC_n77A-n260G
DC_n77A-n260H
DC_n77A-n260I
DC_n77A-n260J
DC_n77A-n260K
DC_n77A-n260L
DC_n77A-n260M
DC_n77A-n260R2
DC_n77A-n260R3
DC_n77A-n260R4
DC_n77A-n260R5
DC_n77A-n260R6
DC_n77A-n260R7
DC_n77A-n260R8
DC_n77A-n260R9
DC_n77A-n260R10
DC_n77C-n260A
DC_n77C-n260G
DC_n77C-n260H
DC_n77C-n260I
DC_n77C-n260J
DC_n77C-n260K
DC_n77C-n260L
DC_n77C-n260M
	DC_n77A-n260A
DC_n77A-n260G
DC_n77A-n260H
DC_n77A-n260I
DC_n77A-n260J
DC_n77A-n260K
DC_n77A-n260L
DC_n77A-n260M
DC_n77A-n260R2
DC_n77A-n260R3
DC_n77A-n260R4

	DC_n77(2A)-n260A
DC_n77(2A)-n260G
DC_n77(2A)-n260H
DC_n77(2A)-n260I
DC_n77(2A)-n260J
DC_n77(2A)-n260K
DC_n77(2A)-n260L
DC_n77(2A)-n260M
	DC_n77(2A)
DC_n77A-n260A
DC_n77A-n260G
DC_n77A-n260H
DC_n77A-n260I
DC_n77A-n260J
DC_n77A-n260K
DC_n77A-n260L
DC_n77A-n260M

	DC_n77A-n261A
DC_n77A-n261G
DC_n77A-n261H
DC_n77A-n261I
DC_n77A-n261J
DC_n77A-n261K
DC_n77A-n261L
DC_n77A-n261M
DC_n77C-n261A
DC_n77C-n261G
DC_n77C-n261H
DC_n77C-n261I
DC_n77C-n261J
DC_n77C-n261K
DC_n77C-n261L
DC_n77C-n261M
	DC_n77A-n261A
DC_n77A-n261G
DC_n77A-n261H
DC_n77A-n261I
DC_n77A-n261J
DC_n77A-n261K
DC_n77A-n261L
DC_n77A-n261M

	DC_n77A-n261(2A)
DC_n77A-n261(2G)
DC_n77A-n261(2H)
DC_n77A-n261(2I)
DC_n77A-n261(3A)
DC_n77A-n261(4A)
	DC_n77A-n261A

	DC_n77A-n261(A-G)
DC_n77A-n261(A-H)
DC_n77A-n261(A-I)
DC_n77A-n261(G-H)
DC_n77A-n261(G-I)
DC_n77A-n261(H-I)
DC_n77A-n261(A-J)
DC_n77A-n261(A-K)
DC_n77A-n261(A-L)
DC_n77A-n261(A-G-H)
DC_n77A-n261(A-G-I)
DC_n77A-n261(2A-H)
DC_n77A-n261(2A-G)
DC_n77A-n261(2A-I)
DC_n77A-n261(A-2G)
DC_n77C-n261(G-H)
DC_n77C-n261(2H)
DC_n77C-n261(G-I)
DC_n77C-n261(A-G-H)
DC_n77C-n261(H-I)
DC_n77C-n261(A-G-I)
DC_n77C-n261(2A-G)
DC_n77C-n261(2A-H)
DC_n77C-n261(2A-I)
DC_n77C-n261(2A)
DC_n77C-n261(2G)
DC_n77C-n261(3A)
DC_n77C-n261(A-2G)
DC_n77C-n261(A-G)
DC_n77C-n261(A-H)
DC_n77C-n261(A-I)
	DC_n77A-n261A
DC_n77A-n261G
DC_n77A-n261H
DC_n77A-n261I

	DC_n78A-n257A
DC_n78A-n257D
DC_n78A-n257E
DC_n78A-n257F
DC_n78A-n257G
DC_n78A-n257H
DC_n78A-n257I
DC_n78A-n257J
DC_n78A-n257K
DC_n78A-n257L
DC_n78A-n257M
DC_n78C-n257A
DC_n78C-n257D
DC_n78C-n257E
DC_n78C-n257F
DC_n78C-n257G
DC_n78C-n257H
DC_n78C-n257I
DC_n78C-n257J
DC_n78C-n257K
DC_n78C-n257L
DC_n78C-n257M
	DC_n78A-n257A
DC_n78A-n257G
DC_n78A-n257H
DC_n78A-n257I

	DC_n78A-n257(2A)
DC_n78A-n257(A-G)
DC_n78A-n257(2G)
DC_n78(2A)-n257A
DC_n78(2A)-n257G
DC_n78(2A)-n257H
DC_n78(2A)-n257I
	DC_n78A-n257A
DC_n78A-n257G
DC_n78A-n257I
DC_n78A-n257H
DC_n78A-n257(2A)
DC_n78A-n257(2G)

	DC_n78A-n258A
DC_n78A-n258B
DC_n78A-n258C
DC_n78A-n258D
DC_n78A-n258E
DC_n78A-n258F
DC_n78A-n258G
DC_n78A-n258H
DC_n78A-n258I
DC_n78A-n258J
DC_n78A-n258K
DC_n78A-n258L
DC_n78A-n258M 
DC_n78A-n258R2
DC_n78A-n258R3
DC_n78A-n258R4
DC_n78A-n258R5
DC_n78A-n258R6
DC_n78A-n258R7
DC_n78A-n258R8
DC_n78A-n258R9
DC_n78A-n258R10
DC_n78C-n258A
DC_n78C-n258B
DC_n78C-n258C
DC_n78C-n258D
DC_n78C-n258E
DC_n78C-n258F
DC_n78C-n258G
DC_n78C-n258H
DC_n78C-n258I
DC_n78C-n258J
DC_n78C-n258K
DC_n78C-n258L
DC_n78C-n258M
	DC_n78A-n258A
DC_n78A-n258G
DC_n78A-n258H
DC_n78A-n258I 
DC_n78A-n258R2
DC_n78A-n258R3
DC_n78A-n258R4

	DC_n78A-n258(2A)
	DC_n78A-n258A
DC_n78A-n258(2A)

	DC_n78A-n259A1
DC_n78A-n259G1
DC_n78A-n259H1
DC_n78A-n259I1
DC_n78A-n259J1
DC_n78A-n259K1
DC_n78A-n259L1
DC_n78A-n259M1
	DC_n78A-n259A
DC_n78A-n259G
DC_n78A-n259H
DC_n78A-n259I
DC_n78A-n259J
DC_n78A-n259K
DC_n78A-n259L
DC_n78A-n259M

	DC_n79A-n257A1
DC_n79A-n257D1
DC_n79A-n257E1
DC_n79A-n257F1
DC_n79A-n257G1
DC_n79A-n257H1
DC_n79A-n257I1
DC_n79A-n257J
DC_n79A-n257K
DC_n79A-n257L
DC_n79A-n257M
DC_n79C-n257A
DC_n79C-n257D
DC_n79C-n257E
DC_n79C-n257F
	DC_n79A-n257A
DC_n79A-n257G
DC_n79A-n257H
DC_n79A-n257I

	DC_n79A-n258A
DC_n79A-n258D
DC_n79A-n258E
DC_n79A-n258F
DC_n79A-n258G
DC_n79A-n258H
DC_n79A-n258I
DC_n79A-n258J
DC_n79A-n258K
DC_n79A-n258L
DC_n79A-n258M
	DC_n79A-n258A 
DC_n79A-n258D
DC_n79A-n258G
DC_n79A-n258H
DC_n79A-n258I
DC_n79A-n258J

	DC_n79A-n259A1
DC_n79A-n259G1
DC_n79A-n259H1
DC_n79A-n259I1
DC_n79A-n259J1
DC_n79A-n259K1
DC_n79A-n259L1
DC_n79A-n259M1
	DC_n79A-n259A
DC_n79A-n259G
DC_n79A-n259H
DC_n79A-n259I
DC_n79A-n259J
DC_n79A-n259K
DC_n79A-n259L
DC_n79A-n259M

	NOTE 1:	Applicable for UE supporting inter-band NR DC with mandatory simultaneous Rx/Tx capability.





***************************** Start of changes ************************************

