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	Reason for change:
	During the discussion of NR_RF_FR1_enh, Power class 2 was introduced for intra-band UL CA case, and many agreements have been reacit has been reached on the duty cycle based SAR scheme. 

Intra-band contiguous UL CA
WF (R4-2017827):
· Capability of MaxUplinkDutyCycle: Reuse the capability for single carrier case
Intra-band non-contiguous UL CA
WF(R4-2103238):
· Duty cycle based SAR solution:  Re-use the contiguous ULCA handling of MaxUplinkDutyCycle. The IE should be the same what is decided in contiguous UL CA for PC2.
· Fallback behavior:  same fallback behavior as single carrier PC2. i.e. fallback to the corresponding PC3 intra-band non-contiguous CA in case of the dutycycle condition is not met.
WF(R4-2105389):
· Capability of MaxUplinkDutyCycle: Reuse the capability for single carrier case.

However, no definition and/or related requirements were introduced into the spec when this WI is closed, and this part remains absent.

	
	

	Summary of change:
	Introduce the respecitve scheme after the table, and make simplification in configurated transmitted power section to avoid duplication.

Add an extra note “NOTE 4:	Power class 3 is the default power class unless otherwise stated.”  for intra-band CA case.

	
	

	Consequences if not approved:
	The power class fallback behavior due to dutycyle remains undefined for Intra-band ULCA and some of RAN4’s previous agreements were not put into spec.
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For uplink intra-band contiguous carrier aggregation, the maximum output power is specified in Table 6.2A.1.1-1. For downlink intra-band contiguous carrier aggregation with a single uplink component carrier configured in the NR band, the maximum output power is specified in Table 6.2.1-1 for power class 3 and other power classes if indicated in clause 5.5A.1.
Table 6.2A.1.1-1: UE Power Class for intra-band contiguous CA
	NR CA Configuration
	Class 1 (dBm)
	Tolerance (dB)
	Class 2 (dBm)
	Tolerance (dB)
	Class 3 (dBm)
	Tolerance (dB)
	Class 4 (dBm)
	Tolerance (dB)

	CA_n5B
	
	
	
	
	23
	+2/-2
	
	

	CA_n7B
	
	
	
	
	23
	+2/-2
	
	

	CA_n40B
	
	
	
	
	23
	+2/-2
	
	

	CA_n41B
	
	
	
	
	23
	+2/-21
	
	

	CA_n41C
	
	
	26
	+2/-3
	23
	+2/-21
	
	

	CA_n48B
	
	
	
	
	23
	+2/-3
	
	

	CA_n77C
	
	
	26
	+2/-3
	23
	+2/-3
	
	

	CA_n78C
	
	
	26
	+2/-3
	23
	+2/-3
	
	

	CA_n79C
	
	
	
	
	23
	+2/-3
	
	

	NOTE 1:	An uplink CA configuration in which the band has NOTE 3 in Table 6.2.1-1 is allowed to reduce the lower tolerance limit by 1.5 dB when the transmission bandwidths of the band are confined within FUL_low and FUL_low + 4 MHz or FUL_high - 4 MHz and FUL_high.
NOTE 2:	PPowerClass is the maximum UE power specified without taking into account the tolerance.
NOTE 3:	For intra-band contiguous carrier aggregation the maximum power requirement shall apply to the total transmitted power over all component carriers (per UE).
NOTE 4:	Power class 3 is the default power class unless otherwise stated.



If a UE supports a different power class than the default UE power class for the band combination listed in Table 6.2A.1.1-1 and the supported power class enables the higher maximum output power than that of the default power class:
-	if the field of UE capability maxUplinkDutyCycle-PC2-FR1 is absent and the percentage of total uplink symbols transmitted on all UL CCs in a certain evaluation period is larger than 50% (The exact evaluation period is no less than one radio frame); or
-	if the field of UE capability maxUplinkDutyCycle-PC2-FR1 is not absent and the percentage of total uplink symbols transmitted on all UL CCs in a certain evaluation period is larger than maxUplinkDutyCycle-PC2-FR1 as defined in TS 38.306 (The exact evaluation period is no less than one radio frame); or
-	if 10 log10 ∑ pEMAX,c or PEMAX,CA which defined in clause 6.2A.4.1.1 is 23dBm or lower;
-	shall apply all requirements for the default power class to the supported power class and set the configured transmitted power as specified in clause 6.2A.4.1.1;
-	else shall apply all requirements for the supported power class and set the configured transmitted power as specified in clause 6.2A.4.1.1.

[bookmark: _Toc61367345][bookmark: _Toc61372728][bookmark: _Toc68230669][bookmark: _Toc69084082][bookmark: _Toc75467091][bookmark: _Toc76509113][bookmark: _Toc76718103][bookmark: _Toc83580413][bookmark: _Toc84404922][bookmark: _Toc84413531]6.2A.1.2	UE maximum output power for Intra-band non-contiguous CA
For intra-band non-contiguous carrier aggregation with one uplink carrier on the PCC, the requirements in clause 6.2.1 apply for power class 3 and other power classes if indicated in clause 5.5A.2. For intra-band non-contiguous carrier aggregation with two uplink carriers the maximum output power is specified in Table 6.2A.1.2-1.
Table 6.2A.1.2-1: UE Power Class for intraband non-contiguous CA
	NR CA Configuration
	Class 1 (dBm)
	Tolerance (dB)
	Class 2 (dBm)
	Tolerance (dB)
	Class 3 (dBm)
	Tolerance (dB)
	Class 4 (dBm)
	Tolerance (dB)

	CA_n41(2A)
	
	
	26
	+2/-3
	23
	+2/-3
	
	

	CA_n77(2A)
	
	
	
	
	23
	+2/-3
	
	

	CA_n78(2A)
	
	
	26
	+2/-3
	23
	+2/-3
	
	

	NOTE 1:	An uplink CA configuration in which the band has NOTE 3 in Table 6.2.1-1 is allowed to reduce the lower tolerance limit by 1.5 dB when the transmission bandwidths of the band are confined within FUL_low and FUL_low + 4 MHz or FUL_high - 4 MHz and FUL_high.
NOTE 2:	PPowerClass is the maximum UE power specified without taking into account the tolerance.
NOTE 3: 	For intra-band non-contiguous carrier aggregation the maximum power requirement shall apply to the total transmitted power over all component carriers (per UE).
NOTE 4:	Power class 3 is the default power class unless otherwise stated.



If a UE supports a different power class than the default UE power class for the band combination listed in Table 6.2A.1.1-2 and the supported power class enables the higher maximum output power than that of the default power class:
-	if the field of UE capability maxUplinkDutyCycle-PC2-FR1 is absent and the percentage of total uplink symbols transmitted on all UL CCs in a certain evaluation period is larger than 50% (The exact evaluation period is no less than one radio frame); or
-	if the field of UE capability maxUplinkDutyCycle-PC2-FR1 is not absent and the percentage of total uplink symbols transmitted on all UL CCs in a certain evaluation period is larger than maxUplinkDutyCycle-PC2-FR1 as defined in TS 38.306 (The exact evaluation period is no less than one radio frame); or
-	if 10 log10 ∑ pEMAX,c or PEMAX,CA which defined in clause 6.2A.4.1.2 is 23dBm or lower;
-	shall apply all requirements for the default power class to the supported power class and set the configured transmitted power as specified in clause 6.2A.4.1.2;
-	else shall apply all requirements for the supported power class and set the configured transmitted power as specified in clause 6.2A.4.1.2.

~~~~~~~Next Changed Section~~~~~~~~~
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For uplink carrier aggregation the UE is allowed to set its configured maximum output power PCMAX,c for serving cell c and its total configured maximum output power PCMAX.
The configured maximum output power PCMAX,c  on serving cell c shall be set as specified in clause 6.2.4, but with MPRc = MPR and A-MPRc = A-MPR with MPR and A-MPR as determined by subclause 6.2A.2 and 6.2A.3, respectively. For PH reporting the following exception applies: if the UE is configured with multiple uplink serving cells, the power PCMAX,c  used for the purpose of PH reporting on first serving cell c = c1 does not consider for computation of the PH report transmissions on a second serving cell c2 as exempted  in subclause 7.7.1 in [8]. There is one power management term for the UE, denoted P-MPR, and P-MPR c = P-MPR. 
The total configured maximum output power PCMAX shall be set within the following bounds:
	PCMAX_L ≤ PCMAX ≤ PCMAX_H
For uplink intra-band contiguous carrier aggregation when same slot pattern is used in all aggregated serving cells, 
	PCMAX_L  = MIN{10 log10 ∑ pEMAX,c  - TC , PEMAX,CA,(PPowerClass,CA– ΔPPowerClass,CA) – MAX(MAX(MPR, A-MPR) + ΔTIB,c + TC + TRxSRS, P-MPRc ) }
	PCMAX_H  = MIN{10 log10 ∑ pEMAX,c , PEMAX,CA ,PPowerClass,CA– ΔPPowerClass,CA }
where 
-	pEMAX,c is the linear value of PEMAX,c which is given by IE P-Max for serving cell c in [7];
	PPowerClass,CA is the maximum UE power specified in Table 6.2A.1.1-1 without taking into account the tolerance;
-	MPR and A-MPR are specified in clause 6.2A.2 and 6.2A.3, respectively;
-	ΔPPowerClass,CA = 3 dB for a power class 2 capable UE when the requirements of default power class are applied as specified in sub-clause 6.2.A.1.1;10 log10 ∑ pEMAX,c of 23 dBm or lower is indicated; or when PEMAX,CA  of 23dBm or lower is indicated; or when the field of UE capability maxUplinkDutyCycle-PC2-FR1 is absent and the percentage of total uplink symbols transmitted on all UL CCs in a certain evaluation period is larger than 50%; or when the field of UE capability maxUplinkDutyCycle-PC2-FR1 is not absent and the percentage of total uplink symbols transmitted in a certain evaluation period is larger than maxUplinkDutyCycle-PC2-FR1 as defined in TS 38.331 (The exact evaluation period is no less than one radio frame); otherwise ΔPPowerClass,CA = 0 dB;

~~~~~~~Next Changed Section~~~~~~~~~
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For uplink carrier aggregation the UE is allowed to set its configured maximum output power PCMAX,c for serving cell c and its total configured maximum output power PCMAX.
The configured maximum output power PCMAX,c  on serving cell c shall be set as specified in subclause 6.2.4.
The configured maximum output power PCMAX,c  on serving cell c shall be set as specified in subclause 6.2.4, but with MPRc = MPR and A-MPRc = A-MPR with MPR and A-MPR as determined by subclause 6.2A.2 and 6.2A.3, respectively. For PH reporting the following exception applies: if the UE is configured with multiple uplink serving cells, the power PCMAX,c  used for the purpose of PH reporting on first serving cell c = c1 does not consider for computation of the PH report transmissions on a second serving cell c2 as exempted  in subclause 7.7.1 in [8]. There is one power management term for the UE, denoted P-MPR, and P-MPR c = P-MPR.
The total configured maximum output power PCMAX shall be set within the following bounds:
	PCMAX_L ≤ PCMAX ≤ PCMAX_H
For uplink intra-band non-contiguous carrier aggregation when same slot pattern is used in all aggregated serving cells, 
	PCMAX_L  = MIN{10 log10 ∑ pEMAX,c  - TC , PEMAX,CA,(PPowerClass,CA – ΔPPowerClass,CA) – MAX(MAX(MPRc, A-MPRc) + ΔTIB,c + TC + TRxSRS, P-MPR ) }
	PCMAX_H  = MIN{10 log10 ∑ pEMAX,c , PEMAX,CA ,PPowerClass,CA – ΔPPowerClass,CA}
where 
-	pEMAX,c is the linear value of PEMAX,c which is given by IE P-Max for serving cell c in [7];
-	PPowerClass,CA is the maximum UE power specified in Table 6.2A.1.2-1 without taking into account the tolerance;
-	MPR and A-MPR are specified in subclause 6.2A.2 and subclause 6.2A.3 respectively;
-	ΔPPowerClass,CA = 3 dB for a power class 2 capable UE when the requirements of default power class are applied as specified in sub-clause 6.2.A.1.2;10 log10 ∑ pEMAX,c of 23 dBm or lower is indicated; or when PEMAX,CA  of 23dBm or lower is indicated; or when the field of UE capability maxUplinkDutyCycle-PC2-FR1 is absent and the percentage of total uplink symbols transmitted on all UL CCs in a certain evaluation period is larger than 50%; or when the field of UE capability maxUplinkDutyCycle-PC2-FR1 is not absent and the percentage of total uplink symbols transmitted in a certain evaluation period is larger than maxUplinkDutyCycle-PC2-FR1 as defined in TS 38.331 (The exact evaluation period is no less than one radio frame); otherwise ΔPPowerClass,CA = 0 dB;

