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<Start of Change 1>
8.2.1.2.X	Interruptions due to RLM/BM/BFD measurements for BWP operation without restriction
Interruption on PSCell and other activated NR SCell(s) during RLM/BM/BFD measurements for BWP operation without restriction shall meet requirements in clause 8.2.2.2.X, where the term PCell in clause 8.2.2.2.X shall be deemed to be replaced with PSCell. 
<End of Change 1>
<Start of Change 2>
8.2.2.2.X	Interruptions due to RLM/BM/BFD measurements for BWP operation without restriction
For UE supporting [BWP without restriction] and [option B-1-2], the UE is allowed due to RLM/BM/BFD measurements:
-	an interruption on PCell or any activated SCell with up to [x%] probability of missed ACK/NACK. 
Each interruption shall not exceed
-	[Y] slot. 
Table 8.2.2.2.X-1: Interruption length Y at RLM/BM/BFD measurements
	[image: ]
	NR Slot length
	Interruption length Y (slots)

	
	(ms)
	Sync
	Async

	0
	1
	TBD
	TBD

	1
	0.5
	TBD
	TBD

	2
	0.25
	TBD
	TBD

	3
	0.125
	TBD
	TBD



<End of Change 2>
<Start of Change 3>
8.2.3.2.X	Interruptions due to RLM/BM/BFD measurements for BWP operation without restriction
Interruption on PCell and other activated NR SCell(s) during RLM/BM/BFD measurements for BWP operation without restriction shall meet requirements in clause 8.2.2.2.X. 
<End of Change 3>
<Start of Change 4>
8.2.4.2.X	Interruptions due to RLM/BM/BFD measurements for BWP operation without restriction
Interruption on PCell, PSCell and other activated NR SCell(s) during RLM/BM/BFD measurements for BWP operation without restriction shall meet requirements in clause 8.2.2.2.X, where the term PCell in clause 8.2.2.2.X shall be deemed to be replaced with SpCell. 
<End of Change 4>
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