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1. Introduction
This contribution is a text proposal for TR 38.718-03-01 to include CA_n26-n48-n70.
All fallbacks have been specified.
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---Start of changes---
[bookmark: _Toc28608][bookmark: _Toc519110870][bookmark: _Toc9848464][bookmark: _Toc22654][bookmark: _Toc9441588][bookmark: _Hlk110768211]5.x	CA_n26-n48-n70
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Table 5.x.1.1-1: 3DL Inter-band CA operating bands
	NR CA Band
	NR Band
	Uplink (UL) operating band
	Downlink (DL) operating band
	Duplex Mode

	
	
	BS receive / UE transmit
	BS transmit / UE receive 
	

	
	
	FUL_low  –  FUL_high
	FDL_low  –  FDL_high
	

	CA_n26-n48-n70
	n26
	814 MHz
	–
	849 MHz
	859 MHz
	–
	894 MHz
	FDD

	
	n48
	3550 MHz
	–
	3700 MHz
	3550 MHz
	–
	3700 MHz
	TDD

	
	n70
	1695 MHz
	–
	1710 MHz
	1995 MHz
	–
	2020 MHz
	FDD



[bookmark: _Toc9848465][bookmark: _Toc24367]5.x.1.2	Channel bandwidths per operating band for CA
Table 5.x.1.2-1: Supported bandwidths per CA band combination of band n26+n48+n70
	NR CA configuration
	Uplink CA configuration or single uplink carrier
	NR Band
	Channel bandwidth (MHz)
	Bandwidth combination set

	CA_n26A-n48A-n70A
	CA_n26A-n48A
CA_n26A-n70A
CA_n48A-n70A
	n26
	5, 10, 15, 20
	0

	
	
	n48
	5, 10, 15, 20, 40, 50, 60, 80, 90, 100
	

	
	
	n70
	5, 10, 15, 20, 25
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5.x.1.3	∆TIB,c and ∆RIB,c values
For CA_n26-n48-n70, the TIB,c and RIB,c values are given in the tables below.
Table 5.x.1.3-1: ΔTIB,c
	Inter-band CA combination
	ΔTIB,c for NR bands (dB)8

	
	Component band in order of bands in configuration9

	CA_n26-n48-n70
	0.3
	0.8
	0.6

	NOTE 8:	“-” denotes ΔTIB,c = 0.
NOTE 9:	The component band order in the configuration should be listed by the order of NR bands, such as for CA_n1-n3-n5 the band order from left to right is n1, n3 and n5.



Table 5.x.1.3-2: ΔRIB,c
	Inter-band CA combination
	ΔRIB,c for NR bands (dB)9

	
	Component band in order of bands in configuration10

	CA_n26-n48-n70
	-
	0.5
	0.2

	NOTE 9:	 “-” denotes ΔRIB,c = 0.
NOTE 10:	The component band order in the configuration should be listed by the order of NR bands, such as for CA_n1-n3-n8 the band order from left to right is n1, n3 and n8.
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5.x.2.1	UE co-existence studies
Based on the co-existence studies, it can be observed:
IMD3 issue caused by n26+n48 falls into band n70 Rx;
No IMD issue caused by n26+n70 falls into band n48 Rx;
No IMD issue caused by n48+n70 falls into band n26 Rx;
5.x.2.2	REFSENS requirements
Based on co-existence studies on 5.x.2.1, additional MSD is needed to be defined, shown in table 5.x.2.2-1.
Table 5.x.2.2-1: 3DL/2UL inter-band Reference sensitivity QPSK PREFSENS and uplink/downlink configurations
	Band / Channel bandwidth / NRB / Duplex mode
	Source of IMD

	NR CA band combination
	NR band
	UL Fc 
(MHz)
	UL/DL BW 
(MHz)
	UL 
CLRB
	DL Fc (MHz)
	MSD 
(dB)
	Duplex mode
	

	CA_n26-n48-n70
	n26
	826.5
	5
	25
	871.5
	N/A
	FDD
	N/A

	
	n48
	3653
	10
	50
	3653
	N/A
	TDD
	N/A

	
	n70
	1700
	5
	25
	2000
	13.2
	FDD
	IMD3



---End of changes---
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