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<Change #1>
[bookmark: _Toc83580299][bookmark: _Toc84404808][bookmark: _Toc84413417][bookmark: _Hlk516051685]4.3	Specification suffix information
Unless stated otherwise, the  suffixes shown in Table 4.3-1 are used for indicating at 2nd level clause. For shared spectrum channel access, suffices A, B, and D are used for indicating at 3rd level clause.
Table 4.3-1: Definition of suffixes
	Clause suffix
	Variant

	None
	Single Carrier

	A
	Carrier Aggregation (CA)

	B
	Dual-Connectivity (DC)

	C
	Supplement Uplink (SUL)

	D
	UL MIMO

	E
	V2X

	F
	Shared spectrum channel access

	G
	Tx Diversity (TxD)

	H
	Carrier Aggregation(CA) with UL MIMO

	I
	RedCap

	J
	Aerial UEs



A terminal which supports the above features needs to meet both the general requirements and the additional requirement applicable to the additional clause (suffixes A to IJ) in clauses 5, 6 and 7. Where there is a difference in requirement between the general requirements and the additional clause requirements (suffixes A to IJ) in clauses 5, 6 and 7, the tighter requirements are applicable unless stated otherwise in the additional clause.
A terminal which supports advanced V2X services, public safety services and other commercial use cases related to NR sidelink operation shall meet all of the separate corresponding requirements in suffix E.

For a terminal that supports SUL for the band combination specified in Table 5.2C-1, the current version of the specification assumes the terminal is configured with active transmission either on UL carrier or SUL carrier at any time in one serving cell and the UE requirements for single carrier shall apply for the active UL or SUL carrier accordingly.
For a terminal that supports public safety service using sidelink, the minimum requirements are applicable when
-	The UE is associated with a serving cell on PS carrier, or
-	The UE is not associated with a serving cell on the PS carrier and is provisioned with the preconfigured radio parameters for PS that are associated with known Geographical Area, or 
-	The UE is associated with a serving cell on a carrier different than the PS carrier, and the radio parameters for PS that are provided by the serving cell, or
-	The UE is associated with a serving cell on a carrier different than the PS carrier, and has a non-serving cell selected on the PS carrier with the preconfigured radio parameters.
When the advanced-V2X or PS UE is not associated with a serving cell on the V2X or PS carrier, and the UE does not have knowledge of its geographical area, or is provisioned with preconfigured radio parameters that are not associated with any Geographical Area, V2X or PS UE’ transmissions are not allowed, and the requirements in Section 6.3E.2 apply.
For a terminal that supports operation in shared spectrum, the current version of this specification assumes in the uplink sub-bands within a wideband channel shall be contiguously allocated to the UE.  The uplink requirements for one or more non-transmitted sub-bands between two transmitted sub-bands does not form a part of the current version of this specification.
Terminal that supports inter-band NR-DC configuration shall meet the minimum requirements for corresponding CA configuration (suffix A), unless otherwise specified.
A UE that is capable of supporting the aerial features as indicated by the [aerial capability] in [15] and that has an aerial subscription is considered an Aerial UE for the purposes of this specification and shall meet the minimum requirements defined for this feature (suffix J) if applicable for any of the UL configured bands.  
[Editor’s Note: Clarify whether it is necessary for the UE to perform authentication and authorization of the UE subscription to meet the condition of  “having an aerial subscription”]

<Change #2>
[bookmark: _Toc45888129][bookmark: _Toc45888728][bookmark: _Toc61367373][bookmark: _Toc61372756][bookmark: _Toc68230697][bookmark: _Toc69084110][bookmark: _Toc75467120][bookmark: _Toc76509142][bookmark: _Toc76718132][bookmark: _Toc83580442][bookmark: _Toc84404951][bookmark: _Toc84413560]6.2J	Transmitter power for Aerial UEs
6.2J.1	Reserved
6.2J.2	Reserved
[bookmark: _Toc45888133][bookmark: _Toc45888732][bookmark: _Toc61367377][bookmark: _Toc61372760][bookmark: _Toc68230701][bookmark: _Toc69084114][bookmark: _Toc75467124][bookmark: _Toc76509146][bookmark: _Toc76718136][bookmark: _Toc83580446][bookmark: _Toc84404955][bookmark: _Toc84413564]6.2J.3	UE additional maximum output power reduction for NR-DC
[bookmark: _Toc21344236][bookmark: _Toc29801720][bookmark: _Toc29802144][bookmark: _Toc29802769][bookmark: _Toc36107511][bookmark: _Toc37251270][bookmark: _Toc45888072][bookmark: _Toc45888671][bookmark: _Toc61367312][bookmark: _Toc61372695][bookmark: _Toc68230635][bookmark: _Toc69084048][bookmark: _Toc75467057][bookmark: _Toc76509079][bookmark: _Toc76718069][bookmark: _Toc83580379][bookmark: _Toc84404888][bookmark: _Toc84413497]6.2J.3.1	General
Additional emission requirements can be signalled by the network. Each additional emission requirement is associated with a unique network signalling (NS) as described in clause 6.2.3.1. 
Table 6.2J3.1-1 specify the list of additional requirements applicable for aerial UEs (see clause 4.3), with their respective network signalling value and applicable bands. If  an aerial UE is configured in UL with one of the bands indicated in Table 6.2J.3.1-1, the UE shall fulfil the requirements indicaed in this table. In order to meet the additional requirements, additional power reduction (A-MPR) is allowed for the maximum transmit power as specified in Table 6.2J.3.1-1. 
If an aerial UE is configured with multiple UL bands (for example, UEs configured with CA or NR-DC), and at least one of the configured UL bands is indicated in 6.2J.3.1-1, then the UE shall apply the requirements in Table 6.2J.3.1-1 for these bands and apply the requirements in clause 6.2.3 for configured bands not indicated in Table 6.2J.3.1-1. 
Table 6.2.3.1-1: Additional maximum power reduction (A-MPR)
	Network signalling label
	Requirements (clause)
	NR Band
	Channel bandwidth (MHz)
	Resources blocks (NRB)
	A-MPR (dB)

	NS_63
	[6.5J.2.3.1, 6.5J.3.3.1]
	n3
	
	
	Clause 6.2J.3.2

	NS_64
	[6.5J.2.3.2, 6.5J.3.3.2]
	n38
	
	
	Clause 6.2J.3.3



6.2J.3.2	A-MPR for NS_63
[Editor’s Note: TBD]
6.2J.3.3	A-MPR for NS_64
[Editor’s Note: TBD]

<Change #3>
[bookmark: _Toc45888271][bookmark: _Toc45888870][bookmark: _Toc61367564][bookmark: _Toc61372947][bookmark: _Toc68230895][bookmark: _Toc69084308][bookmark: _Toc75467318][bookmark: _Toc76509340][bookmark: _Toc76718330][bookmark: _Toc83580669][bookmark: _Toc84405178][bookmark: _Toc84413787]6.5J	Output RF spectrum emissions for Aerial UEs
[bookmark: _Toc21344349][bookmark: _Toc29801835][bookmark: _Toc29802259][bookmark: _Toc29802884][bookmark: _Toc36107626][bookmark: _Toc37251392][bookmark: _Toc45888272][bookmark: _Toc45888871][bookmark: _Toc61367565][bookmark: _Toc61372948][bookmark: _Toc68230896][bookmark: _Toc69084309][bookmark: _Toc75467319][bookmark: _Toc76509341][bookmark: _Toc76718331][bookmark: _Toc83580670][bookmark: _Toc84405179][bookmark: _Toc84413788]6.5J.1	Reserved
[bookmark: _Toc21344350][bookmark: _Toc29801836][bookmark: _Toc29802260][bookmark: _Toc29802885][bookmark: _Toc36107627][bookmark: _Toc37251393][bookmark: _Toc45888273][bookmark: _Toc45888872][bookmark: _Toc61367566][bookmark: _Toc61372949][bookmark: _Toc68230897][bookmark: _Toc69084310][bookmark: _Toc75467320][bookmark: _Toc76509342][bookmark: _Toc76718332][bookmark: _Toc83580671][bookmark: _Toc84405180][bookmark: _Toc84413789]6.5J.2	Out of band emission
[Editor’s Note: TBD on th eadditional requirements]

[bookmark: _Toc21344365][bookmark: _Toc29801851][bookmark: _Toc29802275][bookmark: _Toc29802900][bookmark: _Toc36107642][bookmark: _Toc37251408][bookmark: _Toc45888288][bookmark: _Toc45888887][bookmark: _Toc61367581][bookmark: _Toc61372964][bookmark: _Toc68230912][bookmark: _Toc69084325][bookmark: _Toc75467335][bookmark: _Toc76509357][bookmark: _Toc76718347][bookmark: _Toc83580686][bookmark: _Toc84405195][bookmark: _Toc84413804]6.5J.3	Spurious emissions
[Editor’s Note: TBD]


Table 6.2.3.1-1: Additional maximum power reduction (A-MPR)
	Network signalling label
	Requirements (clause)
	NR Band
	Channel bandwidth (MHz)
	Resources blocks (NRB)
	A-MPR (dB)

	NS_01
	
	Table 5.2-1
(NOTE 8)
	5, 10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	Table 5.3.2-1
	N/A

	NS_03
	6.5.2.3.3
	n2, n25, n66,
n70, n86
	
	
	Clause 6.2.3.7

	NS_03U
	6.5.2.3.3, 6.5.2.4.2
	n2, n25, n66, n86 (NOTE 1)
	
	
	Clause 6.2.3.7

	NS_04
	6.5.2.3.2, 6.5.3.3.1
	n41, n90
	5, 10, 15, 20, 25, 30, 35, 40, 45, 50, 60, 70, 80, 90, 100
	
	Clause 6.2.3.2

	NS_05
	6.5.3.3.4
	n1, n65, n84 (NOTE 1)
	5, 10, 15, 20 (NOTE 2)
	
	Clause 6.2.3.4 (NOTE 7)

	NS_05U
	6.5.3.3.4, 6.5.2.4.2
	n1, n65, n84
	5, 10, 15, 20
	
	Clause 6.2.3.4 (NOTE 7)

	NS_06
	6.5.2.3.4
	n12, n85
	5, 10, 15
	
	Clause
6.2.3.3212

	
	
	n14
	5,10
	
	

	NS_07
	6.5.3.3.26
	n13
	5,10
	Table 6.2.3.29-1
	Table
6.2.3.29-2

	NS_10
	
	n20, n82
	15, 20
	Table 6.2.3.3-1
	Table
6.2.3.3-1

	NS_12
	6.5.3.3.17
	n26
	5,10
	Table 6.2.3.21-1
	Table 6.2.3.21-2

	NS_13
	6.5.3.3.18
	n26
	5
	Table 6.2.3.22-1
	Table 6.2.3.22-2

	NS_14
	6.5.3.3.19
	n26
	10,15,20
	Table 6.2.3.23-1
	Table 6.2.3.23-2

	NS_15
	6.5.3.3.20
	n26
	5,10,15,20
	Table 6.2.3.24-1
	Table 6.2.3.24-2

	NS_17
	6.5.3.3.2
	n28, n83
	5,10
	Table 5.3.2-1
	N/A

	NS_18
	6.5.3.3.3
	n28, n83
	5
	
	Table 6.2.3.13-1, A1

	
	
	
	10, 15, 20
	
	Table 6.2.3.13-1, A2

	
	
	
	25, 30
	
	Table 6.2.3.13-1, A3, A4, A5

	NS_21
	6.5.2.3.9
6.5.3.3.12
	n30
	5, 10
	
	Clause 6.2.3.14

	NS_24
	6.5.3.3.13
	n65 (NOTE 4)
	5, 10, 15, 20
	Table 6.2.3.15-1
	Clause 6.2.3.15

	NS_27
	6.5.2.3.8
6.5.3.3.14
	n48
	5, 10, 15, 20, 30, 40
	Table 6.2.3.16-1
	Table 6.2.3.16-2

	NS_35
	6.5.2.3.1
	n71
	5, 10, 15, 20
	Table 5.3.2-1
	Clause
6.2.3.3111

	NS_37
	6.5.3.3.6
	n74
(NOTE 3)
	10, 15
	Table 6.2.3.8-1
	Table
6.2.3.8-1

	NS_38
	6.5.3.3.7
	n74
	5, 10, 15, 20
	Table 6.2.3.9-1
	Table
6.2.3.9-1

	NS_39
	6.5.3.3.8
	n74
	10, 15, 20
	Table 6.2.3.10-1
	Table 6.2.3.10-1

	NS_40
	6.5.3.3.9
	n51
	5
	
	Table
6.2.3.5-1

	NS_41
	6.5.3.3.10
	n50
	5, 10, 15, 20, 30, 40, 50, 60
	
	Table 6.2.3.11-1

	NS_42
	6.5.3.3.11
	n50
	5, 10, 15, 20, 30, 40, 50, 60
	
	Table 6.2.3.12-1

	NS_43
	6.5.3.3.5
	n8, n81
	5, 10, 15
	
	Clause 6.2.3.6

	NS_43U
	6.5.3.3.5, 6.5.2.4.2
	n8, n81 (NOTE 1)
	5, 10, 15
	
	Clause 6.2.3.6

	NS_44
	6.5.3.3.24
	n38
	25, 30, 40
	Table 6.2.3.20-1
	Table 6.2.3.20-1

	NS_45
	6.5.3.3.21
	n53
	5, 10
	
	Clause 6.2.3.25

	NS_46
	6.5.3.3.25
	n7
	25, 30, 35, 40, 50
	Table 6.2.3.17-1
	Table 6.2.3.17-2

	NS_47
	6.5.3.3.15
	n41 (Note 5)
	30
	Table 6.2.3.18-1
	Table 6.2.3.18-2

	NS_48
	6.5.3.3.22
	n1 and n84
	10, 15, 20, 25, 30, 40, 45, 50
	Table 6.2.3.26-1,
Table 6.2.3.26-3
	Table 6.2.3.26-2,
Table 6.2.3.26-4 (NOTE 7)

	NS_49
	6.5.3.3.23
	n1 and n84
	10, 15, 20, 25, 30, 40, 45, 50
	Table 6.2.3.27-1,
Table 6.2.3.27-3
	Table 6.2.3.27-2,
Table 6.2.3.27-4 (NOTE 7)

	NS_50
	6.5.3.3.16
	n39, n98
	10, 15, 20, 25, 30, 40
	
	Clause 6.2.3.19

	NS_51
	6.5.3.3.22
	n65
	50
	Table 6.2.3.28-1
	Table 6.2.3.28-2

	NS_55
	NOTE 6
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	
	N/A

	NS_56
	6.5.3.3.27
	n24, n99
	5, 10
	
	Clause 6.2.3.30

	NS_57
	NOTE 10
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	
	N/A

	NS_62
	6.5.3.3.28
	n54
	5
	
	N/A

	
	
	

	
	
	

	
	
	

	
	
	

	NS_100
	6.5.2.4.2
	n1, n2, n3, n5, n8, n18, n25, n26, n65, n66, n80, n81, n84, n86, n89
(NOTE 1)
	
	
	Table
6.2.3.1-2

	NOTE 1:	This NS can be signalled for NR bands that have UTRA services deployed.
NOTE 2:	No A-MPR is applied for 5 MHz BWChannel where the upper channel edge is ≥ 1930 MHz,10 MHz BWChannel where the upper channel edge is ≥ 1950 MHz and 15 MHz BWChannel where the upper channel edge is ≥ 1955 MHz and 20 MHz BWChannel where the upper channel edge is ≥ 1970 MHz.
NOTE 3:	Applicable when the NR carrier is within 1447.9 – 1462.9 MHz.
NOTE 4:	Applicable when the upper edge of the channel bandwidth frequency is greater than 1980 MHz.
NOTE 5:	Applicable when the NR carrier is within 2545 – 2575 MHz.
NOTE 6:	This NS value is applicable for cells in the range 3450 – 3550 MHz for operations in the USA. This NS value does not indicate any additional spurious emission and maximum output power reduction requirements.
NOTE 7: 	The 1Tx architecture is assumed. For power class 2 UE indicating txDiversity-r16 [TS 38.306], the additional relaxation of [2] dB is applicable.
NOTE 8:	The NS_01 label with the field additionalPmax [7] absent is default for all NR bands.
NOTE 9:	Void
NOTE 10:	This NS value is applicable for cells below 3980 MHz that are partly or fully within the range 3650-3980 MHz for operations in Canada. This NS value does not indicate any additional spurious emission and maximum output power reduction requirements.
NOTE 11: Applicable only for power class 1 operation.
NOTE 12: Applicable only for power class 1 operation on band n85.




Table 6.2.3.1-1A: Mapping of network signalling label
	NR band
	Value of additionalSpectrumEmission

	
	0
	1
	2
	3
	4
	5
	6
	7

	n1
	NS_01
	NS_100
	NS_05
	NS_05U
	NS_48
	NS_49
	
	

	n2
	NS_01
	NS_100
	NS_03
	NS_03U
	
	
	
	

	n3
	NS_01
	NS_100
	
	
	
	
	
	

	n5
	NS_01
	NS_100
	
	
	
	
	
	

	n7
	NS_01
	NS_46
	
	
	
	
	
	

	n8
	NS_01
	NS_100
	NS_43
	NS_43U
	
	
	
	

	n12
	NS_01
	NS_06
	
	
	
	
	
	

	n13
	NS_01
	NS_06
	NS_07
	
	
	
	
	

	n14
	NS_01
	NS_06
	
	
	
	
	
	

	n18
	NS_01
	NS_100
	
	
	
	
	
	

	n20
	NS_01
	Void
	NS_10
	
	
	
	
	

	n24
	NS_01
	NS_56
	
	
	
	
	
	

	n25
	NS_01
	NS_100
	NS_03
	NS_03U
	
	
	
	

	n26
	NS_01
	NS_100
	NS_12
	NS_13
	NS_14
	NS_15
	
	

	n28
	NS_01
	NS_17
	NS_18
	
	
	
	
	

	n30
	NS_01
	NS_21
	
	
	
	
	
	

	n34
	NS_01
	
	
	
	
	
	
	

	n38
	NS_01
	NS_44
	
	
	
	
	
	

	n39
	NS_01
	NS_50
	
	
	
	
	
	

	n40
	NS_01
	
	
	
	
	
	
	

	n41
	NS_01
	NS_04
	NS_47
	
	
	
	
	

	n48
	NS_01
	NS_27
	
	
	
	
	
	

	n50
	NS_01
	NS_41
	NS_42
	
	
	
	
	

	n51
	NS_01
	NS_40
	
	
	
	
	
	

	n53
	NS_01
	NS_45
	
	
	
	
	
	

	n54
	NS_01
	NS_62
	
	
	
	
	
	

	n65
	NS_01
	NS_24
	NS_100
	NS_05
	NS_05U
	NS_51
	
	

	n66
	NS_01
	NS_100
	NS_03
	NS_03U
	
	
	
	

	n70
	NS_01
	NS_03
	
	
	
	
	
	

	n71
	NS_01
	NS_35
	
	
	
	
	
	

	n74
	NS_01
	NS_37
	NS_38
	NS_39
	
	
	
	

	n77
	NS_01
	NS_55
	NS_57
	
	
	
	
	

	n78
	NS_01
	
	
	
	
	
	
	

	n79
	NS_01
	
	
	
	
	
	
	

	n80
	NS_01
	NS_100
	
	
	
	
	
	

	n81
	NS_01
	NS_100
	NS_43
	NS_43U
	
	
	
	

	n82
	NS_01
	Void
	NS_10
	
	
	
	
	

	n83
	NS_01
	NS_17
	NS_18
	
	
	
	
	

	n84
	NS_01
	NS_100
	NS_05
	NS_05U
	
	
	
	

	n85
	NS_01
	NS_06
	
	
	
	
	
	

	n86
	NS_01
	NS_100
	NS_03
	NS_03U
	
	
	
	

	n89
	NS_01
	NS_100
	
	
	
	
	
	

	n91
	NS_01
	
	
	
	
	
	
	

	n92
	NS_01
	
	
	
	
	
	
	

	n93
	NS_01
	
	
	
	
	
	
	

	n94
	NS_01
	
	
	
	
	
	
	

	n95
	NS_01
	
	
	
	
	
	
	

	n97
	NS_01
	
	
	
	
	
	
	

	n98
	NS_01
	NS_50
	
	
	
	
	
	

	n99
	NS_01
	NS_56
	
	
	
	
	
	

	n1042
	NS_01
	
	
	
	
	
	
	

	n105
	NS_01
	
	
	
	
	
	
	

	NOTE 1:	additionalSpectrumEmission corresponds to an information element of the same name defined in clause 6.3.2 of TS 38.331 [7].
NOTE 2:	Additional emission requirements and associated network signalling for Band n104 are not defined in this version of the specification but may be forthcoming in the future.





<Change #2>
[bookmark: _Toc83580465][bookmark: _Toc84404974][bookmark: _Toc84413583]6.2E.3	UE additional maximum output power reduction for V2X
[bookmark: _Toc45888153][bookmark: _Toc45888752][bookmark: _Toc61367397][bookmark: _Toc61372780][bookmark: _Toc68230721][bookmark: _Toc69084134][bookmark: _Toc75467144][bookmark: _Toc76509166][bookmark: _Toc76718156][bookmark: _Toc83580466][bookmark: _Toc84404975][bookmark: _Toc84413584]6.2E.3.1	General
For the applied maximum output power reduction is obtained by taking the maximum value of MPR requirements specified in clause 6.2E.2 and A-MPR requirements specified in current clause.
Additional emission requirements can be indicated by the network or pre-configured radio parameters. Each additional emission requirement is associated with a unique network signalling (NS) value indicated in RRC signalling by an NR frequency band number of the applicable operating band and an associated value in the field [additionalSpectrumEmission]. Throughout this specification, the notion of indication or signalling of an NS value refers to the corresponding indication of an NR V2X frequency band number of the applicable operating band, the IE field [freqBandIndicatorNR] and an associated value of [additionalSpectrumEmission] in the relevant RRC information elements [7].
To meet the additional requirements, additional maximum power reduction (A-MPR) is allowed for the maximum output power as specified in Table 6.2.1-1. Outer and inner allocation notation used in clause 6.2E.3 is defined in clause 6.2E.2. In absence of modulation and waveform types the A-MPR applies to all modulation and waveform types.
Table 6.2E.3.1-1: Additional Maximum Power Reduction (A-MPR) for PC3 NR V2X
	Network Signalling value
	Requirements (clause)
	NR Band
	Channel bandwidth (MHz)
	Resources Blocks (NRB)
	A-MPR (dB)

	NS_01
	
	Table 5.2E.1-1
	10, 20, 30, 40
	Table 5.3.2-1
	N/A

	NS_06
	6.5.2.3.4 (A-SEM)
	n14
	5, 10
	Table 5.3.2-1
	N/A

	NS_33
	6.5E.2.3.1 (A-SEM)
6.5E.3.4 (A-SE)
	n47
	10
	Clause 6.2E.3.2

	NS_52
	6.5E.2.3.2 (A-SEM)
	n47
	40
	Clause 6.2E.3.3

	

	
	
	
	

	





Table 6.2E.3.1-2: Mapping of network signaling label
	NR V2X operating bands
	Value of additionalSpectrumEmission

	
	0
	1
	2
	3
	4
	5
	6
	7

	n142
	NS_01
	NS_06
	
	
	
	
	
	

	n38
	NS_01
	
	
	
	
	
	
	

	n47
	NS_01
	NS_33
	NS_52
	
	
	
	
	

	NOTE 1:	[additionalSpectrumEmission] corresponds to an information element of the same name defined in clause 6.3.2 of TS 38.331 [7].
NOTE 2:   For the NR PS UE in n14, same A-MPR shall be applied for PC1 PS UE since PC1 PS UE for Band n14 is not targeted for smartphone form factor.



For UE with two transmit antenna connectors, the A-MPR values specified in clause 6.2E.3.2 and 6.2E.3.3 shall apply to the maximum output power specified in Table 6.2E.1.1-1. The requirements shall be met with the SL MIMO configurations specified in Table 6.2D.1-2. For UE supporting SL MIMO or Tx Diversity, the maximum output power is defined as the sum of the maximum output power from each UE antenna connector. Unless stated otherwise, an A-MPR of 0 dB shall be used.
For the UE maximum output power modified by A-MPR, the power limits specified in clause 6.2E.4 apply.

<End Of Changes>

