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Introduction
In RAN4 #108, RAN4 has discussed the RRM impacts of R18 MIMO evolution WI. The status of the discussion is captured in [1]. 
Based on [1], we provide our views on the other aspects besides 2-TAs and Unified TCI enhancement.
Discussion
< On SRS enhancement >
In RAN4 #107, the following is agreed and captured in [2].
Issue 1-2-1: Whether to specify RRM requirements for Rel-17 Full slot SRS transmission?
Conclusion: No consensus to specify RRM requirements for Rel-17 Full slot SRS transmission feature in the scope of Rel-18 MIMO evolution WI

Issue 1-2-2: Whether to specify RRM requirements for Rel-18 SRS enhancement for 8TX UL?
· FFS:
· Reuse legacy SRS switching RRM requirements for 8TX UL


For 8Tx UL, we do not see impact other than legacy requirements. Current requirements assuming SRS in the last few symbols already work. As RAN4 already agreed to preclude RRM requirements for the full slot SRS, we think no further RRM requirements for 8Tx is needed. Note that this does not preclude to consider specifying full slot SRS transmission feature in R18 TEI or future release.
Proposal 1  Not to specify new SRS switching RRM requirements for 8TX UL in the scope of Rel-18 MIMO evolution WI

Conclusions
Based on above analysis, we have following observations and proposals.
Proposal 1  Not to specify new SRS switching RRM requirements for 8TX UL in the scope of Rel-18 MIMO evolution WI
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