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Topic#1: UE Demod
Sub-topic#1-3: PBCH
Issue 1-3-1: Need for new requirement
Agreement
· Define requirements for 12 PRB PBCH with 3 MHz CBW, 15kHz SCS, FDD, unknown SSB/PBCH index
· FFS for requirement for known SSB index

Issue 1-3-2: Test metric
Agreement
· Reuse the Rel-15 PBCH demodulation test metric for punctured PBCH demodulation requirements.

Issue 1-3-3: PBCH parameters
Agreement
· Use the follwoing parameters as a starting point
	Duplex 
	Bandwidth (MHz) / Subcarrier spacing (kHz) 
	SSB/PBCH index 
	Propagation condition 
	Antenna configuration and correlation matrix 
	Reference value 

	
	
	
	
	
	Pm-bch (%) 
	SNR (dB) 

	FDD 
	3 / 15 
	Unknown,
[FFS, Known] 
	TDLC300-100 
	1 x 2 Low,
[FFS, 1x4]
	1 
	TBD 



Issue 1-3-4: Whether to consider HST conditions for PBCH
Way forward
The issues requires further analysis:
· Option 1: Not to consider HST conditions for PBCH
· Option 2: Check the impact of HST conditions of PBCH

Topic#2: BS Dedmod
Sub-topic#2-3: RACH
Issue 2-3-1: Introduction of requirement
Agreement
· No new PRACH requirement need to be introduced for Less than 5MHz channel bandwidth.
· FFS for applicability rule or note for long RACH sequences.
