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Topic #1: FR1 MIMO OTA
Sub-topic 1-1 Test time reduction for FR1 MIMO OTA < 1GHz
Issue 1-1-1: Whether Minimum Number of Slots per Stream for bands <1GHz can be reduced to 10k
Agreement:
· Proposal 1: Consider to reduce Minimum Number of Slots per Stream to 10k for bands < 1GHz, to reduce test time.
· Proposal 2: Encourage companies to provide more measurement data to check the impact of the slot number on MIMO OTA performance. 
· Proposal 3: Encourage to conclude this issue no later than the RAN4#109 (Nov.), to complete the core part WI. 

Issue 1-1-2: Slot number for the on-going Rel-18 MIMO OTA lab alignment activity
Agreement:
· Keep the Minimum Number of Slots per Stream as 20k for the on-going lab alignment activity for n28, to ensure consistency across different labs. 

Sub-topic 1-4 Rel-18 FR1 MIMO OTA Lab alignment  
Issue 1-4-1: PAD delivery scheme
Agreement:
· Adjust the PAD delivery scheme for FR1 MIMO OTA lab alignment activity based on the current progress as below:
· Three PADs: Labs in Beijing -> OPPO -> (transfer the PAD at Nov. RAN4) -> Apple  

Issue 1-4-2: Time plan
Agreement:
· Adjust the time plan for FR1 MIMO OTA lab alignment activity as below: 
· Collect all lab alignment measurement results from lab volunteers based on the contribution-driven manner at RAN4#109 (Nov 2024) and RAN4#110 (Feb 2024). Conclude the lab alignment outcome at RAN4#110 (Feb 2024).  

Issue 1-4-3: Template for 3GPP Rel-18 FR1 MIMO OTA Lab Alignment Activity
Agreement:
· The Template in R4-2316308 is approved for 3GPP Rel-18 FR1 MIMO OTA Lab Alignment Activity.

[bookmark: OLE_LINK1][bookmark: _Hlk146913531]Sub-topic 1-5 Number of receive antennas for n1 performance requirements development 
Issue 1-5-1: Which MIMO OTA requirements should be defined for band n1
Options: 
· Option 1: 2x2 MIMO OTA requirements for 2Rx UE
· Option 2: 4x4 MIMO OTA requirements for 4Rx UE
· Option 3: 2x2 MIMO OTA requirements for 4Rx UE
Agreements:
· Prioritize Option 1. Further study if RAN4 can consider Option 2 or Option 3 if Option 1 has been identified to be infeasible by Feb 2024.
· The data pool should consist of UEs with only 2Rx for Option 1.
· Companies are encouraged to input on the amount of UE models with only 2Rx available on the market.

Issue 1-5-2: How to identify 2Rx UE and 4Rx UE
Agreement:
· UEs will be classified based on the number of Rx antenna ports, regardless of the number of physical antennas.
· Note: The meaning of “antenna port” is the same as that in Clause 7.2 of 3GPP TS 38.101-1. 
· FFS how to identify the number of Rx antenna ports of UEs. Further discuss the following methods:
· Labs can check the Information Element of max. MIMO layers for PDSCH per CC/band from BS simulator.
· The information can be collected from OEMs by a neutral party. 
· Other methods are not excluded.

Topic #2: FR2 MIMO OTA
Sub-topic 2-1 FR2 channel model validation
Issue 2-1-1: PSP pass/fail limit for FR2 channel model validation 
Agreement:
· Confirm the pass/fail limit for PSP validation as 84% and remove the square brackets.

Issue 2-1-2: Power validation pass/fail limit for FR2 channel model validation 
Agreement:
· Define Power validation pass/fail limit for FR2 channel model validation as 1.5 dB. 

Issue 2-1-3: Power validation pass/fail limit for FR1 channel model validation 
Agreement:
· Keep the Power validation pass/fail limit for FR1 channel model validation as 1.5 dB.

Sub-topic 2-2 Preliminary MU of FR2 3D-MPAC system
Issue 2-2: Draft CR to update preliminary FR2 MU
Agreement:
· Endorse the Draft CR in R4-2316320 to update the preliminary FR2 MU assessment. 

Sub-topic 2-3 Applicability rules for MIMO OTA testing of SA and NSA UEs
Issue 2-3: Applicability rules for MIMO OTA testing of SA and NSA UEs
Agreement:
· For both SA and NSA capable FR2 UEs, consider to reuse the principle of applicability rules on SA and NSA UEs of FR1 TRP TRS for MIMO OTA.
· Specify detailed applicability rules for MIMO OTA testing of SA and NSA UEs at the next meeting. 
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