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[bookmark: OLE_LINK13][bookmark: OLE_LINK14]Introduction
The WF is related to General aspects, RedCap positioning and PRS/SRS BW aggregation, which are discussed under the following email thread [1]: 
· [108bis][215] NR_pos_enh2_part1
The following sections contain agreements at RAN4#108bis. The topic, sub-topic and issue numbers used in this document are based on the summary in [1]. 
Topic #1: General
Sub-topic 1-1: RAN1 LS on SRS/PRS bandwidth aggregation 
Issue 1-1-1: Reply LS to RAN1 on SRS and PRS bandwidth aggregation for positioning
Agreements:
· Reply to RAN1 LS (R1-2306216/R4-2311031) indicating that k = {-3, -4, -5, -6} are also feasible for both UE and TRP positioning measurements,
· [bookmark: _Hlk148017032]LS reply to RAN1 and CC: RAN2, RAN3 in R4-2317389.
Sub-topic 1-2: RAN1 LS on SRS/PRS bandwidth aggregation 
Issue 1-2-1: Reply LS to RAN1 on measurement definitions for positioning with bandwidth aggregation
Agreements:
· Condition of single TX chain (same antenna) shall be captured at least in the core part of TS 38.133 for UE PRS measurements:
· The UE PRS measurement requirements with PRS aggregation applies provided that all the PFLs to be aggregated by the UE are transmitted by the gNB using single Tx chain and the same transmit antenna reference point. Meaning of single Tx chain is FFS.
Sub-topic 1-3: Work split and timeline for RRM core requirements
Issue 1-3-1: Rapporteur input on work split between companies
Agreements:
· Missing list of requirements to be included in the work split:
· Approved list of draft CRs and work split in R4-2317388.
Topic #2: RedCap positioning
Sub-topic 2-1: General aspects/scenarios for RedCap positioning 
[bookmark: _Hlk148007630]Issue 2-1-1: TEG for PRS measurements with FH
Agreements:
· Rx, Tx and RxTx TEG for UE positioning measurements with FH are supported in RAN4 requirements. It is RAN4 understanding that the existing TEG capabilities are also applicable for RedCap.
Sub-topic 2-2: PRS measurements for RedCap without FH
Issue 2-2-3: PRS measurement period requirements for 2Rx without FH
Agreements:
· Rel-16/17 measurement period requirement for positioning measurements also apply to 2Rx RedCap UE for the case when the UE is not configured to perform FH to receive DL PRS resources for positioning measurements.
Issue 2-2-4: PRS measurement period requirements for 1Rx without FH
Agreements:
· Rel-16/17 measurement period requirement for positioning measurements apply to 1Rx RedCap UE for the case when the UE is not configured to perform FH to receive DL PRS resources for positioning measurements. In this case the default value of NRxBeam,i = 1 in the core requirement formula.
Sub-topic 2-3: PRS measurements for RedCap with FH
Issue 2-3-3: Number of samples for defining PRS measurement requirements with FH
Agreements:
· Reduced number of samples is supported for positioning measurements with FH. Nsample = [2].
Issue 2-3-9: PRS measurement period requirements with FH
Agreements:
· Existing UE positioning measurement period can be reused as baseline for the corresponding UE positioning measurement period with FH. Some modification is expected to account for frequency hopping e.g. Lprs, measured PRS BW etc.
Topic #3: PRS/SRS BW aggregation
Sub-topic 3-2: PRS measurement requirements for PRS/SRS bandwidth aggregation
Issue 3-2-2: Measurement period requirement for PRS/SRS bandwidth aggregation
Agreements:
· RAN4 requirements does not need to include the number of groups of PFLs. The number of PFL groups can be larger than 1. This is based on the assistance data received from the LMF.
· Tmargin is needed. The value is FFS.
Issue 3-2-3: Impact of PRS collision with other signals on PRS bandwidth aggregation requirement
Agreements:
· When the PRS collision with other signals on PRS bandwidth aggregation requirement, the measurement period can be longer, and FFS whether RAN4 to define the UE behaviour in RAN4.
Issue 3-2-5: Impact of latency reduction on PRS/SRS bandwidth aggregation
Agreements:
· Nsample = 2 and 4 are applicable to PRS/SRS bandwidth aggregation:
· When UE is configured to perform latency reduced positioning measurement, then Nsample=2 in both Taggregate and Tnon-aggregate calculations.
· When UE is not configured to perform latency reduced positioning measurement, then Nsample=4 in Taggregate and Tnon-aggregate calculations.
Issue 3-2-6: PRS measurement reporting delay requirements for PRS/SRS bandwidth aggregation
Agreements:
· The framework of existing measurement reporting delay requirements of RSTD, UE Rx-TX time difference in Rel17 can be reused for these positioning measurements with aggregated bandwidth.

Issue 3-2-7: TEG for PRS/SRS bandwidth aggregation
Agreements:
· RAN1 is still discussing whether to support TEG for PRS/SRS bandwidth aggregation. Wait for RAN1 progress.
Sub-topic 3-3: PRS/SRS measurement report mapping for PRS/SRS bandwidth aggregation
Issues 3-3-3 to 3-3-6: Measurement report mappings
Agreements:
· Companies to check all the mapping tables (in R4-2316462) offline. 
· Send LS to RAN2, RAN3 and CC: RAN1in R4-2317390.
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