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Introduction
In this contribution, we provide our views on the test cases for RRM performance part on NR sidelink evolution.

Discussion
In NR sidelink evoluation, RAN4 is discussing issues on SL-U, SL CA, and SL Co-Ex core part, and following requirements are going to be defined.
· For SL-U
· UE transmit timing: existing requirements will be reused and add condition to apply the requirements
· Initiation/Cease of S-SSB transmission: introduce new requirements
· Synchronization reference selection/reselection: introduce new requirements
· FFS for L1 SL-RSRP measurement, congestion control, and interruption
· For SL CA
· Selection / Reselection of Synchronization Reference Source under NR SL CA operation
· Interruption to WAN due to SL carrier addition/release
· For Co-Ex
· No new requirements
Based on above lists, following test cases for NR SL RRM performance could be considered.
Table 1 Proposed list of test caes for NR SL RRM performance
	RRM core part
	Test case list

	SL-U

	UE transmit timing 
	Test for SyncRef UE as synchronization reference source under CCA

	Iinitiation/Cease of S-SSB transmission 
	Test for SyncRef UE as synchronization reference source under CCA

	Synchronization reference selection/reselection
	Test for GNSS configured as the highest priority under CCA

	
	Test for FR1 NR Cell configured as the highest priority with SL-DRX under CCA

	L1 SL-RSRP measurement
	FFS

	Congestion control measurement
	FFS

	Interruption 
	FFS

	SL CA

	Selection/Reselection of synchronization reference source under NR SL CA operation
	Test for GNSS configured as the highest priority for NR SL CA operation

	Interruption to WAN due to SL carrier addition/release
	Test for interruption on WAN due to SL carrier addition/release



· Proposal 1: Consider test cases for NR SL RRM performance in Table 1. 

Conclusion 
In this contribution, we provide views on the test cases for RRM performance part on NR sidelink evolution, and we propose
· Proposal 1: Consider test cases for NR SL RRM performance in Table 1. 
· Table 1 Proposed list of test caes for NR SL RRM performance
	RRM core part
	Test case list

	SL-U

	UE transmit timing 
	Test for SyncRef UE as synchronization reference source under CCA

	Iinitiation/Cease of S-SSB transmission 
	Test for SyncRef UE as synchronization reference source under CCA

	Synchronization reference selection/reselection
	Test for GNSS configured as the highest priority under CCA

	
	Test for FR1 NR Cell configured as the highest priority with SL-DRX under CCA

	L1 SL-RSRP measurement
	FFS

	Congestion control measurement
	FFS

	Interruption 
	FFS

	SL CA

	Selection/Reselection of synchronization reference source under NR SL CA operation
	Test for GNSS configured as the highest priority for NR SL CA operation

	Interruption to WAN due to SL carrier addition/release
	Test for interruption on WAN due to SL carrier addition/release
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