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<<Start of Change for TS 38.101-5>>
[bookmark: _Toc97562295][bookmark: _Toc104122522][bookmark: _Toc104205473][bookmark: _Toc104206680][bookmark: _Toc104503640][bookmark: _Toc106127571][bookmark: _Toc123057936][bookmark: _Toc124256629][bookmark: _Toc131734942][bookmark: _Toc137372719][bookmark: _Toc138885105]6.4.2	Transmit modulation quality
The requirements for transmit modulation quality defined in 3GPP TS 38.101-1 [5] clause 6.4.2 shall apply for NTN satellite UE except for the requirements for Pi/2 BPSK modulation.

6.4.2.0	General
Transmit modulation quality defines the modulation quality for expected in-channel RF transmissions from the NTN UE. The transmit modulation quality is specified in terms of:
-	Error Vector Magnitude (EVM) for the allocated resource blocks (RBs)
-	EVM equalizer spectrum flatness derived from the equalizer coefficients generated by the EVM measurement process
-	Carrier leakage
-	In-band emissions for the non-allocated RB
-	Phase continuity requirements for DMRS bundling
All the parameters defined in clause 6.4.2 are defined using the measurement methodology specified in Annex F.0, F.1, F.2, F.3, F.4, F.5, F.6, F.7, F.9 from 3GPP TS 38.101-1 [5].
In case the parameter 3300 or 3301 is reported from UE via the parameter txDirectCurrentLocation in UplinkTxDirectCurrentList IE (as defined in TS 38.331 [8]), carrier leakage measurement requirement in clause 6.4.2.2 and 6.4.2.3 shall be waived, and the RF correction with regard to the carrier leakage and IQ image shall be omitted during the calculation of transmit modulation quality.

[bookmark: _Toc61367513][bookmark: _Toc61372896][bookmark: _Toc68230843][bookmark: _Toc69084256][bookmark: _Toc75467266][bookmark: _Toc76509288][bookmark: _Toc76718278][bookmark: _Toc83580609][bookmark: _Toc84405118][bookmark: _Toc84413727]6.4.2.1	Error Vector Magnitude
The Error Vector Magnitude is a measure of the difference between the reference waveform and the measured waveform. This difference is called the error vector. Before calculating the EVM the measured waveform is corrected by the sample timing offset and RF frequency offset. Then the carrier leakage shall be removed from the measured waveform before calculating the EVM.
The measured waveform is further equalised using the channel estimates subjected to the EVM equaliser spectrum flatness requirement specified in clause 6.4.2.4. For DFT-s-OFDM waveforms, the EVM result is defined after the front-end FFT and IDFT as the square root of the ratio of the mean error vector power to the mean reference power expressed as a %. For CP-OFDM waveforms, the EVM result is defined after the front-end FFT as the square root of the ratio of the mean error vector power to the mean reference power expressed as a %.
The basic EVM measurement interval in the time domain is one preamble sequence for the PRACH and one slotfor PUCCH and PUSCH in the time domain. The EVM measurement interval is reduced by any symbols that contains an allowable power transient in the measurement interval, as defined in clause 6.3.3.
The RMS average of the basic EVM measurements over 10 subframes for the average EVM case, and over 60 subframes for the reference signal EVM case, for the different modulation schemes shall not exceed the values specified in Table 6.4.2.1-1 for the parameters defined in Table 6.4.2.1-2. For EVM evaluation purposes, all 13 PRACH preamble formats and all 5 PUCCH formats are considered to have the same EVM requirement as QPSK modulated..
Table 6.4.2.1-1: Requirements for Error Vector Magnitude
	
Parameter
	Unit
	Average EVM Level

	QPSK
	%
	17.5

	16 QAM 
	%
	12.5

	64 QAM 
	%
	8

	256 QAM
	%
	3.5



Table 6.4.2.1-2: Parameters for Error Vector Magnitude
	
Parameter
	Unit
	Level

	UE Output Power
	dBm
	 Table 6.3.1-1 

	UE Output Power for 256 QAM
	dBm
	 Table 6.3.1-1 + 10 dB

	Operating conditions
	
	Normal conditions



[bookmark: _Toc68230844][bookmark: _Toc69084257][bookmark: _Toc75467267][bookmark: _Toc76509289][bookmark: _Toc76718279][bookmark: _Toc83580610][bookmark: _Toc84405119][bookmark: _Toc84413728]6.4.2.1a	Error Vector Magnitude including symbols with transient period
In 6.4.2.1, EVM has been defined by excluding the symbols which have a transient period. In this section, measurement interval is defined for the symbols with a transient period to include these symbols in the RMS average EVM computation when the UE reports a transient period capability other than the default. Before calculating the EVM, the measured waveform is corrected for sample timing offset and RF frequency offset. Then the carrier leakage shall be removed from the measured waveform before calculating the EVM. The symbols with transient period should not be used for equalization. Only CP-OFDM waveform is used for conformance testing.
[bookmark: _Hlk37237311]In the case of PUSCH or PUCCH transmissions when the mean power, modulation or RB allocation across slot or subslot boundaries is expected to change the EVM result over the symbols where the transient occurs is calculated according to Table 6.4.2.1a-1.
[bookmark: _Hlk37255905][bookmark: _Hlk37260337]Table 6.4.2.1a-1: EVM definition for reported transient period
	Reported transient capability (us)
	EVM definition
	tpstart (µs)
	SCS4

	2
	

	-0.5
	15kHz or 30kHz5


	4
	

	-1
	15kHz


	7
	

	-2.7
	15kHz


	NOTE 1:  ,,and  are defined in Annex F of TS 38.101-1 [5]
NOTE 2:  is the EVM for a symbol right after a transition;  is the EVM for a symbol right before a transition
NOTE 3: tpstart denotes the start position of the EVM exclusion window as shown in Annex F.4 of TS 38.101-1 [5]
NOTE 4: SCS denotes the SCS that can be used in the conformance test
NOTE 5: 30kHz shall be used in the conformance test unless the UE signals in supportedSubCarrierSpacingUL in FeatureSetPerCC that it only supports 15kHz in the corresponding band



The RMS average of the basic EVM measurements over 108 subframes for the symbols where the transient occurs for the different modulation schemes shall not exceed the values specified in Table 6.4.2.1a-2 for the parameters defined in Table 6.4.2.1a-3. This requirement can be verified with 64 QAM and 256 QAM modulation.
Table 6.4.2.1a-2: Requirements for Error Vector Magnitude
	
Parameter
	Unit
	Average EVM Level

	64 QAM 
	%
	10

	256 QAM
	%
	8



Table 6.4.2.1a-3: Parameters for Error Vector Magnitude
	
Parameter
	Unit
	Level

	UE Output Power
	dBm
	 Table 6.3.1-1 

	UE Output Power for 256 QAM
	dBm
	 Table 6.3.1-1 + 10 dB

	Operating conditions
	
	Normal conditions




[bookmark: _Toc21344330][bookmark: _Toc29801816][bookmark: _Toc29802240][bookmark: _Toc29802865][bookmark: _Toc36107607][bookmark: _Toc37251373][bookmark: _Toc45888237][bookmark: _Toc45888836][bookmark: _Toc61367514][bookmark: _Toc61372897][bookmark: _Toc68230845][bookmark: _Toc69084258][bookmark: _Toc75467268][bookmark: _Toc76509290][bookmark: _Toc76718280][bookmark: _Toc83580611][bookmark: _Toc84405120][bookmark: _Toc84413729][bookmark: _Hlk497415844]6.4.2.2	Carrier leakage
Carrier leakage is an additive sinusoid waveform whose frequency is the same as the modulated waveform carrier frequency. The measurement interval is one slot in the time domain.
In the case that uplink sharing, the carrier leakage may have 7.5 kHz shift with the carrier frequency.	Comment by Huawei: This sentence can be removed because UL sharing with LTE is not applicable to NTN UE.
The relative carrier leakage power is a power ratio of the additive sinusoid waveform and the modulated waveform. The relative carrier leakage power shall not exceed the values specified in Table 6.4.2.2-1.
Table 6.4.2.2-1: Requirements for Carrier Leakage
	Parameter
	Relative Limit (dBc)

	Output power > 10 dBm 
	-28

	0 dBm ≤ Output power ≤ 10 dBm
	-25

	-30 dBm ≤ Output power < 0 dBm
	-20

	-40 dBm ≤ Output power < -30 dBm
	-10



[bookmark: _Toc21344331][bookmark: _Toc29801817][bookmark: _Toc29802241][bookmark: _Toc29802866][bookmark: _Toc36107608][bookmark: _Toc37251374][bookmark: _Toc45888238][bookmark: _Toc45888837][bookmark: _Toc61367515][bookmark: _Toc61372898][bookmark: _Toc68230846][bookmark: _Toc69084259][bookmark: _Toc75467269][bookmark: _Toc76509291][bookmark: _Toc76718281][bookmark: _Toc83580612][bookmark: _Toc84405121][bookmark: _Toc84413730]6.4.2.3	In-band emissions
The in-band emission is defined as the average emission across 12 sub-carriers and as a function of the RB offset from the edge of the allocated UL transmission bandwidth. The in-band emission is measured as the ratio of the UE output power in a non–allocated RB to the UE output power in an allocated RB.
The basic in-band emissions measurement interval is defined over one slot in the time domain; however, the minimum requirement applies when the in-band emission measurement is averaged over 10 sub-frames. When the PUSCH or PUCCH transmission slot is shortened due to multiplexing with SRS, the in-band emissions measurement interval is reduced by one or more symbols, accordingly.
The average of the basic in-band emission measurement over 10 sub-frames shall not exceed the values specified in Table 6.4.2.3-1.
Table 6.4.2.3-1: Requirements for in-band emissions
	Parameter description
	Unit
	Limit (NOTE 1)
	Applicable Frequencies

	General
	dB
	

	Any non-allocated (NOTE 2)

	IQ Image
	dB
	-28
	Image frequencies when output power > 10 dBm
	Image frequencies (NOTES 2, 3)

	
	
	-25
	Image frequencies when output power ≤ 10 dBm
	

	Carrier leakage
	dBc
	-28
	Output power > 10 dBm
	Carrier leakage frequency (NOTES 4, 5)

	
	
	-25
	0 dBm ≤ Output power ≤ 10 dBm
	

	
	
	-20
	-30 dBm ≤ Output power < 0 dBm
	

	
	
	-10
	-40 dBm ≤ Output power < -30 dBm
	

	NOTE 1:	An in-band emissions combined limit is evaluated in each non-allocated RB. For each such RB, the minimum requirement is calculated as the higher of  - 30 dB and the power sum of all limit values (General, IQ Image or Carrier leakage) that apply.  is defined in NOTE 10.
NOTE 2:	The measurement bandwidth is 1 RB and the limit is expressed as a ratio of measured power in one non-allocated RB to the measured average power per allocated RB, where the averaging is done across all allocated RBs. For pi/2 BPSK with Spectrum Shaping, the limit is expressed as a ratio of measured power in one non-allocated RB to the measured power in the allocated RB with highest PSD.
NOTE 3:	The applicable frequencies for this limit are those that are enclosed in the reflection of the allocated bandwidth, based on symmetry with respect to the carrier leakage frequency, but excluding any allocated RBs.
NOTE 4:	The measurement bandwidth is 1 RB and the limit is expressed as a ratio of measured power in one non-allocated RB to the measured total power in all allocated RBs.
NOTE 5:	The applicable frequencies for this limit depend on the parameter txDirectCurrentLocation in UplinkTxDirectCurrent IE, and are those that are enclosed either in the RB containing the carrier leakage frequency, or in the two RBs immediately adjacent to the carrier leakage frequency  but excluding any allocated RB.
NOTE 6:	LCRB is the Transmission Bandwidth (see clause  5.3).
NOTE 7:	NRB is the Transmission Bandwidth Configuration (see clause 5.3).
NOTE 8:	EVM is the limit specified in Table 6.4.2.1-1 for the modulation format used in the allocated RBs.

NOTE 9:	 is the starting frequency offset between the allocated RB and the measured non-allocated RB (e.g. ∆RB = 1 or ∆RB = -1 for the first adjacent RB outside of the allocated bandwidth.

NOTE 10:	 is an average of the transmitted power over 10 sub-frames normalized by the number of allocated RBs, measured in dBm. 
NOTE 11:	For almost contiguous allocations defined in clause 6.2.2, LCRB = NRB_alloc + NRB_gap with no in-gap emission requirement.



[bookmark: _Toc21344332][bookmark: _Toc29801818][bookmark: _Toc29802242][bookmark: _Toc29802867][bookmark: _Toc36107609][bookmark: _Toc37251375][bookmark: _Toc45888239][bookmark: _Toc45888838][bookmark: _Toc61367516][bookmark: _Toc61372899][bookmark: _Toc68230847][bookmark: _Toc69084260][bookmark: _Toc75467270][bookmark: _Toc76509292][bookmark: _Toc76718282][bookmark: _Toc83580613][bookmark: _Toc84405122][bookmark: _Toc84413731]6.4.2.4	EVM equalizer spectrum flatness
The zero-forcing equalizer correction applied in the EVM measurement process (as described in Annex F of TS 38.101-1 [5]) must meet a spectral flatness requirement for the EVM measurement to be valid. The EVM equalizer spectrum flatness is defined in terms of the maximum peak-to-peak ripple of the equalizer coefficients (dB) across the allocated uplink block. The basic measurement interval is the same as for EVM.
The peak-to-peak variation of the EVM equalizer coefficients contained within the frequency range of the uplink allocation shall not exceed the maximum ripple specified in Table 6.4.2.4-1 for normal conditions. For uplink allocations contained within both Range 1 and Range 2, the coefficients evaluated within each of these frequency ranges shall meet the corresponding ripple requirement and the following additional requirement: the relative difference between the maximum coefficient in Range 1 and the minimum coefficient in Range 2 must not be larger than 5 dB, and the relative difference between the maximum coefficient in Range 2 and the minimum coefficient in Range 1 must not be larger than 7 dB (see Figure 6.4.2.4-1).
The EVM equalizer spectral flatness shall not exceed the values specified in Table 6.4.2.4-2 for extreme conditions. For uplink allocations contained within both Range 1 and Range 2, the coefficients evaluated within each of these frequency ranges shall meet the corresponding ripple requirement and the following additional requirement: the relative difference between the maximum coefficient in Range 1 and the minimum coefficient in Range 2 must not be larger than 6 dB, and the relative difference between the maximum coefficient in Range 2 and the minimum coefficient in Range 1 must not be larger than 10 dB (see Figure 6.4.2.4-1).
Table 6.4.2.4-1: Requirements for EVM equalizer spectrum flatness (normal conditions)
	Frequency range
	Maximum ripple (dB)

	FUL_Meas – FUL_Low ≥ 3 MHz and FUL_High – FUL_Meas ≥ 3 MHz
(Range 1)
	4 (p-p)

	FUL_Meas – FUL_Low < 3 MHz or FUL_High – FUL_Meas < 3 MHz
(Range 2)
	8 (p-p)

	NOTE 1:	FUL_Meas refers to the sub-carrier frequency for which the equalizer coefficient is evaluated
NOTE 2:	FUL_Low and FUL_High refer to each NR frequency band specified in Table 5.2-1



Table 6.4.2.4-2: Minimum requirements for EVM equalizer spectrum flatness (extreme conditions)
	
Frequency range
	Maximum Ripple (dB)

	FUL_Meas – FUL_Low ≥ 5 MHz and FUL_High – FUL_Meas ≥ 5 MHz
(Range 1)
	4 (p-p)

	FUL_Meas – FUL_Low < 5 MHz or FUL_High – FUL_Meas < 5 MHz
(Range 2)
	12 (p-p)

	NOTE 1:	FUL_Meas refers to the sub-carrier frequency for which the equalizer coefficient is evaluated
NOTE 2:	FUL_Low and FUL_High refer to each NR frequency band specified in Table 5.2-1



 f   
 FUL_High 
 FUL_High – 3(5) MHz 
 
   < 4(4) dBp-p     
Range 1
Range 2
  max(Range 1)-min(Range 2) < 5(6) dB  
  max(Range 2)-min(Range 1) < 7(10) dB  
   < 8(12) dBp-p     

Figure 6.4.2.4-1: The limits for EVM equalizer spectral flatness with the maximum allowed variation of the coefficients indicated (the ETC minimum requirement are within brackets).

[bookmark: _Toc21344333][bookmark: _Toc29801819][bookmark: _Toc29802243][bookmark: _Toc29802868][bookmark: _Toc36107610][bookmark: _Toc37251376][bookmark: _Toc45888240][bookmark: _Toc45888839][bookmark: _Toc61367517][bookmark: _Toc61372900][bookmark: _Toc68230848][bookmark: _Toc69084261][bookmark: _Toc75467271][bookmark: _Toc76509293][bookmark: _Toc76718283][bookmark: _Toc83580614][bookmark: _Toc84405123][bookmark: _Toc84413732]6.4.2.4.1	Requirements for Pi/2 BPSK modulation	Comment by Huawei: This clause can be removed as Pi/2 BPSK is not applicable to NTN UE.

6.4.2.5	Phase continuity requirements for DMRS bundling
For bands that NTN UE indicates the support of DMRS bundling, when the NTN UE is configured with DMRS bundling, the maximum allowable difference between the measured phase value in any slot p-1 and slot p, or slot 0 and any slot p for each antenna connector shall satisfy the requirements as listed in Table 6.4.2.5-1 for the measurement conditions defined in Table 6.4.2.5-2, within a measurement time window limited by the UE capability of maximum duration for DMRS bundling [maxDurationDMRS-Bundling-NTN-r18], and defined for each frequency band separately. The phase value for each slot is measured as shown in Annex F.9 of TS 38.101-1 [5]. These requirements apply to PUCCH and PUSCH transmissions with DFT-s-OFDM and CP-OFDM waveforms.	Comment by Huawei: The Annex F.9 is specified in TS 38.101-1.
Table 6.4.2.5-1: Maximum allowable phase difference for DMRS bundling
	UL channel
	Modulation order
	Phase difference between any slot p-1 and slot p 
(NOTE 2)
	Phase difference between slot 0 and any slot p
(NOTE 3)

	PUSCH
	QPSK
	25 degrees
	30 degrees

	PUCCH
	BPSK, QPSK	Comment by Huawei: Pi/2 BPSK was removed.
	
	

	NOTE 1: 	The UE capability of the length of maximum duration refers to the maximum time duration during which UE is able to meet the phase continuity requirements, assuming no phase consistency violating events defined in TS 38.214 in between.
NOTE 2: 	This requirement applies for FDD bands, for supported DMRS bundling configurations ≤ 8 slots.
NOTE 3: 	This requirement applies only for FDD bands, for supported DMRS bundling configurations of 16 slots.



The above requirements are applicable when all the following conditions are met within the measurement time window:
-	RB allocation in terms of length and frequency position does not change, and intra-slot and inter-slot frequency hopping is not activated.
-	Modulation order does not change.
-	No network commanded TA takes effect.
-	The TPMI precoder does not change.
-	There is no change in UE transmission power level, and no change in the level of P-MPR applied by the UE.
-	UE is not scheduled with uplink transmission of other physical channel/signal in-between the PUSCH or PUCCH transmissions.
-	
Table 6.4.2.5-2: Measurement conditions for the maximum allowable phase difference
	
Parameter
	Unit
	Level

	UE Output Power
	dBm
	PCMAX,f,c in clause 6.2.4, P-MPR = 0

	UE downlink received power
	
	Not change

	Operating conditions
	
	Normal conditions

	Transmission bandwidth
	
	Confined within FUL_low + 4 MHz and FUL_high – 4 MHz

	DL signal frequency
	
	Not change before and during the measurement window

	DL signal timing
	
	Maintained constant before and during the measurement window

	UL slots for testing
	
	Tested on consecutive UL slots

	PUSCH waveform for testing
	
	DFT-s-OFDM






<<End of Change>>
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