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The performance requirements in Table 7.1.1.3-1 shall apply for UEs which support optional UE features only.
Table 7.1.1.3-1: Requirements applicability for optional UE features
	UE feature/capability [14]
	Test type
	Test list
	Applicability notes

	SU-MIMO Interference Mitigation advanced receiver
	FR2-1 TDD
	PDSCH
	Clause 7.2.2.2.1 (Test 3-1)
	

	Basic DL NR-NR CA operation (supportedBandCombinationList)
	NR CA
	SDR
	Clause 7.5A.1
	1)	Up to 16 DL carriers
2)	Same numerology across carrier for data/control channel at a given time

	PDSCH repetitions over multiple slots (pdsch-RepetitionMultiSlots)
	FR2-1 TDD
	PDSCH
	Clause 7.2.2.2.2
	

	DRX Adaptation (drx-Adaptation-r16)
	FR2-1 TDD
	PDCCH
	Clause 7.3.2.2.3
	If the Test 3-1 in Clause 7.3.2.2.3 is passed, the test coverage can be considered fulfilled without executing Test 1-2 in clause 7.3.2.2.1.

	256QAM for PDSCH
(pdsch-256QAM-FR2)
	FR2-1 TDD
	PDSCH
	Clause 7.2.2.2.1 (Test 1-4)
	

	256QAM for PDSCH (pdsch-256QAM-FR2)
	FR2-1 TDD
	SDR
	Clause 7.5A.1
	For UE capable of pdsch-256QAM-FR2 for certain band(s), mcs-Table is configured to ‘64QAM’ for SDR test.

	Support of FR2 HST operation [(FR2 UE power class PC6 signalling is used to indicate support of feature group)]
	FR2-1 TDD
	PDSCH
	[Clause 7.2.2.2.4]
	

	Support of Single Carrier operations with 120kHz SCS for FR2-2
(initialAccessSSB-120kHz-r17)
	FR2-2 TDD
	PDSCH
	Clause 7.2.2.2.1
(Table 7.2.2.2.1-6: Test 4-1, 4-2, 4-3, 4-4)
	

	
	
	PDCCH
	Clause 7.3.2.2
(Table 7.3.2.2.1-2: Test 1a-1, 1a-2, 1a-3) 
(Table 7.3.2.2.2-2, Test 3-1, 3-2)
	

	
	
	PBCH
	Clause 7.4.2.2
(Table 7.4.2.2-2: Test 3)

	

	Support of 480kHz SCS for FR2-2
(ul-FR2-2-SCS-480kHz-r17 and initialAccessSSB-480kHz-r17)
	FR2-2 TDD
	PDSCH
	Clause 7.2.2.2.1
(Table 7.2.2.2.1-6: Test 4-5, 4-6)
	

	
	
	PDCCH
	Clause 7.3.2.2
(Table 7.3.2.2.1-2: Test 1a-4)
(Table 7.3.2.2.2-2, Test 3-3)
	

	
	
	PBCH
	Clause 7.4.2.2
(Table 7.4.2.2-2: Test 4)
	

	Support of FR2 HST operation with multi-Rx simultaneous reception (FR2 UE Power Class 6 (PC6), simultaneousReceptionFR2HST-r18, [maxNumberActiveTCI-PerBWP > 1], multiDCI-MultiTRP-r16, overlapPDSCHsFullyFreqTime-r16)
	FR2-1 TDD
	PDSCH
	Clause (TBD)
(Table TBD: Test TBD)
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