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Introduction
Briefly introduce background, the scope of this email discussion (e.g. list of treated agenda items) and provide some guidelines for email discussion if necessary.
RRM contributions from agenda item 8.31.2, related to Rel-18 eRedCap WI, are discussed here. 
Topic #1: Extended eDRX for RRC INACTIVE
Main technical topic overview. The structure can be done based on sub-agenda basis. 
Companies’ contributions summary
	T-doc number
	Company
	Proposals / Observations

	R4-2320119
	Ericsson
	Big CR to TS 38.133 on Enhanced support of reduced capability NR devices

	R4-2320858
	Nokia, Nokia Shanghai Bell
	1. RAN4 to align a new table format by explicitly showing the range of eDRX_IDLE cycle length and eDRX_INACTIVE cycle length, respectively. 
RAN4 to align the variable naming by using the following convention; for example, ‘DRX_cycle_length’ is RAN DRX length, and ‘eDRX_(idle/inactive)_cycle_length’ is eDRX (IDLE/INACTIVE) cycle length. 

	R4-2320933
	MediaTek inc.
	Error! Reference source not found. Error! Reference source not found.

	R4-2321000
	Qualcomm
	CR: CR on eDRX operation in INACTIVE mode for R18 eRedCap UEs

	
	
	

	
	
	



Open issues summary
Before Meeting, moderators shall summarize list of open issues, candidate options and possible WF (if applicable) based on companies’ contributions.
Sub-topic 1-1 Extended RRC INACTIVE eDRX cycle
Sub-topic description:
Under this sub-topic the requirements for eDRX cycle > 10.24s with PTW for Rel-18 RedCap UE in RRC INACTIVE state is discussed.  
Open issues and candidate options before meeting:
Issue 1-1: Relaxed requirements for INACTIVE mode with eDRX > 10.24s 
· Proposals
· Option 1 (MTK): RAN4 shall define relaxed requirements for INACTIVE mode with eDRX > 10.24s for intra-frequency, inter-frequency and inter-RAT.
· Recommended WF
· In Rel-17 RedCap, relaxed neighbour cell measurement requirements when configured with eDRX were specified as follows, see for example clause 4.2B.2.9.2 in TS 38.133:
· “If the UE is configured with eDRX_IDLE cycle then the requirements in Table 4.2B.2.9.2-3 and Table 4.2B.2.9.2-4 are applicable for eDRX cycle up to 10.24 s in FR1 and FR2 respectively. 
· If the UE is configured with eDRX_IDLE cycle greater than 10.24 s in FR1 and FR2, then the requirements in Table Table 4.2B.2.9.2-5 and Table 4.2B.2.9.2-6 respectively apply provided eDRX cycle is ≤ [163.84] sec and evaluation/measurement time with relaxation on one carrier is not greater than single PTW window length.”
· Discuss whether the cited requirements from Rel-17 RedCap can be reused for Rel-18 RedCap intra-, inter- and inter-RAT neighbour cell measurements when configured with following Rel-17 RedCap IDLE mode relaxation criteria:
· Measurements for UE fulfilling stationary criterion
· Measurements for a UE fulfilling stationary and not-at-cell edge criteria
· Measurements for a UE fulfilling stationary and Rel-16 not at cell edge criteria
· Measurements for a UE fulfilling low mobility and stationary criteria
· Measurements for a UE fulfilling low mobility criterion and stationary and not-at-cell edge criteria
· Measurements for a UE fulfilling not-at-cell edge criterion and stationary and not-at-cell edge criteria
· Measurements for a UE fulfilling low mobility and not-at-cell edge criteria and stationary and notatcell edge criteria
· Measurements for a UE fulfilling low mobility and not-at-cell edge criteria and stationary criterion
· Measurements for UE fulfilling low mobility criterion
· Measurements for UE fulfilling not-at-cell edge criterion
· Measurements for UE fulfilling low mobility and not-at-cell edge criteria
· Update the Big CR if agreement can be reached. 


