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<Start of the change>
[bookmark: _Toc84413438][bookmark: _Toc84404829][bookmark: _Toc83580320][bookmark: _Toc76718010][bookmark: _Toc76509020][bookmark: _Toc75466998][bookmark: _Toc69083991][bookmark: _Toc68230578][bookmark: _Toc61372638][bookmark: _Toc61367255][bookmark: _Toc45888615][bookmark: _Toc45888016][bookmark: _Toc37251230][bookmark: _Toc36107471][bookmark: _Toc29802729][bookmark: _Toc29802104][bookmark: _Toc29801680][bookmark: _Toc21344196]5.3.3	Minimum guardband and transmission bandwidth configuration

For a UE supporting wideband operation, the nominal intra-cell guard bands and the corresponding sizes of the RB sets separated by the said guard bands are as specified in Table 5.3.3-2 for each UE channel bandwidth and sub-carrier spacing for the downlink, and uplink and sidelink. The nominal intra-cell guard bands in Table 5.3.3-2 are applicable when the respective IE intraCellGuardBandsUL-List, and intraCellGuardBandsDL-List [7] and intraCellGuardBandsSL-List for the uplink, and downlink and sidelink are not provided, as specified in [10] clause 7. 
Table 5.3.3-2: Nominal intra-cell guard bands for wideband operation
	SCS
(kHz)
	40 MHz
	60 MHz
	80 MHz
	100 MHz

	15
	105-6-105
(216)
	N/A
	N/A
	N/A

	30
	50-6-50
(106)
	50-6-50-6-50
(162)
	50-6-50-5-50-6-50
(217)
	50-6-50-6-49-6-50-6-50
(273)

	60
	23-5-23
(51)
	23-5-23-5-23
(79)
	23-5-23-5-23-5-23
(107)
	23-5-23-5-23-5-23-5-23
(135)

	NOTE 1:	The intra-cell guard band is denoted TBW0-GB0-…-GBN_RBset-2-TBWN_RBset-1 for N_RBset > 1 number of RB-sets with TBWr the maximum transmission bandwidth (PRB) of RB-set r and GBr the guard band (PRB) above the upper edge of RB-set r. The RB-set 0 is starting at the first common resource block (CRB) of the carrier as indicated by offsetToCarrier. The total transmission bandwidth configuration (size of resource grid) including guard bands is given in between parentheses.



For a UE that supports shared spectrum channel access, there are no uplink, or downlink or sidelink intra-cell guard bands for operation with 10 MHz and 20 MHz channel bandwidths; the maximum transmission bandwidth configurations for these channel bandwidths are in accordance with clause 5.3.2.
For each UE channel bandwidth and sub-carrier spacing given by Table 5.3.3-2, the maximum transmission bandwidth configuration of the carrier including intra-cell guard bands, if configured for the uplink, and downlink and sidelink by the respective IE intraCellGuardBandsUL-List, and intraCellGuardBandsDL-List [7] and intraCellGuardBandsSL-List, and corresponding RB-set(s) shall be in accordance with clause 5.3.2 with a minimum inter-cell guard band of the UE channel bandwidth as specified in Table 5.3.3-1 for the uplink, and downlink and sidelink. Minimum requirements specified for wideband operation in Clause 6 and Clause 7 also apply for intra-cell guard bands larger than the nominal sizes in Table 5.3.3-2 as listed in Table 5.3.3-3 for each sub-carrier spacing; each guard band in order of CRB index must be larger than or equal to the corresponding nominal guard band specified in Table 5.3.3-2 for each channel bandwidth.
Table 5.3.3-3: Applicable intra-cell guard bands for wideband operation
	Parameter
	Unit
	SCS

	
	
	15 kHz
	30 kHz

	Intra-cell guard band (size)
	PRB
	6,7
	5,6,7

	Transmission bandwidth (size) of RB-set
	PRB
	104,105
	49,50,51



If the UE is configured with zero width intra-cell guard bands for the uplink, and downlink and sidelink by the IE intraCellGuardBandsUL-List, and intraCellGuardBandsDL-List [7] and intraCellGuardBandsSL-List on a carrier greater than 20 MHz, the maximum transmission bandwidth configuration for the uplink, and downlink and sidelink shall be in accordance with clause 5.3.2 with a minimum inter-cell guard band of the UE channel bandwidth as specified in Table 5.3.3-1.
<End of the change>
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