

	
3GPP TSG-RAN4 Meeting #109	R4-2318464
Chicago, US, 13th Nov 2023 – 17th Nov 2023
	CR-Form-v12.2

	DRAFT CHANGE REQUEST

	

	
	38.101-1
	CR
	xxxx
	rev
	-
	Current version:
	18.3.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	X
	Radio Access Network
	
	Core Network
	



	

	Title:	
	Draft CR 38.101-1 to add DTV protection requirements for CA_n5-n28 and CA_n26-n28

	
	

	Source to WG:
	NTT DOCOMO, INC., KDDI Corporation

	Source to TSG:
	R4

	
	

	Work item code:
	NR_700800900_combo_enh-Core
	
	Date:
	2023-11-02

	
	
	
	
	

	Category:
	B
	
	Release:
	Rel-18

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier 													release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
…
Rel-16	(Release 16)
Rel-17	(Release 17)
Rel-18	(Release 18)
Rel-19	(Release 19)

	
	

	Reason for change:
	To add emission requirements for CA_n5-n28 and CA_n26-n28 to protect DTV system in Japan.

In RAN4#108-bis, draft CR(R4-2317588) to introduce the requirements for CA_n5-n28 and CA_n26-n28 was endorsed, and the changes in this draft CR were merged into draft big CR(R4-2317790). However, the protection of DTV system based on Japanese regulation is missing in the proposed emission requirements. Therefore, based on the discussion of R4-2318463 provided at this meeting, the emission requirements for DTV protection are added for the requirements for CA_n5-n28 and CA_n26-n28.


	
	

	Summary of change:
	1. Some changes in Table 6.5A.3.2.3-1 are based on draft big CR(R4-2317790) that have already endrosed at the last bis-meeting.

2. The following changes, marked in yellow, are newly proposed in this draft CR.
· In Table 6.2A.3.1.3-1, the DTV protection requirements for additional spurious emissions for NS_17 is added for CA_n5-n28 and n26-n28.
· In Table 6.5A.3.2.3-1, the DTV protection requirements for spurious emissions for UE co-existence is added for CA_n5-n28 and n26-n28.


	
	

	Consequences if not approved:
	The emission requirements for CA_n5-n28 and n26-n28 are inconsistent with Japanese regulatory requirements, so these CAs cannot be operated in Japan.

	
	

	Clauses affected:
	6.2A.3.1.3, 6.5A.3.2.3

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	X
	
	 Test specifications
	TS 38.521-3

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	
This draft CR is based on latest version of TS 38.101-1 (i.e., V18.3.0). In addition, since the related draft big CR(R4-2317790) was endorsed at the previous bis-meeting, these changes are also included in this draft CR. If this draft CR is endorsed, these changes will be captured in the formal big CR which is resubmitted based on draft big CR.


	
	

	This CR's revision history:
	



Page 1


< Start of changes >

6.2A.3.1.3	UE additional maximum output power reduction for Inter-band CA
Unless otherwise stated, for inter-band carrier aggregation with one uplink carrier assigned to one NR band, the requirements in subclause 6.2.3 apply.
Unless otherwise stated, for inter-band carrier aggregation with two uplink contiguous carrier assigned to one NR band, the additional maximum output power reduction requirements for intra-band contiguous carrier aggregation in subclause 6.2A.3.1.1 apply for that band, for inter-band carrier aggregation with two uplink non-contiguous carrier assigned to one NR band, the additional maximum output power reduction requirements for intra-band contiguous carrier aggregation in subclause 6.2A.3.1.2 apply for that band.
For combinations of intra-band and inter-band carrier aggregation with three uplink component carriers (up to two contiguously aggregated carriers per operating band), the additional maximum output power reduction requirements specified in subclause 6.2.3 apply for the NR band supporting one component carrier, and for the NR band supporting two contiguous component carriers the requirements specified in subclause 6.2A.3.1.1apply.
Unless specified in Table 6.2A.3.1.3-1, for inter-band carrier aggregation with uplink assigned to two NR bands, the requirements in clause 6.2.3 apply only to the indicated carrier. The requirements in Table 6.2A.3.1.3-1 are specified in terms of an additional spectrum emission requirement with their associated network signalling values and the allowed A-MPR. Unless otherwise stated, the combined requirements and allowed A-MPR are applicable on both bands when both component carriers are active. Additional spurious emission requirements are signalled by the network to indicate that the UE shall meet the additional requirement for a specific deployment scenario as part of the cell handover/broadcast message. 
To meet the additional requirements, additional maximum power reduction (A-MPR) is allowed for the maximum output power as specified in Table 6.2.1-1. Unless stated otherwise, the total reduction to UE maximum output power is max(MPR, A-MPR) where MPR is defined in clause 6.2.2. In case of a power class 3 UE, when IE powerBoostPi2BPSK is set to 1, power class 2 A-MPR values apply.
For almost contiguous allocations in CP-OFDM waveforms in power class 3, the allowed A-MPR defined in clause 6.2.3 is increased by CEIL{ 10 log10(1 + NRB_gap / NRB_alloc), 0.5 } dB, where NRB_gap is the total number of unallocated RBs between allocated RBs and NRB_alloc is the total number of allocated RBs, and the parameter LCRB is replaced by NRB_alloc + NRB_gap in specifying the RB allocation regions. 
Unless otherwise specified, pi/2 BPSK in following A-MPR tables refers to both variants of pi/2 BPSK referenced in 6.2.2 tables 6.2.2-1. 
The emission requirements specified in Table 6.2A.3.1.3-1 also apply for the frequency ranges that are less than FOOB (MHz) in Table 6.5.3.1-1 from the edge of the channel bandwidth.

Table 6.2A.3.1.3-1: Additional Requirements for uplink inter-band carrier aggregation (two-bands)
	NR CA combination
	Band
	Applied
NS
	Requirements 
(clause)
	A-MPR 
(table/clause)
	Note

	CA_n1-n3
	n1
	05
	6.5.3.3.4
	Clause 6.2.3.4
	1

	
	
	05U
	6.5.3.3.4, 6.5.2.4.2
	Clause 6.2.3.4
	

	
	n3
	100
	6.5.2.4.2
	Table 6.2.3.1-2
	

	CA_n1-n8
	n1
	05
	6.5.3.3.4
	Clause 6.2.3.4
	1

	
	
	05U
	6.5.3.3.4, 6.5.2.4.2
	Clause 6.2.3.4
	

	
	n8
	43
	6.5.3.3.5
	Clause 6.2.3.6
	

	
	
	43U
	6.5.3.3.5, 6.5.2.4.2
	Clause 6.2.3.6
	

	CA_n1-n18
	n1
	05
	6.5.3.3.4
	Clause 6.2.3.4
	1

	
	
	05U
	6.5.3.3.4, 6.5.2.4.2
	Clause 6.2.3.4
	

	
	n18
	100
	6.5.2.4.2
	Table 6.2.3.1-2
	

	CA_n1-n28
	n1
	05
	6.5.3.3.4
	Clause 6.2.3.4
	1,2

	
	
	05U
	6.5.3.3.4, 6.5.2.4.2
	Clause 6.2.3.4
	

	
	n28
	17
	6.5.3.3.2
	N/A
	

	CA_n1-n40
	n1
	05
	6.5.3.3.4
	Clause 6.2.3.4
	1

	
	
	05U
	6.5.3.3.4, 6.5.2.4.2
	Clause 6.2.3.4
	

	CA_n1-n41
	n1
	05
	6.5.3.3.4
	Clause 6.2.3.4
	1

	
	
	05U
	6.5.3.3.4, 6.5.2.4.2
	Clause 6.2.3.4
	

	
	n41
	47
	6.5.3.3.15
	Table 6.2.3.18-2
	

	CA_n1-n74
	n1
	05
	6.5.3.3.4
	Clause 6.2.3.4
	1

	
	
	05U
	6.5.3.3.4, 6.5.2.4.2
	Clause 6.2.3.4
	

	
	n74
	37
	6.5.3.3.6
	Table 6.2.3.8-1
	

	CA_n1-n77
	n1
	05
	6.5.3.3.4
	Clause 6.2.3.4
	1

	
	
	05U
	6.5.3.3.4, 6.5.2.4.2
	Clause 6.2.3.4
	

	CA_n1-n78
	n1
	05
	6.5.3.3.4
	Clause 6.2.3.4
	1

	
	
	05U
	6.5.3.3.4, 6.5.2.4.2
	Clause 6.2.3.4
	

	CA_n1-n79
	n1
	05
	6.5.3.3.4
	Clause 6.2.3.4
	1

	
	
	05U
	6.5.3.3.4, 6.5.2.4.2
	Clause 6.2.3.4
	

	CA_n3-n8
	n3
	100
	6.5.2.4.2
	Table 6.2.3.1-2
	1

	
	n8
	43
	6.5.3.3.5
	Clause 6.2.3.6
	

	
	
	43U
	6.5.3.3.5, 6.5.2.4.2
	Clause 6.2.3.6
	

	CA_n3-n18
	n3
	100
	6.5.2.4.2
	Table 6.2.3.1-2
	1

	
	n18
	100
	6.5.2.4.2
	Table 6.2.3.1-2
	

	CA_n3-n28
	n3
	100
	6.5.2.4.2
	Table 6.2.3.1-2
	1,2

	
	n28
	17
	6.5.3.3.2
	N/A
	

	CA_n3-n40
	n3
	100
	6.5.2.4.2
	Table 6.2.3.1-2
	1

	CA_n3-n41
	n3
	100
	6.5.2.4.2
	Table 6.2.3.1-2
	1

	
	n41
	47
	6.5.3.3.15
	Table 6.2.3.18-2
	

	CA_n3-n74
	n3
	100
	6.5.2.4.2
	Table 6.2.3.1-2
	1

	
	n74
	37
	6.5.3.3.6
	Table 6.2.3.8-1
	

	CA_n3-n77
	n3
	100
	6.5.2.4.2
	Table 6.2.3.1-2
	1

	CA_n3-n78
	n3
	100
	6.5.2.4.2
	Table 6.2.3.1-2
	1

	CA_n3-n79
	n3
	100
	6.5.2.4.2
	Table 6.2.3.1-2
	1

	CA_n5-n28
	n5
	100
	6.5.2.4.2
	Table 6.2.3.1-2
	1,2

	
	n28
	17
	6.5.3.3.2
	N/A
	

	CA_n5-n77
	n5
	100
	6.5.2.4.2
	Table 6.2.3.1-2
	1

	CA_n5-n78
	n5
	100
	6.5.2.4.2
	Table 6.2.3.1-2
	1

	CA_n5-n79
	n5
	100
	6.5.2.4.2
	Table 6.2.3.1-2
	1

	CA_n8-n40
	n8
	43
	6.5.3.3.5
	Clause 6.2.3.6
	1

	
	
	43U
	6.5.3.3.5, 6.5.2.4.2
	Clause 6.2.3.6
	

	CA_n8-n41
	n8
	43
	6.5.3.3.5
	Clause 6.2.3.6
	1

	
	
	43U
	6.5.3.3.5, 6.5.2.4.2
	Clause 6.2.3.6
	

	
	n41
	47
	6.5.3.3.15
	Table 6.2.3.18-2
	

	CA_n8-n78
	n8
	43
	6.5.3.3.5
	Clause 6.2.3.6
	1

	
	
	43U
	6.5.3.3.5, 6.5.2.4.2
	Clause 6.2.3.6
	

	CA_n8-n79
	n8
	43
	6.5.3.3.5
	Clause 6.2.3.6
	1

	
	
	43U
	6.5.3.3.5, 6.5.2.4.2
	Clause 6.2.3.6
	

	CA_n18-n28
	n18
	100
	6.5.2.4.2
	Table 6.2.3.1-2
	1, 2

	
	n28
	17
	6.5.3.3.2
	N/A
	

	CA_n18-n41
	n18
	100
	6.5.2.4.2
	Table 6.2.3.1-2
	1

	CA_n18-n74
	n18
	100
	6.5.2.4.2
	Table 6.2.3.1-2
	1

	
	n74
	37
	6.5.3.3.6
	Table 6.2.3.8-1
	

	CA_n18-n77
	n18
	100
	6.5.2.4.2
	Table 6.2.3.1-2
	1

	CA_n18-n78
	n18
	100
	6.5.2.4.2
	Table 6.2.3.1-2
	1

	CA_n26-n28
	n26
	100
	6.5.2.4.2
	Table 6.2.3.1-2
	1,2

	
	n28
	17
	6.5.3.3.2
	N/A
	

	CA_n28-n40
	n28
	17
	6.5.3.3.2
	N/A
	2

	CA_n28-n41
	n28
	17
	6.5.3.3.2
	N/A
	2

	
	n41
	47
	6.5.3.3.15
	Table 6.2.3.18-2
	

	CA_n28-n74
	n28
	17
	6.5.3.3.2
	N/A
	2
2

	
	n74
	37
	6.5.3.3.6
	Table 6.2.3.8-1
	

	CA_n28-n77
	n28
	17
	6.5.3.3.2
	N/A
	2

	CA_n28-n78
	n28
	17
	6.5.3.3.2
	N/A
	2

	CA_n28-n79
	n28
	17
	6.5.3.3.2
	N/A
	2

	CA_n40-n41
	n41
	47
	6.5.3.3.15
	Table 6.2.3.18-2
	

	CA_n41-n74
	n41
	47
	6.5.3.3.15
	Table 6.2.3.18-2
	

	
	n74
	37
	6.5.3.3.6
	Table 6.2.3.8-1
	

	CA_n41-n77
	n41
	47
	6.5.3.3.15
	Table 6.2.3.18-2
	

	CA_n41-n78
	n41
	47
	6.5.3.3.15
	Table 6.2.3.18-2
	

	CA_n41-n79
	n41
	47
	6.5.3.3.15
	Table 6.2.3.18-2
	

	CA_n74-n77
	n74
	37
	6.5.3.3.6
	Table 6.2.3.8-1
	

	CA_n74-n78
	n74
	37
	6.5.3.3.6
	Table 6.2.3.8-1
	

	NOTE 1:	NS_05U, NS_43U and NS_100 can be signalled for NR bands that have UTRA services deployed and the requirements in clause 6.5.2.4.2 are only applicable to the signalling carrier.
NOTE 2:	Applicable when the assigned NR carrier is confined within 718 MHz and 748 MHz and when the channel bandwidth used is 5 or 10 MHz.




< Next change >

[bookmark: _Toc84413861][bookmark: _Toc84405252][bookmark: _Toc83580743][bookmark: _Toc76718405][bookmark: _Toc76509415][bookmark: _Toc75467393][bookmark: _Toc69084383][bookmark: _Toc68230970][bookmark: _Toc61373021][bookmark: _Toc61367638]6.5A.3.2.3	Spurious emissions for UE co-existence for Inter-band CA
This clause specifies the requirements for inter-band carrier aggregation configurations with the uplink assigned to two NR bands for coexistence with protected bands. When both constituent bands have common coexistence band protection requirements as specified in clause 6.5.3.2, the requirements are also applied to the carrier aggregation configuration
For inter-band carrier aggregation with two contiguous carriers assigned to one NR band, the requirements in subclause 6.5A.3.2.1 apply for that band. 
For inter-band carrier aggregation with two uplink non-contiguous carrier assigned to one NR band, the spurious emissions for UE co-existence requirements in subclause 6.5A.3.2.2 apply for that band. 
For inter-band carrier aggregation with the uplink assigned to two NR bands, the requirements in Table 6.5A.3.2.3-1 apply on each component carrier with all component carriers are active.
NOTE:	For inter-band carrier aggregation with uplink assigned to two NR bands the requirements in Table 6.5A.3.2.3-1 could be verified by measuring spurious emissions at the specific frequencies where second and third order intermodulation products generated by the two transmitted carriers can occur; in that case, the requirements for remaining applicable frequencies in Table 6.5A.3.2.3-1 would be considered to be verified by the measurements verifying the one uplink inter-band CA UE to UE co-existence requirements.

Table 6.5A.3.2.3-1: Requirements for uplink inter-band carrier aggregation (two bands)
	NR CA combination
	Spurious emission

	
	Protected Band
	Frequency range (MHz)
	Maximum Level (dBm)
	MBW (MHz)
	NOTE

	CA_n1-n18
	Frequency range
	758
	-
	799
	-50
	1
	

	
	Frequency range
	799
	-
	803
	-40
	1
	4

	
	Frequency range
	860
	-
	890
	-40
	1
	

	
	Frequency range
	945
	-
	960
	-50
	1
	

	
	Frequency range
	2545
	-
	2575
	-50
	1
	

	
	Frequency range
	2595
	-
	2645
	-50
	1
	

	CA_n1-n20
	Frequency range
	758
	-
	788
	-50
	1
	

	CA_n1-n26
	Frequency range
	945
	-
	960
	-50
	1
	

	
	Frequency range
	703
	-
	799x
	-50
	1
	

	
	Frequency range
	799x
	-
	803
	-40
	1
	4

	CA_n1-n28
	Frequency range
	470
	-
	694
	-42
	8
	4, 14

	
	Frequency range
	470
	-
	710
	-26.2
	6
	15

	
	Frequency range
	758
	-
	773
	-30
	1
	4

	
	Frequency range
	773
	-
	803
	-50
	1
	

	
	Frequency range
	662
	-
	694
	-26.2
	6
	4

	CA_n1-n40
	Frequency range
	1884.5
	-
	1915.7
	-41
	0.3
	3

	CA_n1-n74
	Frequency range
	1884.5
	-
	1915.7
	-41
	0.3
	3

	
	Frequency range
	1400
	-
	1427
	-32
	27
	4, 20

	
	Frequency range
	1475
	-
	1488
	-28
	1
	4, 21

	
	Frequency range
	1475
	-
	1488
	-50
	1
	4, 22

	
	Frequency range
	1488
	-
	1510.9
	-35
	1
	4, 23

	
	Frequency range
	1488
	-
	1518
	-50
	1
	4

	CA_n2-n14
	Frequency range
	769
	-
	775
	-35
	0.00625
	4

	
	Frequency range
	799
	-
	805
	-35
	0.00625
	4

	CA_n3-n5
	Frequency range
	1884.5
	-
	1915.7
	-41
	0.3
	3

	CA_n3-n8
	Frequency range
	1884.5
	-
	1915.7
	-41
	0.3
	3

	CA_n3-n18
	Frequency range
	945
	-
	960
	-50
	1
	

	
	Frequency range
	1884.5
	-
	1915.7
	-41
	0.3
	3

	
	Frequency range
	2545
	-
	2575
	-50
	1
	

	
	Frequency range
	2595
	-
	2645
	-50
	1
	

	CA_n3-n20
	Frequency range
	758
	-
	788
	-50
	1
	

	CA_n3-n26
	Frequency range
	1884.5
	-
	1915.7
	-41
	0.3
	3

	
	Frequency range
	703
	-
	799x
	-50
	1
	

	
	Frequency range
	799x
	-
	803
	-40
	1
	4

	
	Frequency range
	945
	-
	960
	-50
	1
	

	CA_n3-n34
	Frequency range
	1884.5
	-
	1915.7
	-41
	0.3
	3

	CA_n3-n28
	Frequency range
	470
	-
	694
	-42
	8
	4, 14

	
	Frequency range
	470
	-
	710
	-26.2
	6
	15

	
	Frequency range
	758
	-
	773
	-30
	1
	4

	
	Frequency range
	773
	-
	803
	-50
	1
	

	
	Frequency range
	662
	-
	694
	-26.2
	6
	4

	
	Frequency range
	1839.9
	-
	1879.9
	-50
	1
	4

	
	Frequency range
	1884.5
	-
	1915.7
	-41
	0.3
	3, 11

	CA_n3-n40
	Frequency range
	1884.5
	-
	1915.7
	-41
	0.3
	3

	CA_n3-n41
	Frequency range
	1884.5
	-
	1915.7
	-41
	0.3
	3

	CA_n3-n74
	Frequency range
	1884.5
	-
	1915.7
	-41
	0.3
	3

	
	Frequency range
	1400
	-
	1427
	-32
	27
	4, 20

	
	Frequency range
	1475
	-
	1488
	-28
	1
	4, 21

	
	Frequency range
	1475
	-
	1488
	-50
	1
	4, 22

	
	Frequency range
	1488
	-
	1510.9
	-35
	1
	4, 23

	
	Frequency range
	1488
	-
	1518
	-50
	1
	4

	CA_n3-n77
	Frequency range
	1884.5
	-
	1915.7
	-41
	0.3
	3

	CA_n3-n78
	Frequency range
	1884.5
	-
	1915.7
	-41
	0.3
	3

	CA_n3-n79
	Frequency range
	1884.5
	-
	1915.7
	-41
	0.3
	3

	CA_n5-n7
	Frequency range
	859
	-
	869
	-27
	1
	

	CA_n5-n28
	Frequency range
	470
	-
	710
	-26.2
	6
	13

	
	Frequency range
	758
	-
	773
	-32
	1
	4

	
	Frequency range
	773
	-
	803
	-50
	1
	

	
	Frequency range
	1884.5
	-
	1915.7
	-41
	0.3
	3

	CA_n5-n40
	Frequency range
	1884.5
	-
	1915.7
	-41
	0.3
	3

	CA_n5-n48
	Frequency range
	1884.5
	-
	1915.7
	-41
	0.3
	8

	CA_n5-n66
	Frequency range
	1884.5
	-
	1915.7
	-41
	0.3
	3

	CA_n5-n77
	Frequency range
	1884.5
	-
	1915.7
	-41
	0.3
	3

	CA_n5-n78
	Frequency range
	945
	-
	960
	-50
	1
	

	
	Frequency range
	1884.5
	-
	1915.7
	-41
	0.3
	3

	
	Frequency range
	2545
	-
	2575
	-50
	1
	2

	
	Frequency range
	2595
	-
	2645
	-50
	1
	

	CA_n5-n79
	Frequency range
	1884.5
	-
	1915.7
	-41
	0.3
	3

	CA_n5-n105
	Frequency range
	1884.5
	-
	1915.7
	-41
	0.3
	3

	CA_n7-n26
	Frequency range
	703
	-
	799x
	-50
	1
	

	
	Frequency range
	799x
	-
	803
	-40
	1
	4

	
	Frequency range
	945
	-
	960
	-50
	1
	

	
	Frequency range
	1884.5
	-
	1915.7
	-41
	0.3
	3

	CA_n7-n28
	Frequency range
	758
	-
	773
	-32
	1
	4

	
	Frequency range
	773
	-
	803
	-50
	1
	

	CA_n8-n34
	Frequency range
	1884.5
	-
	1915.7
	-41
	0.3
	3

	CA_n8-n40
	Frequency range
	1884.5
	-
	1915.7
	-41
	0.3
	3

	CA_n8-n41
	Frequency range
	1884.5
	-
	1915.7
	-41
	0.3
	3

	CA_n8-n78
	Frequency range
	1884.5
	-
	1915.7
	-41
	0.3
	3

	CA_n8-n79
	Frequency range
	1884.5
	-
	1915.7
	-41
	0.3
	3

	CA_n12-n78
	Frequency range
	1884.5
	-
	1915.7
	-41
	0.3
	3

	CA_n13-n25
	Frequency range
	769
	-
	775
	-35
	0.00625
	4

	
	Frequency range
	799
	-
	805
	-35
	0.00625
	4

	CA_n13-n66
	Frequency range 
	769
	-
	775
	-35
	0.00625
	4

	
	Frequency range
	799
	-
	805
	-35
	0.00625
	4

	CA_n13-n77
	Frequency range
	769
	-
	775
	-35
	0.00625
	4

	
	Frequency range
	799
	-
	805
	-35
	0.00625
	4

	CA_n14-n30
	Frequency range
	769
	-
	775
	-35
	0.00625
	4

	
	Frequency range
	799
	-
	805
	-35
	0.00625
	4

	CA_n14-n66
	Frequency range
	769
	-
	775
	-35
	0.00625
	4

	
	Frequency range
	799
	-
	805
	-35
	0.00625
	4

	CA_n14-n77
	Frequency range
	769
	-
	775
	-35
	0.00625
	4, 20

	
	Frequency range
	799
	-
	805
	-35
	0.00625
	4, 20

	CA_n18-n28
	Frequency range
	470
	-
	694
	-42
	8
	4, 14

	
	Frequency range
	470
	-
	710
	-26.2
	6
	13

	
	Frequency range
	662
	-
	694
	-26.2
	6
	4

	
	Frequency range
	758
	-
	799
	-50
	1
	

	
	Frequency range
	799
	-
	803
	-40
	1
	4

	
	Frequency range
	860
	-
	890
	-40
	1
	

	
	Frequency range
	945
	-
	960
	-50
	1
	4

	
	Frequency range
	1884.5
	-
	1915.7
	-41
	0.3
	3

	
	Frequency range
	2545
	-
	2575
	-50
	1
	

	
	Frequency range
	2595
	-
	2645
	-50
	1
	

	CA_n18-n40
	Frequency range
	758
	-
	799
	-50
	1
	

	
	Frequency range
	799
	-
	803
	-40
	1
	

	
	Frequency range
	860
	-
	890
	-40
	1
	

	
	Frequency range
	945
	-
	960
	-50
	1
	

	
	Frequency range
	1884.5
	-
	1915.7
	-41
	0.3
	3

	
	Frequency range
	2545
	-
	2575
	-50
	1
	

	
	Frequency range
	2595
	-
	2645
	-50
	1
	

	CA_n18-n41
	Frequency range
	758
	-
	799
	-50
	1
	

	
	Frequency range
	799
	-
	803
	-40
	1
	

	
	Frequency range
	860
	-
	890
	-40
	1
	

	
	Frequency range
	945
	-
	960
	-50
	1
	

	
	Frequency range
	1884.5
	-
	1915.7
	-41
	0.3
	3

	CA_n18-n74
	Frequency range
	758
	-
	799
	-50
	1
	

	
	Frequency range
	799
	-
	803
	-40
	1
	

	
	Frequency range
	860
	-
	890
	-40
	1
	

	
	Frequency range
	945
	-
	960
	-50
	1
	

	
	Frequency range
	1400
	-
	1427
	-32
	27
	4, 20

	
	Frequency range
	1475
	-
	1488
	-28
	1
	4, 21

	
	Frequency range
	1475
	-
	1488
	-50
	1
	4, 22

	
	Frequency range
	1488
	-
	1510.9
	-35
	1
	4, 23

	
	Frequency range
	1488
	-
	1518
	-50
	1
	4

	
	Frequency range
	1884.5
	-
	1915.7
	-41
	0.3
	3

	
	Frequency range
	2545
	-
	2575
	-50
	1
	

	
	Frequency range
	2595
	-
	2645
	-50
	1
	

	CA_n18-n77
	Frequency range
	758
	-
	799
	-50
	1
	

	
	Frequency range
	799
	-
	803
	-40
	1
	

	
	Frequency range
	860
	-
	890
	-40
	1
	

	
	Frequency range
	945
	-
	960
	-50
	1
	

	
	Frequency range
	1884.5
	-
	1915.7
	-41
	0.3
	3

	
	Frequency range
	2545
	-
	2575
	-50
	1
	

	
	Frequency range
	2595
	-
	2645
	-50
	1
	

	CA_n18-n78
	Frequency range
	758
	-
	799
	-50
	1
	

	
	Frequency range
	799
	-
	803
	-40
	1
	

	
	Frequency range
	860
	-
	890
	-40
	1
	

	
	Frequency range
	945
	-
	960
	-50
	1
	

	
	Frequency range
	1884.5
	-
	1915.7
	-41
	0.3
	3

	
	Frequency range
	2545
	-
	2575
	-50
	1
	

	
	Frequency range
	2595
	-
	2645
	-50
	1
	

	CA_n20-n28
	Frequency range
	758
	-
	773
	-32
	1
	4

	
	Frequency range
	773
	-
	803
	-50
	1
	

	CA_n26-n28
	Frequency range
	470
	-
	710
	-26.2
	6
	13

	
	Frequency range
	758
	-
	773
	-32
	1
	4

	
	Frequency range
	773
	-
	799X
	-50
	1
	

	
	Frequency range
	799X
	-
	803
	-40
	1
	4

	
	Frequency range
	1884.5
	-
	1915.7
	-41
	0.3
	3

	CA_n26-n48
	Frequency range
	703
	-
	799x
	-50
	1
	

	
	Frequency range
	799x
	-
	803
	-40
	1
	4

	
	Frequency range
	945
	-
	960
	-50
	1
	

	
	Frequency range
	1884.5
	-
	1915.7
	-41
	0.3
	3

	CA_n26-n66
	Frequency range
	1884.5
	-
	1915.7
	-41
	0.3
	3

	CA_n26-n70
	Frequency range
	1884.5
	-
	1915.7
	-41
	0.3
	3

	CA_n26-n77
	Frequency range
	1884.5
	-
	1915.7
	-41
	0.3
	3

	CA_n26-n78
	Frequency range
	703
	-
	799x
	-50
	1
	

	
	Frequency range
	799x
	-
	803
	-40
	1
	4

	
	Frequency range
	945
	-
	960
	-50
	1
	

	
	Frequency range
	1884.5
	-
	1915.7
	-41
	0.3
	3

	CA_n28-n34
	Frequency range
	470
	-
	694
	-42
	8
	4, 14

	
	Frequency range
	470
	-
	710
	-26.2
	6
	13

	
	Frequency range
	662
	-
	694
	-26.2
	6
	4

	
	Frequency range
	758
	-
	773
	-32
	1
	4

	
	Frequency range
	773
	-
	803
	-50
	1
	

	
	Frequency range
	1884.5
	-
	1915.7
	-41
	0.3
	3

	CA_n28-n39
	Frequency range
	470
	-
	694
	-42
	8
	4, 14

	
	Frequency range
	470
	-
	710
	-26.2
	6
	13

	
	Frequency range
	662
	-
	694
	-26.2
	6
	4

	
	Frequency range
	758
	-
	773
	-32
	1
	4

	
	Frequency range
	773
	-
	803
	-50
	1
	

	CA_n28-n40
	Frequency range
	758
	-
	773
	-32
	1
	4

	
	Frequency range
	773
	-
	803
	-50
	1
	

	
	Frequency range
	1884.5
	-
	1915.7
	-41
	0.3
	3

	CA_n28-n41
	Frequency range
	470
	-
	694
	-42
	8
	4, 14

	
	Frequency range
	470
	-
	710
	-26.2
	6
	13

	
	Frequency range
	662
	-
	694
	-26.2
	6
	4

	
	Frequency range
	758
	-
	773
	-32
	1
	4

	
	Frequency range
	773
	-
	803
	-50
	1
	

	
	Frequency range
	1884.5
	-
	1915.7
	-41
	0.3
	3, 11

	CA_n28-n46
	Frequency range
	470
	-
	694
	-42
	8
	15

	
	Frequency range
	470
	-
	710
	-26.2
	6
	

	
	Frequency range
	662
	-
	694
	-26.2
	6
	15

	
	Frequency range
	758
	-
	773
	-32
	1
	15

	
	Frequency range
	773
	-
	803
	-50
	1
	

	
	Frequency range
	1884.5
	-
	1915.7
	-41
	0.3
	8, 19

	CA_n28-n50
	Frequency range
	470
	-
	694
	-42
	8
	4, 14

	
	Frequency range
	470
	-
	710
	-26.2
	6
	13

	
	Frequency range
	662
	-
	694
	-26.2
	6
	4

	
	Frequency range
	758
	-
	773
	-32
	1
	4

	
	Frequency range
	773
	-
	803
	-50
	1
	

	
	Frequency range
	1884.5
	-
	1915.7
	-41
	0.3
	3, 11

	CA_n28-n77
	Frequency range
	758
	-
	773
	-32
	1
	

	
	Frequency range
	773
	-
	803
	-50
	1
	

	
	Frequency range
	1884.5
	-
	1915.7
	-41
	0.3
	3, 11

	CA_n28-n74
	Frequency range
	470
	-
	694
	-42
	8
	4, 14

	
	Frequency range
	470
	-
	710
	-26.2
	6
	13

	
	Frequency range
	662
	-
	694
	-26.2
	6
	4

	
	Frequency range
	758
	-
	773
	-32
	1
	4

	
	Frequency range
	773
	-
	803
	-50
	1
	

	
	Frequency range
	1884.5
	-
	1915.7
	-41
	0.3
	3, 11

	
	Frequency range
	1400
	-
	1427
	-32
	27
	4, 20, 2

	
	Frequency range
	1475
	-
	1488
	-28
	1
	4, 21, 2

	
	Frequency range
	1475
	-
	1488
	-50
	1
	4, 22, 2

	
	Frequency range
	1488
	-
	1510.9
	-35
	1
	4, 23, 2

	
	Frequency range
	1488
	-
	1518
	-50
	1
	4, 2

	CA_n28-n78
	Frequency range
	758
	-
	773
	-32
	1
	

	
	Frequency range
	773
	-
	803
	-50
	1
	

	
	Frequency range
	1884.5
	-
	1915.7
	-41
	0.3
	3, 11

	CA_n28-n79
	Frequency range
	470
	-
	694
	-42
	8
	4, 14

	
	Frequency range
	470
	-
	710
	-26.2
	6
	13

	
	Frequency range
	662
	-
	694
	-26.2
	6
	4

	
	Frequency range
	758
	-
	773
	-32
	1
	4

	
	Frequency range
	773
	-
	803
	-50
	1
	

	
	Frequency range
	1884.5
	-
	1915.7
	-41
	0.3
	3, 11

	CA_n34-n39
	Frequency range
	1884.5
	-
	1915.7
	-41
	0.3
	3

	CA_n34-n40
	Frequency range
	1884.5
	-
	1915.7
	-41
	0.3
	8

	CA_n34-n41
	Frequency range
	1884.5
	-
	1915.7
	-41
	0.3
	3

	CA_n34-n79
	Frequency range
	1884.5
	-
	1915.7
	-41
	0.3
	8

	CA_n40-n41
	Frequency range
	1884.5
	-
	1915.7
	-41
	0.3
	3

	CA_n40-n77
	Frequency range
	1884.5
	-
	1915.7
	-41
	0.3
	3

	CA_n40-n78
	Frequency range
	1884.5
	-
	1915.7
	-41
	0.3
	3

	CA_n40-n79
	Frequency range
	1884.5
	-
	1915.7
	-41
	0.3
	3

	CA_n41-n74
	Frequency range
	1884.5
	
	1915.7
	-41
	0.3
	3

	
	Frequency range
	1400
	-
	1427
	-32
	27
	4, 20

	
	Frequency range
	1475
	-
	1488
	-28
	1
	4, 21

	
	Frequency range
	1475
	-
	1488
	-50
	1
	4, 22

	
	Frequency range
	1488
	-
	1510.9
	-35
	1
	4, 23

	
	Frequency range
	1488
	-
	1518
	-50
	1
	4

	CA_n41-n77
	Frequency range
	1884.5
	
	1915.7
	-41
	0.3
	3

	CA_n41-n78
	Frequency range 
	1884.5
	
	1915.7
	-41
	0.3
	3

	CA_n41-n79
	Frequency range
	1884.5
	-
	1915.7
	-41
	0.3
	3

	CA_n46-n77
	Frequency range
	1884.5
	-
	1915.7
	-41
	0.3
	8

	CA_n46-n78
	Frequency range
	1884.5
	-
	1915.7
	-41
	0.3
	8

	CA_n70-n77
	Frequency range
	1884.5
	-
	1915.7
	-41
	0.3
	3

	CA_n71-n77
	Frequency range
	1884.5
	
	1915.7
	-41
	0.3
	3

	CA_n74-n77
	Frequency range
	1884.5
	-
	1915.7
	-41
	0.3
	3

	
	Frequency range
	1400
	-
	1427
	-32
	27
	4, 20

	
	Frequency range
	1475
	-
	1488
	-50
	1
	21

	
	Frequency range
	1475
	-
	1488
	-28
	1
	4, 21

	
	Frequency range
	1475
	-
	1488
	-50
	1
	4, 22

	
	Frequency range
	1488
	-
	1510.9
	-35
	1
	4, 23

	CA_n74-n78
	Frequency range
	1884.5
	-
	1915.7
	-41
	0.3
	3

	
	Frequency range
	1400
	-
	1427
	-32
	27
	4, 20

	
	Frequency range
	1475
	-
	1488
	-28
	1
	4, 21

	
	Frequency range
	1475
	-
	1488
	-50
	1
	4, 22

	
	Frequency range
	1488
	-
	1510.9
	-35
	1
	4, 23

	
	Frequency range
	1488
	-
	1518
	-50
	1
	4

	CA_n77-n79
	Frequency range
	1884.5
	-
	1915.7
	-41
	0.3
	3

	CA_n77-n85
	Frequency range
	1884.5
	
	1915.7
	-41
	0.3
	3

	CA_n78-n79
	Frequency range
	1884.5
	-
	1915.7
	-41
	0.3
	3

	NOTE 1:	Void.
NOTE 2:	As exceptions, measurements with a level up to the applicable requirements defined in Table 6.5.3.1-2 are permitted for each assigned NR carrier used in the measurement due to 2nd, 3rd, 4th or 5th harmonic spurious emissions. Due to spreading of the harmonic emission the exception is also allowed for the first 1 MHz frequency range immediately outside the harmonic emission on both sides of the harmonic emission. This results in an overall exception interval centred at the harmonic emission of (2 MHz + N x LCRB x 180kHz), where N is 2, 3, 4, 5 for the 2nd, 3rd, 4th or 5th harmonic respectively. The exception is allowed if the measurement bandwidth (MBW) totally or partially overlaps the overall exception interval.
NOTE 3:	Applicable when co-existence with PHS system operating in 1884.5 -1915.7 MHz
NOTE 4:	These requirements also apply for the frequency ranges that are less than FOOB (MHz) in Table 6.5.3.1-1 from the edge of the channel bandwidth.
NOTE 5:	Void.
NOTE 6:	Void.
NOTE 7:	Void.
NOTE 8:	This requirement is only applicable for carriers with bandwidth confined within 1885-1920 MHz (requirement for carriers with at least 1RB confined within 1880 - 1885 MHz is not specified). This requirement applies for an uplink transmission bandwidth less than or equal to 54 RB for carriers of 15 MHz bandwidth when carrier center frequency is within the range 1892.5 - 1894.5 MHz and for carriers of 20 MHz bandwidth when carrier center frequency is within the range 1895 - 1903 MHz.
NOTE 9:	Void.
NOTE 10:	Void.
NOTE 11:	Applicable when the assigned NR carrier is confined within 718 MHz and 748 MHz and when the channel bandwidth used is 5 or 10 MHz.
NOTE 12:	Void.
NOTE 13:	This requirement is applicable for 5 and 10 MHz NR channel bandwidth allocated within 718 - 728 MHz. For carriers of 10 MHz bandwidth, this requirement applies for an uplink transmission bandwidth less than or equal to 30 RB with RBstart > 1 and Rbstart < 48.
NOTE 14:	This requirement is applicable in the case of a 10 MHz NR carrier confined within 703 MHz and 733 MHz, otherwise the requirement of -25 dBm with a measurement bandwidth of 8 MHz applies.
NOTE 15:	As exceptions, measurements with a level up to the applicable requirement of -36 dBm/MHz is permitted for each assigned E-UTRA carrier used in the measurement due to 3rd harmonic spurious emissions. An exception is allowed if there is at least one individual RB within the transmission bandwidth (see Figure 5.6-1) for which the 3rd harmonic totally or partially overlaps the measurement bandwidth (MBW).
NOTE 17:	Void.
NOTE 18: Void.
NOTE 19:	This requirement is applicable for power class 3 UE for any channel bandwidths within the range 2570 - 2615 MHz with the following restriction: for carriers of 15 MHz bandwidth when carrier centre frequency is within the range 2605.5 - 2607.5 MHz and for carriers of 20 MHz bandwidth when carrier centre frequency is within the range 2597 - 2605 MHz the requirement is applicable only for an uplink transmission bandwidth less than or equal to 54 RB.  For power class 2 UE for any channel bandwidths within the range 2570 - 2615 MHz, NS_44 shall apply. For power class 2 or 3 UE for carriers with channel bandwidth overlapping the frequency range 2615 - 2620 MHz the requirement applies with the maximum output power configured to +19 dBm in the IE P-Max.
NOTE 20: Applicable for cases and when the lower edge of the assigned NR UL channel bandwidth frequency is greater than or equal to 1427 MHz + the channel BW assigned for 5 and 10 MHz bandwidth, and when the lower edge of the assigned NR UL channel bandwidth frequency is greater than or equal to 1440 MHz for 15 and 20 MHz bandwidth.
NOTE 21: Applicable for 5 MHz bandwidth, and when the upper edge of the assigned NR UL channel bandwidth frequency is less than or equal to 1467 MHz assigned for 10 MHz bandwidth, and when the upper edge of the assigned NR UL channel bandwidth frequency is less than or equal to 1463.8 MHz for 15 MHz bandwidth, and when the upper edge of the assigned NR UL channel bandwidth.
NOTE 22:	As exceptions, for 90 and 100 MHz channel bandwidth, -40 dBm/MHz is applicable in the frequency range of 2496 – 2505 MHz.
NOTE 23: For these adjacent bands, the emission limit could imply risk of harmful interference to UE(s) operating in the protected operating band.if the measurement bandwidth (MBW) totally or partially overlaps the overall exception interval.
NOTE X:   For 20MHz channel bandwidth in band n26 this value is changed to 794MHz.




< End of changes >

