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1.	Introduction
[bookmark: _Hlk67504958]Rel-18 feature list discussion has been initiated by RAN4 Chair with CMCC as the moderator. 
This contribution provides our proposals on the Rel-18 feature list regarding the WI NR_RF_FR2_req_Ph3 where Nokia is the rapporteur.

2.	Discussion
2.1.	UL 256QAM
The following UE capability for UL 256QAM has already been included in TS 38.306 [1].
	supportedModulationOrderUL
Indicates the maximum supported modulation order to be applied for uplink in the carrier in the max data rate calculation as defined in 4.1.2. If included, the network may use a modulation order on this serving cell which is higher than the value indicated in this field as long as UE supports the modulation of higher value for uplink. If not included,
-     for FR1 and FR2, the network uses the modulation order signalled per band i.e. pusch-256QAM if signalled. If not signalled in a given band, the network shall use the modulation order 64QAM.
In all the cases, it shall be ensured that the data rate does not exceed the max data rate (DataRate) and max data rate per CC (DataRateCC) according to TS 38.214 [12].
	FSPC
	No
	N/A
	N/A



Therefore, there is no need to include UL 256QAM in Rel-18 feature list.

2.2	Beam correspondence requirements for RRC_INACTIVE and initial access
It is already agreed [2] that RAN4 will not introduce a new UE capability for the beam correspondence. This is because it is not useful to signal the beam correspondence capability applicable in initial access after UE attaches to the network.
	2.9	Sub-topic 2-9 UE capability
· WF
· No new UE capability for beam correspondence is introduced.



Therefore, there is no need to include Beam correspondence requirements for RRC_INACTIVE and initial access in Rel-18 feature list.

3.	Conclusion
This contribution has provided our proposals on the Rel-18 feature list regarding the WI NR_RF_FR2_req_Ph3 where Nokia is the rapporteur, they are summarized as follows:
[bookmark: _Hlk131603927]Proposal 1: There is no need to include UL 256QAM in Rel-18 feature list.
Proposal 2: There is no need to include Beam correspondence requirements for RRC_INACTIVE and initial access in Rel-18 feature list.
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