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	Reason for change:
	Correct some errors in the clause of the spectrum emission mask for CA.

	
	

	Summary of change:
	some errors in clause 6.5A.2.1, including:
· CA bandwidth classes are defined in Table 5.3A.4-1 not in Table 5.3A.5-1.
· In Table 6.5A.2.1-1, the spectrum emission limits -5/-13 don’t have units. To keep line with the table spectrum emission mask of for single CC operation, introduce the indication for the spectrum emission limit in the table header.
· Spectrum emission mask for CA is specified in Table 6.5A.2.1.1-1 not in Table 6.5A.2.1-1 in Rel-16.
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< Start of changes >
[bookmark: _Toc61119601][bookmark: _Toc61119983][bookmark: _Toc67926045][bookmark: _Toc75273683][bookmark: _Toc76510583][bookmark: _Toc83129740][bookmark: _Toc90591272][bookmark: _Toc98864307][bookmark: _Toc99733556][bookmark: _Toc106577458][bookmark: _Toc114537209][bookmark: _Toc115257477][bookmark: _Toc123086797][bookmark: _Toc124296121][bookmark: _Toc124296591][bookmark: _Toc130572408][bookmark: _Toc131708407][bookmark: _Toc137458214][bookmark: _Toc138887701][bookmark: _Toc138969788][bookmark: _Toc145916849][bookmark: _Toc21340915][bookmark: _Toc29805362][bookmark: _Toc36456571][bookmark: _Toc36469669][bookmark: _Toc37254078][bookmark: _Toc37322935][bookmark: _Toc37324341][bookmark: _Toc45889864][bookmark: _Toc52196529][bookmark: _Toc52197508][bookmark: _Toc53173231][bookmark: _Toc53173600][bookmark: _Toc61118867][bookmark: _Toc61119249][bookmark: _Toc61119630][bookmark: _Toc67923821][bookmark: _Toc75294633][bookmark: _Toc76510396][bookmark: _Toc83130360][bookmark: _Toc90589945][bookmark: _Toc98869519][bookmark: _Toc106547263][bookmark: _Toc114500407][bookmark: _Toc115255958][bookmark: _Toc123060246][bookmark: _Toc124294295][bookmark: _Toc137457095][bookmark: _Toc138887463][bookmark: _Toc138968914][bookmark: _Toc145691601]6.5A.2.1	Spectrum emission mask for CA
[bookmark: _Toc61119602][bookmark: _Toc61119984][bookmark: _Toc67926046][bookmark: _Toc75273684][bookmark: _Toc76510584][bookmark: _Toc83129741][bookmark: _Toc90591273][bookmark: _Toc98864308][bookmark: _Toc99733557][bookmark: _Toc106577459][bookmark: _Toc114537210][bookmark: _Toc115257478][bookmark: _Toc123086798][bookmark: _Toc124296122][bookmark: _Toc124296592][bookmark: _Toc130572409][bookmark: _Toc131708408][bookmark: _Toc137458215][bookmark: _Toc138887702][bookmark: _Toc138969789][bookmark: _Toc145916850]6.5A.2.1.0	General
For intra-band CA, the requirements specified in this clause shall apply if the UE has at least one of UL or DL configured for CA or if the UE is configured for single CC operation with different channel bandwidths in UL and DL carriers. In case the CA configuration consists of a single UL CC, spectrum emission mask defined in subclause 6.5.2.1 applies. Spectral emission mask requirements do not apply at any frequency where IBE requirements of clause 6.4A.2.3 apply.
The requirement is verified in beam locked mode with the test metric of TRP (Link=TX beam peak direction).
[bookmark: _Toc61119603][bookmark: _Toc61119985][bookmark: _Toc67926047][bookmark: _Toc75273685][bookmark: _Toc76510585][bookmark: _Toc83129742][bookmark: _Toc90591274][bookmark: _Toc98864309][bookmark: _Toc99733558][bookmark: _Toc106577460][bookmark: _Toc114537211][bookmark: _Toc115257479][bookmark: _Toc123086799][bookmark: _Toc124296123][bookmark: _Toc124296593][bookmark: _Toc130572410][bookmark: _Toc131708409][bookmark: _Toc137458216][bookmark: _Toc138887703][bookmark: _Toc138969790][bookmark: _Toc145916851]6.5A.2.1.1	Spectrum emission mask for intra-band contiguous UL CA
For intra-band contiguous UL carrier aggregation, the spectrum emission mask of the UE applies to frequencies (ΔfOOB) starting from the ± edge of the UL aggregated channel bandwidth (Table 5.3A.4-1Table 5.3A.5-1). For any bandwidth class defined in Table 5.3A.4-1Table 5.3A.5-1, the UE emission shall not exceed the levels specified in Table Table 6.5A.2.1.1-1 6.5A.2.1-1.
Table 6.5A.2.1.1-1: General NR spectrum emission mask for intra-band contiguous CA in FR2-1 and FR2-2
	ΔfOOB
(MHz)
	Spectrum emission limit (dBm)/Any carrier aggregation bandwidth class
	Measurement bandwidth

	 0-0.1*BWChannel_CA
	-5 
	1 MHz 

	 0.1*BWChannel_CA -2*BWChannel_CA
	-13
	1 MHz

	NOTE 1:	(void)
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