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0. Introduction
1. In this paper we present our proposals for the Rel-18 RAN4 UE features. More details about the proposed features/capabilities can be found in the corresponding papers submitted to each agenda item and listed in the reference section.

27. NR_ENDC_RF_FR1_enh2
	Features
	Index
	Feature group
	Components

	Prerequisite feature groups
	Need for the gNB to know if the feature is supported
	Applicable to the capability signalling exchange between UEs (V2X WI only)”.
	Consequence if the feature is not supported by the UE
	Type
(the ‘type’ definition from UE features should be based on the granularity of 1) Per UE or 2) Per Band or 3) Per BC or 4) Per FS or 5) Per FSPC)
	Need of FDD/TDD differentiation
	Need of FR1/FR2 differentiation
	Capability interpretation for mixture of FDD/TDD and/or FR1/FR2
	Note
	Mandatory/Optional

	 27. NR_ENDC_RF_FR1_enh2
	27-1
	8Rx SRS insertion loss
	1) Static IL indication
2) Dynamic IL indication

	8L MIMO support
	Yes
	
	Network will not be aware of the power difference when SRS is transmitted from different ports
	Per band
	No
	FR1 only
	N/A
	
	Optional



46. NR_FR1_lessthan_5MHz_BW

	Features
	Index
	Feature group
	Components
	Prerequisite feature groups
	Need for the gNB to know if the feature is supported
	Applicable to the capability signalling exchange between UEs (Sidelink WI only)”.
	Consequence if the feature is not supported by the UE
	Type
(the ‘type’ definition from UE features should be based on the granularity of 1) Per UE or 2) Per Band or 3) Per BC or 4) Per FS or 5) Per FSPC)
	Need of FDD/TDD differentiation
	Need of FR1/FR2 differentiation
	Capability interpretation for mixture of FDD/TDD and/or FR1/FR2
	Note
	Mandatory/Optional

	51. NR_FR1_lessthan_5MHz_BW
	51-1
	Support for 3 MHz channel bandwidth
	1) Reception of 12 PRB PBCH based on RB-level puncturing
2) Short RACH preamble formats with 15kHz SCS, and long PRACH formats with 1.25kHz SCS
3) Reception of 15 PRB CORESET0
	
	Yes
	N/A
	UE is not able to support 3 MHz channel bandwidth with 15 PRB CORESET0
	Per Band
	FDD only
	FR1 only
	N/A
	This FG is supported for 15 kHz SCS only

This FG is applicable only when an associated SS/PBCH block is located according to Table 5.4.3.3-2 in TS 38.101-1 in Rel-18
	Optional with capability signalling

	51. NR_FR1_lessthan_5MHz_BW
	51-2
	Support 12 RB CORESET0
	1) Reception of 12 RB CORESET0
	51-1
	Yes
	N/A
	UE is not able to support 3 MHz channel bandwidth with 12 RB CORESET0
	Per BandUE
	FDD only
	FR1 only
	N/A
	This FG is supported for 15 kHz SCS only

This FG is only applicable when an associated SS/PBCH block is located in band n100 at GSCN 41637 of Table 5.4.3.1-3 in TS 38.101-1 in Rel-18.

Note: The UE supporting this FG supports configuration of 12 PRB BWP operation

[This FG is applicable to the case when transmission BW is limited within 12 PRB]
	Optional with capability signalling

	51. NR_FR1_lessthan_5MHz_BW
	51-3
	Support 5 MHz channel bandwidth with 20 PRB CORESET0
	1) Short RACH preamble formats with 15kHz SCS, and long PRACH formats with 1.25kHz SCS
2) Reception of 20 PRB CORESET0
	
	Yes
	N/A
	UE is not able to support 5 MHz channel bandwidth with 20 PRB CORESET0
	Per UE
	FDD only
	FR1 only
	N/A
	This FG is supported for 15 kHz SCS only

This FG is only applicable when an associated SS/PBCH block is located in band n100 at GSCN 41638 of Table 5.4.3.1-3 in TS 38.101-1 in Rel-18.

[Note: The UE supporting this FG supports configuration of 20 PRB BWP operation]
	Optional with capability signalling
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