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[bookmark: OLE_LINK6][bookmark: OLE_LINK7]<<Start of Change>>
[bookmark: _Toc76718064][bookmark: _Toc75467052][bookmark: _Toc84404883][bookmark: _Toc76509074][bookmark: _Toc83580374][bookmark: _Toc84413492]6.1J	General
Unless otherwise stated, the transmitter characteristics are specified at the antenna connector(s) of the ATG UE with one or multiple omni-directional antenna(s) or at the transceiver array boundary (TAB) connectors of the ATG UE with the antenna array. The definition about transceiver array boundary (TAB) is specified in clause 4.3.2 of TS 38.104 [X].
For the ATG UE with multiple omni-directional antennas, the transmitter RF requirements are defined as the sum of measurement of all antenna connectors.
For the ATG UE with the antenna array, the transmitter RF requiremetnts are defined as the sum of measurement of all TAB connectors.
<<Next of Change>>


7.1J	 General for ATG
Unless otherwise stated, the receiver characteristics are specified at the antenna connector(s) of the ATG UE with one or multiple omni-directional antenna(s) or at the transceiver array boundary (TAB) connectors of the ATG UE with the antenna array. The definition about transceiver array boundary (TAB) is specified in clause 4.3.2 of TS 38.104 [X].
For the ATG UE with multiple omni-directional antennas, the receiver RF requirements are defined on top of each antenna connector.
For the ATG UE with the phase antenna array, the receiver RF requirements are defined on top of each TAB connector.
<<End of Change>>

