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<Start of Change 1>
[bookmark: _Toc368026216]6.2.2	UE maximum output power
The following UE Power Classes define the maximum output power for any transmission bandwidth within the channel bandwidth for non CA configuration unless otherwise stated. The period of measurement shall be at least as defined in Table 6.2.2-0.
Table 6.2.2-0: Measurement period for UE maximum output power
	TTI pattern
	Minimum measurement period

	Subframe
	1ms

	Slot
	7OS

	Subslot
	2OS, 3OS



Table 6.2.2-1: UE Power Class
	EUTRA band
	Class 1 (dBm)
	Tolerance (dB)
	Class 2 (dBm)
	Tolerance (dB)
	Class 3 (dBm)
	Tolerance (dB)
	Class 4 (dBm)
	Tolerance (dB)

	1
	
	
	
	
	23
	±2
	
	

	2
	
	
	
	
	23
	±22
	
	

	3
	31
	+2/-3
	
	
	23
	±22
	
	

	4
	
	
	
	
	23
	±2
	
	

	5
	
	
	
	
	23
	±2
	
	

	6
	
	
	
	
	23
	±2
	
	

	7
	
	
	
	
	23
	±22
	
	

	8
	
	
	
	
	23
	±22
	
	

	9
	
	
	
	
	23
	±2
	
	

	10
	
	
	
	
	23
	±2
	
	

	11
	
	
	
	
	23
	±2
	
	

	12
	31
	+2/-3
	
	
	23
	±22
	
	

	13
	
	
	
	
	23
	±2
	
	

	14
	31
	+2/-3
	26
	+2/-3
	23
	±2
	
	

	
	
	
	
	
	
	
	
	

	17
	
	
	
	
	23
	±2
	
	

	18
	
	
	
	
	23
	±25
	
	

	19
	
	
	
	
	23
	±2
	
	

	20
	31
	+2/-3
	
	
	23
	±22
	
	

	21
	
	
	
	
	23
	±2
	
	

	22
	
	
	
	
	23
	+2/-3.52
	
	

	23
	
	
	
	
	236
	±26
	
	

	24
	
	
	
	
	23
	+2/-32
	
	

	25
	
	
	
	
	23
	±22
	
	

	26
	
	
	
	
	23
	±22
	
	

	27
	
	
	
	
	23
	±2
	
	

	28
	31
	+2/-3
	
	
	23
	+2/-2.5
	
	

	30
	
	
	
	
	23
	±2
	
	

	31
	31
	+2/-3
	
	
	23
	±2
	
	

	…
	
	
	
	
	
	
	
	

	33
	
	
	
	
	23
	±2
	
	

	34
	
	
	
	
	23
	±2
	
	

	35
	
	
	
	
	23
	±2
	
	

	36
	
	
	
	
	23
	±2
	
	

	37
	
	
	
	
	23
	±2
	
	

	38
	
	
	26
	±2
	23
	±2
	
	

	39
	
	
	
	
	23
	±2
	
	

	40
	
	
	26
	±2
	23
	±2
	
	

	41
	
	
	26
	±22
	23
	±22
	
	

	42
	
	
	26
	+2/-3
	23
	+2/-3
	
	

	43
	
	
	
	
	23
	+2/-3
	
	

	44
	
	
	
	
	23
	+2/[-3]
	
	

	45
	
	
	
	
	23
	±2
	
	

	…
	
	
	
	
	
	
	
	

	47
	
	
	26
	±2
	23
	±2
	
	

	48
	
	
	
	
	23
	+2/-3
	
	

	50
	
	
	
	
	23
	±2
	
	

	51
	
	
	
	
	23
	±2
	
	

	52
	
	
	
	
	23
	+2/-3
	
	

	53
	
	
	
	
	23
	±2
	
	

	54
	
	
	
	
	23
	±2
	
	

	65
	
	
	
	
	23
	±2
	
	

	66
	
	
	
	
	23
	±2
	
	

	68
	
	
	
	
	23
	±2
	
	

	…
	
	
	
	
	
	
	
	

	70
	
	
	
	
	23
	±2
	
	

	71
	
	
	
	
	23
	+2/-2.5
	
	

	72
	31
	+2/-3
	
	
	23
	±2
	
	

	73
	
	
	
	
	23
	±2
	
	

	74
	
	
	
	
	23
	±2
	
	

	85
	
	
	
	
	23
	±22
	
	

	87
	31
	+2/-3
	
	
	23
	±2
	
	

	88
	31
	+2/-3
	
	
	23
	±2
	
	

	106
	
	
	
	
	23
	±2
	
	

	NOTE 1:	Void
NOTE 2:	2 refers to the transmission bandwidths (Figure 5.6-1) confined within FUL_low and FUL_low + 4 MHz or FUL_high – 4 MHz and FUL_high, the maximum output power requirement is relaxed by reducing the lower tolerance limit by 1.5 dB
NOTE 3:	For the UE which supports both Band 11 and Band 21 operating frequencies, the tolerance is FFS.
NOTE 4:	PPowerClass is the maximum UE power specified without taking into account the tolerance
NOTE 5:	For a UE that supports both Band 18 and Band 26, the maximum output power requirement is relaxed by reducing the lower tolerance limit by 1.5 dB for transmission bandwidths confined within 815 MHz and 818 MHz.
NOTE 6:	When NS_20 is signalled, the total output power within 2000-2005 MHz shall be limited to 7 dBm.
NOTE 7:	Void.
NOTE 8:	Generally, PC1 UE is not targeted for smartphone form factor.
NOTE 9:	Void.



The default power class PPowerClass_Default for an operating band is Power Class 3 unless otherwise stated.
For a power class 2 capable UE operating on Band 14, when an IE P-max as defined in TS 36.331 [7] of 23 dBm or lower is indicated in the cell, the corresponding requirements for a power class 3 UE shall apply. 

For a power class 2 capable UE operating on Band 41, when an IE P-max as defined in TS 36.331 [7] of 23 dBm or lower is indicated in the cell or if the uplink/downlink configuration is 0 or 6, the requirements for power class 2 are not applicable, and the corresponding requirements for a power class 3 UE shall apply.
For each supported frequency band other than Band 14 and Band 41, the UE shall:
-	if the UE supports a different power class than the default UE power class for the band and the supported power class enables the higher maximum output power than that of the default power class:
-	if the band is a TDD band whose frame configuration is 0 or 6; or
-	if the IE P-Max as defined in TS 36.331 [7] is not provided; or
-	if the IE P-Max as defined in TS 36.331 [7] is provided and set to the maximum output power of the default power class or lower;
-	meet all requirements for the default power class of the operating band in which the UE is operating and set its configured transmitted power as specified in sub-clause 6.2.5;
-	else (i.e the IE P-Max as defined in TS 36.331 [7] is provided and set to the higher value than the maximum output power of the default power class):
-	meet all requirements for the supported power class and set its configured transmitted power class as specified in sub-clause 6.2.5;
<End of Change 1>
<Start of Change 2>
[bookmark: _Toc368026312]6.6.2.3.1	Minimum requirement E-UTRA
E-UTRA Adjacent Channel Leakage power Ratio (E-UTRAACLR) is the ratio of the filtered mean power centred on the assigned channel frequency to the filtered mean power centred on an adjacent channel frequency at nominal channel spacing. The assigned E-UTRA channel power and adjacent E-UTRA channel power are measured with rectangular filters with measurement bandwidths specified in Table 6.6.2.3.1-1, Table 6.6.2.3.1-2, and Table 6.6.2.3.1-3. If the measured adjacent channel power is greater than –50dBm then the E-UTRAACLR shall be higher than the value specified in Table 6.6.2.3.1-1, Table 6.6.2.3.1-2, and Table 6.6.2.3.1-3.
For a power class 2 capable UE operating on Band 14, when an IE P-max as defined in TS 36.331 [7] of 23 dBm or lower is indicated in the cell, the corresponding requirements for a power class 3 UE shall apply. 

For a power class 2 capable UE operating on Band 41, when an IE P-max as defined in [7] of 23 dBm or lower is indicated in the cell or if the uplink/downlink configuration is 0 or 6, the requirements for power class 2 are not applicable,  and the corresponding requirements for a power class 3 UE shall apply.
For each supported frequency band other than Band 14 and Band 41, the UE shall:
-	if the UE supports a different power class than the default UE power class for the band and the supported power class enables the higher maximum output power than that of the default power class:
-	if the band is a TDD band whose frame configuration is 0 or 6; or
-	if the IE P-Max as defined in TS 36.331 [7] is not provided; or
-	if the IE P-Max as defined in TS 36.331 [7] is provided and set to the maximum output power of the default power class or lower;
-	meet all requirements for the default power class of the operating band in which the UE is operating and set its configured transmitted power as specified in sub-clause 6.2.5;
-	else (i.e the IE P-Max as defined in TS 36.331 [7] is provided and set to the higher value than the maximum output power of the default power class):
-	meet all requirements for the supported power class and set its configured transmitted power class as specified in sub-clause 6.2.5.
<End of Change 2>
<Start of Change 3>
[bookmark: _Toc368026314]6.6.2.3.2	Minimum requirements UTRA
UTRA Adjacent Channel Leakage power Ratio (UTRAACLR) is the ratio of the filtered mean power centred on the assigned E-UTRA channel frequency to the filtered mean power centred on an adjacent(s) UTRA channel frequency.
UTRA Adjacent Channel Leakage power Ratio is specified for both the first UTRA adjacent channel (UTRAACLR1) and the 2nd UTRA adjacent channel (UTRAACLR2). The UTRA channel power is measured with a RRC bandwidth filter with roll-off factor =0.22. The assigned E-UTRA channel power is measured with a rectangular filter with measurement bandwidth specified in Table 6.6.2.3.2-1. If the measured UTRA channel power is greater than –50dBm then the UTRAACLR shall be higher than the value specified in Table 6.6.2.3.2-1.
UTRAACLR is not applicable to the power class 3 UE operating in Band 7, 12, 13, 14, 17, 20, 24, 27, 30, 33, 35, 36, 37, 38, 40, 43, 44, 45, 47, 48, 50, 51, 52, 68, 70, 71, 85 and Scell operation in Band 46, 49.
UTRAACLR is not applicable to the power class 2 UE operating in Band 14, 38, 40, 41, 42 or 47 and Scell operation in Band 46.
UTRAACLR is not applicable to the power class 1 UE operating in Band 3, 14, 20, 28, 31 or 72.
<End of Change 3>

